
 

 
CITY COMMISSION AGENDA 

CITY HALL COMMISSION CHAMBERS 
300 W. Plant Street 

 
REGULAR MEETING                   JUNE 14, 2012            6:30 P.M. 
 
CALL TO ORDER 
Determination of a Quorum  
Invocation and Pledge of Allegiance 
 
1. APPROVAL OF MINUTES 

Regular Meeting of May 24, 2012 
 

2. PRESENTATION 
A. Proclamation 12-10 declaring June 15, 2012 as America in Bloom Day – Mayor Rees 
B. Comprehensive Annual Financial Report by Sines, Blakeslee and Madyda, Public 

Accounts, P.A., for Fiscal Year ending September 30, 2011 
 

3. FIRST READING AND PUBLIC HEARING OF PROPOSED ORDINANCES 
A. Ordinance 12-11:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, FLORIDA 

PROVIDING FOR THE ANNEXATION OF CERTAIN ADDITIONAL LANDS GENERALLY 
DESCRIBED AS APPROXIMATELY 0.22 ± ACRES LOCATED AT 710 SOUTH PARK 
AVENUE ON THE WEST SIDE OF SOUTH PARK AVENUE, NORTH OF JACKSON 
STREET AND SOUTH OF WEST STORY ROAD INTO THE CITY OF WINTER GARDEN 
FLORIDA; REDEFINING THE CITY BOUNDARIES TO GIVE THE CITY JURISDICTION 
OVER SAID PROPERTY; PROVIDING FOR SEVERABILITY; PROVIDING FOR AN 
EFFECTIVE DATE with the second reading and public hearing being scheduled for 
June 28, 2012 – Community Development Director Williams 

B. Ordinance 12-12:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, FLORIDA 
AMENDING THE FUTURE LAND USE MAP OF THE WINTER GARDEN 
COMPREHENSIVE PLAN BY CHANGING THE LAND USE DESIGNATION OF REAL 
PROPERTY GENERALLY DESCRIBED AS 0.22 ± ACRES OF LAND LOCATED AT 710 
SOUTH PARK AVENUE ON THE WEST SIDE OF SOUTH PARK AVEUNE, NORTH OF 
JACKSON STREET AND SOUTH OF WEST STORY ROAD FROM ORANGE COUNTY 
LOW DENSITY RESIDENTIAL TO CITY LOW DENSITY RESIDENTIAL; PROVIDING 
FOR SEVERABILITY; PROVIDING FOR AN EFFECTIVE DATE with the second reading 
and public hearing being scheduled for June 28, 2012 – Community Development 
Director Williams 

C. Ordinance 12-13:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, FLORIDA 
REZONING APPROXIMATELY 0.22 ± ACRES OF REAL PROPERTY GENERALLY 
LOCATED AT 710 SOUTH PARK AVENUE ON THE WEST SIDE OF SOUTH PARK 
AVENUE, NORTH OF JACKSON STREET AND SOUTH OF WEST STORY ROAD FROM 
ORANGE COUNTY R-2 RESIDENTIAL DISTRICT TO CITY R-2 RESIDENTIAL 
DISTRICT; PROVIDING FOR SEVERABILITY; PROVIDING FOR AN EFFECTIVE DATE 
with the second reading and public hearing being scheduled for June 28, 2012 – 
Community Development Director Williams 

D. Ordinance 12-25:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, FLORIDA 
PROVIDING FOR THE ANNEXATION OF CERTAIN ADDITIONAL LANDS GENERALLY 
DESCRIBED AS APPROXIMATELY 5.44 ± ACRES LOCATED AT 12201 WEST 
COLONIAL DRIVE ON THE NORTH SIDE OF WEST COLONIAL DRIVE, EAST OF 
CARTER ROAD AND WEST OF STATE ROAD 429 INTO THE CITY OF WINTER 
GARDEN FLORIDA; REDEFINING THE CITY BOUNDARIES TO GIVE THE CITY 
JURISDICTION OVER SAID PROPERTY; PROVIDING FOR SEVERABILITY; 
PROVIDING FOR AN EFFECTIVE DATE with the second reading and public hearing 
being scheduled for June 28, 2012 – Community Development Director Williams 

E. Ordinance 12-26:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, FLORIDA 
AMENDING THE FUTURE LAND USE MAP OF THE WINTER GARDEN 
COMPREHENSIVE PLAN BY CHANGING THE LAND USE DESIGNATION OF REAL 
PROPERTY GENERALLY DESCRIBED AS APPROXIMATELY 5.44 ± ACRES LOCATED 
AT 12201 WEST COLONIAL DRIVE ON THE NORTH SIDE OF WEST COLONIAL DRIVE, 
EAST OF CARTER ROAD AND WEST OF STATE ROAD 429 FROM ORANGE COUNTY 
COMMERCIAL TO CITY COMMERCIAL; PROVIDING FOR SEVERABILITY; 
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PROVIDING FOR AN EFFECTIVE DATE with the second reading and public hearing 
being scheduled for June 28, 2012 – Community Development Director Williams 

F. Ordinance 12-27:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, FLORIDA 
REZONING APPROXIMATELY 5.44 ± ACRES OF REAL PROPERTY GENERALLY 
LOCATED AT 12201 WEST COLONIAL DRIVE ON THE NORTH SIDE OF WEST 
COLONIAL DRIVE, EAST OF CARTER ROAD AND WEST OF STATE ROAD 429 FROM 
ORANGE COUNTY C-3 COMMERCIAL DISTRICT TO CITY C-2 ARTERIAL 
COMMERCIAL DISTRICT; PROVIDING FOR SEVERABILITY; PROVIDING FOR AN 
EFFECTIVE DATE with the second reading and public hearing being scheduled for 
June 28, 2012 – Community Development Director Williams 

G. Ordinance 12-29:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, FLORIDA, 
REPEALING ORDINANCE 11-35 AND REPLACING IT WITH THE REZONING AND 
URBAN VILLAGE PLANNED UNIT DEVELOPMENT (UVPUD) REQUIREMENTS 
CONTAINED WITHIN THIS ORDINANCE; PROVIDING FOR REZONING 
APPROXIMATELY 75.94 ± ACRES OF CERTAIN REAL PROPERTY GENERALLY 
LOCATED ON THE NORTH SIDE OF MARSH ROAD, EAST OF WILLIAMS ROAD AND 
WEST OF AVALON ROAD (CR 545) AT 16851 AND 17001 MARSH ROAD, FROM NO 
ZONING (NZ) TO URBAN VILLAGE PLANNED UNIT DEVELOPMENT (UVPUD); 
PROVIDING FOR CERTAIN UVPUD REQUIREMENTS AND DESCRIBING THE 
DEVELOPMENT AS THE WATERSIDE ON JOHN’S LAKE URBAN VILLAGE PUD; 
PROVIDING FOR NON-SEVERABILITY; PROVIDING FOR AN EFFECTIVE DATE 
(Waterside at John’s Lake) - with the second reading and public hearing being 
scheduled for June 28, 2012 – Community Development Director Williams 

H. Ordinance 12-30:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, 
FLORIDA, REZONING APPROXIMATELY 63.06 ± ACRES OF CERTAIN REAL 
PROPERTY GENERALLY LOCATED NORTH OF ROPER ROAD ON THE EAST 
AND WEST SIDE OF WINTER GARDEN VINELAND ROAD (CR 535) AND ON THE 
WEST SIDE OF DANIELS ROAD AT 420 AND 421 WINTER GARDEN VINELAND 
ROAD, FROM SINGLE-FAMILY RESIDENTIAL DISTRICT (R-1) TO PLANNED 
UNIT DEVELOPMENT (PUD); PROVIDING FOR CERTAIN PUD REQUIREMENTS 
AND DESCRIBING THE DEVELOPMENT AS THE BRADFORD CREEK PUD; 
PROVIDING FOR NON-SEVERABILITY; PROVIDING FOR AN EFFECTIVE DATE 
(Bradford Creek PUD) (Staff is requesting postponement to a date uncertain) – 
Community Development Director Williams 

I. Ordinance 12-31:    AN ORDINANCE OF THE CITY COMMISSION OF THE CITY OF 
WINTER GARDEN, FLORIDA VACATING UTILITY, DRAINAGE AND LANDSCAPING 
EASEMENTS OVER THE SOUTHERN TEN FEET OF LOT 15, DANIELS CROSSING, 
ACCORDING TO THE PLAT THEREOF, AS RECORDED IN PLAT BOOK 37, PAGES 23 
AND 24 OF THE PUBLIC RECORDS OF ORANGE COUNTY (LOCATED AT 256 
DANIELS POINTE DRIVE, WINTER GARDEN, FLORIDA) OWNED BY DUANE BRUCE 
WOLFE, JR. AND DANIEL JAMES DUNHAM; PROVIDING FOR AN EFFECTIVE DATE 
AND RECORDING with the second reading and public hearing being scheduled for 
June 28, 2012 – Community Development Director Williams 

J. Ordinance 12-32:    AN ORDINANCE OF THE CITY COMMISSION OF THE CITY OF 
WINTER GARDEN, FLORIDA PARTIALLY VACATING THE NORTH THREE FEET OF 
WALL, LANDSCAPE AND UTILITY EASEMENTS OVER THE SOUTHERN TEN FEET OF 
LOT 32, BELLE MEADE, PHASE 1 ACCORDING TO THE PLAT THEREOF, AS 
RECORDED IN PLAT BOOK 62, PAGES 21 THROUGH 23 OF THE PUBLIC RECORDS OF 
ORANGE COUNTY (LOCATED AT 15508 FIRELIGHT DRIVE, WINTER GARDEN, 
FLORIDA) OWNED BY BRIAN BERNATE AND DANIELLE L. BURNARD; PROVIDING 
FOR AN EFFECTIVE DATE AND RECORDING with the second reading and public 
hearing being scheduled for June 28, 2012 – Community Development Director 
Williams 
 

4. FIRST READING OF PROPOSED ORDINANCE 
A. Ordinance 12-33:  AN ORDINANCE OF THE CITY OF WINTER GARDEN,  FLORIDA, 

AMENDING ARTICLE IV OF CHAPTER 38 OF THE WINTER GARDEN CITY CODE; 
PROVIDING FOR EXTENDED HOURS FOR CONSTRUCTION OPERATIONS; 
PROVIDING FOR ADDITIONAL ABATEMENT OF NOISE IN RESIDENTIAL AND 
OTHER AREAS; PROVIDING FOR ENFORCEMENT OF NOISE ORDINANCE VIA AN 
ALTERNATIVE OBJECTIVE STANDARD OF REASONABLENESS; PROVIDING FOR 
CODIFICATION; PROVIDING FOR SEVERABILITY; AND PROVIDING FOR AN 
EFFECTIVE DATE with the second reading and public hearing being scheduled for 
June 28, 2012 – City Manager Bollhoefer 
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5. SECOND READING AND PUBLIC HEARING OF PROPOSED ORDINANCE 
A. Ordinance 12-28:  AN ORDINANCE OF THE CITY OF WINTER GARDEN AMENDING 

ARTICLE II OF CHAPTER 30, ARTICLE II OF CHAPTER 26, AND ARTICLE IV OF 
CHAPTER 38 OF THE WINTER GARDEN CODE OF ORDINANCES TO REMOVE 
REFERENCES AND APPLICABILITY OF SUCH PROVISIONS TO THE REGULATION 
OF FIREARMS AND AMMUNITION IN ACCORDANCE WITH SECTION 790.33, 
FLORIDA STATUTES; PROVIDING FOR CODIFICATION, CONFLICTS, SEVERABILITY, 
AND AN EFFECTIVE DATE – City Manager Bollhoefer 

 
6. REGULAR BUSINESS 

A. Recommendation to approve construction plans, with conditions, for Carriage Pointe 
Reserve – Community Development Director Williams 

B. Recommendation to approve bids and award contract to T. D. Thomson for North Dillard 
Street improvements Phase II from Newell Street to Tilden Street in the amount of 
$406,850.62 that includes a 10 percent contingency – Public Services Director Cochran 

C. Request to block Plant Street between Central and Woodland Streets for the 4th of July 
Kids Parade – Parks and Recreation Director Conn 

D. Request to block various streets downtown on April 26 and 27, 2013 for the annual Relay 
for Life American Cancer Society fundraiser event -  Parks and Recreation Director Conn 

E. Request to block Plant Street between City Hall Parking lot and the vacant lot on Dillard 
and Plant Street on October 13, 2012 for the annual West Orange High School 
Homecoming Parade - Parks and Recreation Director Conn 

F. Appointment to the Code Enforcement Board for expiring terms of Mr. Lomneck, Ms. 
Patterson, and Mr. Skubas until July 1, 2015 – City Clerk Golden 
 

7. MATTERS FROM CITIZENS (Limited to 3 minutes per speaker) 
 

8. MATTERS FROM CITY ATTORNEY –  Kurt Ardaman 
 

9. MATTERS FROM CITY MANAGER – Mike Bollhoefer 
 
10. MATTERS FROM MAYOR AND COMMISSIONERS 

 
ADJOURN to a Regular Meeting on June 28, 2012 at 6:30 p.m. in City Hall Commission 
Chambers, 300 W. Plant Street, 1st floor 
 
 
 
 
 
 
 
 
 
 
 
 
NOTICE:  In accordance with Florida Statutes 286.0105, if any person decides to appeal any decision made by said body with 
respect to any matter considered at such meeting, he/she will need a record of the proceedings and, for that purpose, he/she may 
need to ensure that a verbatim record of the proceedings is made, which record includes the testimony and evidence upon which 
the appeal is to be based.  The City of Winter Garden does not prepare or provide such record. 
 

 

Those needing assistance to participate in 
any of these proceedings should contact the 
City Clerk’s Office at least 48 hours in 
advance of the meeting (407) 656-4111 
x2254.  

Help for the hearing impaired is available 
through the Assistive Listening System.  
Receivers can be obtained at the meeting from 
the Information Technology Director. 

 

http://www.google.com/imgres?imgurl=http://www.sssco.com/media/HndCap-1_Black_on_White_300.gif&imgrefurl=http://www.sssco.com/HndCap-1-Black_on_White.shtml&usg=__LfHoxoe-6Ud_o1q4nAcxSU_fTPI=&h=300&w=300&sz=8&hl=en&start=14&zoom=1&tbnid=q8EEqnt2ptlzxM:&tbnh=116&tbnw=116&ei=pqyuTvzKBojVgAf38NjQDw&prev=/search%3Fq%3Dhandicap%2Bsymbol%26hl%3Den%26safe%3Dactive%26gbv%3D2%26tbm%3Disch&itbs=1
http://www.google.com/imgres?imgurl=http://2.bp.blogspot.com/_HbVzKlNufwg/THfqa28tKtI/AAAAAAAAChQ/5xxtE-hoIX8/s1600/HearingImpaired324.jpg&imgrefurl=http://cdrlibraryblog.blogspot.com/2010_08_01_archive.html&usg=__4DKARLnvviUKVinOklH36cvtspY=&h=320&w=324&sz=14&hl=en&start=3&zoom=1&tbnid=E2GKM-xbdp4ClM:&tbnh=117&tbnw=118&ei=h6uuTtH-AsGtgQfau83ODw&prev=/search%3Fq%3Dhearing%2Bimpaired%2Bsymbol%26hl%3Den%26safe%3Dactive%26gbv%3D2%26tbm%3Disch&itbs=1


 
 

   
  CITY OF WINTER GARDEN 

        
 

                             
CITY COMMISSION 

 REGULAR MEETING MINUTES 
  May 24, 2012 

 
A REGULAR MEETING of the Winter Garden City Commission was called to order by Mayor 
Rees at 6:30 p.m. at City Hall, 300 West Plant Street, Winter Garden, Florida.  The invocation 
and Pledge of Allegiance were given. 
 
Present:   Mayor John Rees, Commissioners Bob Buchanan, Kent Makin, Robert Olszewski 

and Colin Sharman 
 
Also Present:  City Manager Mike Bollhoefer, City Attorney Kurt Ardaman, City Clerk Kathy 
Golden, Assistant to the City Manager - Administrative Services Frank Gilbert, Assistant to the 
City Manager - Public Services Don Cochran, Community Development Director Ed Williams, 
Recreation Director Jay Conn, Information Technology Director Bob Reilly, Police Lieutenant 
Ralston, Fire Chief John Williamson and West Orange Times Reporter Michael Laval 

 
1. APPROVAL OF MINUTES 

Motion by Commissioner Olszewski to approve the regular meeting minutes of May 10, 
2012, as submitted.  Seconded by Commissioner Sharman and carried unanimously 5-0. 
 

2. SECOND READING AND PUBLIC HEARING OF PROPOSED ORDINANCES 
A. Ordinance 12-23:  AN ORDINANCE OF THE CITY COMMISSION OF THE CITY 

OF WINTER GARDEN, FLORIDA CREATING A NEW CHAPTER 27 OF THE 
CODE OF ORDINANCES REGARDING PARKS, RECREATION AND 
COMMUNITY FACILITIES; PROVIDING FOR RULES AND REGULATIONS 
CONCERNING CITY PARKS, RECREATIONAL FACILITIES AND COMMUNITY 
FACILITIES; PROVIDING FOR USE PERMITS AND SPECIAL EVENTS PERMITS 
AND ASSOCIATED STANDARDS, CONDITIONS AND FEES; AMENDING 
SECTION 50-151 OF THE CODE OF ORDINANCES TO DELETE APPLICABILITY 
OF PROHIBITED ACTIVITIES IN PARKS AND RECREATIONAL FACILITIES TO 
AVOID CONFLICTS WITH NEW CHAPTER 27 OF THE CODE OF ORDINANCES; 
AMENDING CHAPTER 10 OF THE CODE OF ORDINANCES TO DELETE 
ARTICLE III. MUSICAL OR ENTERTAINMENT FESTIVALS, SECTIONS 10-241, 
10-242, 10-243, 10-244 AND 10-245 TO AVOID CONFLICTS WITH NEW CHAPTER 
27 OF THE CODE OF ORDINANCES; PROVIDING FOR CODIFICATION, 
CONFLICTS, SEVERABILITY, AND AN EFFECTIVE DATE 
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City Attorney Ardaman read Ordinance 12-23 by title only.  Parks and Recreation 
Director Conn stated that this is the second reading of the ordinance and staff 
recommends approval. 
 
Mayor Rees opened the public hearing. 
 
Taniya Lall Jimenez stated that she spoke on behalf of True Ministries Church at the first 
reading of this ordinance.  There are some concerns with this ordinance and they are in 
opposition.  She stated that this ordinance singles out their church group and no other 
organization.  She explained that their ministry has been meeting at Veterans Memorial 
Park for several years and there have been no issues.  Her church meets for 
services/fellowship and they use the park for various activities.  She explained that 
Liberty Counsel has offered to help the City draft an ordinance that is constitutional 
because they feel this ordinance currently being considered is unconstitutional. 
 
City Manager Bollhoefer stated that Ms. Jimenez’s church is not mentioned in this 
ordinance, nor is any church; they have as much right to use the park as any other group.  
The City’s attorney has reviewed this ordinance in great detail, even with their 
constitutional experts and he is very confident that it meets the constitutional 
requirements.  Staff actually contacted the church and invited them to a meet to discuss 
the proposed ordinance and they did not agree to a meeting. 
 
Commissioner Sharman asked what the requirements would be for them to meet in the 
park.  Mayor Rees stated that if there are more than 100 attending, they would have to 
obtain a permit.   Bollhoefer added if there are less than 100 attendees, no permit is 
necessary. 
 
City Attorney Ardaman noted that this ordinance is not limited to any particular group or 
people, nor does it categorize anyone. It is for all groups and is not for just one park but 
for park regulations generally.  He noted that he was confused by the comments and 
stated that he had not heard any argument or heard anything that would show this was 
unconstitutional in any respect.  The City has gone to great pains to make sure that folks 
are treated fairly, equitably, and at the same time protect the health, safety and welfare of 
the citizens and those that would like to use the park. 
 
Mayor Rees closed the public hearing. 
 
Motion by Commissioner Sharman to adopt Ordinance 12-23.  Seconded by 
Commissioner Buchanan and carried unanimously 5-0. 
 

B. Ordinance 12-24:  AN ORDINANCE OF THE CITY OF WINTER GARDEN, 
FLORIDA, REPEALING ORDINANCE 12-02 AND REPLACING IT WITH THE 
AMENDMENTS TO ARTICLE V OF CHAPTER 118 OF THE WINTER GARDEN 
CODE OF ORDINANCES CONTAINED WITHIN THIS ORDINANCE; PROVIDING 
FOR THE AMENDMENT OF ARTICLE V OF CHAPTER 118 OF THE WINTER 
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GARDEN CODE OF ORDINANCES ENTITLED “PLANNED UNIT 
DEVELOPMENTS” CREATING URBAN VILLAGE PLANNED UNIT 
DEVELOPMENTS; PROVIDNG REQUIREMENTS FOR MIXTURE OF USES AND 
URBAN DEVELOPMENT CRITERIA FOR ALL PROPOSED PLANNED 
DEVELOPMENT PROJECTS IN THE URBAN VILLAGE PLANNED UNIT 
DEVELOPMENT ZONING DISTRICT; CLARIFYING, UPDATING, AND 
REMOVING REDUNDANT LANGUAGE FOR RESIDENTIAL PLANNED UNIT 
DEVELOPMENTS; PROVIDING FOR REVISIONS TO PLANNED UNIT 
DEVELOPMENT REVIEW PROCESS AND APPROVAL CRITERIA; PROVIDING 
FOR CODIFICATION; PROVIDING FOR CONTROL; PROVIDING FOR 
SEVERABILITY; PROVIDING FOR AN EFFECTIVE DATE 
 
City Attorney Ardaman read Ordinance 12-24 by title only.  Community Development 
Director Williams stated that this is the second hearing of the ordinance which is being 
readopted.  The City Commission adopted an ordinance several months ago but there was 
a question as to whether it met the proper timeframes for adoption.  To be perfectly clear 
in going forward, staff has brought this back to the City Commission to be readopted, 
ensuring that it meets all the applicable dates for advertising.  Staff recommends 
approval. 
 
Mayor Rees opened the public hearing; hearing and seeing none, he closed the public 
hearing. 
 
Motion by Commissioner Olszewski to adopt Ordinance 12-24.  Seconded by 
Commissioner Makin and carried unanimously 5-0. 

 
3. REGULAR BUSINESS 

A. Recommendation to approve the Carriage Pointe Reserve Development Agreement 
Community Development Director Williams shared that because of the recent legislation 
passed that addresses infrastructure problems, staff has met with this developer who has 
agreed to bond the public improvements from the issuance of the Certificate of 
Completion (C of C).  During construction of the project, the developer will be 
responsible for operation and maintenance of the other private infrastructure that will go 
to the homeowners association.  When this project is turned over to the homeowners 
association, the developer will then issue the City a two-year bond, which is another year 
beyond the City’s current requirement of one year from C of C. It will now be two years 
from turnover to the homeowners association.  It will give residents and the City a five to 
six year potential window of protection.  This is the first time this type of agreement has 
been negotiated. 
 
City Manager Bollhoefer noted that staff will look into codifying this requirement going 
forward.  He explained that the state legislature and our governor passed a law that is 
infamously called the substandard infrastructure protection act.  This gives us a way to 
help protect our residents and the City. 
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Commissioner Olszewski asked if this action is making it more difficult for economic 
development in the City if we require two years. 
 
Mr. Williams replied that it does cost the developer more, but they are willing to pay to 
ensure everything goes smoothly for both the homeowners and the City. 
 
Motion by Commissioner Buchanan to approve the Carriage Pointe Reserve 
Development Agreement as presented.  Seconded by Commissioner Makin and 
carried unanimously 5-0. 
 

B. Recommendation to approve the rankings and negotiation of a contract with Tetra 
Tech Engineering for Hydrogeological and Water Resource Planning Services 
Community Services Director Cochran stated that the City has received submittals on the 
RFQ 12-01 for hydrogeological and water resource planning services.  The scope of work 
has to do with our Consumptive Use Permit (CUP) with St. Johns River Water 
Management District (SJRWMD).  Through this procurement process Tetra Tech 
Engineering was ranked the highest qualified consultant.  Staff requests authorization to 
go into contract negotiations with Tetra Tech Engineering. 
 
Mayor Rees asked if the City is currently using Tetra Tech Engineering.   
 
Mr. Cochran responded no; in the past three years we have used SMW Consultants.  Mr. 
Cochran explained the contract was scheduled to expire and staff had to go out for the 
RFQ.  He explained that he has written that the contract must be renewed each year and 
up to five years.  It is good practice to have the consultant available during the next CUP 
process. 
 
City Manager Bollhoefer clarified that the City has used Tetra Tech off and on for at least 
the last ten years.  We recently used them within the past two years, so staff is quite 
familiar with Tetra Tech. 
 
Commissioner Sharman asked if this would be an “at will” contract.  Mr. Cochran 
advised that as the City needs assistance with any issues with SJRWMD, staff will 
contact them and ask for a proposal to include a maximum amount and time.  Staff will 
authorize the work or negotiate the proposal as they come forward. 
 
For Commissioner Olszewski’s benefit Mr. Cochran explained the ranking process. 
 
Motion by Commissioner Olszewski to approve the rankings and the negotiation of 
a contract with Tetra Tech Engineering for Hydrogeological and Water Resource 
Planning Services.  Seconded by Commissioner Sharman and carried unanimously 
5-0. 
 



City of Winter Garden Commission regular meeting minutes 
May 24, 2012 
Page 5  
 
 

C. Request by East Winter Garden Community Development Corporation, Inc. (non-
profit) to waive rental fees for the use of Tanner Hall for their annual fundraiser on 
October 6, 2012 
City Manager Bollhoefer stated the representative for this organization was unable to 
attend this meeting but has made this same request for the past two or three years.  This is 
their annual event and they are requesting the waiver of fees to use the hall again this 
year. 
 
Motion by Commissioner Olszewski to approve request by East Winter Garden 
Community Development Corporation, Inc. to waive rental fees for the use of 
Tanner Hall for their annual fundraiser on October 6, 2012.  Seconded by 
Commissioner Sharman and carried unanimously 5-0. 
 

D. Resolution 12-09:  A RESOLUTION OF THE CITY OF WINTER GARDEN IN 
SUPPORT OF A COMMUNITYWIDE INITIATIVE TO REDUCE PEDESTRIAN 
INJURIES AND FATALITIES IN CENTRAL FLORIDA THROUGH EDUCATION, 
ENGINEERING, AND ENFORCEMENT 
 
City Attorney Ardaman read Resolution 12-09 by title only.  City Manager Bollhoefer 
stated that this is a resolution for us to join with the other cities and agencies around 
Central Florida to work towards making Central Florida a more pedestrian friendly 
community.  He noted that a representative was available for any questions.  Mr. 
Bollhoefer added that we have done a lot within our community to make it pedestrian 
friendly. 
 
Commissioner Buchanan asked what prompted the request for this resolution. 
 
Brad Kuhn, Director of Bike Walk Central Florida, stated that their organization was 
created by the Winter Park Health Foundation in 2010 to promote biking and walking for 
fun, fitness, and transportation. He noted that they were contacted by an organization 
called Transportation for America which produces a periodic report on pedestrian injuries 
and fatalities around the country.  This organization determined that the 
Orlando/Kissimmee/MSA was the deadliest market for pedestrians in the nation for 2009 
and the entire preceding decade.  Mr. Kuhn shared some of the things his organization is 
doing such as education of drivers, pedestrians, as well as train officers.  He stated he 
would like to come back to Winter Garden and share details of what they are doing.  
Their goal is to reduce death and injuries by fifty percent over the next five years.  He 
thanked the City Commissioner for considering adoption of this resolution. 
 
Motion by Commissioner Buchanan to adopt Resolution 12-09.  Seconded by 
Commissioner Makin and carried unanimously 5-0. 

 
4. MATTERS FROM CITIZENS  

Theo Graham, 213 West Tilden Street, Winter Garden, Florida, invited everyone to attend 
the Memorial Day service this Monday at Veterans Park at 8:30 a.m. 
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5. MATTERS FROM CITY ATTORNEY – There were no items. 

 
6. MATTERS FROM CITY MANAGER  

A. Discussion on proposed revisions to the noise ordinance 
City Manager Bollhoefer stated that the noise ordinance has been distributed and will be 
brought back to the City Commission the first meeting in June.  Over the years the City 
has made an effort to draft a noise ordinance that would address the noise issue and give 
the City some help with enforcement. 
 
City Attorney Ardaman noted that the primary change to the City’s noise ordinance is to 
give officer enforcement rather than using a decibel machine because of the potential 
challenges.  He noted that there will be minor changes to this ordinance which will be 
made before the first reading.  He noted that all cities have this problem and it will not be 
a cure all, but it certainly should give the City a lot more authority to bring some peace 
and quiet when needed. 
 
Mr. Bollhoefer noted that this is not meant for the City to go out and start looking for 
noises but will be used as a reactive response so that when we get calls of this nature, the 
City will have laws on the books that will help get the noise turned down. 
 

B. Discussion on proposed resolution opposing the expansion of the West Orange 
Airport 
City Manager Bollhoefer stated that at the last meeting staff was asked to bring back a 
resolution regarding the expansion of the airport north of Lake Apopka.  It is the exact 
resolution passed by the Town of Oakland, except it is for Winter Garden.  Mr. 
Bollhoefer stated that he had also distributed another option, which is a letter that is a 
little less official than the resolution.  In addition he distributed a map that showed land 
owned by Long Scott that the airport wants to exchange for land owned by SJRWMD.  
He is not sure what is driving this land exchange but it may be developers and 
landowners who are trying to get more valuable land to be developed later.  The proposed 
letter states the City has concerns and until the concerns are answered, not to transfer the 
land.  In addition, it asks West Orange Airport Authority (WOAA) to demonstrate that 
there is an economic benefit to the City of Winter Garden which has been asked since 
2007 with no response. 
 
Commissioner Olszewski clarified that what the City Manager is asking is that the City, 
by letter, ask the SJRWMD not to swap any land until WOAA addresses some of the 
questions being asked regarding the airport expansion. 
 
Mayor Rees stated that the City Commission is being asked if they support this request 
and if so will it be by resolution or letter. 
 
Mr. Bollhoefer explained that either way they both carry the same weight.  A resolution 
is not law but is a statement by the City Commission expressing our resolve to do 
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something, which may have a little more weight than a letter.  City Attorney Ardaman 
added that a resolution states the City Commission’s position. 
 
Commissioner Olszewski stated his support of a letter going out. 
 
Commissioner Buchanan expressed his agreement that a letter is what is needed before 
the City goes to a resolution.  He noted that the cities of Ocoee and Apopka have not 
taken a position by a resolution.  Our efforts here hold a lot of weight and he believes we 
need to let SJRWMD know that the City of Winter Garden does not support the land 
swap.  He stated that by letter the City conveys that without taking an official position in 
the form of a resolution. 
 
Commissioner Olszewski stated that he toured the north shore with a member of the 
SJWMD staff.  He feels that the City needs to do everything it can to preserve and protect 
the lake.  He expressed his concern about the City of Winter Garden’s involvement on an 
area not within our jurisdiction and agreed with sending a letter.  He added that the land 
is located in Lake County, who has not yet taken a position, and he is confused as to how 
Winter Garden is interjecting into another County for which we have no authority.  In 
addition, the adopted resolutions are by the towns of Montverde and Oakland which are 
not represented on the WOAA but the City of Winter Garden does.  Therefore, he agrees 
with a letter. 
 
Mayor Rees allowed interested attendees to speak on this subject. 
 
Jim Thomas, President of Friends of Lake Apopka (FOLA), stated that the letter or the 
resolution would serve its purpose, but he personally prefers the resolution as they 
already have several resolutions and they will be sent as a package in opposition.  He 
clarified that the land swap was designed to allow the expansion of the runway to 6,000 
feet. He noted that Lake County is currently withholding their approval.  Mr. Thomas 
further explained that the turbine engines would trigger FAA regulations.  This could 
then cause the SJWMD to stop restoring the marshes and possibly drain them; thus 
resulting in wildlife suppression which is the real issue.  He hopes the City Commission 
agrees eco-tourism is the only way we can recoup any taxpayer dollars.  He clarified for 
the City Commission that FOLA could support a West Orange Airport that does not 
interfere with fowl wildlife flight patterns. 
 
Commissioner Buchanan asked if FOLA could cause an injunction to stop the expansion 
procedure.  Mr. Thomas responded they can if they have to but it would be expensive.  
He does not think that they can get an environmental study that would approve that 
airport.  He noted that FOLA is in opposition on environmental grounds.  This land has 
already been donated to them and they are putting up a sign that is a WOAA airport.   
 
Commissioner Makin stated he was in favor of a resolution. 
 
Richard Smith resident of Altamonte Springs, Florida, voiced that a resolution is stronger 
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and carries more weight with the general public.  This is not just an expansion of the 
runway.  A small industrial park is being proposed within the complex. 
 
James Folley, resident of Stoneybrook West, stated that he favors the resolution because 
he thinks the letter only goes part way. 
 
Commissioner Buchanan voiced that he thinks a letter rather than a resolution because it 
is not geared as being from the public, rather to the SJRWMD because they are the ones 
that will swap property or not. 
 
Mayor Rees stated that he prefers issuing the resolution. 
 
Motion by Commissioner Sharman to adopt Resolution 12-10.  Seconded by 
Commissioner Makin. 
 
Commissioner Olszewski stated that he thinks the letter is more appropriate but in order 
for the City to stand together, he will support the resolution. 
 
Mayor Rees called for a second.  Motion was seconded by Commissioner Makin and 
carried 4-1; Commissioner Buchanan opposed. 
 

• Orange County trend over the past two years 
City Manager Bollhoefer shared what he calls a new county trend in which the county is 
not working with the cities and gave some examples.  He specifically noted a recent 
agreement for connecting to their conservation water pipes that the City originally agreed 
upon whereby the County just today added $800,000 to the cost that was not a part of the 
agreement.  Staff will still negotiate with the County and try to hold them to the original 
contract. 
 

• Legislature effect on City Budget 
City Manager Bollhoefer stated that the legislature has changed the communication 
services tax and those revenues will be less this year. 
 
Mr. Bollhoefer noted that he anticipates a 2 or 3 percent reduction in property taxes, 
which will have an effect on the City’s budget.  He noted that the City has been able to 
have its revenues reduced and increase its services but at some point the City will no 
longer be able to do this.  The City may be reaching that point to determine which 
services will have to be reduced in order to go forward.  This will be a tough budget year. 

 
Mr. Bollhoefer noted that on the ballot this year is Amendment 10, which is for small 
businesses that reduces their personal property tangible tax and if it passes it may reduce 
the City’s revenue of approximately $170,000.00 for next year. 
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7. MATTERS FROM MAYOR AND COMMISSIONERS 

Commissioner Sharman stated that it has been smooth in the City of Winter Garden and he 
hasn’t had any complaints this week. 
 
Commissioner Olszewski thanked the Lakeview Middle and High School Reunion 
Committee for a great job and event this weekend.  There also was a good event at Newton 
Park by Rural Metro for Safety Saturday. 
 
Commissioner Olszewski shared that he thinks the City of Winter Garden should do 
everything we can to preserve Lake Apopka and he considers himself a friend of Lake 
Apopka.  He noted that we have a tri-city agreement with Ocoee and Apopka to develop the 
429 and by having an airport in the West Orange County area he thinks both will serve as a 
direct economic impact to Winter Garden if placed in the correct area.  He encourages all 
economic activity that benefits all of our citizens.  To him, it sounds like an airport could be a 
good catalyst to a lot of good things as long as we preserve our natural resources and 
treasures.  He emphasized that he needs to be provided with all the relative information to 
make the best decision possible. 
 
Commissioner Buchanan stated that he had the pleasure of representing the City at the 
Lakeview Middle School Art Festival and enjoyed it.  
 
Commissioner Buchanan noted that the Memorial Day will be a great event and commended 
Mr. Graham for his efforts on arranging the event and invited everyone to come out. 
 
Commissioner Makin thanked Assistant City Manager to Public Services Don Cochran and 
Assistant Public Services Director Mike Kelly for his field trip to the sanitation treatment 
plant facility located near Lake Apopka.  He commended staff for their hard work and all their 
efforts at the plant. 
 
Commissioner Makin thanked the Winter Garden Heritage Foundation for the Monday night 
presentation that they put on at Meadow Marsh. 
 
Mayor Rees invited everyone to attend the Monday morning Memorial Day event at Veterans 
Park.  

 
The meeting adjourned at 7:35 p.m.    

APPROVED: 
 
 
_________________________________ 

      Mayor John Rees 
ATTEST: 
 
_________________________________ 
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City Clerk Kathy Golden, CMC 



                         

 

Proclamation 
12-10 

 
Whereas, America in Bloom promotes nationwide beautification through education and 

community involvement by encouraging the use of flowers, plants, trees and other environmental 
and lifestyle enhancements. America in Bloom is a 10-year-old national non-profit 501(c) (3) 
organization awards program that helps to improve the quality of life in communities across the 
country; and 

Whereas, As the initiative is competitive in nature, America in Bloom judges assess the efforts 
of each city and community participating in the program and ultimately select winners for a variety 
of categories after the program has come to a close. In addition to offering a chance for national 
recognition, the America in Bloom program also provides a detailed follow-up report that includes 
recommendations for future activities; and 

Whereas, While winning awards is an obvious goal, most involved with the program agree 
that the true payoffs are the long-lasting results, such as community pride, increased property values, 
increased tourism and decreased vandalism. Winter Garden will be judged with other cities in its 
population group, 25,000-50,000. Two America in Bloom judges will spend June 13-15 focused on 
six categories in Winter Garden:  Floral Display; Landscaped Areas; Urban Forestry; Environmental 
Efforts; Heritage Preservation and Overall Impression; and 

 

Whereas, A local committee called Winter Garden in Bloom has identified and begun two 
projects already. The first - Made in the Shade - provides free live oaks planted in residents’ yards as 
a way to improve the tree canopy in Winter Garden. The second project, in its planning phase, will 
boost overall aesthetic of the Winter Garden Community Garden by clearing and planting the fence 
with confederate jasmine, as well as constructing a shade pergola in the center of the garden where 
participants can work and gather without full sun exposure.  

 
Therefore, I John Rees, as the Mayor of the City of Winter Garden, Florida, do hereby 

proclaim Friday, June 15, 2012 as  
 

“AMERICA IN BLOOM DAY” 
 

in the City of Winter Garden and encourage our citizens to join together in putting their “best foot 
forward” by simply picking up trash, mowing their yard, planting some flowers or doing a little 
painting to their property as we show pride in our beautiful city. 
 

In witness thereof, I have hereunto set my hand and 
caused the City Seal to be affixed this 26th day of April 
2012. 

                 
     Mayor John Rees 

 
 
Attest:         

 
Kathy Golden, City Clerk 



THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

From:  Ed Williams, Community Development Director 
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 5, 2012    Meeting Date:  June 14, 2012 
 
Subject: 710 South Park (0.22 +/- ACRES) 
 West Orange Habitat for Humanity 
 Ordinance 12-11 
 Ordinance 12-12 
 Ordinance 12-13 
 PARCEL ID# 22-22-27-1084-01-110 
  
Issue: Request approval of Ordinance 12-11 (Annexation OF 0.22± Acres 

located at 710 S. Park Avenue), Ordinance 12-12 (Amending Future Land 
Use Map of the City’s Comprehensive Plan for 0.22± acres located at 710 
S. Park Avenue from Orange County Low Density Residential to City Low 
Density Residential) Ordinance 12-13 (Rezoning 0.22± acres located at 
710 S. Park Avenue from Orange County R-2 Residential District to City 
R-2 Residential District). 

   
Discussion: 
 The City encourages infill of its jurisdictional limits through 

voluntary annexation of enclaves.  The subject property is a 
0.22± acre enclave located on the west side of S. Park Avenue, north of 
Jackson Street and south of West Story Road.  The Applicant has 
requested annexation into the City, amendment to the Future Land Use 
Map of the City’s Comprehensive Plan to designate the property as low 
density residential, and rezoning of the property to City R-2 Residential 
District. (See Attached staff report). 

  
Recommended Action:  
 Staff recommends approval of Ordinance 12-11, Ordinance 12-12 and 

Ordinance 12-13 with the second reading and public hearing being 
scheduled for June 28, 2012 

  
  
Attachment(s)/References:  
  

Location Map 
Ordinance 12-11 
Ordinance 12-12 
Ordinance 12-13 
Staff Report 



LOCATION MAP 
Ordinance 12-11;12-12 and 12-13 

 
710 S. Park Avenue – 0.22 +/- Acres 
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ORDINANCE 12-11 
 

AN ORDINANCE OF THE CITY OF WINTER GARDEN, 
FLORIDA PROVIDING FOR THE ANNEXATION OF 
CERTAIN ADDITIONAL LANDS GENERALLY DESCRIBED 
AS APPROXIMATELY 0.22 ± ACRES LOCATED AT 710 
SOUTH PARK AVENUE ON THE WEST SIDE OF SOUTH 
PARK AVENUE, NORTH OF JACKSON STREET AND 
SOUTH OF WEST STORY ROAD INTO THE CITY OF 
WINTER GARDEN FLORIDA; REDEFINING THE CITY 
BOUNDARIES TO GIVE THE CITY JURISDICTION OVER 
SAID PROPERTY; PROVIDING FOR SEVERABILITY; 
PROVIDING FOR AN EFFECTIVE DATE.  

 
 WHEREAS, the owner of the land, generally described as approximately 0.22 ± 
acres located on the west side of South Park Avenue, north of Jackson Street and south 
of West Story Road and legally described in Section 2 of this Ordinance, which land is 
reasonably compact and contiguous to the corporate limits of the City of Winter 
Garden, Florida (“City”), has, pursuant to the prerequisites and standards set forth in § 
171.044, Fla. Stat., petitioned the City Commission for voluntary annexation; 
 
 WHEREAS, the petition for voluntary annexation referenced herein bears the 
signatures of all owners of the property or properties described in Section 2 of this 
Ordinance (i.e., the property or properties to be annexed); and 
 
 WHEREAS, the City has determined that the property described in Section 2 of 
this Ordinance is located in an unincorporated area of the County and that annexation 
of such property will not result in the creation of an enclave.   
 
 BE IT ENACTED BY THE CITY OF WINTER GARDEN, FLORIDA:  
 
 SECTION 1: Annexation.  That the City Commission through its Planning and 
Zoning Board has conducted an investigation to determine whether the described 
property meets the prerequisites and standards set forth in Chapter 171, Fla. Stat. and 
has held a public hearing and said petition and made certain findings.  
 
 SECTION 2: Description of Area Annexed.  That, after said public hearing and 
having found such petition meets said prerequisites and standards, the property legally 
defined in ATTACHMENT “A” and graphically shown on the attached map shall be 
annexed into the City of Winter Garden, Florida.  
 
 SECTION 3: Effect of Annexation.  That the City of Winter Garden, Florida, shall 
have all of the power, authority, and jurisdiction over and within the land as described in 
Section 2 hereof, and the inhabitants thereof, and property therein, as it does and have 
over its present corporate limits and laws, ordinances, and resolutions of said City shall 
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apply and shall have equal force and effect as if all territory had been part of said City at 
the time of the passage of such laws, ordinances, and resolutions. 
 
 SECTION 4: Apportionment of Debts and Taxes.  Pursuant to § 171.061, Fla. 
Stat., the area annexed to the City shall be subject to all taxes and debts of the City upon 
the effective date of annexation. However, the annexed area shall not be subject to 
municipal ad valorem taxation for the current year if the effective date of the annexation 
falls after the City levies such tax. 
 
 SECTION 5:  Instructions to Clerk.  Within seven (7) days following the adoption of 
this Ordinance, the City Clerk or his/her designee is directed to file a copy of this 
ordinance, including ATTACHMENT “A” hereto, with the clerk of the circuit court and the 
chief administrative officer of Orange County as required by § 171.044(3), Fla. Stat.  
 
 SECTION 6:  Severability.  Should any portion of this Ordinance be held invalid, 
then such portions as are not declared invalid shall remain in full force and effect. 
 
 SECTION 7:  Effective Date.  This Ordinance shall become effective upon 
adoption at its second reading. 
 

FIRST READING AND PUBLIC HEARING:  , 2012. 
 

SECOND READING AND PUBLIC HEARING:  
 
, 2012. 

 

ADOPTED this ______ day of _____________, 2012, by the City Commission of the 
City of Winter Garden, Florida. 
 

      APPROVED: 
 
 
      ____________________________________ 
      JOHN REES, Mayor/Commissioner 
ATTEST: 
 
 
___________________________ 
KATHY GOLDEN, City Clerk 
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ATTACHMENT "A" 

  

LEGAL DESCRIPTION 
 
 
 
PARCEL ID#: 22-22-27-1084-01-110 
 
LOT 11, BLOCK A, BURCHSHIRE, ACCORDING TO THE PLAT 
THEREOF AS RECORDED IN PLAT BOOK Q, PAGE 138 OF THE 
PUBLIC RECORDS OF ORANGE COUNTY, FLORIDA, BEING MORE 
PARTICULARLY DESCRIBED AS FOLLOWS:  COMMENCE AT THE 
NORTHEAST CORNER OF THE SOUTHEAST ONE QUARTER OF  
SECTION 22, TOWNSHIP 22 SOUTH, RANGE 27 EAST, ORANGE 
COUNTY FLORIDA; THENCE RUN S00°00’00”E ALONG THE EAST LINE 

OF SAID SOUTHEAST QUARTER A DISTANCE OF 600.72 FEET; 
THENCE DEPARTING SAID LINE N00°00’00”E A DISTANCE OF 30.00’ 

TO A POINT ON THE WEST RIGHT OF WAY LINE OF PARK AVE.  AS 
SHOWN ON SAID PLAT AND ALSO BEING THE POINT OF BEGINNING; 
THENCE DEPARTING SAID RIGHT OF WAY LINE N89°31’03”W, A  

DISTANCE OF 138.64’; THENCE S00°26’43”E, A DISTANCE OF 

70.00’; THENCE S89°31’03”E TO A POINT ON THE WESTERLY RIGHT OF WAY OF 

SAID PARK AVE, A DISTANCE OF 138.09’; THENCE  
N00°00’00”E ALONG SAID RIGHT OF WAY LINE, 70.00’ TO THE  

POINT OF BEGINNING, SAID LANDS LYING IN ORANGE COUNTY, 
FLORIDA CONTAINING 9,685 SQUARE FEET MORE OR LESS. 
SUBJECT TO EASEMENTS AND RESTRICTIONS OF RECORD. 
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ORDINANCE 12-12 
 
 

AN ORDINANCE OF THE CITY OF WINTER GARDEN, 
FLORIDA AMENDING THE FUTURE LAND USE MAP OF 
THE WINTER GARDEN COMPREHENSIVE PLAN BY 
CHANGING THE LAND USE DESIGNATION OF REAL 
PROPERTY GENERALLY DESCRIBED AS 0.22 ± ACRES 
OF LAND LOCATED AT 710 SOUTH PARK AVENUE ON 
THE WEST SIDE OF SOUTH PARK AVEUNE, NORTH OF 
JACKSON STREET AND SOUTH OF WEST STORY 
ROADFROM ORANGE COUNTY LOW DENSITY 
RESIDENTIAL TO CITY LOW DENSITY RESIDENTIAL; 
PROVIDING FOR SEVERABILITY; PROVIDING FOR AN 
EFFECTIVE DATE.  

 
 
 WHEREAS, on the 13

th
 of June, 1991, the City Commission of the City of Winter 

Garden adopted Ordinance 91-16 which adopted a new Comprehensive Plan for the City 
of Winter Garden, and on the 24

th
 of June, 2010, the City Commission of the City of 

Winter Garden adopted Ordinance 10-19 readopting and amending the Comprehensive 
Plan for the City of Winter Garden; 
 
 WHEREAS, the owner of that certain real property generally described as 0.22 ± 
acres of land located on the west side of South Park Avenue, north of Jackson Street and 
south of West Story Road, and legally described in ATTACHMENT “A” (the “Property”) 
has petitioned the City to amend the Winter Garden Comprehensive Plan to change the 
Future Land Use classification from Orange County Low Density Residential to City Low 
Density Residential; and 

  
 WHEREAS, the City of Winter Garden's Local Planning Agency and City 
Commission have conducted the prerequisite advertised public hearings pursuant to 
Chapter 163, Florida Statutes, regarding the adoption of this ordinance; now, therefore, 
 
 
 BE IT ENACTED BY THE CITY OF WINTER GARDEN, FLORIDA:  
 
 
SECTION I.  FLUM Amendment.  The City of Winter Garden hereby amends the Future 
Land Use Map of the City of Winter Garden Comprehensive Plan by designating the 
aforesaid Property to City Low Density Residential as set forth in ATTACHMENT "B".  
 
SECTION II.   Effective Date.  Provided that the Property described herein is annexed 
into the City of Winter Garden pursuant to Ordinance 12-11, this Ordinance shall become 
effective 31 days after adoption, unless the Ordinance is timely challenged pursuant to § 
163.3187(5), Fla. Stat., in which case, the Ordinance shall not be effective until the state 
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land planning agency or the Administrative Commission, respectively, issues a final order 
determining that the adopted Ordinance is in compliance. 
  
SECTION III.  Severability.  Should any portion of this Ordinance be held invalid, then 
such portions as are not declared invalid shall remain in full force and effect. 
 
  

FIRST READING AND PUBLIC HEARING:  , 2012. 
 

SECOND READING AND PUBLIC HEARING:  
 
, 2012. 

 

ADOPTED this ______ day of _____________, 2012, by the City Commission of the 
City of Winter Garden, Florida. 
 

      APPROVED: 
 
 
      ____________________________________ 
      JOHN REES, Mayor/Commissioner 
ATTEST: 
 
 
___________________________ 
KATHY GOLDEN, City Clerk 
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ATTACHMENT "A" 

 

LEGAL DESCRIPTION 
 
 
 
PARCEL ID#: 22-22-27-1084-01-110 
 
LOT 11, BLOCK A, BURCHSHIRE, ACCORDING TO THE PLAT 
THEREOF AS RECORDED IN PLAT BOOK Q, PAGE 138 OF THE 
PUBLIC RECORDS OF ORANGE COUNTY, FLORIDA, BEING MORE 
PARTICULARLY DESCRIBED AS FOLLOWS:  COMMENCE AT THE 
NORTHEAST CORNER OF THE SOUTHEAST ONE QUARTER OF  
SECTION 22, TOWNSHIP 22 SOUTH, RANGE 27 EAST, ORANGE 
COUNTY FLORIDA; THENCE RUN S00°00’00”E ALONG THE EAST LINE 

OF SAID SOUTHEAST QUARTER A DISTANCE OF 600.72 FEET; 
THENCE DEPARTING SAID LINE N00°00’00”E A DISTANCE OF 30.00’ 

TO A POINT ON THE WEST RIGHT OF WAY LINE OF PARK AVE.  AS 
SHOWN ON SAID PLAT AND ALSO BEING THE POINT OF BEGINNING; 
THENCE DEPARTING SAID RIGHT OF WAY LINE N89°31’03”W, A  

DISTANCE OF 138.64’; THENCE S00°26’43”E, A DISTANCE OF 

70.00’; THENCE S89°31’03”E TO A POINT ON THE WESTERLY RIGHT OF WAY OF 

SAID PARK AVE, A DISTANCE OF 138.09’; THENCE  
N00°00’00”E ALONG SAID RIGHT OF WAY LINE, 70.00’ TO THE  

POINT OF BEGINNING, SAID LANDS LYING IN ORANGE COUNTY, 
FLORIDA CONTAINING 9,685 SQUARE FEET MORE OR LESS. 
SUBJECT TO EASEMENTS AND RESTRICTIONS OF RECORD. 
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ATTACHMENT "B"  

 

FUTURE LAND USE MAP 
 

710 South Park Avenue 
 

 

Subject property changed from Orange 

County Low Density Residential to City 

Low Density Residential 
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ORDINANCE 12-13 

 

AN ORDINANCE OF THE CITY OF WINTER GARDEN, 

FLORIDA REZONING APPROXIMATELY 0.22 ± ACRES OF 

REAL PROPERTY GENERALLY LOCATED AT 710 SOUTH 

PARK AVENUE ON THE WEST SIDE OF SOUTH PARK 

AVENUE, NORTH OF JACKSON STREET AND SOUTH OF 

WEST STORY ROAD FROM ORANGE COUNTY R-2 

RESIDENTIAL DISTRICT TO CITY R-2  RESIDENTIAL 

DISTRICT; PROVIDING FOR SEVERABILITY; PROVIDING FOR 

AN EFFECTIVE DATE.  

 

 WHEREAS, the owner of that certain real property generally described as 0.22 ± acres of 

land located on the west side of South Park Avenue, north of Jackson Street and south of West 

Story Road, and legally described in Section 1 of this ordinance has petitioned the City to 

rezone said property from Orange County R-2 Residential District to the City’s R-2 Residential 

District zoning classification, therefore; 
  

 BE IT ENACTED BY THE CITY OF WINTER GARDEN, FLORIDA:  
 

 SECTION 1: Rezoning.  After due notice and public hearing, the zoning classification 

of real property legally described on ATTACHMENT “A,” is hereby rezoned from Orange 

County R-2 Residential District to City R-2 Residential District in the City of Winter Garden, 

Florida.  
 

 SECTION 2: Zoning Map.  The City Planner is hereby authorized and directed to amend 

the Official Winter Garden Zoning Map in accordance with the provisions of this ordinance. 
 

 SECTION 3: Non-Severability.  Should any portion of this Ordinance be held invalid, 

then the entire Ordinance shall be null and void. 
 

 SECTION 4: Effective Date.  This Ordinance shall become effective simultaneously upon 

the effective date of Ordinance 12-12 which is an amendment to the Future Land Use Map of the 

City of Winter Garden Comprehensive Plan that allows the property described herein to be zoned 

as provided in this Ordinance. 
  

FIRST READING AND PUBLIC HEARING:  , 2012. 
 

SECOND READING AND PUBLIC HEARING:  
 

, 2012. 
 

ADOPTED this ______ day of _____________, 2012, by the City Commission of the City of 

Winter Garden, Florida. 
 

      APPROVED: 
 

 

      ____________________________________ 

      JOHN REES, Mayor/Commissioner 
ATTEST: 

 

___________________________ 

KATHY GOLDEN, City Clerk 
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ATTACHMENT "A" 

  

 

LEGAL DESCRIPTION 
 
 
 
PARCEL ID#: 22-22-27-1084-01-110 
 
LOT 11, BLOCK A, BURCHSHIRE, ACCORDING TO THE PLAT 
THEREOF AS RECORDED IN PLAT BOOK Q, PAGE 138 OF THE 
PUBLIC RECORDS OF ORANGE COUNTY, FLORIDA, BEING MORE 
PARTICULARLY DESCRIBED AS FOLLOWS:  COMMENCE AT THE 
NORTHEAST CORNER OF THE SOUTHEAST ONE QUARTER OF  
SECTION 22, TOWNSHIP 22 SOUTH, RANGE 27 EAST, ORANGE 
COUNTY FLORIDA; THENCE RUN S00°00’00”E ALONG THE EAST LINE 

OF SAID SOUTHEAST QUARTER A DISTANCE OF 600.72 FEET; 
THENCE DEPARTING SAID LINE N00°00’00”E A DISTANCE OF 30.00’ 

TO A POINT ON THE WEST RIGHT OF WAY LINE OF PARK AVE.  AS 
SHOWN ON SAID PLAT AND ALSO BEING THE POINT OF BEGINNING; 
THENCE DEPARTING SAID RIGHT OF WAY LINE N89°31’03”W, A  

DISTANCE OF 138.64’; THENCE S00°26’43”E, A DISTANCE OF 

70.00’; THENCE S89°31’03”E TO A POINT ON THE WESTERLY RIGHT OF WAY OF 

SAID PARK AVE, A DISTANCE OF 138.09’; THENCE  
N00°00’00”E ALONG SAID RIGHT OF WAY LINE, 70.00’ TO THE  

POINT OF BEGINNING, SAID LANDS LYING IN ORANGE COUNTY, 
FLORIDA CONTAINING 9,685 SQUARE FEET MORE OR LESS. 
SUBJECT TO EASEMENTS AND RESTRICTIONS OF RECORD. 

 
 

 



 

 

CITY OF WINTER GARDEN 
PLANNING & ZONING DIVISION 

300 West Plant Street - Winter Garden, Florida 34787-3011 ● (407) 656-4111 

 

STAFF REPORT 
 

TO: PLANNING AND ZONING BOARD 

PEPARED BY: STEVE PASH, SENIOR PLANNER 

DATE: MARCH 16, 2011 

SUBJECT: ANNEXATION – ZONING – FLU AMENDMENT 

  710 SOUTH PARK AVEUNUE (0.22 +/- ACRES) 

  PARCEL ID #:  22-22-27-1084-01-110 

APPLICANT: WARREN A. & GERALDINE M. LEWIS 

 

INTRODUCTION 

The purpose of this report is to evaluate the proposed project for compliance with the City of 

Winter Garden Code of Ordinances and Comprehensive Plan. 

The subject property is located at 710 South Park Aveune and is approximately 0.22 ± acres. The 

map below depicts the proximity of the subject property to the City’s jurisdictional limits: 
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The applicant has requested annexation into the City, amendment to the Future Land Use Map 

(FLUM) of the City’s Comprehensive Plan to designate the property as Low Density Residential, 

and rezoning the property to R-2 Residential District.    

 

In accordance with the City’s Comprehensive Plan, permitted uses within the Low Density 

Residential land use include single family homes, and churches and school through a Special 

Exception Permit. The zoning classifications that are consistent with the Low Density 

Residential land use designation include PUD, R-1A, R-1, R-2, R-1B, and INT. 

 

The City endorses infill of its jurisdictional limits through voluntary annexation of enclaves. The 

elimination of enclaves through voluntary annexation furthers the goals, objectives, and policies 

of the City’s Comprehensive Plan. 

 

EXISTING USE 

The subject property is currently vacant.  The applicant intends to develop the property with a 

new duplex once the annexation, FLU, and zoning process is complete. 

 

ADJACENT LAND USE AND ZONING 

The property located to the north is a single family house, zoned R-2 and located in Orange 

County. The properties located to the east are developed with a single family and the Orange 

Tree Mobile Home Park, zoned R-2 and located in the City. The property to the south is a single 

family house, zoned R-2 and located in Orange County.  The properties to the west are 

developed as single family homes, zoned R-2 and located in Orange County. 

 

PROPOSED USE 

The owner is proposing to annex the property, then construct a new duplex home.   

 

PUBLIC FACILITY ANALYSIS 

The City will provide garbage collection, police protection, and all other services regularly 

provided to City of Winter Garden residents including building permits. The property will be 

served by both Orange County Fire and Rescue and the City of Winter Garden Fire Department 

under the First Response System. 

 

SUMMARY 

City Staff recommends approval of the proposed Ordinances. Annexation will provide a more 

efficient delivery of services to the property and further the goals and objectives of the City of 

Winter Garden’s Comprehensive Plan to eliminate enclaves. The property is currently vacant and 

the proposed development will be consistent with the surrounding area.  
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FUTURE LAND USE MAP 

710 South Park Avenue 

 

 

Subject property 

changed from Orange 

County Low Density 

Residential to City 

Low Density 

Residential 
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ZONING  MAP 
710 South Park Avenue 

 
 

END OF STAFF REPORT 

Subject property 

change from 

County R-2 to 

City R-2 



THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

From:  Ed Williams, Community Development Director 
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 5, 2012    Meeting Date:  June 14, 2012 
 
Subject: 12201 West Colonial Drive (5.44 +/- Acres) 
 National Retail Properties 
 Ordinance 12-25 
 Ordinance 12-26 
 Ordinance 12-27 
 PARCEL ID# 24-22-27-0000-00-014 
  
Issue: Request approval of Ordinance 12-25 (Annexation OF 5.44± Acres 

located at 12201 W. Colonial Drive), Ordinance 12-26 (Amending Future 
Land Use Map of the City’s Comprehensive Plan for 5.44± acres located 
at 12201 W. Colonial Drive from Orange County Commercial to City 
Commercial) Ordinance 12-27 (Rezoning 5.44± acres located at 12201 W. 
Colonial Drive from Orange County C-3 to City C-2 Arterial Commercial  
District). 

   
Discussion: 
 The City encourages infill of its jurisdictional limits through 

voluntary annexation of enclaves.  The subject property makes 
up a 5.44+/- acre enclave located 12201 W. Colonial Drive.  The 
Applicant has requested annexation into the City, amendment to the 
Future Land Use Map of the City’s Comprehensive Plan to designate the 
property as commecial, and rezoning of the property to City C-2 Arterial 
Commercial District. (See Attached staff report). 

  
Recommended Action:  
 Staff recommends approval of Ordinance 12-25, Ordinance 12-26 and 

Ordinance 12-27 with the second reading and public hearing being 
scheduled for June 28, 2012 

  
  
Attachment(s)/References:  
  

Location Map 
Ordinance 12-25 
Ordinance 12-26 
Ordinance 12-27 
Staff Report 



LOCATION MAP 
Ordinance 12-25;12-26 and 12-27 

 
12201 W. Colonial Drive - 5.44 +/- Acres 
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ORDINANCE 12-25 
 

AN ORDINANCE OF THE CITY OF WINTER GARDEN, 
FLORIDA PROVIDING FOR THE ANNEXATION OF 
CERTAIN ADDITIONAL LANDS GENERALLY DESCRIBED 
AS APPROXIMATELY 5.44 ± ACRES LOCATED AT 12201 
WEST COLONIAL DRIVE ON THE NORTH SIDE OF 
WEST COLONIAL DRIVE, EAST OF CARTER ROAD AND 
WEST OF STATE ROAD 429 INTO THE CITY OF WINTER 
GARDEN FLORIDA; REDEFINING THE CITY 
BOUNDARIES TO GIVE THE CITY JURISDICTION OVER 
SAID PROPERTY; PROVIDING FOR SEVERABILITY; 
PROVIDING FOR AN EFFECTIVE DATE.  

 
 WHEREAS, the owner of the land, generally described as approximately 5.44 ± 
acres located at 12201 West Colonial Drive, on the north side of West Colonial Drive, 
east of Carter Road and west of State Road 429 and legally described in Section 2 of 
this Ordinance, which land is reasonably compact and contiguous to the corporate limits 
of the City of Winter Garden, Florida (“City”), has, pursuant to the prerequisites and 
standards set forth in § 171.044, Fla. Stat., petitioned the City Commission for voluntary 
annexation; 
 
 WHEREAS, the petition for voluntary annexation referenced herein bears the 
signatures of all owners of the property or properties described in Section 2 of this 
Ordinance (i.e., the property or properties to be annexed); and 
 
 WHEREAS, the City has determined that the property described in Section 2 of 
this Ordinance is located in an unincorporated area of the County and that annexation 
of such property will not result in the creation of an enclave.   
 
 BE IT ENACTED BY THE CITY OF WINTER GARDEN, FLORIDA:  
 
 SECTION 1: Annexation.  That the City Commission through its Planning and 
Zoning Board has conducted an investigation to determine whether the described 
property meets the prerequisites and standards set forth in Chapter 171, Fla. Stat. and 
has held a public hearing and said petition and made certain findings.  
 
 SECTION 2: Description of Area Annexed.  That, after said public hearing and 
having found such petition meets said prerequisites and standards, the property legally 
defined in ATTACHMENT “A” and graphically shown on the attached map shall be 
annexed into the City of Winter Garden, Florida.  
 
 SECTION 3: Effect of Annexation.  That the City of Winter Garden, Florida, shall 
have all of the power, authority, and jurisdiction over and within the land as described in 
Section 2 hereof, and the inhabitants thereof, and property therein, as it does and have 
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over its present corporate limits and laws, ordinances, and resolutions of said City shall 
apply and shall have equal force and effect as if all territory had been part of said City at 
the time of the passage of such laws, ordinances, and resolutions. 
 
 SECTION 4: Apportionment of Debts and Taxes.  Pursuant to § 171.061, Fla. 
Stat., the area annexed to the City shall be subject to all taxes and debts of the City upon 
the effective date of annexation. However, the annexed area shall not be subject to 
municipal ad valorem taxation for the current year if the effective date of the annexation 
falls after the City levies such tax. 
 
 SECTION 5:  Instructions to Clerk.  Within seven (7) days following the adoption of 
this Ordinance, the City Clerk or his/her designee is directed to file a copy of this 
ordinance, including ATTACHMENT “A” hereto, with the clerk of the circuit court and the 
chief administrative officer of Orange County as required by § 171.044(3), Fla. Stat.  
 
 SECTION 6:  Severability.  Should any portion of this Ordinance be held invalid, 
then such portions as are not declared invalid shall remain in full force and effect. 
 
 SECTION 7:  Effective Date.  This Ordinance shall become effective upon 
adoption at its second reading. 
 
FIRST READING AND PUBLIC HEARING:  , 2012. 
 
SECOND READING AND PUBLIC HEARING:  

 
, 2012. 

 
ADOPTED this ______ day of _____________, 2012, by the City Commission of the 
City of Winter Garden, Florida. 
 
      APPROVED: 
 
 
      ____________________________________ 
      JOHN REES, Mayor/Commissioner 
ATTEST: 
 
 
___________________________ 
KATHY GOLDEN, City Clerk 
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ATTACHMENT "A" 
  

LEGAL DESCRIPTION 
 
 
 
PARCEL ID#: 24-22-27-0000-00-014 
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ORDINANCE 12-26 
 
 

AN ORDINANCE OF THE CITY OF WINTER GARDEN, 
FLORIDA AMENDING THE FUTURE LAND USE MAP OF 
THE WINTER GARDEN COMPREHENSIVE PLAN BY 
CHANGING THE LAND USE DESIGNATION OF REAL 
PROPERTY GENERALLY DESCRIBED AS 
APPROXIMATELY 5.44 ± ACRES LOCATED AT 12201 
WEST COLONIAL DRIVE ON THE NORTH SIDE OF 
WEST COLONIAL DRIVE, EAST OF CARTER ROAD AND 
WEST OF STATE ROAD 429 FROM ORANGE COUNTY 
COMMERCIAL TO CITY COMMERCIAL; PROVIDING FOR 
SEVERABILITY; PROVIDING FOR AN EFFECTIVE DATE.  

 
 
 WHEREAS, on the 13th of June, 1991, the City Commission of the City of Winter 
Garden adopted Ordinance 91-16 which adopted a new Comprehensive Plan for the City 
of Winter Garden, and on the 24th of June, 2010, the City Commission of the City of 
Winter Garden adopted Ordinance 10-19 readopting and amending the Comprehensive 
Plan for the City of Winter Garden; 
 
 WHEREAS, the owner of that certain real property generally described as 5.44 ± 
acres of land located at 12201 West Colonial Drive, on the north side of West Colonial 
Drive, east of Carter Road and west of State Road 429, and legally described in 
ATTACHMENT “A” (the “Property”) has petitioned the City to amend the Winter Garden 
Comprehensive Plan to change the Future Land Use classification from Orange County 
Low Medium Residential to City Commercial; and 

  
 WHEREAS, the City of Winter Garden's Local Planning Agency and City 
Commission have conducted the prerequisite advertised public hearings pursuant to 
Chapter 163, Florida Statutes, regarding the adoption of this ordinance; now, therefore, 
 
 
 BE IT ENACTED BY THE CITY OF WINTER GARDEN, FLORIDA:  
 
 
SECTION I.  FLUM Amendment.  The City of Winter Garden hereby amends the Future 
Land Use Map of the City of Winter Garden Comprehensive Plan by designating the 
aforesaid Property to City Commercial within the West State Road 50 Commercial  
Activity Center as set forth in ATTACHMENT "B".  
 
SECTION II.   Effective Date.  Provided that the Property described herein is annexed 
into the City of Winter Garden pursuant to Ordinance 12-25, this Ordinance shall become 
effective 31 days after adoption, unless the Ordinance is timely challenged pursuant to § 
163.3187(5), Fla. Stat., in which case, the Ordinance shall not be effective until the state 
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land planning agency or the Administrative Commission, respectively, issues a final order 
determining that the adopted Ordinance is in compliance. 
  
SECTION III.  Severability.  Should any portion of this Ordinance be held invalid, then 
such portions as are not declared invalid shall remain in full force and effect. 
 
  
FIRST READING AND PUBLIC HEARING:  , 2012. 
 
SECOND READING AND PUBLIC HEARING:  

 
, 2012. 

 
ADOPTED this ______ day of _____________, 2012, by the City Commission of the 
City of Winter Garden, Florida. 
 
      APPROVED: 
 
 
      ____________________________________ 
      JOHN REES, Mayor/Commissioner 
ATTEST: 
 
 
___________________________ 
KATHY GOLDEN, City Clerk 
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ATTACHMENT "A" 
 

LEGAL DESCRIPTION 
 
 
 
PARCEL ID#: 24-22-27-0000-00-014 
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ATTACHMENT "B"  
 

FUTURE LAND USE MAP 
 

12201 West Colonial Drive 
 

 

Subject property changed 
from Orange County Low 

Medium Residential to City 
Commercial 
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ORDINANCE 12-27 
 

AN ORDINANCE OF THE CITY OF WINTER GARDEN, 
FLORIDA REZONING APPROXIMATELY 5.44 ± ACRES OF 
REAL PROPERTY GENERALLY LOCATED AT 12201 WEST 
COLONIAL DRIVE ON THE NORTH SIDE OF WEST COLONIAL 
DRIVE, EAST OF CARTER ROAD AND WEST OF STATE 
ROAD 429 FROM ORANGE COUNTY C-3 COMMERCIAL 
DISTRICT TO CITY C-2 ARTERIAL COMMERCIAL DISTRICT; 
PROVIDING FOR SEVERABILITY; PROVIDING FOR AN 
EFFECTIVE DATE.  

 
 WHEREAS, the owner of that certain real property generally described as 5.44 ± acres of 
land located at 12201 West Colonial Drive, on the north side of West Colonial Drive, east of 
Carter Road and west of State Road 429, and legally described in Section 1 of this ordinance 
has petitioned the City to rezone said property from Orange County C-3 Commercial District to 
the City’s C-2 Arterial Commercial District zoning classification and with the West State Road 
50 Commercial Overlay Standards, therefore; 

  
 BE IT ENACTED BY THE CITY OF WINTER GARDEN, FLORIDA:  
 
 SECTION 1: Rezoning.  After due notice and public hearing, the zoning classification 
of real property legally described on ATTACHMENT “A,” is hereby rezoned from Orange 
County C-3 Commercial District to City C-2 Arterial Commercial District, within the West State 
Road 50 Commercial Overlay District in the City of Winter Garden, Florida.  
 
 SECTION 2: Zoning Map.  The City Planner is hereby authorized and directed to amend 
the Official Winter Garden Zoning Map in accordance with the provisions of this ordinance. 
 
 SECTION 3: Non-Severability.  Should any portion of this Ordinance be held invalid, 
then the entire Ordinance shall be null and void. 
 
 SECTION 4: Effective Date.  This Ordinance shall become effective simultaneously upon 
the effective date of Ordinance 12-26 which is an amendment to the Future Land Use Map of the 
City of Winter Garden Comprehensive Plan that allows the property described herein to be zoned 
as provided in this Ordinance. 
  

FIRST READING AND PUBLIC HEARING:  , 2012. 
 

SECOND READING AND PUBLIC HEARING:  
 

, 2012. 
 

ADOPTED this ______ day of _____________, 2012, by the City Commission of the City of 
Winter Garden, Florida. 
 
      APPROVED: 
 
      ____________________________________ 
      JOHN REES, Mayor/Commissioner 
ATTEST: 
 
___________________________ 
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KATHY GOLDEN, City Clerk 
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ATTACHMENT "A" 
  

 
LEGAL DESCRIPTION 

 
 
 
PARCEL ID#: 24-22-27-0000-00-014 
 
  

 
 

 



 
 

CITY OF WINTER GARDEN 
PLANNING & ZONING DIVISION 

300 West Plant Street - Winter Garden, Florida 34787-3011 ● (407) 656-4111 
 

STAFF REPORT 
 
TO: PLANNING AND ZONING BOARD 
PEPARED BY: STEVE PASH, SENIOR PLANNER 
DATE: MAY 29, 2012 
SUBJECT: ANNEXATION - REZONING - FLU AMENDMENT 
  12201 WEST COLONIAL DRIVE (5.44 +/- ACRES) 
  PARCEL ID #:  24-22-27-0000-00-014 
APPLICANT: NATIONAL RETAIL PROPERTIES, LP 
 
INTRODUCTION 
The purpose of this report is to evaluate the proposed project for compliance with the City of 
Winter Garden Code of Ordinances and Comprehensive Plan. 
The subject property is located at 12201 West Colonial Drive and is approximately 5.44 ± acres. 
The map below depicts the proximity of the subject property to the City’s jurisdictional limits: 
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The applicant has requested annexation into the City, amendment to the Future Land Use Map 
(FLUM) of the City’s Comprehensive Plan to designate the property as Comercial, and rezoning 
the property to C-2 Commercial Arterial District.  This property is also within the West State 
Road 50 Overlay, which has additional development standards. 
 
The subject property is located within the West State Road 50 Commercial Activity Center 
which allows for the following land use categories: Commercial, Medium Density Residential, 
Industrial, and Multi Use Development. The majority of the properties located within the West 
State Road 50 Commercial Activity Center are designated Commercial on the Future Land Use 
Map, with the only exceptions being several apartment complexes and a senior living facility on 
the south side of the road at the western edge of the city limits which are designated Medium 
Density Residential on the Future Land Use Map and total about 35 acres of land. 
 
In accordance with the City’s Comprehensive Plan, permitted uses within the Commercial land 
use include retail, service, and professional activities. The zoning classifications that are 
consistent with the Commercial land use designation include C-1, C-2, C-3, C-4, PCD, and INT. 
 
The City endorses infill of its jurisdictional limits through voluntary annexation of enclaves. The 
elimination of enclaves through voluntary annexation furthers the goals, objectives, and policies 
of the City’s Comprehensive Plan. 
 
EXISTING USE 
The subject property is developed as a recreational vehicle sales company and contains an 8,904 
square foot vehicle / parts sales room and an 16,100 square foot vehicle service area. 
 
ADJACENT LAND USE AND ZONING 
The property located to the north is a single family house and vacant land, zoned A-1 and located 
in Orange County. The property located to the east is vacant commercial land, zoned C-2, and 
located in the City. The properties to the south are developed as commercial buildings, zoned C-
2, and in the City.  The property to the west is a commercial development, zoned C-2, and in the 
City. 
 
PROPOSED USE 
The owner is proposing to annex the property and keep operating the existing recreational 
vehicle sales and repair facility.     
 
PUBLIC FACILITY ANALYSIS 
The City will provide garbage collection, police protection, and all other services regularly 
provided to City of Winter Garden residents including building permits. The property will be 
served by both Orange County Fire and Rescue and the City of Winter Garden Fire Department 
under the First Response System. 
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SUMMARY 
City Staff recommends approval of the proposed Ordinances. 
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THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

From:  Ed Williams, Community Development Director 
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 6, 2012     Meeting Date:  June 14, 2012 
 
Subject: Ordinance 12-29 Repealing Ordinance 11-35 and Rezoning to UVPUD 

Marsh Road (75.94 +/- Acres) 
Parcel ID# 05-23-27-0000-00-001 
Parcel ID# 06-23-27-0000-00-003 
 

Issue:  Applicant is requesting to rezone 75.94 +/- Acres of land. The subject 
property is located within the City of Winter Garden municipal limits, and 
carries the zoning designation NZ, which means that the property has not 
yet been zoned since it was annexed into the City of Winter Garden in 
September 2007.  The subject property is designated Urban Village on the 
Future Land Use Map of the Comprehensive Plan. 

 
Discussion:  

City staff recommends approval of the proposed Ordinance. Rezoning the 
subject property from City NZ to City UVPUD is consistent with the Code 
of Ordinances, the Future Land Use Map, the City’s Comprehensive Plan, 
and the surrounding property uses. (See attached Staff Report). 
 

Recommended Action:    
 
Staff recommends approval of the first reading of Ordinance 12-29, 
(Repealing Ordinance 11-35 and rezoning of 75.94± acres located on 
Marsh Road from City NZ to City UVPUD) with second reading and 
adoption on June 28, 2012. 
 

Attachments/References: 
 
 Location Map 

Ordinance 12-29 
 Staff Report 
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ORDINANCE 12-29 
 
 

AN ORDINANCE OF THE CITY OF WINTER GARDEN, 
FLORIDA, REPEALING ORDINANCE 11-35 AND 
REPLACING IT WITH THE REZONING AND URBAN 
VILLAGE PLANNED UNIT DEVELOPMENT (UVPUD) 
REQUIREMENTS CONTAINED WITHIN THIS ORDINANCE; 
PROVIDING FOR REZONING APPROXIMATELY 75.94 ± 
ACRES OF CERTAIN REAL PROPERTY GENERALLY 
LOCATED ON THE NORTH SIDE OF MARSH ROAD, EAST 
OF WILLIAMS ROAD AND WEST OF AVALON ROAD (CR 
545) AT 16851 AND 17001 MARSH ROAD, FROM NO 
ZONING (NZ) TO URBAN VILLAGE PLANNED UNIT 
DEVELOPMENT (UVPUD); PROVIDING FOR CERTAIN 
UVPUD REQUIREMENTS AND DESCRIBING THE 
DEVELOPMENT AS THE WATERSIDE ON JOHN’S LAKE 
URBAN VILLAGE PUD; PROVIDING FOR NON-
SEVERABILITY; PROVIDING FOR AN EFFECTIVE DATE.  
 

 WHEREAS, on February 9, 2012, the City Commission of the City of Winter 
Garden adopted Ordinance 11-35 rezoning approximately 75.94 ± acres of certain real 
property generally located on the north side of Marsh Road, east of Williams Road and 
west of Avalon Road (CR 545) at 16851 and 17001 Marsh Road, from City NZ to City 
PUD; and 
 
 WHEREAS, since the adoption of Ordinance 11-35, there has been a claim 
asserted that the City’s adoption of Ordinance 11-35, among other things, was not 
supported by competent, substantial evidence and departed from the essential 
requirements of the law and such claim is denied by the City; and 
 
 WHEREAS, the City Commission and the Owner/applicant desires to repeal 
Ordinance 11-35 and replace it with the rezoning and Urban Village PUD requirements 
adopted by this Ordinance in an effort to avoid litigation relating to such allegation and 
the costs associated with such litigation; and 
 
 WHEREAS, the adoption of this Ordinance shall not be construed as an 
admission that the aforesaid claim has merit or is correct; and    
 
 WHEREAS, the Owner(s) of real property generally described as approximately 
75.94 ± acres of certain real property generally located on the north side of Marsh Road, 
east of Williams Road and west of Avalon Road (CR 545) at 16851 and 17001 Marsh 
Road in Winter Garden, Florida, being more particularly described on Exhibit “A” attached 
hereto and incorporated herein by this reference (the “Property”), desire to rezone their 
property from No Zoning (NZ) to Urban Village Planned Unit Development (UVPUD); 
and 
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 WHEREAS, after public notice and due consideration of public comment, the 
City Commission of the City of Winter Garden hereby finds and declares the adoption 
of this Ordinance and the proposed UVPUD and development of the Property is 
consistent with the City of Winter Garden Comprehensive Plan, the Sixth Amendment 
to the Restated Interlocal Agreement for Joint Planning Area between Orange County 
and the City of Winter Garden, and the City of Winter Garden Code of Ordinances; and 
 
 WHEREAS, further, the City Commission finds that based on competent, 
substantial evidence in the record, the rezoning approved by this Ordinance meets all 
applicable criteria for rezoning the Property to Urban Village Planned Unit Development 
(UVPUD) contained within the City of Winter Garden Comprehensive Plan and the 
Code of Ordinances; and 
 
 WHEREAS, on December 13, 2011, the School Board of Orange County, Florida 
approved the transfer of one hundred seventy (170) owner capacity credits from 
Capacity Enhancement Agreements (CEAs) owned by SSP1, LLC to the Edwards 
Property (Centerline Homes Enterprise Five, LLC), therefore; 

  
 BE IT ENACTED BY THE CITY OF WINTER GARDEN, FLORIDA:  
 
 SECTION 1: Rezoning.  The above “Whereas” clauses constitute findings by the 
City Commission.  After due notice and public hearing, the zoning classification of the 
Property, as described in Exhibit “A” attached hereto, is hereby rezoned from No Zoning 
(NZ) to Urban Village Planned Unit Development (UVPUD)in the City of Winter Garden, 
Florida subject to the following conditions, provisions and restrictions: 
 

a. Conceptual Plan- All development on the Property must substantially 
conform to the requirements identified in the Waterside on John’s Lake 
Planned Unit Development Preliminary Plan attached hereto as Exhibit “B.” 
Should any conflict be found between this Ordinance and the Waterside on 
John’s Lake Urban Village Planned Unit Development Preliminary Plan 
attached hereto as Exhibit “B”, then the standards and conditions 
established by this Ordinance shall control.  
 

b. Zoning- Unless specifically noted elsewhere in Exhibit “B” attached hereto, 
all residential development on the Property must comply with the general 
zoning requirements of the R-1 Single Family Residential District for any 
structures, including but not limited to swimming pools, screen rooms, 
accessory structures and buildings, that are developed on the Property. 

 
c. JPA- Unless specifically noted elsewhere in Exhibit “B” attached hereto, all 

development of the Property must conform to the requirements of the Sixth 
Amendment to the Restated Interlocal Agreement for Joint Planning Area 
between Orange County and the City of Winter Garden dated January 24, 
2007.  
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d. Design Criteria/Architectural Standards-  
 

1. Lot Size- Minimum lot width shall be 70 feet for internal lots and 90 
feet for all lakefront lots. 

 
2. Building Height- Maximum building height shall be 35 feet. 

 
3. Minimum Living Area- Minimum living area for each residential unit 

shall be 2,000 square feet.  
 

4. Signage- All signage shall be reviewed and permitted by the City of 
Winter Garden. All proposed signage, with the exception of street 
and traffic signs, shall be submitted for review and approval as part 
of the Development Agreement for the Property.  

 
5. Setbacks and Required Yards-  

 
• 90 foot wide lots: side yard setback shall be no less than 7.5 

feet; rear yard setback shall be no less 30 feet for all lake 
front lots and no less than 20 feet with the exception of 
lakefront lots which shall maintain a 30 foot rear yard setback; 
and front yard setback shall be no less than 25 feet with the 
exception of homes with 5 foot recessed garage or side 
loaded garage which shall maintain a 20 foot front yard 
setback. Any landscaping or fencing installed within the 7.5 
foot side yard setback shall be designed and constructed so 
as not to interfere with any easement function. 
 

• 70 foot wide lots: side yard setbacks shall be no less than 5 
feet and shall be unobstructed by any mechanical equipment 
including, but not limited to, AC units, pool equipment, water 
filtration systems, gas tanks, propane tanks, and any other 
utility or service equipment; rear yard setback shall be no less 
than 20 feet; and front yard setback shall be no less than 25 
feet with the exception of homes with 5 foot recessed garage 
or side loaded garage which shall maintain a 20 foot front 
yard setback. Any landscaping or fencing installed within the 5 
foot side yard setback shall be designed and constructed so 
as not to interfere with any easement function. 
 

6. Common Recreation and Open Space-  
 
The Property is located within the Resource Protection Overlay, and 
in compliance with the City of Winter Garden Comprehensive Plan 
Future Land Use Element Policies 1-3.1.7 and 1-3.1.8 will provide no 
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less than 25% Wekiva Study Area Open Space. 
 
To the greatest extent possible, 5% of the developable area of the 
Property shall be set aside for active, dry-land recreational use. In 
the event that this requirement cannot be met wholly or in part, then 
a financial contribution in accordance with Chapter 110, Article V, 
Division 2 of the City Code of Ordinances shall be made to the City 
Recreation Fund to fulfill the requirement.  

 
e. Staff Conditions- All development on the Property must comply with the 

following conditions: 
 

1.  The Property will be constructed in two (2) phases of development 
with approximately 86 lots in each phase. The main entrance will be 
constructed with the first phase of development; the second access 
point located on the east side of the Property shown on Exhibit “B” 
will be a gated exit-only point for resident use and will be used as 
temporary construction access. Roadway improvements for access 
to the Property from Marsh Road, including turn lanes and 
roundabout, are the responsibility of the Owner. The design 
requirements of the roundabout are subject to review and approval 
of the City Engineer. 

 
2. Drainage easements shall be unobstructed by equipment of any 

kind including, but not limited to, AC units, pool equipment, water 
filtration systems, gas tanks, propane tanks, and any other utility or 
service equipment. 
 

3. In accordance with Section 78-2, City of Winter Garden Code of 
Ordinances, extension of all potable water, reclaimed water and 
sanitary sewer utility lines from the proposed or existing stub-outs 
near the intersection of Marsh Road and Avalon Road will be at the 
developer’s expense. 

 
4. A master utilities analysis is required to be provided to the City for 

review prior to approval of preliminary plat and may include an 
upsizing agreement with the City. 

 
5. All streets within the Property will be private and will be maintained 

by the Homeowner’s Association. 
 

6. Permits or exemptions are required from SJRWMD (stormwater) 
and FDEP (water, wastewater, NPDES) prior to construction.   

 
7. Fifty (50) percent of all required water and sewer impact fees shall 

be paid prior to City execution of FDEP permits and issuance of 
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building permits.  Provide flow calculations for Utility Department 
verification of impact fees.  Final plans will not be approved for 
construction until utility impact fees have been paid and FDEP 
permits have been issued.  

 
8. The City of Winter Garden will inspect private site improvements 

only to the extent that they connect to City owned/maintained 
systems (roadways, drainage, utilities, etc.).  It is the responsibility 
of the Owner and Design Engineer to ensure that privately owned 
and maintained systems are constructed to the intended 
specifications.  The City is not responsible for the operation and 
maintenance of privately owned systems, to include, but not be 
limited to, roadways, parking lots, drainage, stormwater ponds or 
on-site utilities.  

 
9. No fill or runoff will be allowed to discharge onto adjacent 

properties without the necessary easements; existing drainage 
patterns shall not be altered.  Provide erosion control plan prior to 
issuance of building permit.  Site construction shall adhere to the 
City of Winter Garden erosion and sediment control requirements 
as contained in Chapter 106 – Stormwater of the City of Winter 
Garden Code of Ordinances. 

 
10. Once the plans are approved, a preconstruction meeting is 

required prior to any commencement of construction.  The 
applicant shall pay all engineering review and inspection fees at the 
preconstruction meeting prior to construction.  Provide certified 
engineer's cost estimate or executed construction contract as basis 
of inspection fees (2.25%). 

 
11. The City of Winter Garden is not authorizing or approving drainage 

discharges onto private property or property owned or controlled by 
others, including by way of any development order or permit issued.  
Obtaining permission, easements or other approvals that may be 
required to drain onto private property is the Owner/Developer's 
responsibility.  Should the flow of stormwater runoff from, or onto 
adjacent properties be unreasonable or cause problems, the City 
will not be responsible and any corrective measures required will 
be the responsibility of the Owner.  Maintenance of on-site or off-
site drainage improvements will be the responsibility of the Owner, 
not the City. 

 
12. Providing positive drainage within the site is the responsibility of the 

Design Engineer.  The City will not maintain any portion of the on-
site drainage systems or parking lot(s). 
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13. If approval is granted by the City of Winter Garden, it does not 
grant authority to enter, construct or otherwise alter the property of 
others, nor does it waive any permits that may be required by 
federal, state, regional, county, municipal or other agencies that 
may have jurisdiction. 

 
14. Boat docks, piers, and any other shoreline improvements are 

subject to the approval and permitting processes of the City of 
Winter Garden and the Florida Department of Environmental 
Protection. All lakefront lots are not guaranteed boat docks, piers, 
or any other shoreline improvements, each lakefront lot will be 
reviewed individually based on lot configuration and other physical 
characteristics. 

 
15. Buffer area provided along eastern property boundary shall be 

consistent with the Wekiva Protection Act. Required setbacks from 
Karst feature located east of the Property shall not be encroached 
upon and shall be maintained in compliance with the Wekiva 
Protection Act and the City of Winter Garden Comprehensive Plan. 

 
 SECTION 2: General Requirements. 
 

a. Development Agreement- A Developer’s Agreement shall be drafted, 
approval obtained and recorded prior to approval of Preliminary Plat of the 
Property. The Developer’s Agreement shall address matters to include, but 
not limited to, project phasing, potable water, sewer and reclaimed water 
utilities extension and oversizing requirements, right-of-way improvements 
and conveyances, other off-site public infrastructure improvements, lift 
station, transportation/roadway system,  and impact fees. 
 

b. Stand Alone Clause- Each phase of development of the Property must 
operate as an individual unit in that each particular phase will be able to 
stand-alone in the event that no other phase is developed. 

 
c. Land Development Approvals and Permits- This Ordinance does not 

require the City to issue any permit or approval for development, 
construction, preliminary plat, final plat, building permit, or other matter by 
the City relating to the Property or the project or any portion thereof. These 
and any other required City development approvals and permits shall be 
processed and issued by the City in accordance with procedures set forth in 
the City’s Code of Ordinances and subject to this Ordinance.  

 
d. Amendments- Minor amendments to this Ordinance will be achieved by 

Resolution of the City Commission of the City of Winter Garden. Major 
amendments to this Ordinance will require approval of the City Commission 
of the City of Winter Garden by Ordinance. 
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e. Expiration/Extension- Expiration of this UVPUD shall be governed in 

accordance with Section 118-830, City of Winter Garden Code of 
Ordinances. Time extensions may be granted in accordance with Section 
118-829, City of Winter Garden Code of Ordinances. 

 
 
 SECTION 3: Zoning Map.  The City Planner is hereby authorized and directed to 
amend the Official Winter Garden Zoning Map in accordance with the provisions of this 
ordinance. 
 
 SECTION 4: Non-Severability.  Should any portion of this Ordinance be held 
invalid, then the entire Ordinance shall be null and void. 
 
 SECTION 5: Effective Date.  This Ordinance shall become effective upon 
adoption at its second reading. 
  
 
FIRST READING AND PUBLIC HEARING:  , 2012. 
 
SECOND READING AND PUBLIC HEARING:  

 
, 2012. 

 
ADOPTED this  day of,  , 2012,  by the City Commission 
of the City of Winter Garden, Florida. 

 

      APPROVED: 
 
 
      ____________________________________ 
      JOHN REES, Mayor/Commissioner 
ATTEST: 
 
___________________________ 
KATHY GOLDEN, City Clerk 
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Exhibit “A” 
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Exhibit “B” 
 

COVER PAGE 
 

 
URBAN VILLAGE PLANNED UNIT 

DEVELOPMENT PRELIMINARY PLAN 
 

WATERSIDE ON JOHNS LAKE 
 

REVISED APRIL 2012 
 
 

(7 PAGES - ATTACHED) 
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CITY OF WINTER GARDEN 
PLANNING & ZONING DIVISION 

300 West Plant Street - Winter Garden, Florida 34787-3011 ● (407) 656-4111 
 

STAFF REPORT 
 
TO: PLANNING AND ZONING COMMITTEE 
PREPARED BY: LAURA SMITH, SENIOR PLANNER 
DATE: MAY 31, 2012 
SUBJECT: REZONING 
  Marsh Road (75.94+/- ACRES) 
  PARCEL ID # 05-23-27-0000-00-001 
  PARCEL ID # 06-23-27-0000-00-003 
    
APPLICANT: WARREN HARDIN EDWARDS, III 
 
INTRODUCTION 
The purpose of this report is to evaluate the proposed project for compliance with the City of 
Winter Garden Land Development Regulations, Comprehensive Plan, and Future Land Use Map 
The subject property, located on Marsh Road east of Williams Road and west of Avalon Road, is 
approximately 75.94± acres. The map below depicts the location of the subject property within 
the City of Winter Garden municipal limits: 
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The applicant is requesting to rezone 75.94± acres of land. The subject property is located within 
the City of Winter Garden municipal limits, and carries the zoning designation NZ, which means 
that the property has not yet been zoned since it was annexed into the City of Winter Garden in 
September 2007. The subject property is designated Urban Village on the Future Land Use Map 
of the Comprehensive Plan.  
 

EXISTING USE 
The subject property presently consists of one Single-Family Residential home and the 
remainder of the property is agricultural use (Timberland & Orange Grove). 
 

ADJACENT LAND USE AND ZONING 
The property located to the north is a Single Family residence zoned NZ in the City. The 
property located to the east is agricultural use (Timberland & Orange Grove) and is zoned NZ in 
the City. The property to the west is zoned NZ in the City, and is agricultural use (Timberland & 
Orange Grove). The properties to the south are agricultural use (Orange Grove & Timberland), 
one property is zoned NZ in the City and the other is located in unincorporated Orange County 
and is zoned A-1.  
The surrounding properties are all located within the JPA expansion area as adopted by the Sixth 
Amendment to the Restated Interlocal Agreement for Joint Planning Area between Orange 
County and the City of Winter Garden. Additionally, the subject property as well as many of the 
surrounding properties (a total of 596 acres) were annexed into the City of Winter Garden by 
Ordinance 07-34. At the time the properties were annexed into the City they were not assigned 
zoning or future land use designation in the City of Winter Garden. Subsequently, as part of the 
EAR based amendments to the City’s Comprehensive Plan which were adopted in 2010, the 
subject property and surrounding properties (a total of 642.73 acres) were assigned a future land 
use designation of Urban Village on the Future Land Use Map of the City’s Comprehensive 
Plan.  
 

PROPOSED USE 
The applicant proposes to develop the 75.94 ± acre site into an urban village planned unit 
development (UVPUD) of 172 single family homes. 
 
APPROVAL CRITERIA 
In accordance with the City’s Comprehensive Plan and Land Development Regulations, a 
proposed planned unit development and its associated preliminary development plan may be 
approved only after competent, substantial evidence has been presented which allows the 
following determinations to be made: (staff conclusions/findings are underlined) 
(1) The proposed PUD is consistent with the land development regulations, comprehensive plan 

and the future land use map; 

The proposed UVPUD is consistent with the land development regulations, 
comprehensive plan, and the future land use map. See comprehensive plan analysis 
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attached hereto as Exhibit “A”. See other portions of this report concerning consistency 
with the land development regulations. 

(2) The proposed PUD will not substantially devalue or prevent reasonable use and enjoyment of 
the adjacent properties; 

The proposed UVPUD project will not deprive or prevent adjacent property owners of 
any rights or abilities to enjoy or continue existing uses of their property or to develop 
their property in accordance with the city’s land development regulations and 
comprehensive plan goals, objectives, and policies. Further, in accordance with land 
development regulations and the comprehensive plan, the proposed UVPUD will provide 
for adequate buffering against adjoining properties and rights-of-way in the form of either 
landscaping to create a visual screen and/or perimeter walls/fencing. 

(3) Adequate public infrastructure facilities and water and sewer service to support the 
development of the proposed PUD are available or an agreement or binding conditions have 
been established that will provide these facilities, improvements and services in a reasonable 
time frame;  

The proposed UVPUD site has a standard residential driveway point of transportation 
access at this time because it is used for a single family residence and agricultural uses. 
However, at such time as the property is developed as proposed by the applicant then 
additional transportation access would be provided in the form of a round-a-bout at the 
main entrance on Marsh Road, a secondary access point for resident exit only access, and 
cross access connections to the east and west adjoining properties which have also made 
application with the City for rezoning to UVPUD and are currently in the Development 
Review Committee review process. All roadway improvements will be constructed at the 
owner’s expense and in compliance with city concurrency standards for transportation, 
and be supported by a traffic study/analysis of the impact the proposed development will 
have on the roadway network. Traffic studies/analyses submitted with any proposed 
development are reviewed for accuracy and consistency with the goals, objectives, and 
policies of the City’s comprehensive plan in addition to the City’s vision for future 
growth and expansion.  
The property is not currently a water or sewer customer of the City of Winter Garden; 
however water, sewer, and reclaimed utilities will be required for any new development 
of the property. At such time that the property is developed, all necessary utility lines 
(water, sewer, and reclaimed water) will be extended and connections made to serve the 
development of the property, all extension and connection costs shall be borne by the 
property owner. At the present time there is capacity available within the City’s water, 
wastewater and reclaimed water systems to support the proposed development.  
Prior to any approvals for preliminary plat or construction plans, a Developer’s 
Agreement detailing the obligations of the developer associated with the proposed 
UVPUD is required. The Developer’s Agreement must address, but is not limited to the 
following: project phasing, potable water, sewer and reclaimed water utilities extensions 
and oversizing requirements, right-of-way improvements and conveyances, off-site 
public infrastructure improvements, lift station, transportation/roadway system, and 
impact fees.  
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(4) The proposed PUD will not allow a type or intensity of development that is premature or 
presently out of character in relationship to the surrounding area;  

The proposed UVPUD project is consistent with the comprehensive plan’s goals, 
objectives and policies for the Urban Village future land use designation and the UVPUD 
zoning criteria and land development regulations. The proposed UVPUD project features 
a gross density of 2.26 dwelling units per acre which is substantially lower than the 
maximum density of 4 dwelling units per acre permitted within the Urban Village future 
land use designation and in accordance with the Sixth Amendment to the Restated 
Interlocal Agreement for Joint Planning Area between Orange County and the City of 
Winter Garden. 

The proposed UVPUD is not premature or presently out of character in relationship to the 
surrounding area. Using the Orange County Public Schools Concurrency Service Areas 
as an identification of the surrounding area, there are many residential and commercial 
developments within the surrounding area which have similar or greater density and/or 
intensity than the proposed UVPUD project. Some of the approved and/or constructed 
developments within the surrounding area which extends east beyond SR 429 include 
Hickory Hammock, Avalon Reserve, Stoneybrook West, Carriage Pointe, Stone Creek, 
Belle Meade, Avamar Crossings, Alexander Ridge, and Carriage Ponte Reserve.  

Recently applications have been received requesting rezoning to UVPUD and 
Preliminary Development Plan review from the property located immediately east and 
immediately west of the proposed UVPUD project. Additionally, numerous properties 
located to the west of the subject property, totaling over 150 acres are seeking annexation 
into the City of Winter Garden municipal limits. 

(5) The rezoning will not interfere with an adjacent property owner's reasonable expectation of 
use or enjoyment; and 

With the exception of the property located to the south of the proposed UVPUD site (on 
the south side of Marsh Road, north of Lake Avalon), all adjoining property owners 
either participated in the annexation and future land use designation of Urban Village for 
their properties in 2007 or purchased their property after it had been annexed into the 
City of Winter Garden and designated Urban Village on the future land use map of the 
City’s comprehensive plan. In accordance with the City’s comprehensive plan, the only 
zoning permitted within the Urban Village future land use designation is Urban Village 
Planned Unit Development or Institutional. Further, in accordance with land development 
regulations and the comprehensive plan, the proposed UVPUD will provide for adequate 
buffering against adjoining properties and rights-of-way in the form of either landscaping 
to create a visual screen and/or perimeter walls/fencing. 

(6) There is availability and adequacy of primary streets and thoroughfares to support traffic to 
be generated within the proposed PUD and the surrounding area, or an agreement or binding 
conditions have been established that will provide such transportation facilities to support 
said traffic in a reasonable time frame. 

At such time as the property is developed as proposed by the applicant then additional 
transportation access would be provided in the form of a round-a-bout at the main 
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entrance on Marsh Road, a secondary access point for resident exit only access, and cross 
access connections to the east and west adjoining properties which have also made 
application with the City for rezoning to UVPUD and are currently in the Development 
Review Committee review process. All roadway improvements will be constructed at the 
owner’s expense and in compliance with city concurrency standards for transportation, 
and be supported by a traffic study/analysis of the impact the proposed development will 
have on the roadway network. Traffic studies/analyses submitted with any proposed 
development are reviewed for accuracy and consistency with the goals, objectives, and 
policies of the City’s comprehensive plan in addition to the City’s vision for future 
growth and expansion. The traffic analysis provided with the proposed UVPUD project 
indicates that the project will not lower the adopted level of service standard on Marsh 
Road. 

Prior to any approvals for preliminary plat or construction plans, a Developer’s 
Agreement is required detailing the obligations of the developer associated with the 
proposed UVPUD. The Developer’s Agreement will address, but is not limited to the 
following: right-of-way improvements and conveyances, round-a-bout construction, 
pedestrian facilities, transportation/roadway system, and impact fees. 

(7) The degree of departure or conformity of the proposed PUD with surrounding areas in terms 
of character and density. 

The proposed UVPUD project is consistent with the comprehensive plan’s goals, 
objectives and policies for the Urban Village future land use designation and the UVPUD 
zoning criteria and land development regulations. The proposed UVPUD project features 
a gross density of 2.26 dwelling units per acre which is substantially lower than the 
maximum density of 4 dwelling units per acre permitted within the Urban Village future 
land use designation and in accordance with the Sixth Amendment to the Restated 
Interlocal Agreement for Joint Planning Area between Orange County and the City of 
Winter Garden. 

The proposed UVPUD is not premature or presently out of character in relationship to the 
surrounding area. There are many residential and commercial developments within the 
surrounding area which have similar or greater density and/or intensity than the proposed 
UVPUD project. Some of the approved and/or constructed developments within the 
surrounding area which extends east beyond SR 429 include Hickory Hammock, Avalon 
Reserve, Stoneybrook West, Carriage Pointe, Stone Creek, Belle Meade, Avamar 
Crossings, Alexander Ridge, and Carriage Ponte Reserve.  

Recently applications have been received requesting rezoning to UVPUD and 
Preliminary Development Plan review from the property located immediately east and 
immediately west of the proposed UVPUD project, in addition numerous properties 
located to the west of the subject property, totaling over 150 acres are seeking annexation 
into the City of Winter Garden municipal limits. 

(8) Compatibility of uses and improvements within the PUD and the relationship with 
surrounding existing or proposed developments. 

The proposed UVPUD project integrates several elements that provide for cohesion 
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between existing natural features/resources and the existing and proposed uses 
surrounding the property. The project includes construction of a 10 foot wide multi-
purpose trail extending the length of the property frontage on Marsh Road to enhance 
pedestrian circulation as identified in the Sixth Amendment to the Restated Interlocal 
Agreement for Joint Planning Area between Orange County and the City of Winter 
Garden. The project includes an open space/recreational park to be located on John’s 
Lake which incorporates the natural features/resources of the area into the design and 
functionality of the project. Cross access connection points are being provided to the 
proposed developments located on the east and west side of the property which are 
currently in review. 

(9) Prevention of erosion and degrading or enhancement of the surrounding areas. 

The proposed UVPUD project, which borders John’s Lake on the north side of the 
property, will provide a 25 foot wetland buffer from the Normal High Water Line of 
John’s Lake in addition to an open space/tree preservation tract to extend inland from the 
wetland buffer line. Proposed UVPUD project also provides for a 100 foot buffer from 
the confining layer of the karst feature located on the property to the east the subject 
property, meets the environmental standards of the Wekiva Study Area, and complies 
with the City’s lake protection Ordinance provisions. 

(10) Provision for recreation facilities, surface drainage, flood control and soil conservation as 
shown in the preliminary development plan. 

Recreational facilities are identified within the proposed UVPUD project to include a 10 
foot wide multi-purpose trail along Marsh Road, and a waterfront community park with a 
gazebo and park benches. The recreational facilities proposed comply with the Wekiva 
Study Area Resource Protection Overlay requirements for passive recreation. 
Requirements for recreation areas stipulated by the City of Winter Garden subdivision 
standards are proposed to be met to the greatest extent possible, and payment by the 
developer into the city recreational fund will make up for any shortfall.  

Stormwater management for the proposed UVPUD project will be provided in on-site 
master stormwater management areas to satisfy the City of Winter Garden, St. John’s 
Water Management District and strict requirements of the Wekiva Study Area criteria. 

(11) The nature, intent and compatibility of any common open space, including the proposed 
method for the maintenance and conservation of the common open space. 

The property on which the UVPUD project is proposed to be developed is located within 
the Wekiva Study Area Resource Protection Overlay as defined by the City’s 
Comprehensive Plan, and therefore must comply with the Wekiva Study Area Open 
Space requirements as defined by the City’s Comprehensive Plan Policies 1-3.1.7 & 1-
3.1.8, which requires that a minimum of 25% of the developable area be Wekiva Study 
Area Open Space. Wekiva Study Area (WSA) Open Space is land area that remains 
undisturbed or minimally disturbed such as trails and boardwalks, as part of a natural 
resource preserve or passive recreation area and includes land preserved for Conservation 
purposes.  WSA Open Space may include dry retention, passive recreation, school 
playgrounds and buffers.  Up to 50% of the WSA Open Space requirement may be met 
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with dry stormwater retention areas.  None of the 25% WSA Open Space may be 
chemically treated with pesticides or fertilizers. WSA Open Space shall not include 
setback areas, private yards, street right of way, parking lots, impervious surfaces or 
active recreation areas. The proposed UVPUD project complies with the Wekiva Study 
Area Open Space requirements; the gross developable area of the property is 75.94 acres, 
the required Wekiva Study Area Open Space which will be provided on the property is 
18.99 acres. All open space and recreational facilities will be owned and maintained by 
mandatory Home Owner’s Association.   

(12) The feasibility and compatibility of the specified stage(s) or phase(s) contained in the 
preliminary development plan to exist as an independent development. 

The proposed UVPUD project is designed to be developed in two phases, the first phase 
will incorporate the recreational facilities, roadway improvements, and utility 
infrastructure extension to ensure that all facilities intended to support the proposed 
development are constructed and installed in conjunction with the development of the 
first phase.  Each phase of development of the proposed UVPUD project  must operate as 
an individual unit in that each particular phase will be able to stand-alone in the event that 
no other phase is developed.   

(13) The availability of existing or planned reclaimed water service to support the proposed PUD. 

Reclaimed water capacity is available to serve the property on which the UVPUD is 
proposed to be developed from the City’s existing reclaimed water lines which are 
located near the intersection of Avalon Road and Marsh Road. At such time that the 
property is developed, all necessary utility lines (water, sewer, and reclaimed water) will 
be extended and connections made to serve the development of the property, all extension 
and connection costs shall be borne by the property owner. Additionally, there is an 
existing reclaimed water service line located west of the subject property near the Lake 
county line through Conserv II. 

(14) The benefits within the proposed PUD development and to the general public to justify the 
requested departure from standard land use requirements inherent in a PUD classification. 

The proposed UVPUD project has requested two waivers from the following guidelines 
contained within the Sixth Amendment to the Restated Interlocal Agreement for Joint 
Planning Area between Orange County and the City of Winter Garden: front porches 
provided on 50% of all single family residential units; garages located in the rear or at 
least 5 feet behind the primary façade or side entry garages may be located in front of the 
primary façade. The waivers requested are as follows: a maximum of 40% of all 
residential units shall have the garage door setback 5 feet from the principle front 
building façade or side-loaded garages, garages with the five foot garage recess or side-
loaded garages shall have a 20 foot front yard building setback line; front porches shall 
be provided on 50% of the lots and to define a front porch as a covered outdoor area at/or 
adjacent to the front door of the residential unit that extends a minimum of 3 feet on 
either side of the front door and has a minimum depth of 6 feet. Due to the size and 
architectural style of homes, staff would recommend approval of the proposal. 
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The proposed UVPUD project has also requested reduced side yard setbacks, reducing 
the side yard setback on 70 foot wide lots from 7 ½ feet to 5 feet  and reducing the side 
setback on 90 foot wide lots from 10 feet to 7 ½ feet. The side yards on the 70 foot lots 
will be unobstructed by equipment of any kind and the drainage easements on the side 
yards of the 90 foot wide lots will also be unobstructed by equipment of any kind.  

The proposed UVPUD project incorporates the following features which are of benefit to 
the general public and support the waivers and reductions requested above: construction 
of 10 foot wide multi-purpose trail along the site frontage on Marsh Road which provides 
for pedestrian circulation and access on Marsh Road, roadway improvements in the form 
of a round-a-bout at the main entrance to the proposed project which will slow and calm 
traffic on Marsh Road which has been a primary concern of the city and property owners 
adjacent to the subject property, and protection and conservation of trees and wetlands 
along the John’s Lake shoreline to ensure preservation of natural resource/features. 
Additionally, the project as proposed provides open space in excess of the standard 
subdivision requirements, provides protection and substantial buffering from the 
neighboring karst feature as well as preservation and conservation of the John’s Lake 
shoreline. 

(15) The conformity and compatibility of the proposed common open space, residential and/or 
nonresidential uses within the proposed PUD. 

Nonresidential uses are not proposed within the UVPUD proposal for the project. The 
UVPUD proposal includes 172 single family residential dwelling units with 18.99 acres 
of open space area including 1.70 acres of recreation area. The recreation and open space 
areas are complementary and supportive to the residential component of the proposed 
UVPUD project. The project is a pedestrian friendly design and provides internal access 
to the future commercial core. 

(16) Architectural characteristics of proposed residential and/or nonresidential development. 

A variety of main entrance treatments have been incorporated into the residential units in 
the proposed UVPUD project including front porches, 2-story covered porticos/entry 
ways, side entry/courtyard garages and recessed garage doors. Building elevations are 
provided within the Waterside on John’s Lake Urban Village Planned Unit Development 
Preliminary Development Plan. 

(17) A listing of the specific types of nonresidential uses to be allowed. 

N/A; Nonresidential uses are not proposed within the UVPUD proposal for the project. 

URBAN VILLAGE PLANNED UNIT DEVELOPMENT INTENT AND 
REQUIREMENTS 
Development within the urban village future land use classification shall be designed based on an 
urban development pattern which encourages the formation of a suburban village. The standards 
and procedures of the urban village planned unit development are intended to promote flexibility 
of design and to permit planned diversification and integration of uses and structures, while 
retaining in the city commission the absolute authority to establish such limitations and 
regulations as it deems necessary to protect and promote the public health, safety and general 
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welfare. Determining whether to require a mixture of residential and non-residential uses and a 
variety of housing types and lot sizes within individual urban village planned unit developments 
will be based on anticipated development patterns and size of property ownerships. Each 
individual urban village planned unit development will not be required to incorporate all uses 
permitted in the urban village planned unit development land use regulations. 

 Through the urban village planned unit development process, which may involve the approval 
of multiple UVPUDs, all development within the urban village future land use classification 
shall follow the general design principles of: (staff conclusions/findings are underlined) 

(1) creating a series of walkable residential neighborhoods; 

proposed UVPUD includes cross access connection to the properties located to the east and 
west of the subject property for vehicular and pedestrian access, additionally the proposed 
UVPUD features a multi-purpose trail along the property frontage on Marsh Road. 

(2) developing an integrated park and trail system to facilitate pedestrian travel and recreation; 

proposed UVPUD includes a waterside community park accessible through sidewalks which 
connect to properties located to the east and the west and the multi-purpose trail located 
along the property frontage on Marsh Road. 

(3) developing a comprehensive network of roads and traffic calming solutions to complement 
and support the existing Marsh Road infrastructure; 

proposed UVPUD provides for cross access connection to properties located to the east and 
west of the subject property and includes construction of a round-a-bout on Marsh Road at 
the main entrance. 

(4) establishing connectivity to natural systems while preserving wetlands and other natural 
resources and protecting water quality and quantity; 

proposed UVPUD incorporates tree preservation and wetland buffering along John’s Lake to 
preserve and protect water quality in John’s Lake. 

(5) creating a mixed-use character through the integration of a diversity of uses; 

N/A; the proposed UVPUD does not provide for non-residential uses. 

(6) creating a focus center within the urban village 

N/A; the proposed UVPUD will be part of the residential community surrounding a future 
commercial village center which will be located west of the subject property. 

(7) The urban village planned unit development shall provide a compact integrated 
development pattern with a park or central feature located within a ¼ mile walking distance 
of the majority of residences in each neighborhood.   

the proposed UVPUD includes a waterfront community park which is centrally located 
within the UVPUD site. 

(8) To ensure adequate housing diversity, urban village planned unit development should 
generally contain a variety of housing types which may include both attached and detached 
housing product with ownership and rental opportunities, as well as live/work housing. 
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the proposed UVPUD will contain only single family detached residential units and does not 
include any live work units. 

(9) The street network shall be designed to create a hierarchy of interconnected streets and 
traffic calming solutions to allow travel through and between neighborhoods and beyond the 
urban village planned unit development.  Roadway cross sections shall be designed to 
accommodate multiple modes of transportation. 

the proposed UVPUD will provide cross access connections to properties located to the east 
and west, a round-a-bout at the main entrance on Marsh Road, and internal streets are all 
interconnected with no cul-de-sacs or dead ends. 

(10) Emphasis shall be placed on pedestrian and bike paths and shall be incorporated in street 
cross sections and open spaces. 

the proposed UVPUD includes a multi-purpose trail along Marsh Road and a fully 
integrated network of sidewalks which will connect and provide cross access between 
properties located to the east and west. 

(11) All development proposals within an urban village planned unit development shall, as 
determined by the city commission, be consistent with the requirements and/or guidelines of 
the Sixth Amendment to the Restated Interlocal Agreement for Joint Planning Area between 
Orange County and the City of Winter Garden (Dated January 24, 2007) as approved by the 
city commission, as such may be amended from time to time.   

the proposed UVPUD is consistent with the Sixth Amendment to the Restated Interlocal 
Agreement for Joint Planning Area between Orange County and the City of Winter Garden. 

(12) All development within the urban village planned unit development shall comply with the 
Wekiva Parkway and Protection Act, and shall meet or exceed the standards of the Resource 
Protection Overlay as established by the City’s Comprehensive Plan. In the event of a 
conflict or conflicts between the Urban Village Planned Unit Development zoning district 
and the Resource Protection Overlay, the Resource Protection Overlay shall control to the 
extent such conflict exists. 

the proposed UVPUD complies with the Wekiva Study Area Resource Protection Overlay 
requirements as stipulated in the City’s Comprehensive Plan. The proposed UVPUD meets 
the Wekiva Open Space requirements, stricter Wekiva drainage requirements and karst 
feature setbacks and buffering. 

(13) Maximum density in the urban village planned unit development for any neighborhood shall 
be four dwelling units per gross acre except in the village center where the density may be 
up to 12 dwelling units per gross acre.  However, certain neighborhoods may use residential 
clustering while maintaining the overall maximum density for the neighborhood. Maximum 
intensity for non residential development is 0.3 floor area ratio. 

the proposed UVPUD development plan will have a gross developable density of 2.26 
dwelling units per acre. 
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(14) Stormwater facilities within the urban village residential planned unit development shall 
generally be designed as amenities and low impact design (LID) techniques will be used 
where practical. 

the proposed UVPUD incorporates stormwater facilities and ponds into the design of the 
community through placement of the facilities where they function as both visual features 
and buffers, while also meeting the stricter Wekiva Study Area requirements. 

(15) New development shall connect to City utilities, potable water, sanitary sewer, and 
reclaimed water when available. 

the proposed UVPUD will extend lines for and make connection to city utilities, water, 
wastewater, and reclaimed water at the developer’s expense. 

(16) Residential and nonresidential uses are allowed in the village center and may occupy the 
same building where nonresidential occupies the first floor with residential on the upper 
floors. 

N/A; the proposed UVPUD is not located in the area that will be developed as the village 
and therefore will not have non-residential uses. 

(17) Accessory dwelling units, not to exceed 850 square feet, above garages shall be allowed for 
a maximum of 50% of the residential units in the urban village planned unit development.  
These additional accessory units shall not be counted towards the density. 

the proposed UVPUD does not reference or include plans for accessory dwelling units. 

Consistent with the goal of ensuring the entirety of lands designated with the urban village future 
land use designation develop in such a way as to meet the goals and policies of the 
comprehensive plan, the city commission shall have the flexibility in deciding whether to require 
a mixture of residential and non-residential uses and a variety of housing types and lot sizes 
within individual urban village planned unit developments based on anticipated development 
patterns.   

The urban village planned unit development shall be located in the urban village future land use 
designation as defined in the city’s comprehensive plan, or in such other areas as determined by 
city commission. 

SUMMARY 
City Staff recommend approval of the proposed Ordinance 12-29. Rezoning the subject property 
from City NZ to City UVPUD is consistent with the City’s Comprehensive Plan, Future Land 
Use Map and land development regulations, and is consistent with the trend of development in 
the area.  
The proposed development of the subject property is consistent with the stipulations and 
guidelines of the Sixth Amendment to the Restated Interlocal Agreement for Joint Planning Area 
between Orange County and the City of Winter Garden which requires that rezoning applications 
or development plans for properties located within the JPA expansion area must be processed as 
Planned Unit Developments. 
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EXHIBIT “A” 
 
The following is a staff analysis, of the goals, objectives, and policies of the City’s adopted 
Comprehensive Plan, to determine consistency of the Waterside at Johns Lake Urban 
Village PUD.  The analysis compares the plans to the applicable goals, objectives and 
policies of the Comprehensive Plan.  Some goals objectives and policies do not apply to 
development proposals or direct the City’s actions in other areas of concern. 
 
Although this analysis is detailed, it is not intended as an all-inclusive statement of all the 
reasons the development is consistent with the applicable goals, objectives and policies of 
the Comprehensive Plan. 
 
    
CHAPTER 1: FUTURE LAND USE ELEMENT 
 
Dense Urban Land Area 
 
Goal 1-1: Maintain the City’s Character. Ensure the City of Winter Garden maintains its 
low density residential character while at the same time providing for the most effective 
provision of services, to promote sustainable community development, to promote 
conscientious economic development in the appropriate locations, to promote a 
concentration of mixed land uses in specific areas, to promote quality infill and 
redevelopment which strengthens the character of the City, to protect sensitive natural 
areas by directing growth to environmentally appropriate areas, and prohibit those uses 
which are incompatible.  In short, to be the best small City in the State of Florida. (9J-
5.006(3)(A)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010  
 

Objective 1-1.1:  Land Development Regulations.  The City will continue to apply 
the land development regulations that implement the comprehensive plan to guide 
future growth and development and discourage urban sprawl.  (9J-5.006(3)(b)8.) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 1-1.1.1:  The Land Development Regulations Implementation.  The 
City shall continue to enforce the adopted land development regulations which 
contain specific and detailed provisions required to implement the Comprehensive 
Plan and which: 

(1) Regulate the subdivision of land. (9J-5.006(3)(c)1.) 

(2) Regulate the uses of land and water consistent with this Element and ensure 
the compatibility of adjacent land uses in Orange County, Ocoee, and 
Oakland.  (9J-5.006(3)(c)2.) 

(3) Provide for open space.  (9J-5.006(3)(c)4.) 

(4) Protect environmentally sensitive lands including wetlands designated on 
the Future Land Use Map Series by requiring the use of buffering, minimum 
building setbacks, preservation of natural vegetation, and by prohibiting any 
activity which impairs the natural function of these lands.  (9J-
5.006(3)(c)6.) 

(5) Regulate areas subject to seasonal and periodic flooding and provide for 
drainage and stormwater management by adopting Flood Hazard Boundary 
Maps, by establishing flood proofing measures, by adopting a stormwater 
management ordinance which establishes retention requirements and storm 
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events and by requiring a St. Johns River Water Management District permit 
or exemption letter.  (9J-5.006(3)(c)1.) (9J-5.006(3)(c)4.) 

(6) Protect potable water wellfields and aquifer recharge areas by establishing a 
cone of influence, by prohibiting the storage of hazardous waste within this 
cone, and by requiring porous surfaces for any developed land area.  (9J-
5.006(3)(c)6.) 

(7) Regulate signage.  (9J-5.006(3)(c)1.) 

(8) Ensure safe and convenient on-site traffic flow and vehicle parking needs.  
(9J-5.006(3)(c)4.) 

(9) Provide that development orders and permits shall not be issued which 
result in a reduction of the level of services for the affected public facilities 
below the level of service standards adopted in this Comprehensive Plan, 
and that these facilities and services shall be available concurrent with the 
impacts of development.  (9J-5.006(3)(c)3.) 

(10) Require data and analysis for future land use map amendments 
demonstrating that adequate water supplies and associated public facilities 
are available to meet projected growth demands. 

Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-18, 08/09/1999 
Amended by Ordinance 09-59, 01/28/2010 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• Subsection 1:  Does not apply at the UVPUD stage of approval, subdivision is submitted later 

in the process. 
• Subsection 2:  The waterside UVPUD is consistent with this element and is Compatible with 

adjacent land use.  The adjacent land use has the same Urban Village designation at the 
subject property. 

• Section 3:  The Waterside UVPUD plan is consistent with sub 3 by exceeding the UVPUD 
open space requirement and the Wekiva Protection Act open space requirements 

• Section 4:  The project provide exceptional protection of the environment by implementing 
procedures for the protection of Johns Lake, specimen trees, recharge capability of the site 
and buffers and restrictions near the karst feature 

• Section 5:  Tthe project plans demonstrate compliance with the 100 Year Flood regulations 
and the stricter Wekiva Protection Act stormwater requirements. 

• Section 6:  The project meets the recharge requirements of the city codes and establishes the 
required setback from Karst features 

• Section 7:  The project meets the city sign regulations 
• Section 8:  The project has internal traffic flow that will not create any safety problems and 

exceeds the city parking requirements. 
• Section 9:  The staff have determined that the impacts of the project will not cause any level 

of service standard to go below  the level of service standards adopted in the Comprehensive 
Plan.  
• Section 10:  The city has sufficient water supplies and public facilities available to 

accommodate the projected growth.    
 

Objective 1-1.2: Future Land Use Map Series and Land Use Categories.  The City 
of Winter Garden shall implement all land use categories, ordinances, regulations and 
policies pertaining to development necessary to ensure consistency with all elements of 
the comprehensive plan.  The City shall continue to maintain and manage the Future 
Land Use Map as shown in Figure 1.1.  The Future Land Use Map series represents City 
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policy for managing the allocation of future land uses.  Land use designations on the 
future land use map have been allocated pursuant to goals, objectives, and policies 
stipulated in the comprehensive plan, together with analysis of population, housing, 
land, and multi-modal transportation resources.  The process of allocating the land use 
designations has considered the need to conserve open space and natural resources 
including wetlands, floodplains, water recharge areas, fish and wildlife, maximize utility 
of existing infrastructure, recognize infrastructure limitations, allocate land to reduce 
energy use, consideration of capital improvements needs, and conservation of fiscal 
resources.  This objective shall be measured through the implementation of the policies 
below and the Future Land Use Map Series. 
Added by Ordinance 10-19, 06/24/2010 

 
Policy 1-1.2.11:  Conservation.   Properties designated with the Conservation land 
use category are required to be developed at a floor area ratio not greater than 0.2.  
Property assigned the Conservation land use designation shall be lands that are 
natural resources.  It is the intent of this land use designation to provide for the long 
term protection and preservation of environmentally sensitive natural resources 
systems.  Development shall be limited to passive recreation facilities such as 
boardwalk or conservation related facilities such monitoring facilities or educational 
trails.  The developer of land adjacent to areas designated with the Conservation 
land use shall bear the burden of proof in determining that proposed development 
will not adversely impact conservation resources.  The zoning classifications that is 
consistent with the Conservation classification is CON and INT.  
 
Jurisdictional Wetland Determination – If a Jurisdictional Wetland Determination, that 
has been accepted by St. Johns River Water Management District, determines that a 
parcel of property previously identified on the Future Land Use Map as Conservation 
is not a wetland, then the underlining Future Land Use Category shall govern the 
development of said parcel. 
 
If a Jurisdictional Wetland Determination, that has been accepted by St. Johns River 
Water Management District, determines that a parcel of property is a wetland 
(regardless of the land use assigned by the Future Land Use Map), then only the 
following land uses may be allowed on the parcel: 
 

• Recreation 
• Setbacks and buffers (if the wetlands are undisturbed) 
• Small road connections (only in no other reasonable connections can be made 

outside of wetland areas. 
 
No dredging or filling will be allowed in wetlands except for utility poles. 
 
No exception to the above restrictions will be allowed without a permit from the St. 
Johns River Water Management District. 
 
Transfer of Development Rights – The density allocation for areas determined to be 
true wetlands will be 1 dwelling unit per 10 acres.  This allotment shall not be used 
in the wetland areas but shall be allocated to an adjacent developable area. 
Amended by Ordinance 99-18, 08/09/1999 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The only wetlands on site would be considered the wetland vegetation below the normal high 

water mark of the lake, development will not encroach into that area and appropriate buffers 
have been established on the plans from the normal high water elevation.  Boat docks, if 
approved will have to be permitted on an individual basis.   
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Policy 1-1.2.12:  Urban Village.  Properties designated with the Urban Village land 
use category are required to be developed at a floor area ratio not greater than 0.3, 
and a residential density not greater than 4 dwelling units per acre, except in the 
Village Center where the residential density shall be not greater than 12 units per 
acre.  This land use designation is limited to those 658 ± acres identified on Figure 
1.2.  These parcels are located within the JPA-6 area as shown on Exhibit “B” of the 
Sixth Amendment to the Restated Interlocal Agreement for Joint Planning Area 
Between Orange County and the City of Winter Garden, Dated January 24, 2007 and 
were formally part of the Horizon West development in unincorporated Orange 
County that proposed the same type of development.  Development in this area shall 
be characterized by a community Village structure that includes a Village, Village 
Center, and neighborhoods that may vary in size to facilitate recreation and 
pedestrian traffic while preserving natural systems and shall follow the development 
program below: 
 

Use Acres Amount 
Residential 531 ± 2,140 
Commercial 20 ± 115,000 Sq Ft 

Natural 107 ± N/A 
 
Notes: All parcel acreages and natural delineations are estimated. 

Actual determination of acreage shall be made at time of the PUD rezoning. 
 
Development in this land use shall also be subject to the regulations found in the 
Urban Village PUD zoning designation.  The zoning classifications that is consistent 
with the Urban Village land use designation is the Urban Village PUD and INT. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The waterside UVPUD is shown on the future land use map as Urban Village and the 

proposed project is consistent   with that designation.  The waterside UVPUD is consistent 
with the requirements of the Urban Village Planned Unit Development zoning district. The 
density of the project is less than the permitted 4 dwelling units per acre.  Orange County has 
not objected to any of the development provisions as being in violation of the Interlocal 
Agreement JPA-6.   

 
   

Objective 1-2.1: Integrate Land Uses and Multimodal Transportation within Activity 
Centers.  Higher intensity development shall be directed to Activity Centers designed to 
accommodate land use diversity, to support multi-modal transportation alternatives, 
reduce vehicle miles traveled by offering mixed land uses, efficient delivery of public 
services, and to promote revitalization of underutilized property through redevelopment 
and reinvestment.  Six Activity Centers are created to serve these purposes; Traditional 
Downtown, Downtown Transitional, Crown Point Hi-Tech, Story Road Employment, West 
State Road 50 Commercial, and the Fowler Grove Regional Activity Centers.  Boundaries 
of these Activity Centers are delineated on Figure 1.3, Activity Center Map.  
Added by Ordinance 10-19, 06/24/2010 

 
Policy 1-2.1.1: Purpose of Activity Centers.  The City will maintain its low density 
residential character by utilizing the Activity Centers.  The Activity Centers will allow 
the City to encourage compact development, infill and redevelopment at higher 
intensities, and avoid large single uses of land.  Integrate complementary land uses 
to live, work, and shop in close proximity.  Encourage walkable and bikeable 
community design and encourage transit oriented development.  By providing a mix 
of uses and an alternative to the single occupant automobile a reduction in both 
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vehicle miles traveled and green house gas emissions should be realized. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The purpose of the Urban Village is to allow for integrated complimentary land uses to live, 

work and shop in close proximity.  Waterside UVPUD is one component of this overall 
urban village. 

 
Policy 1-2.1.3: Energy Efficient Land Use Patterns.  Activity Centers will encourage 
a compact arrangement of higher density and intensity complementary land uses 
within these areas planned for urban development, infill, and redevelopment that will 
support a multimodal transportation system with accessibility to live, shop, play, and 
work opportunities. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• Waterside UVPUD is one part of the overall Urban Village and is consistent with this policy. 

 
Policy 1-2.1.8: Development Supporting Transit and Pedestrian Oriented Design.  
Development and redevelopment occurring within Activity Centers shall give priority 
to site design needs for transit use and pedestrian activity above design needs for 
automobile facilities.  The Land Development Code shall include incentives or 
bonuses to encourage transit and pedestrian friendly site design. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is provided pedestrian facilities on the exterior of the project (marsh Road) as 

well as interior to the project and has provided for strong interconnection between the project 
and adjacent development.   

 
Objective 1-2.5:  Natural Resources.  Ensure that natural resources are protected from 
development activities by the adoption and implementation of land development 
regulations as stated in Policy 1-1.1.1, of this Future Land Use Element.  (9J-
5.006(3)(b)4.) (9J-5.006(3)(c)8.) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-18, 08/09/1999 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 1-2.5.3:  Tree Protection.  All new development will make all reasonable 
efforts to save existing specimen trees. 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• The specimen trees on the property are located along the shoreline of Johns Lake and the 

developer has provided unique protection for these trees.  The plans protect the trees by use 
of easements and restrictions on the lot owners. 

 
Objective 1-2.7:  Utility and Infrastructure Planning.  To continue to insure the 
availability of utilities and infrastructure to support proposed development (95J-
5.006(3)(b)9.) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-18, 08/09/1999 

 
Policy 1-2.7.1:  Concurrency.  Effective upon a date consistent with the 
requirements of Section 163.3202, Florida Statutes, the City will condition 
development permits/orders, including but not limited to building permits, upon the 
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availability of the public facilities and services necessary to serve the proposed 
development at the adopted levels of service contained in the Comprehensive Plan of 
the City, and the City shall require that these facilities and services are available 
concurrent with the impacts of development and in accordance with the policies of 
this comprehensive plan.  
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The property has been determined by staff to meet all of the concurrency requirements of the 

city for all services.  All services and facilities will be at the site with sufficient capacity prior 
to permitting development to proceed.  The Orange County School Board has determined the 
project meets school concurrency. 

 
Policy 1-2.7.3:  Impact Fees.  The City shall periodically review its Impact Fee 
Ordinance to ascertain that fees are being collected for roads, water, wastewater, 
recreation, and public safety in an equitable manner. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The city has adopted impact fees for all of the above named services and the development 

will pay those fees at the time of building permit issuance. 
 
Policy 1-2.7.4:  Essential Services.  No final development permits shall be issued 
unless evidence is provided that assures that adequate essential services will be 
available at the time the impacts of the development will occur.  This will include 
adjacent roads complying with the City’s road specifications, adequate water 
pressure, and adequate wastewater piping and lift stations (i.e. avoid double 
pumping). 
Amended by Ordinance 99-18, 08/09/1999  
 

Staff Analysis:  
• The documentation submitted by the developer and reviewed by staff as well as staff 

independent analysis indicates that sufficient capability of all services will be available to 
service the entire development.  The adopted level of service standards will not be lowered as 
a result of this project. 

 
Policy 1-2.7.5:  Drainage.  No final development permits shall be issued unless 
evidence is provided that assures adequate access and maintenance will be provided 
for stormwater drainage and storage facilities in perpetuity. 
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• The drainage system proposed by the developer will meet or exceed the city requirements 

and the stricter requirement of the Wekiva Protection Act. 
 
Policy 1-2.7.6:  ROW.  No final development permits shall be issued unless 
evidence is provided that assures that right of way for adjacent roads will be in 
conformance with the Winter Garden Area Transportation Study (WGATS) prepared 
by Transportation Consulting Group and adopted by the City Commission on March 
28, 1996 (and as periodically amended) and the Future Traffic Circulation Map. 
Amended by Ordinance 99-18, 08/09/1999  
 

Staff Analysis:  
• The plans provide for the necessary right of way for Marsh Road, necessary turn lanes and 

the roundabout at the main entrance. 
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Policy 1-2.7.7:  Stand Alone Requirements.  No development or phase of a 
development may occur unless that development will properly function on its own as 
if no other development will occur and not rely on the improvements of any other 
proposed development or phase of development. 
Amended by Ordinance 99-18, 08/09/1999  
 

Staff Analysis:  
• The property size is sufficient that it can be developed as one or two phases.  In either 

scenario the services and facilities will be sufficient to allow the phase or phases to stand on 
its own. 

 
Objective 1-2.8:  Innovated Regulation.  To ensure the City’s Land Development 
regulations provide up to date regulations with the changing trends in land development 
by the time frames set forth in the policies below. (9J-5.006(3)(b)10.) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-18, 08/09/1999  

 
Policy 1-2.8.3:  Best Development Practices.  The City hereby adopts and endorses 
the general principals of Reid Ewing’s April 1996 “Best Development Practices.”  The 
City will specifically require the following principles for residential subdivisions: 

(1) The development shall contribute to the area’s job-housing balance 

(2) Large developments (or clusters of small developments) shall provide a mix 
of land uses to include civic uses. 

(3) Larger developments shall be developed in clusters 

(4) PUDs shall place higher density near parks and commercial areas 

(5) PUDs shall time commercial development and recreational opportunities in 
phase with residential development 

(6) Residential developments shall make subdivisions into neighborhoods with 
well defined centers and edges 

(7) Large residential developments and clusters of small developments must 
provide for schools sites 

(8) PUDs shall concentrate commercial developments and shall not strip 
commercial developments along road frontages 

(9) PUDs shall develop commercial centers into all purpose activity centers 

(10) All developments shall reduce auto activity when possible and provide for 
pedestrian friendly environments to include at a minimum tree buffers 
between sidewalks and high speed roads. 

(FS 163.3177(11) (a & (b)) and (FAC 9J-5.006(5)(j)) 
Amended by Ordinance 98-23, 06/25/1998 
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• The project is one component of an overall urban village that seeks to provide jobs in close 

proximity to housing, a mix of commercial and civic uses, higher density near parks and 
commercial centers, and strives to make neighborhoods not subdivisions in a pedestrian 
friendly manner.  The project has taken the necessary steps to connect both vehicles and 
pedestrians to the other portions of the urban village.  By following the requirements of the 
UVPUD zoning district the project has supported the Urban Village concept and will be 
integrated with the overall Urban Village. 
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Objective 1-2.13:  Neighborhood Creation and Preservation.  To continue to define and 
preserve existing neighborhoods by enforcing regulations, policies, and programs to 
implement the following policies: 
Amended by Ordinance 99-18, 08/09/1999 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 1-2.13.1: Having a Center.  Each Neighborhood shall have a discernible 
center.  This center may be a square or green, a park, a school, or a commercial 
area.  A transit stop may be considered at this center. FS 163.3177(6)(a) 
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• The project has provided a park at the entrance road on the lake to meet this requirement. 

 
Policy 1-2.13.2: Pedestrian Friendly.  Most of the dwellings within a neighborhood 
are within a five-minute walk of the center.  This distance averages one-quarter of a 
mile.  
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• The project meets the requirement. 

 
Policy 1-2.13.3: Range of Housing Types.  There is a variety of dwelling types 
within the Neighborhood.  These usually take form in a variety of lot sizes for houses 
and perhaps some apartments. This variety provides housing for younger and older 
people, singles and families, the poor and the wealthy. 
Amended by Ordinance 99-18, 08/09/1999 
 
 
 

Staff Analysis:  
• The waterside project has a variety of dwelling types but no apartments, apartments were not 

anticipated in the Urban Village Land use category. 
 
Policy 1-2.13.4:  Convenient Commercial.  There are shops and offices at the edge 
of the Neighborhood.  The shops should be sufficiently varied to supply the weekly 
needs of a household.  
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• The waterside UVPUD is not of a size and not the right location for the commercial 

component of the Urban Village.  Care was taken in the design to allow for pedestrian and 
vehicular access to the commercial core of the Urban Village. 

 
Policy 1-2.13.5  Walkable Schools.  There is an elementary school close enough so 
that most children can walk from their dwelling.  This distance should not be more 
than one mile. FS 163.3177(6)(a) 
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• The school board has not chosen to locate an elementary school in close proximity to this 

area to allow for this. 
 
Policy 1-2.13.6: Recreation.  There are small playgrounds quite near every 
dwelling.  This distance should not be more than one-eighth of a mile. 
Amended by Ordinance 99-18, 08/09/1999 
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Staff Analysis:  
• The project is providing a water front park to comply with the need for recreation. 

 
Policy 1-2.13.7: Disburse Traffic.  The streets within the Neighborhood are a 
connected network. This provides a variety of itineraries and disperses traffic 
congestion. 
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• All of the interior roads are connected, there are no cul de sacs provided.  In addition the 

project has provided interconnection to all adjoining properties. 
 
Policy 1-2.13.8: Shade.  The streets have sidewalks which are shaded by rows of 
trees. 
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• Developer will take care that all street trees are located in a manner that does not interfere 

with utilities service.  Developer is utilizing trees and landscaping as a buffer to Marsh road 
rather than an imposing wall. 

 
 
 
 
Policy 1-2.13.9: Civic Centers.  Certain prominent sites are reserved for civic 
buildings.  Buildings for meetings, education, religion or culture are located at the 
termination of street vistas or at the Neighborhood center. 
Amended by Ordinance 99-18, 08/09/1999 
 

Staff Analysis:  
• The overall Urban Village is the more appropriate location for the civic centers and public 

meeting spaces though the waterside park will be a public meeting space. 
 

Objective 1-3.1:  Protection of Recharge and Natural Habitat.  Winter Garden shall 
protect the most effective recharge areas (Figure 1.5), karsts features(Figure 1.6) and 
sensitive natural habitat including Longleaf Pine, Sand Hill, Sand Pine, and Xeric Oak 
Scrub(Figure 1.7), within the Wekiva Study Area through the delineation and adoption of 
the Wekiva Study Area Resource Protection Overlay(Figure 1.8).   
Added by Ordinance 05-56, 06/14/2007  
Amended by Ordinance 10-19, 06/24/2010 
 

Policy 1-3.1.1:  The entire municipal limits of the City of Winter Garden and its Joint 
Planning Area with Orange County are within the boundaries of the Wekiva Study 
Area but not within the boundaries of the Wekiva River Protection Area. 
 

Staff Analysis:  
• The Waterside UVPUD is in the Wekiva Study Area and is consistent with the requirements 

of the study area. 
 
Policy 1-3.1.2: The Future Land Use Map of the City of Winter Garden is hereby 
amended and shall include the delineation of the Wekiva Study Area, and Resource 
Protection Overlay (WSA-5) which is the overlay consisting of the Most Effective 
Recharge Soils (WSA-4), Karst Features (WSA-2) and Sensitive natural Habitat 
(WSA-3).  The city shall protect the Wekiva Study Area by establishing the Resource 
Protection Overlay land use and Resource Protection Overlay Zoning. 
Added by Ordinance 05-56, 06/14/2007  
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Staff Analysis:  
• The project has correctly identified the features of the Resource Protection Overlay that 

occurs on site.  The development has taken into account the constraints posed by that 
designation and meet all the requirements and restrictions associated with it including 
substantial open space and buffers from Karst features and more stringent drainage 
requirements. 

 
Policy 1-3.1.3: All new development and all redevelopment within the city, which is 
located within the Resource Protection Overlay shall comply with the Wekiva Land 
Development Code provisions and the policies of this plan. 
Added by Ordinance 05-56, 06/14/2007  
 

Staff Analysis:  
• The project complies with the Wekiva Land Development code provisions and the policies of 

this plan. 
 
Policy 1-3.1.4: The Heavy Commercial and Industrial land uses are prohibited 
within the Resource Protection Overlay.  Prohibited uses shall include but not be 
limited to uses that involve hazardous chemicals or materials that have the potential 
to contaminate surface or groundwater; including but not limited to petroleum and 
chemical tank farms, landfills, septic tank, heavy industry, fertilizer manufacturing, 
chemical storage and other similar uses 
Added by Ordinance 05-56, 06/14/2007  
 

Staff Analysis:  
• The project complies does not have heavy commercial or industrial use. 

 
Policy 1-3.1.5: Implement Best Management Practices and development standards 
such as increased buffers, setbacks, and open space to minimize the adverse 
impacts of development on the Resource Protection Overlay. 
Added by Ordinance 05-56, 06/14/2007  
 

Staff Analysis:  
• The project meets the buffers, setbacks and open space requirement. 

 

Policy 1-3.1.6: Prior to the issuance of any development permit within the Resource 
Protection Overlay, the applicant shall provide the following; 

(1) Soils report by a qualified professional to determine the location of all Type 
“A” Hydrologic soils, to identify the most effective recharge areas.  If the 
soils analysis conclusively proves that the soils cannot provide recharge due 
to subsurface confining layers, then the presence of Type “A” soils will not, 
in and of themselves, require compliance with the Wekiva Provisions of the 
code. 

(2) Analysis by a qualified professional geologist to determine the location and 
nature of all Karst features on the property.  If Karst features are 
determined to exist on the site further analysis shall be required to evaluate 
surface and subsurface characteristics in order to determine: 

a. Assessment of the potential for contamination 

b. Identify protective solution to be incorporated into the site design 
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(3) An analysis of the site by a qualified biologist to identify flora and fauna, 
state and federal listed species and vegetative habitat types including but 
not limited to Longleaf Pine, Sand Hill, Sand Pine and Xeric Oak Scrub. 

The presence of one or more of the factors will require compliance with the Wekiva 
Study Area provisions of the codes. 
Added by Ordinance 05-56, 06/14/2007  
 

Staff Analysis:  
• The development included all of the required information and the project is in compliance 

with the Wekiva Study area provisions of the city codes. 
 

Policy 1-3.1.7: All new development and redevelopment within the Resource 
Protection Overlay shall be required to meet the following standards: 

(1) All rezoning shall be to the appropriate Planned Development Zoning 
District. 

(2) Minimum open space shall be 25% for both residential and non residential 
development consisting of WSA Open Space. WSA Open space will be 
preserved through the use of conservation easements, deed restriction, 
plats and/or dedication to the appropriate governmental agency, 
environmental association or homeowners association.  Open space shall be 
connected to the greatest extent possible on-site and to natural areas and 
open space within adjacent property or corridors. 

(3) Stormwater management systems in the Resource Protection Overlay shall 
provide retention of the total runoff generated by a twenty five year 
frequency, twenty four hour duration storm event from the developed site.  
Sites with no positive outfall, as determined by the City Engineer, shall be 
required to retain the total runoff of the 100 Year storm. 

(4) To discourage development of the Resource Protection Overlay areas 
development may be clustered on or transferred to others areas of a 
development site outside the Resource Protection Overlay areas.    The land 
development code shall provide for reduced lot size and increased ISR in 
Resource Protection Overlay areas to maximize WSA open space. 

(5) The City of Winter Garden does not contain any identified sensitive natural 
habitat.  A development that creates sensitive natural habitat of five acres 
or greater will receive density and intensity bonuses or other development 
incentives. 

Added by Ordinance 05-56, 06/14/2007  
Amended by Ordinance 08-31, 04/24/2008  
 

Staff Analysis:  
• The project complies with the requirements of this policy. 

 
Policy 1-3.1.8: Wekiva Study Area (WSA) Open space shall be defined as land area 
within the Resource Protection Overlay that remains undisturbed or minimally 
disturbed such as trails and boardwalks, as part of a natural resource preserve or 
passive recreation area and shall include land preserved for Conservation purposes.  
WSA Open Space may include dry retention, passive recreation, school playgrounds 
and buffers.  Up to fifty percent (50%) of the WSA Open Space requirement may be 
met with dry stormwater retention areas.  None of the 25% WSA Open Space may 
be chemically treated with pesticides or fertilizers; provided, however, a 
development that creates sensitive natural habitat may be allowed limited use of 
pesticides and fertilizers to establish sensitive natural habitat.  Restrictions 
concerning WSA Open Space shall be included in the City’s Wekiva Land 
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Development Code requirements.    WSA Open Space shall not include setback 
areas, private yards, street right of way, parking lots, impervious surfaces or active 
recreation areas. 
Added by Ordinance 05-56, 06/14/2007  
Amended by Ordinance 08-31, 04/24/2008  
 

Staff Analysis:  
• The project complies with the requirements of this policy. 

 
Policy 1-3.1.9: The City of Winter priorities for open space protection are most 
effective recharge, karst features, and sensitive natural habitat including Longleaf 
Pine, Sand Hill, Sand Pine and Xeric Oak Scrub.  The city will continue to use land 
acquisition and the land development code to protect WSA open space. 
Added by Ordinance 05-56, 06/14/2007  
 
Policy 1-3.1.10: The City of Winter Garden does not contain any identified springs 
or spring runs.  All development shall be setback from any springs, spring runs, 
sinkholes and other karst features.  All setback areas shall remain in its natural 
state. 
  

DEVELOPMENT SETBACKS 
Feature Minimum Setback (Feet) 

Spring 300 
Spring Run 100 
Sinkhole with direct connection to aquifer 200 
Sinkhole no direct connection to aquifer 100 
Other Karst Features 200 

Added by Ordinance 05-56, 06/14/2007 
 

Staff Analysis:  
• The project meets the setback requirement for a sinkhole with direct connection to the 

aquifer. 
 
Goal 1-4: Transportation Concurrency Exception Area (TCEA).  Pursuant to subsection 
163.3164 (34) of the Florida Statutes (FS) the City of Winter Garden qualifies as a dense 
urban land area as determined by the Office of Economic and Demographic Research.  As 
such, pursuant to subsection 163.3180 (5)(b)1.a., FS the City is designated a 
Transportation Concurrency Exception Area.  The City shall utilize this designation to 
responsibly encourage growth in specific areas within the City. 
Added by Ordinance 10-19, 06/24/2010  
 

Objective 1-4.1:  TCEA Creation.  To establish a City wide transportation concurrency 
exception area to provide exemptions to transportation concurrency to support urban 
infill development, redevelopment, and the achievement of the City’s redevelopment 
goals by addressing mobility, urban design, land use mix, network connectivity and 
reduction in the reliance of the single occupant automobile and reduction in vehicle miles 
traveled. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project does not lower the adopted level of service standard and does not require creation 

of a Transportation Concurrency Exception Area.  The project meets the transportation 
concurrency requirements. 

 
Policy 1-4.1.1:  TCEA Interim Mobility Strategies. The City recognizes the need for 
concurrency exceptions to stimulate development within the City.  Notwithstanding 
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policies in the comprehensive plan that establishes roadway level-of-service and 
transportation concurrency standards, development within the TCEA shall be exempt 
from those standards except as outlined in policies for mobility found in the Multi 
Modal Transportation Element.  Mobility within the City shall be maintained by the 
implementation of the strategies and programs in the Multi Modal Transportation 
Element and through complementary policies in other elements of the 
comprehensive plan.  TCEA mobility strategies may include, but not be limited to: 
 

(1)   Transportation demand management program 

(2)   Transportation system management program 

(3)   Revised parking standards and regulations 

(4)   Local and regional transit service 

(5)   Enhanced pedestrian and bicycle facilities 

(6)   Transit facility improvements 

(7)   Complete streets policy implementation 

(8)   Neighborhood traffic management programs 

(9)   Transit and pedestrian oriented site design standards 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project does not lower the adopted level of service standard and does not require creation 

of a Transportation Concurrency Exception Area.  The project meets the transportation 
concurrency requirements. 

 
Policy 1-4.1.5: Complete Streets. Implement the “complete streets” policy to 
ensure that all modes of transportation are incorporated into proposed plans for 
roadway modifications within the TCEA. The intent of this policy is to develop a 
comprehensive, integrated, multimodal street network by coordinating transportation 
planning strategies and private development activities as follows:  

(1) Provide safe and convenient on-site pedestrian circulation such as sidewalks 
and crosswalks connecting buildings, parking areas, and existing or planned 
public sidewalks 

(2) Provide cross-access connections/easements or joint driveways where 
available and cost effective. 

(3) Deed land or convey required easements, as requested by the City, for the 
construction of public sidewalks, bus turn-out facilities, and/or bus shelters 
with appropriate credits toward developer contribution requirements. 

(4) Where appropriate, developers shall provide for the following improvements 
with credits toward contribution requirements: 

- Project turn lanes 
- Bus shelters 
- Adjacent sidewalks 
- Streetscaping/landscaping within the public right-of-way 
- Additional bicycle parking.  

Added by Ordinance 10-19, 06/24/2010 
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Staff Analysis:  
• The project does not lower the adopted level of service standard and does not require creation 

of a Transportation Concurrency Exception Area.  The project meets the transportation 
concurrency requirements. 

 
Policy 1-4.1.6:  City adopts these standards as interim mobility standards and shall 
develop land use and transportation strategies to support and fund mobility by July 
9, 2011 consistent with Section 163.3180(5)(b)4., F.S. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project does not lower the adopted level of service standard and does not require creation 

of a Transportation Concurrency Exception Area.  The project meets the transportation 
concurrency requirements. 
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CHAPTER 2: MULTIMODAL TRANSPORTATION ELEMENT 
 
 
Goal 2-1: Multimodal Transportation System.  To provide the development of an overall 
multimodal transportation system which provides for the needs of the City by providing 
alternative travel choices and integrating with land use to work towards reduced vehicle 
trips and/or shorter trip lengths while protecting established residential areas, 
environmentally sensitive areas, and historically significant sites.  (9J-5.007(3)(a) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 
 

Objective 2-1.1:  Multimodal Transportation System Implementation.   The City shall, 
in cooperation with area wide and State agencies, provide for a safe, convenient, 
multimodal and energy efficient motorized and non-motorized transportation system. 
The measurement of this objective shall be determined by the degree to which the 
following policies are implemented.  (9J-007(3)(b)1.) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 00-10, 07/27/2000 

 
Policy 2-1.1.1:  The City adopts the following acceptable peak hour Level of Service 
(LOS) standards for all roads within the city for planning purposes: 
 

 
Amended by Ordinance 96-13, 06/27/1996 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-19, 09/09/1999 
Amended by Ordinance 00-10, 07/27/2000 
Amended by Ordinance 10-19, 06/24/2010 
 
 

Staff Analysis:  
• The project does not lower the adopted level of service standard for Marsh Road. 
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Policy 2-1.1.5:  Pedestrian and Bicycle.  The City shall continue to implement the 
Bicycle and Pedestrian Master Plan developed in conjunction with FDOT in 2002 as an 
alternative means of transportation around the City and to further reduce 
greenhouse gas emissions. (9J-5.019(4)(c)5.) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-19, 09/09/1999 
Amended by Ordinance 00-10, 07/27/2000 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has internal and external pedestrian and bicycle facilities that will eventually tie 

into the overall system at Stoneybrooke Parkway and Avalon Road. 
 
Policy 2-1.1.7:  Sidewalks. The City will install sidewalks with the roadway 
improvements to Plant Street and CR 545/Avalon Road projects.  The City will work 
to insure installation of adequate sidewalks with the FDOT SR 50 widening project 
and with Orange County for the CR 535 road widening project to provide alternative 
transportation modes for circulation throughout the City. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has internal and external pedestrian and bicycle facilities that will eventually tie 

into the overall system at Stoneybrooke Parkway and Avalon Road.  
 
Policy 2-1.1.8: Reserved.   
Deleted by Ordinance 10-19, 06/24/2010 

 
Policy 2-1.1.12: Engineering Standards.  No final development permit shall be 
issued that will construct a road improvement that is significantly inconsistent with 
the standards and specifications approved by the American Association of State 
Highway and Transportation Officials (AASHTO) or the Florida Department of 
Transportation.  
Added by Ordinance 99-19, 09/09/1999 
 

Staff Analysis:  
• The project is designed to those standards and no waiver of those standards has been 

requested.  
 

Objective 2-1.2:  Transportation System and Land Use Coordination.  To coordinate the 
transportation system with the future Land Use Map and to ensure that existing and 
proposed populations densities, housing and employment patterns and land uses are 
consistent with the transportation modes and services proposed to serve these areas. 
The measurement of this objective is the degree to which the following policies are 
implemented.  ((9J-007(3)(b)2.) & (9J-5.019(4)(b)2.)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-19, 09/09/1999  
Amended by Ordinance 00-10, 07/27/2000 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 2-1.2.1:  Traffic Circulation.   The City shall require all new development and 
redevelopment to provide a traffic circulation plan which illustrates safe access to the 
system and coordinates projected traffic flow with the existing street pattern.  The 
traffic circulation plan shall address median cuts, acceleration and deceleration lanes, 
storage turn lanes, signage and signalization. Standards for the preceding shall be 
adopted in the City's land development regulations.  
Amended by Ordinance 97-02, 10/23/1997 
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Staff Analysis:  
• The project has been designed with safe access to the road network with appropriate turn 

lanes and a roundabout to control traffic flow.  
 
Policy 2-1.2.2:  Access Management.  In its review of development plans, the City 
will carefully review proposed access points and limit them to provide reasonable 
access to the site and address safety issues. It will require frontage roads, shared 
access points, cross access and restricted turning movements where necessary.  It 
will ensure that all development on State roads is consistent with Chapters 14-96 
and 14-97, F.A.C. (9J-5.019(4)(c)2.)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-19, 09/09/1999  
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has been limited to two access points and required to have interconnection to the 

adjoining properties to insure safe access for all the projects in the area.  
 

Policy 2-1.2.4:  Best Development Practices.  The City hereby adopts and endorses 
the general principals of Reid Ewing’s April 1996 “Best Development Practices.”  The 
City will specifically require the following principles for residential subdivisions: 

(1) Development shall allow for through streets spaced no more than ½ mile 
apart. 

(2) Residential subdivisions shall use traffic calming devices liberally. 

(3) Residential subdivisions shall be designed to keep speeds on local streets 
below 20 mph. 

(4) Developments shall be designed to keep speeds on collectors within the 
development to no more than 35 mph. 

(5) Residential subdivisions shall keep all streets as narrow as permissible by 
the LDRs. 

(6) PUDs shall be designed to avoid using traffic signals wherever possible. 

(7) All developments shall provide for pedestrian friendly environments to 
include shortcuts whenever possible and shall develop pedestrian routes 
away from high speed roads or provide buffering. 

(8) PUDs shall incorporate transit orientated design features where applicable. 
Amended by Ordinance 98-23, 06/25/1998 
 

Staff Analysis:  
• The project meets criteria 1-8.  

 
Policy 2-1.2.5:  Intersection Alignments.  All new development must conform with 
the new intersection alignments as identified in the Future Traffic Circulation Map if it 
is determined that said alignment will not present any undue economical hardship.  
Amended by Ordinance 00-10, 07/27/2000 
 

Staff Analysis:  
• The intersection of the project with Marsh Road at a roundabout is located at the most 

appropriate location for an intersection.  
 

Objective 2-1.4:   Right-of-Way Protection.  The City shall protect both existing and 
future rights-of-way from building encroachment. The measurement of this objective 
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shall be the lack of encroachment on these rights-of-way and the degree to which the 
following policies are implemented.  (9J-5.019(4)(b)5.)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-19, 09/09/1999 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has provided for the necessary right of way for Marsh Road, the roundabout and 

for necessary turn lanes.  
 
Policy 2-1.4.1:  Development Plans - The City shall pursue needed rights-of-way, 
for both existing and future roads, through dedication when development plans are 
presented. If condemnation is necessary, the City will work with the entity 
responsible for the roadway with respect to obtaining data regarding the 
condemnation proceedings.  By December 2011, the City will develop a right of way 
map indicating where right of way exists and areas where right of way is needed.  
(9J.007(3)(c)5.) & (9J-5.019(4)(c)4.)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-19, 09/09/1999  
Amended by Ordinance 00-10, 07/27/2000 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The development has provided the necessary right of way at no cost to City.  
 

Policy 2-1.4.4:  ROW Preservation – By December 2011, the City shall establish a 
right of way preservation policy.  Until that time, no new development may receive 
building permits that significantly vary from the Winter Garden Area Transportation 
Study (WGATS) or the Future Traffic Circulation Map. 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 00-10, 07/27/2000 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The development has provided the necessary right of way at no cost to City.  

 
Objective 2-1.5:  Subdivision Circulation.  The city shall ensure that new residential 
subdivisions will be designed to allow for dispersal of residential traffic, and to minimize 
the impact of residential traffic at connections to the surrounding street systems, by 
providing for interconnection between developments that accommodates travel demands 
between adjacent neighborhoods, by connectivity and providing networks for pedestrian 
and bicycle transportation. 

 
Policy 2-1.5.1:  Multiple Connection.  New residential subdivisions shall include an 
internal street layout which shall continuously connect to the streets of surrounding 
developments to accommodate travel demand between adjacent neighborhoods 
without the necessity of using the major thoroughfare system. 
 

Staff Analysis:  
• The design of the project is consistent with this requirement.  

 
Policy 2-1.5.2:  Pedestrian Connections.  Subdivision design standards shall require 
residential subdivisions be interconnected with safe and adequate pedestrian and 
bicycle routes.  These routes shall provide access to surrounding areas, including 
schools, parks, commercial areas and other destinations.  Connections to adjacent 
existing or planned sidewalks and bicycle paths shall be required.   (9J-
5.019(4)(c)5.) 
Amended by Ordinance 00-10, 07/27/2000 
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Staff Analysis:  
• The project complies with this requirement.  

 
Policy 2-1.5.3:  Stubout Requirements.  Subdivisions shall be designed to include 
stubouts to connect to abutting undeveloped lands and/or land with redevelopment 
potential.  Provisions for future connections shall be provided in all directions 
whether the streets are public or private, except where abutting land is 
undevelopable. New subdivisions shall align their roadways to connect with the 
stubouts provided by the adjacent developments. 
 

Staff Analysis:  
• The project complies with the stub out requirements.  

 
Policy 2-1.5.4:  Gated Community Restrictions.  New subdivisions requesting to 
become a gated community will only be permitted if they are isolated by 
environmental or infrastructure constraints that limit access to a single point.  
Constraints or isolation by design shall not be considered sufficient to allow gating. 
Added by Ordinance 98-23, 06/25/1998 
 

Staff Analysis:  
• The project is proposing that a portion of the site be gated.  
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CHAPTER 3: HOUSING ELEMENT 
 
Goal 3-1:  Housing Supply.  To Ensure that a variety of safe, decent, attractive and 
affordable housing is provided to meet the needs of present and future residents of Winter 
Garden and takes into account energy efficiency and conservation.  (9J-5.010(3)(a)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-48.1, 12/09/1999, Renumbered 99-48 by Resolution 00-01 
Amended by Ordinance 10-19, 06/24/2010 
 

Policy 3-1.1.5:  Development Criteria.  The City will continue to apply development 
regulations that provide minimal design criteria such as minimum square footage, 
minimal impervious surface, requirements for placement of HAVC units, and 
aesthetic controls.   
Added by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-48.1, 12/09/1999, Renumbered 99-48 by Resolution 00-01 
Amended by Ordinance 10-19, 06/24/2010  
 

Staff Analysis:  
• The project meets the city requirements.  

 
Policy 3-1.1.6:  Land Development Regulations.  the City will annually review the 
need to change the existing Land Development Regulations to include any recent 
changes in land use and land development such as neo-traditional neighborhood 
design, small lot zoning, etc.  The City shall also review the LDRs to eliminate any 
requirements that are no longer needed or appropriate.   
Added by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 99-48.1, 12/09/1999, Renumbered 99-48 by Resolution 00-01 
Amended by Ordinance 10-19, 06/24/2010  
 

Staff Analysis:  
• The Urban village PUD zoning is an innovative land development regulation that addresses 

design criteria and smaller lot sizes in exchange for better open space, environmental 
protection and higher quality development.  
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CHAPTER 4: PUBLIC FACILITIES ELEMENT 
 

SECTION I: GENERAL 
 
Goal 4-1:  Adequate Public Facilities.  Public facilities including sanitary sewer, solid waste, 
drainage, potable water, lower quality water sources (such as reclaimed water and 
surface/stormwater) and natural groundwater aquifer recharge shall be provided in a 
manner which protects City investment in existing facilities and promotes orderly compact 
urban growth.  (9J-5.011(2)(a)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 09-59, 01/28/2010 
Amended by Ordinance 10-19, 06/24/2010 
 

Objective 4-1.1:  Concurrency.  On an ongoing basis the City shall continue to enforce 
the Concurrency Requirements adopted in the Land Development Regulations that 
ensures that at the time a development permit is issued, adequate facility capacity is 
available or will be available when needed to serve the development. 
Amended by Ordinance 97-02, 10/23/1997 

 
Policy 4-1.1.1:  LOS Standards.  The following level of service (LOS) standards are 
adopted by the City and shall be used as the basis for determining the availability of 
facility capacity and the demand generated by a development or redevelopment: 

 
FACILITY LOS STANDARD 

SANITARY SEWER  
 Residential 250 gal./day/unit 
 All other uses 250 gal./day/ERU 
POTABLE WATER  
 Residential 350 gal./day/unit 
 All other uses 350  gal./day/ERU 
SOLID WASTE 5.6 pounds/day/person 
DRAINAGE Onsite retention:  Retain the first 1/2 inch of 

run off  
 Storm event:  25 year 24 hour 
 Quantity:   Post development stormwater 

runoff flow rates, quantities, peaks, and 
velocities  shall be equal to or less  than 
predevelopment runoff  (9J-5.011(2)(c)2.1)) 

 Amended by Ordinance 97-02, 10/23/1997 
 Amended by Ordinance 98-32, 12/10/1998 

Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project meets the concurrency standards and level of services standards for the above 

facilities.  
 
Policy 4-1.1.2:  Concurrency.  All proposed improvements or expansion shall meet 
the adopted LOS standards for the facility being improved. 
Amended by Ordinance 97-02, 10/23/1997 
 
 

Staff Analysis:  
• The project meets the concurrency standards and level of service standards adopted by the 

City.  
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Policy 4-1.1.4:  The City shall issue no development orders or development permits 
without first consulting with the utility service provider (City of Winter Garden Public 
Services Department or Orange County) to determine whether adequate water 
supplies to serve the development will be available no later than the anticipated date 
of issuance by the City of a certificate of occupancy or its functional equivalent.  The 
City will also ensure that adequate water supplies and facilities are available and in 
place prior to issuing a certificate of occupancy or its functional equivalent. 
Added by Ordinance 09-59, 01/28/2010 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The City utility department has determined that there is sufficient capacity in all the services 

to accommodate the entire project.  
 
Policy 4-1.1.5:  To ensure that adequate water supply and capacity allocations for 
all developments, the City may require any development to use developer’s 
agreements and/or develop in more than one phase. 
Added by Ordinance 09-59, 01/28/2010 
 

Staff Analysis:  
• The City and developer are entering a developers agreement for the extension of services to 

the site.  
 

Objective 4-1.2:  Discourage Sprawl.  To discourage sprawl, encourage infill 
development, and reduce the impacts caused by septic tanks and package plants by 
providing water and wastewater facilities to the portions of the City that these facilities 
are presently unavailable or are presently not connected; as per the City’s Water and 
Wastewater Master Plan as amended. 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 00-66, 12/09/1999 
Amended by Ordinance 10-19, 06/24/2010 

 
Objective 4-1.5:  Reclaimed Water.  To ensure efficient operation of the reclaimed 
water system. 
Amended by Ordinance 09-59, 01/28/2010 

 
Policy 4-1.5.1:  The City shall adopt regulations to ensure for the efficient operation 
of the reclaimed water system for the health or safety of the general public or the 
customer, regarding the following matters: 
 

(1) The times of day or night during which the reuse may be used by its 
customers. 

 

(2) The maximum rate of use of the reuse water by its customers. 
 

(3) The right to inspect reclaimed water devices, facilities, and terminate 
service to reclaimed water system found to be in violation of any City 
ordinance, regulation or procedure. 

 

(4) Upon being connected to the City’s reclaimed water system, the use of 
water for landscape irrigation from a well is prohibited, unless the reclaimed 
water from the well is otherwise authorized by the St. Johns River Water 
Management District pursuant to Part II, Chapter 373, F.S.  

 

(5) The right to impose the mandatory payment of fees for the installation and 
usage of reclaimed water systems.  Once service is connected, the user 
shall pay a minimum monthly charge set by resolution of the City 
Commission. 
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(6) The right to temporarily discontinue service to any portion of, or the entire, 
reclaimed water system as deemed necessary by the City. 

 Amended by Ordinance 09-59, 01/28/2010 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project will connect to the reclaimed system and comply with the requirements of the 

policy.  
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SECTION II: SANITARY SEWER SUB-ELEMENT 
 
 

Goal 4-2:  Sanitary Wastewater Management.  To provide a long term environmentally safe 
and efficient means of collection and treatment of sanitary wastewater. (9J-5.011(2)(a)) 
Added by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 

 
Objective 4-2.1:  Improvement to Wastewater System.  To correct any existing facility 
deficiencies, to coordinate the expansion or increase in capacity, to maximize the 
existing wastewater collection and treatment facilities, and to discourage urban sprawl 
by the implementation of the City’s wastewater system.  (9J-5.011(2)(b)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 4-2.1.2:  Service Area.  The service area will include the City and that 
portion of unincorporated area agreed upon by Orange County and the City. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project is in the city service area and will obtain service from Winter Garden.  

 
Policy 4-2.1.4:  Capacity Expansions.  The City will continue to plan for treatment 
plant capacity, the extension of the collection system and lift stations for the 
developing areas of the City and service area. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The City will allow the developer to extend service to this area.  

 
Policy 4-2.1.5:  Mandatory Connection.  The City shall continue to require 
connection of developed properties when service is within 200 feet of the sanitary 
sewer system. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will connect to the city services.  

 
Policy 4-2.1.8:  Package Plants.  The City will maintain measures which control or 
prohibit the use of package treatment plants where City service is available. 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 09-59, 01/28/2010 
 

Staff Analysis:  
• The project will not have a temporary package plant.  

 
Policy 4-2.1.16:  All new development and redevelopment shall connect to central 
wastewater systems. 
Added by Ordinance 00-66, 12/09/1999 
 

Staff Analysis:  
• This project is a new development and will be required to connect to central wastewater.  

 
Policy 4-2.1.17:  The City shall require the installation of dual-lined distribution 
systems and individually metered connections for all new developments.  All new 
development and redevelopment shall connect to reuse systems.  City will identify 
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potential users from existing developed properties and will implement reuse where 
practicable and financially feasible. 
Added by Ordinance 00-66, 12/09/1999 
Amended by Ordinance 09-59, 01/28/2010 
 

Staff Analysis:  
• The project will connect to the city reuse system.  
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SECTION IV:  STORMWATER DRAINAGE SUB-ELEMENT 
 

Goal 4-4:  Stormwater Management.  To provide a long term environmentally safe and 
efficient means of collection and retaining stormwater runoff.  (9J-5.011(2)(a)) 
Added by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 
 

Objective 4-4.1:  Improvement to Stormwater System.  To correct any existing 
stormwater deficiencies, to coordinate the establishment of new stormwater retention 
facilities, to protect the function of natural drainage systems, and to maximize the 
existing stormwater retention facilities. (9J-5.011(2)(b)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 4-4.1.1: Stormwater Management Ordinance.  The City shall continue to 
enforce stormwater management ordinance. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will comply with the city stormwater requirements and the stricter Wekiva 

Protection Act requirements.  
 
Policy 4-4.1.3:  Site Plan Review.  As a part of its site plan review process, the 
applicant will be required to show natural drainage features and the proposed 
method of protection. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will comply with the city stormwater requirements and the stricter Wekiva 

Protection Act requirements.  
 
Policy 4-4.1.4:  St. Johns.  The City will continue to require a permit from the St. 
Johns River Water Management District prior to the issuance of a development order. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will comply with the city stormwater requirements and the stricter Wekiva 

Protection Act requirements.  
 
Policy 4-4.1.7: HOA.  When drainage systems are to be maintained by homeowners 
associations, the City shall review the documents to insure that maintenance will 
occur. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will comply with the city stormwater requirements and the stricter Wekiva 

Protection Act requirements.  
 
Policy 4-4.1.10:  Wetlands.  The City will review its zoning code to ascertain and 
remove any wording which would encourage the development of wetland areas. 
Amended by Ordinance 97-02, 10/23/1997 
 
 

Staff Analysis:  
• The only wetlands on site are below the normal high water elevation of Johns Lake and are 

not being developed.  



  Page 
27 

 
  

 
Policy 4-4.1.11:  Water Quality.  The City hereby requires the water quality for all 
new stormwater retention systems to conform to State water quality standards as 
set forth in the State Water Policy, Chapter 17-40, and Chapter 17-25 of the F.A.C. 
(9J-5.011(2)(c)5.a.)) 
Added by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will comply.  
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SECTION V: POTABLE WATER SUB-ELEMENT 
 
 

Goal 4-5:  Potable Water Management.  To provide a long term safe and efficient means of 
collection and distribution of potable water throughout the City. (9J-5.011(2)(a)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 

 
Objective 4-5.1:  Improvement to Potable Water System.  To correct any existing 
facility deficiencies, to coordinate the extension or increase capacity, to maximize the 
existing facilities of the City’s potable water transmission and distribution system, and to 
discourage urban sprawl by the planning and implementation of the City’s Water system. 
(9J-5.011(2)(b)) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 4-5.1.3:  Service Area.  The service area will include the City and that 
portion of unincorporated area agreed upon by the City and Orange County. 
Amended by Ordinance 97-02, 10/23/1997 
 
 

Staff Analysis:  
• The project is in the city service area and will connect to city system.  

 
Policy 4-5.1.5:  Capacity Needs.  The City shall continue to plan for treatment plant 
capacity, storage facilities, and the distribution system for the developing areas of 
the City and the service area. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The development will extend distribution lines to the area.  

 
Policy 4-5.1.6:  Mandatory Connection.  The City shall continue to require 
development, redevelopment, and existing development to connect to the City’s 
potable water system when financially feasible. 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project will connect to the city system.  

 
Policy 4-5.1.7:  Irrigation.  The City shall continue its policy to meter all irrigation 
water uses, regardless of source. 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 00-66, 12/09/1999 
Amended by Ordinance 09-59, 01/28/2010 
 

Staff Analysis:  
• The project will connect to the city reuse system.  

 
Policy 4-5.1.8:  Package Plants.  The City will control or prohibit the use of package 
treatment plants. 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 00-66, 12/09/1999 
 

Staff Analysis:  
• The project will not have a package plant.  
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Policy 4-5.1.9:  New Development.  Approval of new development will be based, in 
part, on the evaluation of the impact on the Water System. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• Utilities department has determined that there is sufficient capacity to accommodate this 

development.  
 
Policy 4-5.1.10:  Funding.  The City shall require that the total cost of new service 
be funded by the user of that service. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will extend the service to the property at their cost.  

 
Policy 4-5.1.11:  Design Capacity.  The City shall track the potential impacts of all 
approved but not built development.  No additional development permits shall be 
issued when potential impacts will be greater than the design capacity of the total 
water treatment system or will exceed the City’s Consumptive Use Permit. (9J-
5.011(2)(c)4.) 
Added by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The City system has sufficient capacity to accommodate this development proposal.  
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SECTION VI:  AQUIFER RECHARGE SUB-ELEMENT 
 
 

Goal 4-6:  Aquifer Recharge Management.  To provide a long term means of protecting the 
aquifer. (9J-5.011(2)(a)) 
Added by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 10-19, 06/24/2010 
 

Objective 4-6.1: Quality and Quantity Preservation.   The City shall continue to 
implement the land development regulations which will preserve and protect the quality 
and quantity of groundwater through the establishment of impervious surface ratios in 
recharge areas; the limitation of incompatible uses permitted adjacent to wellfields and 
aquifer recharge areas; and the control of stormwater runoff that discharges into such 
areas.  (9J-5.011(2)(b)5.) 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 00-66, 12/09/1999 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 4-6.1.1:  St. Johns - The City shall require all development requests to meet 
its Stormwater Management Ordinance requirements; meet its level of service 
standards for drainage; and have a valid St. Johns River Water Management District 
permit or exemption letter. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will meet or exceed the drainage requirements.  

 
Policy 4-6.1.2:  Landscaping - The City shall continue to enforce a landscape 
ordinance. 
Amended by Ordinance 97-02, 10/23/1997 
Amended by Ordinance 00-66, 12/09/1999 
 

Staff Analysis:  
• The project exceeds the requirements of the landscape ordinance.  

 
Policy 4-6.1.3:  Site Plans - Applicants for site plan approval will be asked to define 
existing natural drainage features as well as means for their protection. 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project will accommodate the natural drainage occurring onsite and will not direct 

drainage on other properties.  
 
Policy 4-6.1.6:  Recharge Areas - Any identified prime recharge areas which are 
undeveloped will be protected by the City.  (9J-5.011(2)(c)4.) 
Amended by Ordinance 97-02, 10/23/1997 
 

Staff Analysis:  
• The project is complying with the Wekiva Study Area requirements for protection of the 

recharge areas.  
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CHAPTER 5: CONSERVATION ELEMENT 
 
 

Goal 5-1: Natural Resource Protection. The City of Winter Garden strives to be the best 
steward of our natural resources.  The City will strive to conserve, protect and enhance our  
natural resources including, air, surface water, groundwater, vegetative communities, 
wildlife listed as threatened, endangered or species of special concern, soils, flood plan, 
recharge area, aquifer, wetlands and energy resources.  (9J-5.013(2)(a)) 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 

 
Objective 5-1.2:  Surface Water Quality.  The City shall maintain or improve the quality 
of all surface waters in the City, implementing the land development regulations which 
implement the applicable objectives of the Lake Apopka SWIM Program.  (9J-
5.013(2)(b)2) 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 5-1.2.1:  The City shall continue tertiary treatment of wastewater. 

 
Policy 5-1.2.2: The City shall continue to implement the land development 
regulations and require all development and redevelopment provide for drainage and 
stormwater management, water quality enhancement and stormwater attenuation. 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project meets or exceeds the city requirements and the requirements of the Wekiva 

Protection Act.  
 
Policy 5-1.2.3: Winter Garden shall continue to improve design standards, 
monitoring, construction and maintenance requirements for stormwater 
retention/detention systems, and shall ensure compliance of these requirements to 
prevent degradation of the receiving surface water bodies.  These requirements shall 
be included in the Land Development Code.   
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project meets or exceeds the city requirements and the requirements of the Wekiva 

Protection Act.  
 
Policy 5-1.2.7: Wetland Buffers.  The City shall continue to enforce the wetland 
buffer requirements, as required by the Land Development Code, to help protect 
wetlands.  
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has provided the appropriate wetland buffer requirement.  

 
Policy 5-1.2.8: Winter Garden shall maintain acceptable water quality standards for 
surface water bodies, ensuring an aquatic environment that meets or exceeds State 
and Federal standards. 
Added by Ordinance 10-19, 06/24/2010 
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Staff Analysis:  
• The project meets or exceeds the city requirements and the requirements of the Wekiva 

Protection Act. The design of the project incorporates additional protection for the lake.  
 
Policy 5-1.2.9: Winter Garden shall continue to enforce water quality standards by 
identifying all point and significant non-point sources of water pollution, and expand 
programs to reduce the harmful impacts of these pollutants on the natural 
environment. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The design of the project will insure that fertilizers and pollutants do not discharge to the 

lake.  
 
Policy 5-1.2.10: Winter Garden shall prohibit the discharge of hazardous, toxic, 
chemical, petroleum, nuclear waste or liquid sludge into surface waters or wetlands. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The design of the project will insure that pollutants do not discharge to the lake.  

 
Policy 5-1.2.11: Winter Garden shall prohibit the location of petroleum businesses 
where they will negatively affect the quality of surface waters and the surficial and 
Florida Aquifers. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has no petroleum business located on site. 

  
Objective 5-1.3: Ground Water Quality.  Maintain or improve the quality and quantity 
of groundwater in Winter Garden by adopting land development regulations through the 
implementation of the following policies: 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 5-1.3.1: The City will continue to enforce adopted land development 
regulations which protect potable water wellfields and aquifer recharge areas, 
consistent with the Wekiva Protection Act.   
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is complying with the Wekiva Study Area requirements for protection of the 

recharge areas. 
 
Policy 5-1.3.2: The City shall map and protect potable water wellfields and prime 
aquifer recharge areas from adverse impacts of development in conformance with 
the criteria listed in Objective 5-1.3. 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is complying with the Wekiva Study Area requirements for protection of the 

recharge areas. 
 
Policy 5-1.3.5:  The City shall continue to maximize protection and recharging of 
aquifer through implementation of Wekiva Parkway and Protection Act requirements.  
Amended by Ordinance 10-19, 06/24/2010 
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Staff Analysis:  
• The project is complying with the Wekiva Study Area requirements for protection of the 

recharge areas. 
 
Policy 5-1.3.9:  The City shall continue to implement the Wekiva Parkway and 
Protection Act by requiring land located within the Resource Protection Overlay (see 
Future Land Use Figure 1.8) to have a minimum open space requirement of 25% 
with 20% consisting of Wekiva Study Area open space and 5% useable 
recreation/open space.   
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is complying with the Wekiva Study Area requirements. 

 
Policy 5-1.3.10:  Florida-friendly landscaping - By December 2011, the City shall 
revise the water conservation ordinance and the landscape ordinance to require the 
use of Florida Friendly Design Standards to promote the efficient use of water for all 
new developments and redevelopment.   
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 09-59, 01/28/2010 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project will use Florida-friendly landscaping. 

 
Objective 5-1.4:  Wetland Protection.  The City shall continue to implement the land 
development regulations which require the protection of all wetlands shown on Figure 1.1 of 
the Future Land Use Map series. These regulations include the use of buffering or building 
setbacks; preservation of natural vegetation; provisions for stormwater management; and 
the prohibition of any activity which impairs the natural function of these lands.  The City of 
Winter Garden shall protect identified wetland areas and existing wildlife habitats by 
implementing the following policies. 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 5-1.4.1: It is the City’s policy that no development is allowed in a wetland 
area.  However, encroachment into a wetland may be allowed in cases where no 
other feasible or practical alternatives exist that would permit the reasonable use of 
the land or where there is an overriding public benefit based upon review by the 
appropriate regulatory agency and subject to the regulatory agency’s policies and 
rules. 
 

Staff Analysis:  
• The project has been designed to maintain wetlands and does not propose to develop 

the wetlands. 
 
Policy 5-1.4.2: The City shall, continue to implement the wetland protection policies 
as identified in the City’s comprehensive plan and require all proposed development 
within or adjacent to wetlands be permitted through the appropriate water 
management district, Army Corp of Engineers, and/or the Department of 
Environmental Protection.  (9J-5.013(3)(b)) 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
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Staff Analysis:  
• The project will comply. 

 
Policy 5-1.4. 5:  The City shall continue to utilize the flexibility allowed in the 
Planned Unit Development classification help to protect and conserve identified 
wetlands such as clustering of development and the transfer of development rights 
out of wetlands to uplands.  (9J-5.013(3)(a)) 
Amended by Ordinance 00-68, 04/26/2001 
 

Staff Analysis:  
• The project is using the Planned Unit Development classification. 

 
Policy 5-1.4. 6:  The City shall coordinate with the Army Corp of Engineers, the 
Florida Department of Environmental Protection, the St. Johns River and South 
Florida water management districts to regulate and mitigate wetland areas for 
minimal avoidance under each respective agency’s jurisdiction and when 
encroachment into a wetland area and mitigation is allowed by one of the agencies 
the City will not approve a development permit unless and until all permits from the 
regulating agencies are provided to the City.   
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The City will not issue permits unless appropriate agency permits are obtained. 

 
Policy 5-1.4. 8:  The Conservation/Wetlands designation as shown on Figure 1.1 of 
the Future Land Use Map series shall serve as a conceptual indicator of conservation 
and wetland areas.  The precise delineation of these areas shall be determined 
through site-specific studies and field determinations to assess the extent of the 
wetland areas. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has identified all conservation/ wetland areas on site. Development is not 

proposed within Conservation/ Wetland areas. 
 
Policy 5-1.4.9:  The City shall protect and conserve wetlands in accordance with 
these policies.  Such regulations shall include criteria for wetland protection and 
mitigation involving the appropriate regulatory agencies. 
Added by Ordinance 10-19, 06/24/2010 
 
 

Staff Analysis:  
• The project has identified all conservation/ wetland areas on site. Development is not 

proposed within Conservation/ Wetland areas. 
 
Policy 5-1.4.10:  The City prohibits development in wetland areas and shall only 
issue development permits after the owner/developer secures and provides to the 
City final permits from the appropriate regulatory agency (Army Corp of Engineers, 
the Florida Department of Environmental Protection, the St. Johns and/or South 
Florida water management districts). 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has identified all conservation/ wetland areas on site. Development is not 

proposed within Conservation/ Wetland areas. 
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Policy 5-1.4.11:  The City’s land development code shall be amended by July 2011 
to include lake protection regulations for dock and seawall construction and 
regulations to protect the shore line and lake littoral zones. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project will comply with the city regulations. 

 
Policy 5-1.4.12:  For all proposed wetland encroachments the owner/developer 
shall engage a qualified environmental consultant to estimate the limits and class of 
onsite wetlands and then apply to the appropriate regulatory agency (Army Corp of 
Engineers, the Florida Department of Environmental Protection, the St. Johns and/or 
South Florida water management districts) for confirmation of findings and the 
applicable permit(s), and if necessary to mitigate the proposed wetland 
encroachment in accordance with that agency’s rules and regulations to include the 
Uniform Mitigation Assessment Methodology (Chapter 62-345, Florida Administrative 
Code). 
 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has identified all conservation/ wetland areas on site. Development is not 

proposed within Conservation/ Wetland areas. 
 
Policy 5-1.4.13:  The City shall require a wetland buffer of an average of at least 25 
feet with a minimum of 15 feet at any one point between wetlands and new 
development in order to protect water quality, preserve natural wetland functions, 
and preserve natural habitat.  The buffer, as measured landward from the approved 
jurisdictional line, shall be maintained in a natural vegetative state and be free of 
exotic and nuisance species. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is providing a 25’ buffer with a 30’ setback exceeding the City requirement. 

 
Policy 5-1.4.14:  Should agency determination show that wetlands do not exist, or 
that the limit of the wetland is less than depicted, then the underlying future land 
use for the property shall prevail.   Should agency determination show that wetlands 
cover an area larger than depicted then the future land use map series shall be 
amended to reflect said boundaries of the wetland. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has identified all conservation/ wetland areas on site. Development is not 

proposed within Conservation/ Wetland areas. 
 
Policy 5-1.4.15:  The City shall direct incompatible land uses away from wetlands.  
Incompatible land uses include, but not be limited to, industrial uses, non-hazardous 
and hazardous waste disposal sites, refuse transfer stations, septic tank dependent 
business and residences, junk yards, and heavy manufacturing activities. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project does not include any of the prohibited uses. 
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Objective 5-1.5: 100-Year Flood Plain Protection.  The City shall continue to conserve 
and protect the natural functions of the l00-year floodplain by implementing the flood 
protection regulations which regulate land use in and development of floodprone areas 
consistent with the National Flood Insurance Program and the policies set out in this 
Element and in Article II of Chapter 90 of the City’s Code of Ordinances that addresses 
flood damage prevention.  These policies may include clustering, or compensating 
storage or directing development away from floodplains. 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy5-1.5.1:  The City shall, continue to implement the land development 
regulations which regulate areas subject to periodic or seasonal flooding consistent 
with the policies contained in this Element and in Article II of Chapter 90 of the City’s 
Code of Ordinances that addresses flood damage prevention. 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project complies with the flood protection ordinance. 

 
Policy 5-1.5.2:  Development in the l00-year floodplain shall be consistent with the 
guidelines of the National Flood Insurance Program and the requirements found in 
the City’s land development regulations relating to flood damage prevention. 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project complies with the flood protection ordinance. 

 
Policy 5-1.5.3:  The City shall utilize the Planned Unit Development designation to 
protect and conserve critical areas of the l00-year floodplain. 
 

Staff Analysis:  
• The project complies with the flood protection ordinance. 
 

Policy 5-1.5.4:  Winter Garden shall strengthen floodplain protection requirements 
for riverine systems by enforcing regulations prohibiting floodplain encroachment 
without compensating storage.   
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project complies with the flood protection ordinance. 

 
Objective 5-1.6: Minerals and Soil Use.  The City shall conserve, protect, and 
appropriately utilize the minerals and soils in Winter Garden. 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 5-1.6.1:  The City's land development regulations shall continue to prohibit 
mining in the City. 
 

Staff Analysis:  
• The project does not include mining. 

 
Policy 5-1.6.2:  The City shall utilize the detailed soil survey prepared by the Soil 
Conservation Service to determine suitability of soils for a requested use prior to 
issuance of a final development order. 
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Staff Analysis:  
• The developer has provided detailed soils reports on the suitability of soils. 

 
Policy 5-1.6.4:  The City shall implement the Erosion Control Ordinance which 
provides a procedure for the issuance of land-clearing permits which implements 
erosion control methods and controls the removal of minerals and soil from a site. 
Amended by Ordinance 00-68, 04/26/2001 
 

Staff Analysis:  
• The project will comply with erosion control requirements. 

 
Policy 5-1.6.5:  The City shall implement the land development regulations which 
provide for drainage and stormwater management in order to decrease the rate of 
soil erosion. 
Amended by Ordinance 00-68, 04/26/2001 
 

Staff Analysis:  
• The project will meet or exceed the drainage requirement and the stricter Wekiva Study area 

drainage requirements. 
 
Policy 5-1.6.7: Winter Garden shall incorporate regulations into the Land 
Development Code concerning soils and their suitability for future development.  
These regulations shall include restricting development in hydric soils, preservation 
of groundwater recharge areas, and controlling the use of and individual on-site 
sewage disposal facilities. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is consistent with these requirements, no on site septic systems are proposed. 

  
Policy 5-1.6.8: Winter Garden shall continue to require and enforce State 
recommended Best Management Practices to protect soils during development 
activities. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project shall comply with those standards. 

 
Objective 5-1.7:  Native Vegetative Protection.  The City shall continue to implement 
the land development regulations which provide for the conservation, protection, and 
appropriate use of the City's native vegetative communities as specified in the Wekiva 
Parkway and Protection Act. 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 5-1.7.1:  The City shall continue to implement the land development 
regulations which provide for open space for PUDs. 
Amended by Ordinance 00-68, 04/26/2001 
 

Staff Analysis:  
• The project exceeds the open space requirements of the PUD. 

 
Policy 5-1.7.2:  The City shall continue to implement the land clearing permit 
section of the City Code.  This procedure shall establish penalties for the 
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unauthorized removal of native vegetation and require the restoration of any illegally 
cleared areas.  (9J-5.013(2)(c)3) 
Amended by Ordinance 00-68, 04/26/2001 
 

Staff Analysis:  
• The project will comply with the land clearing requirements. 

 
Policy 5-1.7.3:  The City shall revise and supplement the tree protection and 
landscaping ordinance by October 2010.  The City shall amend the tree ordinance 
and associated land development regulations, in order to require preservation of 
valuable tree species, prohibit indiscriminate clearing, and require replacement and 
maintenance measures.  These regulations shall be included in the Land 
Development Code.   
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is protecting all specimen trees. 

 
Policy 5-1.7.4:  The City shall continue to implement land development regulations 
to provide incentives for preserving or planting native vegetation including credits 
toward meeting landscaping requirements; requiring restoration of unpermitted 
cleared areas with natural vegetation; and the requiring of clustering to protect 
existing areas of native vegetation. 
Amended by Ordinance 00-68, 04/26/2001 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is protecting all specimen trees. 

 
Policy 5-1.7.5:  The City shall continue to utilize the Planned Unit Development 
process to preserve native vegetative communities from destruction by development. 
 

Staff Analysis:  
• The project is a Urban Village Planned Unit development. 

 
Policy 5-1.7.7:  The City shall comply with all State and Federal regulations 
regarding any rare, endangered, or threatened plant species found in Winter Garden. 
 

Staff Analysis:  
• The applicant has submitted studies verified by staff that indicate there are no rare, 

endangered or threatened plant species on the site. 
 
Policy 5-1.7.8:  The City shall continue to implement the criteria for the designation 
and protection of environmentally sensitive lands to further the goals and objectives 
of this Element. These criteria shall be consistent with all policies contained in this 
Element.  (9J-5.013(2)(c)9) 
Amended by Ordinance 00-68, 04/26/2001 
 

Staff Analysis:  
• The project is consistent with the city requirements. 

 
Objective 5-1.8: Wildlife Protection.  The City shall continue to enforce land 
development regulations to conserve, protect, and utilize its wildlife and wildlife habitats 
based upon the policies contained in this Element.  (9J-5.013(2)(b)4) 
Amended by Ordinance 00-68, 04/26/2001 
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Amended by Ordinance 10-19, 06/24/2010 
 

Policy 5-1.8.1:  The City shall comply with all State and Federal regulations 
regarding any rare, endangered, or threatened wildlife found in the City. 
 

Staff Analysis:  
• The project has complied. 

 
Policy 5-1.8.2:  Critical wildlife habitats for rare, endangered or threatened animals 
will be protected by the adoption of specific land development regulations to 
conserve such areas in conformance with State and Federal Laws. 
 

Staff Analysis:  
• The site does not contain critical habitat. 

 
Policy 5-1.8.3:  The City shall utilize the Planned Unit Development process and 
other land development regulations to conserve and protect identified wildlife 
habitats. 
 

Staff Analysis:  
• The project is a PUD. 

 
Policy 5-1.8.4:  The City shall support all programs that identify and protect critical 
habitats for rare, endangered, or threatened species of wildlife (types and specific 
locations designated by the U.S. Fish and Wildlife Service, the Florida Game and 
Freshwater Fish Commission, the Florida Department of Natural Resources, the 
Florida Department of Environmental Regulation, or the East Central Florida Regional 
Planning Council) by providing local data when requested and through the adoption 
of specific regulations to protect such areas once they are designated by one of the 
above agencies. 
 

Staff Analysis:  
• The site has not been designated critical habitat for rare endangered or threatened species. 

 
Policy 5-1.8.5:  The City shall not approve any development or activity known to 
adversely affect the survival of endangered or threatened wildlife. 
 

Staff Analysis:  
• The site has not been designated critical habitat for rare endangered or threatened species. 
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CHAPTER 6: RECREATION AND OPEN SPACE ELEMENT 
 
 

Goal 6-1:  Open Space and Recreation.  The provision and maintenance of sufficient open 
space and recreation sites to meet the needs of current and future residents of Winter 
Garden. 
Amended by Ordinance 10-19, 06/24/2010 

 
Objective 6-1.3:  Level of Service Standards.  The City shall maintain and upgrade 
existing recreation sites and provide sufficient park acreage to meet adopted level of 
service standards at all times. 
Amended by Ordinance 10-19, 06/24/2010 

 
Policy 6-1.3.7:  The City shall continue to require through the land development 
regulations either land to be dedicated or an impact fee to be paid for all public and 
private residential development. 
 

Staff Analysis:  
• The project will dedicate land or pay the recreation impact fees. 

 
Policy 6-1.3.8:  The City shall amend existing land development regulations to 
include specific open space definitions and standards no later than the time-frame 
established by the State. 
 

Staff Analysis:  
• The project exceeds the open space requirements of the PUD zoning and Wekiva Protection 

Act. 
 

Objective 6-1.4:  Preservation and Acquisition. The City of Winter Garden will actively 
promote, protect, and where possible acquire environmental sensitive lands and 
encourage all forms of resource-based recreation opportunities.  
Added by Ordinance 10-19, 06/24/2010 
 

Policy 6-1.4.1: The City shall continue to require through the land development 
regulations either land to be dedicated or an impact fee to be paid for all public and 
private residential development. 
Amended by Ordinance 00-64, 04/26/2001 
 

Staff Analysis:  
• The project will dedicate land or pay the recreation impact fees. 

 
Policy 6-1. 4.2:  The Zoning Ordinance shall continue to require open space in the 
form of building setback regulations. 
 

Staff Analysis:  
• The project complies. 

 
Policy 6-1.4.4:  The City shall, through its Subdivision Ordinance, continue to 
require mandatory dedication of recreation/open space lands and/or fees. 
Amended by Ordinance 00-64, 04/26/2001 
 

Staff Analysis:  
• The project will dedicate land or pay the recreation impact fees. 
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Policy 6-1.4.6:  The City shall continue to implement the Wekiva Parkway and 
Protection Act by requiring land located within the Resource Protection Overlay to 
have a minimum open space requirement of 25% with 20% consisting of Wekiva 
Study Area open space and 5% useable recreation/open space. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project meets and exceeds the Wekiva Study Area requirements. 

 
Policy 6-1.4.7:  The City shall continue to promote access to water bodies and 
natural resources through the development and maintenance of public access points, 
swimming areas, boat ramps, and canoe/kayak launches. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has provided a waterfront park On Johns Lake. 
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CHAPTER 7: INTERGOVERNMENTAL COORDINATION ELEMENT 
 
 
Policy 7-1.2.8: JPA – The City will continue to implement the Restated Interlocal 
Agreement for Joint Planning Area Between Orange County and the City of Winter 
Garden (June 1997), as amended, addressing annexation, land use decisions, and 
utilities. 
Added by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project is consistent with the requirements and the guidelines of the JPA-6. 
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CHAPTER 9: PUBLIC SCHOOLS FACILITIES ELEMENT 
 
 

Objective 9-1.1:  Level of Service Standards.  The City of Winter Garden (the “City”) 
shall coordinate with OCPS to implement a Concurrency Management System that 
ensures adequate classroom capacity to accommodate the impacts of new residential 
development throughout the planning period.   

 
Policy 9-1.1.5: The City shall support OCPS’s reasonable efforts to initiate and 
implement any of the following strategies to ensure compliance with adopted LOS 
standard. 
 

(1) Building new schools to relieve over-capacity schools in CSAs that exceed 
the adopted LOS, 

 
(2) Renovating over-capacity schools to add permanent capacity and replace 

on-campus portables, 
 
(3) Rezoning students from over-capacity schools to under-capacity schools,  
 
(4) Moving special programs from over-capacity schools to under-capacity 

schools to utilize excess permanent capacity where such permanent 
capacity exists. 

 
Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 
Policy 9-1.1.6: Concurrency shall be evaluated and determined within the 
geographical boundaries of the established Concurrency Service Areas (CSAs).  
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange 

County School Board. 
 
Policy 9-1.1.8: The number of elementary, middle and high school students 
generated by a residential development shall be calculated utilizing OCPS student 
generation rates for the applicable school types as set forth in Table 12 of the 
Appendix to the Public School Facilities Element.  
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange 

County School Board. 
 
Policy 9-1.1.10: Where adequate school facilities will be in place or under actual 
construction within three (3) years after the issuance of final subdivision or site plan 
approval, or the functional equivalent thereof, the City shall not deny an application 
for site plan approval, final subdivision approval, or the functional equivalent thereof, 
for any development or phase of a development that includes residential uses, based 
solely on failure to achieve and maintain the adopted LOS in a CSA. 
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
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Objective 9-1.3: Interlocal Agreement.  The City and OCPS shall develop and maintain 
throughout the planning period a joint process for the implementation of School 
Concurrency as provided for in the Interlocal Agreement. 
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 

Policy 9-1.3.1:  The City shall not adopt a developer-initiated Comprehensive Plan 
amendment or rezoning that would increase residential density on property that is 
not otherwise vested or determined exempt from school concurrency requirements 
until such time as OCPS has determined whether sufficient capacity will exist 
concurrent with the development, or a capacity enhancement agreement is executed 
that provides for the needed capacity to accommodate the proposed development, or 
OCPS fails to timely make a recommendation, in which case the City may thereafter 
determine, utilizing the best available data and analyses, whether sufficient capacity 
exists.    
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 
Policy 9-1.3.2: The City shall determine if a development is vested or otherwise 
exempt from school concurrency. Unless the development is determined to be vested 
or exempt from concurrency, the City shall not approve a residential site plan, plat, 
or its functional equivalent, until a concurrency review has been conducted by OCPS, 
and a Concurrency Certificate or its functional equivalent has been issued for the 
development consistent with the provisions of the ILA.  However, if OCPS fails to 
timely issue such Concurrency Certificate or its functional equivalent, the City may 
perform such concurrency review, utilizing the best available data and analyses, to 
determine whether a development meets concurrency requirements. 

 
Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 

Objective 9-1.4:  Preliminary Concurrency Review.   Upon completion of a Preliminary 
Concurrency Review, a development that fails to meet school concurrency requirements 
may be postponed until adequate public school capacity is created through the 
construction of new schools or any combination of those methods specified in Policies 9-
1.4.1, 9-1.4.2, 9-1.4.3 and 9-1.4.4.  
Amended by Ordinance 10-19, 06/24/2010 
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 
Policy 9-1.4.1:   A development shall be deemed to meet concurrency if there is 
available capacity in the CSA where the development is located or where available 
capacity exists in one or more contiguous CSAs, so long as the LOS in the adjacent 
zone does not exceed 95% of the adopted LOS for the applicable school type, or 
when the LOS for the specific school type, when considered district wide, does not 
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exceed 100% of the adopted LOS for such type, and approval of the development 
does not result in a violation of a court ordered desegregation order.  
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 
Policy 9-1.4.2: Proportionate share, when used for mitigation, shall be calculated 
based on the number of elementary, middle and high school students generated by 
the development at build out. As provided for in the ILA, proportionate share shall be 
calculated based on reasonable methods of estimating cost of school construction. 
Any Proportionate Share Mitigation must be directed by OCPS to a school capacity 
improvement identified in the capital improvement schedule in the financially feasible 
five (5) year district work plan of the District Facilities Work Program and in the 
Capital Improvements Elements of the Comprehensive Plans for OCPS, the County 
and the Municipalities, to maintain financial feasibility based upon the adopted LOS 
standards. If a school capacity improvement does not exist in the District Facilities 
Work Program, OCPS may, in its sole discretion, add a school capacity improvement 
to mitigate the impacts from a proposed residential development, so long as the 
financial feasibility of the District Facilities Work Program can be maintained and so 
long as the City agrees to amend its Capital Improvements Element to include the 
new School Capacity improvement. 
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 
Policy 9-1.4.3:  Proportionate Share Mitigation may include but is not limited to 
payments of money, the construction of schools, donations of land, expansion of 
permanent capacity of existing school campuses, payment of funds necessary to 
advance schools contained in the ten (10) year School Board District Capital Outlay 
Plan (DCOP), the establishment of charter schools meeting State Requirements for 
Educational Facilities (SREF) standards, payments into mitigation banks, 
establishment of an Educational Facilities Benefit District, Community Development 
District, or any other method or contribution identified in section 17.6 (b) of the 
school ILA.  Such mitigation may be negotiated between the developer and OCPS 
and, as appropriate, the City.  
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 
Policy 9-1.4.4: Proportionate Share Mitigation shall be credited against the School 
Impact Fee otherwise due for the residential units within a residential development 
as provided for by statute.  
 

Staff Analysis:  
• The project has met the school concurrency requirements according to the Orange County 

School Board. 
 

END OF STAFF REPORT 



THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

From:  Ed Williams, Community Development Director 
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 6, 2012     Meeting Date:  June 14, 2012 
 
Subject: 420 and 421 Winter Garden Vineland Road (Bradford Creek PUD) 

Parcel ID# 26-22-27-0000-00-019 
Parcel ID# 26-22-27-0000-00-018 
Parcel ID# 35-22-27-0000-00-002 
Parcel ID# 34-22-27-0000-00-014 
Parcel ID# 35-22-27-0000-00-004 
 

Issue:   
 
Discussion:  

 
Recommended Action:    

 
Staff recommends this item to be tabled time uncertain. 
 

Attachments/References: 
 
  



THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

From:  Ed Williams, Community Development Director 
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 6, 2012         Meeting Date:  June 14, 2012 
 
Subject: Ordinance 12-31 Request for Easement Vacation 
 256 Daniels Pointe Drive 
 PARCEL ID # 26-22-27-1986-00-150 

 
Issue:  Applicant requests vacating 10 foot utility, drainage and landscaping 

easement along the south boundary of lot 15, Daniels Crossing 
subdivision located at 256 Daniels Pointe Drive. 

 
Discussion: 
 Daniels Crossing subdivision was platted with a 10 foot utility, drainage, 

and landscaping easement located across the rear of perimeter lots. The 
current property owner would like to construct a pool in the future 
complying with city codes for setbacks and impervious surface coverage. 
The applicant requests the 10 foot easement be vacated to allow for 
encroachment into the existing easement. Engineering staff has reviewed 
the application and have no objection to vacating the easement as 
requested. In addition, the applicant has presented letters of “no objection” 
from all relevant utility companies stating that the vacation will not interfere 
with their network. 

 
Recommended Action:    

 
Staff recommends approval of the first reading of Ordinance 12-31, with 
second reading and adoption on June 28, 2012. 
 

Attachments/References: 
 

Location Map 
Ordinance 12-31 
Letters of “No Objection” from Utility Companies 
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ORDINANCE 12-31 
256 Daniels Pointe Drive 
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ORDINANCE NO. 12-31 

AN ORDINANCE OF THE CITY COMMISSION OF THE 
CITY OF WINTER GARDEN, FLORIDA VACATING 
UTILITY, DRAINAGE AND LANDSCAPING EASEMENTS 
OVER THE SOUTHERN TEN FEET OF LOT 15, DANIELS 
CROSSING, ACCORDING TO THE PLAT THEREOF, AS 
RECORDED IN PLAT BOOK 37, PAGES 23 AND 24 OF 
THE PUBLIC RECORDS OF ORANGE COUNTY 
(LOCATED AT 256 DANIELS POINTE DRIVE, WINTER 
GARDEN, FLORIDA) OWNED BY DUANE BRUCE 
WOLFE, JR. AND DANIEL JAMES DUNHAM; 
PROVIDING FOR AN EFFECTIVE DATE AND 
RECORDING.  

 WHEREAS, Duane Bruce Wolfe, Jr. and Daniel J. Dunham (the “Owners”) are the fee 
simple owners of a residential lot located at 256 Daniels Pointe Drive, Winter Garden, Florida, 
which is legally described as Lot 15, Daniels Crossing, according to the plat thereof, as recorded 
in Plat Book 37, Pages 23 and 24, of the Public Records of Orange County, Florida; a copy of the 
survey of said lot is attached hereto as Exhibit “A” for reference (the “Lot”); and  

WHEREAS, the Owners filed a petition requesting that the City of Winter Garden City 
Commission vacate the utility, drainage and landscaping easements over the southern ten feet of 
the Lot, which was created by plat dedication; 

WHEREAS, the petition to vacate the utility, drainage and landscaping easements over 
the southern ten feet of the Lot was duly presented to the City Commission at a regular meeting; 
and 

WHEREAS, it appears that the Owners are the fee simple owners of all of the above 
described residential lot and the vacation of the utility, drainage and landscaping easements over 
the southern ten feet of the Lot will not affect the distribution of utility services to the public and 
public drainage needs; and 

WHEREAS, the Daniels Crossing Homeowners, Inc. has consented to the vacation of 
the utility, drainage and landscaping easements over the southern ten feet of the Lot 

WHEREAS, the City has received letters of no objection to the vacation of the utility, 
drainage and landscaping easements over the southern ten feet of the Lot from Florida Power and 
Light, Progress Energy, Bright House Networks, Century Link, Lake Apopka Natural Gas and 
the City of Winter Garden staff; and 
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WHEREAS, it appears that all ad valorem taxes due and owing on said Lot have been 
paid, that due and proper notice of the Owners’ partial easement vacation request has been given 
as required by law, and proof of publication of said notice has been received by the City; and 

WHEREAS, the City of Winter Garden is vested with home rule authority pursuant to 
Article VII, Section 2 of the Constitution of the State of Florida and Chapter 166, Florida 
Statutes, as well as the provisions of the City Charter and other law and therefore the City has the 
authority to vacate easements dedicated to the City and public. 

 NOW THEREFORE, BE IT ENACTED BY THE CITY COMMISSION OF THE 
CITY OF WINTER GARDEN, FLORIDA, AS FOLLOWS:  

 SECTION 1.  Recitals.  The above recitals are true and accurate and are incorporated 
herein. 

 SECTION 2.  Partial Vacation - Utility, Drainage and Landscaping Easements.  The 
utility, drainage and landscaping easements over the southern 10 feet of the Lot located at 256 
Daniels Pointe Drive, Winter Garden, Florida, which is legally described as Lot 15, Daniels 
Crossing, according to the plat thereof, as recorded in Plat Book 37, Pages 23 and 24, of the 
Public Records of Orange County, Florida, is hereby vacated and annulled.  The other easements 
dedicated on the plat over, under and through the Lot shall continue to exist.  

SECTION 3.  Effective Date.  This Ordinance shall take effect immediately.   

 SECTION 4. Recording.  A certified copy of this Ordinance shall be recorded in the 
public records of Orange County, Florida by the City Clerk.  

FIRST READING AND PUBLIC HEARING:  , 2012. 

SECOND READING AND PUBLIC HEARING:  , 2012. 
 

ADOPTED this  day of,  , 2012,  by the City Commission 

of the City of Winter Garden, Florida. 
      APPROVED: 
 
 
 
      ____________________________________ 
      JOHN REES, Mayor/Commissioner 

ATTEST: 
 
 
___________________________ 
KATHY GOLDEN, City Clerk 
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EXHIBIT A 
Survey of Lot 15, Daniels Crossing Subdivision 

256 Daniels Pointe Drive 
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THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

From:  Ed Williams, Community Development Director 
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 6, 2012         Meeting Date:  June 14, 2012 
 
Subject: Ordinance 12-32 Request for Easement Vacation 
 15508 Firelight Drive 
 PARCEL ID # 04-23-27-0550-00-320 

 
Issue:  Applicant requests partially vacating the north 3’ of wall, landscape, and 

utility easement along the south boundary of lot 32, Belle Meade 
subdivision located at 15508 Firelight Drive. 

 
Discussion: 
 Belle Meade subdivision was platted with a 10 foot wall, landscape, and 

utility easement located across the rear of certain types of lots. The 
current property owner would like to construct a pool to within 
approximately 7 feet of the property line, but cannot construct in the 
existing easement. The applicant requests 3 feet of the easement be 
vacated to allow for a pool to encroachment into the existing easement. 
Engineering staff has reviewed the application and has no objection to 
vacating the easement as requested. In addition, the applicant has 
presented letters of “no objection” from all relevant utility companies 
stating that the vacation will not interfere with their network. 

 
Recommended Action:    

 
Staff recommends approval of the first reading of Ordinance 12-32, with 
second reading and adoption on June 28, 2012. 
 

Attachments/References: 
 

Location Map 
Ordinance 12-32 
Letters of “No Objection” from Utility Companies 
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ORDINANCE NO. 12-32 

AN ORDINANCE OF THE CITY COMMISSION OF THE 
CITY OF WINTER GARDEN, FLORIDA PARTIALLY 
VACATING THE NORTH THREE FEET OF WALL, 
LANDSCAPE AND UTILITY EASEMENTS OVER THE 
SOUTHERN TEN FEET OF LOT 32, BELLE MEADE, 
PHASE 1 ACCORDING TO THE PLAT THEREOF, AS 
RECORDED IN PLAT BOOK 62, PAGES 21 THROUGH 23 
OF THE PUBLIC RECORDS OF ORANGE COUNTY 
(LOCATED AT 15508 FIRELIGHT DRIVE, WINTER 
GARDEN, FLORIDA) OWNED BY BRIAN BERNATE AND 
DANIELLE L. BURNARD; PROVIDING FOR AN 
EFFECTIVE DATE AND RECORDING.  

 WHEREAS, Brian Bernate and Danielle L. Burnard (the “Owners”) are the fee simple 
owners of a residential lot located at 15508 Firelight Drive, Winter Garden, Florida, which is 
legally described as Lot 32, Belle Meade, Phase 1 according to the plat thereof, as recorded in 
Plat Book 62, Pages 21 through 23, of the Public Records of Orange County, Florida; a copy of 
the survey of said lot is attached hereto as Exhibit “A” for reference (the “Lot”); and  

WHEREAS, the Owners filed a petition requesting that the City of Winter Garden City 
Commission vacate the north three feet of wall, landscape and utility easements over the 
southern ten feet of the Lot, which was created by plat dedication; 

WHEREAS, the petition to vacate the north three feet of wall, landscape and utility 
easements over the southern ten feet of the Lot was duly presented to the City Commission at a 
regular meeting; and 

WHEREAS, it appears that the Owners are the fee simple owners of all of the above 
described residential lot and the three feet partial vacation of the wall, landscape and utility 
easements over the southern ten feet of the Lot will not affect the distribution of utility services 
to the public and public drainage needs; and 

WHEREAS, the Belle Meade Residents Association, Inc. has consented to the partial 
vacation of the wall, landscape and utility easements as described herein; and 

WHEREAS, the City has received letters of no objection to the partial vacation of the 
wall, landscape and utility easements as described herein from Bright House Networks, Progress 
Energy, Century Link, Lake Apopka Natural Gas and the City of Winter Garden staff; and 

WHEREAS, it appears that all ad valorem taxes due and owing on said Lot have been 
paid, that due and proper notice of the Owners’ partial easement vacation request has been given 
as required by law, and proof of publication of said notice has been received by the City; and 
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WHEREAS, the City of Winter Garden is vested with home rule authority pursuant to 
Article VII, Section 2 of the Constitution of the State of Florida and Chapter 166, Florida 
Statutes, as well as the provisions of the City Charter and other law and therefore the City has the 
authority to vacate easements dedicated to the City and public. 

 NOW THEREFORE, BE IT ENACTED BY THE CITY COMMISSION OF THE 
CITY OF WINTER GARDEN, FLORIDA, AS FOLLOWS:  

 SECTION 1.  Recitals.  The above recitals are true and accurate and are incorporated 
herein. 

 SECTION 2.  Partial Vacation – Three feet of Wall, Landscape and Utility Easements.  
The north three feet of the wall, landscape and utility easements over the southern 10 feet of the 
Lot located at 15508 Firelight Drive, Winter Garden, Florida, which is legally described as Lot 
32, Belle Meade, Phase 1 according to the plat thereof, as recorded in Plat Book 62, Pages 21 
through 23, of the Public Records of Orange County, Florida, is hereby partially vacated and 
annulled.  The other easements dedicated on the plat over, under and through the Lot shall 
continue to exist, including the wall, landscape and utility easements over, under and through the 
southern 7 feet of the Lot.  

SECTION 3.  Effective Date.  This Ordinance shall take effect immediately.   

 SECTION 4. Recording.  A certified copy of this Ordinance shall be recorded in the 
public records of Orange County, Florida by the City Clerk.  

FIRST READING AND PUBLIC HEARING:  , 2012. 

SECOND READING AND PUBLIC HEARING:  , 2012. 
 

ADOPTED this  day of,  , 2012,  by the City Commission 

of the City of Winter Garden, Florida. 
      APPROVED: 
 
 
 
      ____________________________________ 
      JOHN REES, Mayor/Commissioner 

ATTEST: 
 
 
___________________________ 
KATHY GOLDEN, City Clerk 
   



Ordinance 12-31 
Page 3 of 3 

EXHIBIT A 
Survey of Lot 32, Belle Meade Subdivision 

15508 Firelight Drive 

 





















THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

 
 
From:  Michael Bollhoefer, City Manager 
 
Date:  June 8, 2012    Meeting Date:  June 14, 2012 
 
Subject: Ordinance 12-33 amending the City Article IV Chapter 38 of the Code of 

Ordinances 
 
Issue: The City’s current noise ordinance is insufficient to address resident’s 

concerns regarding excessive and inappropriate noise; furthermore, the 
current ordinance is difficult to enforce.  This ordinance will better define 
excessive and inappropriate noise, make it easier to site the appropriate 
party and eliminate deficiencies in the current code.   

   
Recommended action:  Approve Ordinance 12-33 with the second reading on June 

28, 2012. 



 1 

Ord. 12-33____ 
 

AN ORDINANCE OF THE CITY OF WINTER GARDEN,  
FLORIDA, AMENDING ARTICLE IV OF CHAPTER 38 OF 
THE WINTER GARDEN CITY CODE; PROVIDING FOR 
EXTENDED HOURS FOR CONSTRUCTION 
OPERATIONS; PROVIDING FOR ADDITIONAL 
ABATEMENT OF NOISE IN RESIDENTIAL AND OTHER 
AREAS; PROVIDING FOR ENFORCEMENT OF NOISE 
ORDINANCE VIA AN ALTERNATIVE OBJECTIVE 
STANDARD OF REASONABLENESS; PROVIDING FOR 
CODIFICATION; PROVIDING FOR SEVERABILITY; AND 
PROVIDING FOR AN EFFECTIVE DATE. 

 
WHEREAS, the City of Winter Garden (“City”) desires to amend Article IV of 

Chapter 38 of its Code of Ordinances relating to the abatement of noise levels within the 
City to add restrictions on noise affecting residential and other areas and an alternative 
enforcement mechanism whereby noise may be evaluated by a standard of objective 
reasonableness; and 

 
WHEREAS, the City recognizes recent increases in complaints within residential 

areas of loud, raucous, or otherwise unduly jarring noise occurring at night during 
customary periods of slumber and of other times, and the City also recognizes recent 
increases in disturbances relating to noise in other parts of the City; and  

 
 WHEREAS, the City acknowledges that modern methods of measuring and 
evaluating sound levels for the purpose of enforcing its noise ordinance require the use 
of expensive and delicate equipment, inefficient sharing of measurement devices with 
other jurisdictions, dependency on the availability of such measurement devices, and 
required calibration procedures; and  
 
 WHEREAS, the City has determined that objectively unreasonable, harmful, or 
environmentally damaging noise often occurs intermittently and at such times that make 
it impractical to implement or conduct technical measurement or monitoring of such 
noise;  and  
  
 WHEREAS, it has been held by courts within this state that both the U.S. and 
Florida Constitutions permit the enforcement of noise ordinances by and through the 
evaluation of noise in light of an objectively determined reasonable person standard,    
  
 BE IT ENACTED BY THE CITY OF WINTER GARDEN, FLORIDA: 
 
SECTION I:  SECTION 38-153(b). DEFINITIONS, Section 38-153(b) is hereby 
amended to reflect the following changes (struckout text indicates deletions while 
underlined text indicates additions): 
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Amplified sound equipment means electronic or other equipment that projects or 
transmits music, sound waves, vibration or speech, including but not limited to, a 
loudspeaker, megaphone, amplifier or public address system.  
 
 
Noise means any sound produced in such quantity and for such duration that it annoys, 
disturbs, endangers or may injures the comfort, repose, health, peace, or safety of a 
reasonabley prudent man or woman person of normal ordinary sensitivitiessensibilities, 
including anyand also includes sounds or sound at or above decibel levels as 
specifically prohibited by this article. 
 
All other definitions remain the same. 
 
 
SECTION II:  SECTION 38-155. PROHIBITED ACTS, Section 38-155 is hereby 
amended to reflect the following changes (struckout text indicates deletions while 
underlined text indicates additions): 
 
(a) It shall be unlawful for any person to produce, cause to be produced, allow to be                 
produced or project, by any means, any sound or noise across a property line in such 
manner as to create a sound level which exceeds the limits set forth for the receiving 
land use listed in section 38-156 when measured at or within the property line of the 
receiving property.  For any activity or use of land or buildings not expressly listed in the 
zoning districts in the city, the city commission, upon notice to the owner or occupant of 
the property producing sound, may determine the category of use under this article for 
which the activity or use is to be considered.  Notwithstanding the foregoing, the 
existence of a noise which relates to the receiving land use listed in 38-156 may be 
determined by the City’s law enforcement officers, code enforcement officers, code 
inspectors, and/or their agents pursuant to section 38-160(a)(1).     
 
(b) In addition to any sound or noise prohibited pursuant toNotwithstanding any violation 

of subsection (a) above, the following specific uses, and activities and circumstances 
within the city are declared to be loud, disturbing and excessive noise in violation of 
this article: 

 
(1)    Radios, television sets, exterior loudspeakers, musical instruments, and 

similar devices.  Operating or permitting the use or operation of any radio 
receiving set, exterior loudspeaker, amplified sound equipment, musical 
instrument, phonograph, television set, or other machine or device for the 
production or reproduction of sound between the hours of 9:00 p.m. and 
7:00 a.m. in such a manner as to create a noise across a the boundary of 
the property, line including, without limitation, public and private rights of 
way from which the noise originates. Radios, cassette players, disk 
players and similar devices associated with motor vehicles or motorboats, 
shall not be operated or amplified in such a manner as to be felt or heard 
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at 50 feet or more from such device, when operated or parked on a public 
right-of-way or public space.  To the extent that the Florida Uniform Traffic 
Control Law provisions regulate noise originating from within public or 
private rights of way, those provisions shall apply where currently existing 
or as amended.    

  
(2)    Construction equipment and activity.  Operating or causing to be operated 

any equipment or performing any outside activity in furtherance of 
construction, repair, alteration or demolition work on buildings, structures, 
roads, or projects within the city except between the hours of 7:00 a.m. 
and 9:00 p.m. Monday through Friday and between the hours of 9:00 a.m. 
and 9:00 p.m. on Saturday, excluding all legal, state, and nationally 
recognized holidays.  A variance may be obtained as set forth in this 
article from the city for such construction or repair work outside of such 
hours. 

   
(3)   Engine mufflers.  Operating Operation of any internal combustion engine, 

including but not limited to such an engine associated with a motor boat, 
or motor vehicle without a muffler or other effective sound-dampening 
device which functions as designed by the manufacturer muffler or other 
effective sound-dampening device, at least as effective as that installed as 
original equipment by the manufacturer, which will effectively prevents 
loud or explosive noises therefrom.   

 
(4)    Motor vehicle, motorcycle or motorboat repair in residential areas.  

Repairing, rebuilding, modifying or testing any motor vehicle, off-road 
vehicle, or motorboat within or abutting any residential land use 
designation in such a manner as to create noise across a property linethe 
boundary of the property from which the noise originated between the 
hours of 9:00 p.m. and 7:00 a.m.   

 
(5)    Activities in the vicinity of schools, courts, churches, and hospitals.  

Creating any excessive noise sound on any street adjacent to any school, 
court, church, or hospital which unreasonably interferes with the workings 
of such institutionsound constitutes a noise as perceived from the 
enclosed interior of such institution., or which disturbs or unduly annoys 
patients in a hospital.   

 
(6) Peddlers, hawkers, or vendors.  It shall be unlawful for peddlers, hawkers, 

or vendors to shout or cry along or on a roadway to the disturbance of the 
peace or quiet of a neighborhoodin such a manner as to create noise on 
property outside the right of way.    

 
(7)    Drums, cymbals, and amplified sound equipmentloudspeakers.  Creating, 

making, or maintaining any noise sound by the use of any drum, cymbals, 
amplified sound equipmentloudspeaker, or other similar instruments in the 
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city for the purpose of attracting attention to any performance, show, sale, 
or display of merchandise, or place of business so that a noise is 
projected across the boundary of the property from which the noise 
originates. This provision shall not apply to ice cream trucks or  approved 
public events. 

   
(8)    Bells or sirens on vehicles.  Using, in connection with an unauthorized 

vehicle, any bell or siren similar to that used on ambulances or vehicles of 
the police, fire departments, and other public safety agencies.   

 
(9)    Skateboard ramps.  Using any skateboard ramp or similar configuration 

for skateboarding or rollerblading between 9:00 p.m. and 7:00 a.m. in a 
residential land use designation in such a manner that would results in 
noise across the boundary of the property from which the noise 
originatesa property line.   

 
(10)    Air blow or vacuum cleaners.  Operating any air-blow or vacuum cleaning 

equipment or similar devices for the cleaning of parking lots, walkways, 
driveways, or similar areas between the hours of 9:00 p.m. and 7:00 a.m. 
that would results in noise across the boundary of the property from which 
the noise originatesa property line.  

  
(11)    Places of public entertainment.  It shall be unlawful for any public 

entertainment establishment or person associated with or working for said 
establishment to operate, play or permit the operation or playing of any 
radio, television, phonograph, drum, musical instrument, sound amplifier, 
or similar device between the hours of 10:009:00 p.m. and 7:00 a.m. in 
such a manner as to create a noise across the boundary of the property 
from which the noise originatesa property line. 

   
(12)    Landscape maintenance.  Undertaking landscape maintenance activities 

in such a manner as to create noise across the boundary of the property 
from which the noise originates a property line between the hours of 9:00 
p.m. and 7:00 a.m. Golf courses engaged in the regular maintenance of 
greens, fairways, practice areas, etc. are exempt from this provision. 

   
(13)    Powered model vehicles.  Operating or permitting the operation of 

powered model vehicles in such a manner as to create noise across the 
boundary of the property from which the noise originatesa property line 
between the hours of 9:00 p.m. and 7:00 a.m.   

 
(14)    Animal noises.  It shall be unlawful for the owner or custodian of any 

animal to permit such animal to habitually bark, whine, howl, squawk, 
screech, bray, crow or cause any other noise which is 
objectionableconstitutes a noise experienced across the boundary of the 
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property from which the noise originates due to pitch, frequency, timing, or 
any combination thereof. 

   
(15)    Loading docks.  It shall be unlawful for any commercial or industrial 

establishment to engage in any loading or unloading of equipment or 
merchandise from a vehicle between the hours of 10:009:00 p.m. and 7:00 
a.m. which where such activity results in any sound ora noise being 
generated across a residential the boundary of the property from which 
the noise originates onto property occupied for residential 
purposesproperty line. 

 
(16) Activities within the vicinity of sleeping quarters.  Actions or activities 

between the hours of 9:00 p.m. and 7:00 a.m., resulting in transmission of 
a sound across the boundary line of the property where the actions or 
activities occurs such that the sound constitutes a noise as perceived from 
within the enclosed interior of a building used for residential or lodging 
purposes.   

 
SECTION III:  MAXIMUM PERMISSIBLE SOUND LEVEL LIMITS, Section 38-156 is 
hereby amended to reflect the following changes (struckout text indicates deletions 
while underlined text indicates additions): 
 
 (a) The following applicable sound level limits are established for the following 
  applicable times when measures at or within the property lines of the  
  following applicable receiving land use categories: 
 
Receiving Land Use Designation Time Sound Level 

Limit (dBA) 
Single-family residential dwelling lot, parcel, or area; 
any other lot, parcel or area zoned for residential use 
except a multifamily residential dwelling unit; any 
noise-sensitive zone 

7:00 a.m. – 109:00 p.m. 
109:00 p.m. – 7:00 a.m. 

60 
55 

Multifamily residential dwelling unit 7:00 a.m. – 109:00 p.m. 
109:00 p.m. – 7:00 a.m. 

55 
45 

Lot, parcel or area zoned for office use 97:00 a.m. – 69:00 p.m. 
69:00 p.m. – 97:00 a.m. 

75 
70 

Commercial other than office use 7:00 a.m. – 109:00 p.m. 
109:00 p.m. – 7:00 a.m. 

75 
70 

Industrial, 7:00 a.m. – 109:00 p.m. 
109:00 p.m. – 7:00 a.m. 

75 
70 

Agricultural 7:00 a.m. – 109:00 p.m. 
109:00 p.m. – 7:00 a.m. 

75 
70 

 
 
SECTION IV.  ENFORCEMENT, Section 38-160 is hereby amended to reflect the 
following changes (struckout text indicates deletions while underlined text indicates 
additions): 
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 (a) Determination of Violations.  The police departmentCity’s law enforcement 
officers, the city manager,  code enforcement officers, code inspectors, and their agents 
are empowered to  investigate any situation where a person is alleged to be violating 
section 38-155, section 38-156 or the terms of any variance. Code enforcement officers 
are hereby expressly designated as agents of the city manager  for purposes of 
investigating alleged violations and issuing warning notices and  These invidividuals 
shall have authority to issue citations for all violations of this article. If the police 
department, city manager or  any of their authorized agents If any of these 
individuals encounters a circumstance which reasonably indicates that a person is 
violating a provision of section 38-155 or 38-156, the  following standards shall apply 
depending upon the provision alleged to have  been violated: 
 

(1) Violations of Section 38-155(a) – If a violation of § 38-155(a) is alleged, which 
requires a sound level pressure test may be utilized to establish the violation.  , a 
sound level pressure test with a sound level meter may be performed. If the 
results of the test indicate that a violation of section 38-155(a) or 38-156 The city 
may, through agreement with other local governments or other entities, provide 
for the measurement of sound and noise and for the performance of sound level 
pressure tests and other matters as such may be used in the enforcement of this 
article and the enforcement of section 118-1339.  Additionally, the City’s law 
enforcement officers, the city manager, code enforcement officers, code 
inspectors, and/or their agents, may assess whether a particular sound 
constitutes a noise as to the receiving land use listed in section 38-156.  In 
assessing whether a noise has been or is continuing to be created, the 
investigating agent shall investigate the matter and be entitled to rely on his or 
her observations, witness statements, and any other evidence available.  In 
determining whether a sound constitutes a noise, the investigating agent shall 
objectively evaluate the alleged noise by considering several environmental and 
contextual factors, including, but not limited to, the criteria set forth in section 38-
160(a)(2)(i)-(ix), inclusive. 

 
 
(2) Violations of section 38-155(b) – If a violation of section 38-155(b) is alleged, 

then the City’s law enforcement officers, the city manager, code enforcement 
officers, code inspectors, and/or their agents, in assessing whether a noise has 
been or is continuing to be created shall investigate the matter and be entitled to 
rely on their observations, witness statements, and any other evidence available.  
In determining whether a sound constitutes a noise, the investigating agent shall 
objectively evaluate the alleged noise by considering several environmental and 
contextual factors, including, but not limited to, the following:  

 
(i) The intensity of the alleged noise. 
 
(ii) The duration of the alleged noise. 
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(iii) The relationship of the alleged noise to the intensity of background or 
ambient sounds, if any. 

 
(iv) The uses permitted within the zoning district in which the alleged noise 

emanates or emanated and the uses permitted within zoning districts that 
lie within 500 feet of the source of the alleged noise. 

 
(v) The time of the day or night at which the alleged noise occurs. 
 
(vi) The proximity of the alleged noise to facilities customarily utilized for 

sleeping purposes. 
 
(vii) Whether the alleged noise is continuous or impulsive. 
 
(viii) The existence of additional complaints concerning the alleged noise from 

additional persons who claim to be affected by the alleged noise. 
 
(ix) Whether the alleged noise is due to natural occurrences or human-made 

activities.  
 

 
 (b) Enforcement.  In the event that a violation of this article has occurred or is 

occurring, the City shall have the right to one or more of the following remedies 
or actions: 

 
 (1) Code Enforcement Proceedings – The City may initiate a code enforcement 

proceeding against the person(s) or entities in violation and/or the property owner 
of the real property where the violation occurs.  A violation of this article may be 
prosecuted as a violation of an itinerant or transient nature and one that is 
irreparable and irreversible.   

 
 (2) Civil Citation – A civil citation may be issued against the person(s) or entities 

in violation as set forth in chapter 2 of the Winter Garden Code of Ordinances.  
The City’s law enforcement officers or code enforcement officers are authorized 
to issue notices to appear to the violator(s).   

 
 (3)  Criminal Penalty – The City may prosecute the violator for a criminal 

misdemeanor punishable by a fine not exceeding $500.00 or imprisonment for a 
term not exceeding 60 days, or by both such fine and imprisonment in the 
discretion of the court.   

 
 (4)  Other Remedies – The City may institute any appropriate action at law or in 

equity to bring about compliance or remedy, including but not limited to, 
instituting an action in court to enjoin violating actions, in which case the violating 
person(s) or entity shall be liable to the City for reimbursement of the City’s 
attorneys’ fees and costs concerning such action.  
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SECTION V.  Sec. 38-161. Penalty.  Section 38-161 is hereby amended to reflect 
the following changes (struckout text indicates deletions while underlined text indicates 
additions): 
 
 A violation of section 38-155 or 38-156, or the terms of any variance granted 
pursuant to section 38-165 shall be classified as class 2 violations under division III, 
article II, chapter 2, part II of this Code.  Otherwise, penalties for a violation of section 
38-155 or 38-156 are as set forth in section 38-160.  A violation of the terms of any 
variance granted pursuant to section 38-165 shall be subject to the enforcement 
procedures provided set forth in chapter 2 of the Winter Garden Code of Ordinances 
pertaining to code violations. and shall be subject to the enforcement procedures 
provided set forth in chapter 2 of the Winter Garden Code of Ordinances dealing with 
code violations, including by use of the city’s code enforcement citation program or code 
enforcement board. 
 
SECTION VI. Sec. 38-165. Variances. Section 38-165 is hereby amended to reflect the 
following changes (struckout text indicates deletions while underlined text indicates 
additions): 
 
A. Planning and Zoning Board Variance: 
 
(a)    The planning and zoning board may grant a variance from section 38-155 or 38-

156. 
 
B. Administrative Variance: 
 
(a)  Notwithstanding the provisions set forth in Section 38-155(b)(2) above, any 

person may apply to the City on form(s) approved by the City to allow for 
construction activities to occur outside of the days and times referenced in 
Section 38-155(b)(2) above provided that each of the following conditions have 
been met:  

 
(1) Applicant provides City with 72-hour written notice prior to commencement 

of construction activity; 
 

(2) City staff is available to inspect and review construction activity on the 
days and at the times requested for construction; and  

 
(3) Applicant pays all fees, costs and expenses incurred or to be incurred by 

City as well as any overtime incurred by City staff for such inspections and 
review of construction activity. 
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(b) If the conditions enumerated under Section 38-165(B)(a) have been met, the City 
may permit the applicant to perform the following construction activities on the 
specified days and at the specified times: 

 
(1) Horizontal Construction may be permitted to occur no later than 9:00 p.m.  

Horizontal Construction includes site work such as clearing, grading, 
paving, drainage, utilities, sidewalks, curbs, gutters, base work, street 
lighting, electrical, landscaping and other subdivision and non-residential 
site improvements or work.    
 

(2) Vertical Construction may be permitted to occur 24 hours a day any day of 
the week subject to prohibition by the City, in the City’s sole discretion, if 
any part of the Vertical Construction causes, or is likely to cause noise. 
Vertical Construction includes footings, forms, steel, electrical, plumbing, 
roofing, HVAC, concrete, painting, sheetrock, and other activities that are 
not Horizontal Construction.   

 
C. Exemptions for Pre-approved City Events or Activities: 
 
(a)  It shall not be a violation of section 38-155(a) or section 38-155(b) if the noise at 
 issue relates to or is produced as a result of pre-approved City events or 
 activities.  Such exemptions include, but are not limited to, activities and events 
 sponsored by, conducted by, or permitted by the City.        
 
SECTION VII.  INCONSISTENCY.  If any Ordinances or parts of Ordinances are in 
conflict herewith, this Ordinance shall control to the extent of the conflict. 
 
SECTION VIII.  SEVERABILITY. If any portion of this Ordinance is determined to void, 
unconstitutional, or invalid by a court of competent jurisdiction, the remainder of this 
Ordinance shall remain in full force and effect. 
 
SECTION IX. CODIFICATION.  That Sections I through VI of this Ordinance shall be 
codified and made a part of the City of Winter Garden Code of Ordinances; that the 
Sections of this Ordinance may be renumbered or relettered to accomplish such 
intention; the word “Ordinance” may be changed to “Section”, “Article”, or other 
appropriate word. 

 
SECTION X.  This Ordinance shall become effective upon approval by the City 
Commission at its second reading. 
 
 
 FIRST READING:     __________________, 2012. 
 
 
 SECOND READING AND PUBLIC HEARING:  
 __________________, 2012. 
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      APPROVED: 
 
      _____________________________ 
      John Rees, Mayor/Commissioner 
ATTESTED: 
 
____________________________ 
Kathy Golden, City Clerk  
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THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

 
 
From:  Michael Bollhoefer, City Manager 
 
Date:  June 8, 2012     Meeting Date:  June 8, 2012 
  
Subject: Ordinance 12-28 amending City Code to comply with Florida State 

Statutes 
 
Issue: Florida Statutes relating to firearms changed on October 1, 2011.  The 

new law gave the State complete authority to regulate firearms preempting 
any local laws.  As of October 1, 2011, we stopped enforcing our existing 
firearms laws as was required by the new statute.  This ordinance 
removes the unenforceable provisions from our code.  

   
Recommended action:  Adopt Ordinance 12-28. 
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ORDINANCE 12-28 

 

AN ORDINANCE OF THE CITY OF WINTER GARDEN 
AMENDING ARTICLE II OF CHAPTER 30, ARTICLE II 
OF CHAPTER 26, AND ARTICLE IV OF CHAPTER 38 OF 
THE WINTER GARDEN CODE OF ORDINANCES TO 
REMOVE REFERENCES AND APPLICABILITY OF SUCH 
PROVISIONS TO THE REGULATION OF FIREARMS 
AND AMMUNITION IN ACCORDANCE WITH SECTION 
790.33, FLORIDA STATUTES; PROVIDING FOR 
CODIFICATION, CONFLICTS, SEVERABILITY, AND AN 
EFFECTIVE DATE. 

 WHEREAS, the City of Winter Garden enacts this ordinance pursuant to its authority 
under § 2(b), Article VIII of the Constitution of the State of Florida, and Chapter 166, Florida 
Statutes;  

WHEREAS, § 790.33, Fla. Stat., states that the Legislature has occupied “the whole 
field of regulation of firearms and ammunition, including the purchase, sale, transfer, taxation, 
manufacture, ownership, possession, storage, and transportation thereof, to the exclusion of all 
existing and future county, city, town, or municipal ordinances or any administrative regulations 
or rules adopted by local or state government relating thereto,” and that “[a]ny such existing 
ordinances, rules, or regulations are hereby declared null and void;” 

 
WHEREAS, according to HB 45, effective October 1, 2011, the state legislature intends 

to deter and prevent violations of the existing state preemption against local government 
enactment and enforcement of ordinances, administrative regulations, or rules related to firearms, 
ammunition, or components thereof; 

 
WHEREAS, HB 45 amends § 790.33(3)(a), Fla. Stat., to provide that “[a]ny person, 

county, agency, municipality, district, or other entity that violates the Legislature’s occupation of 
the whole field of regulation of firearms and ammunition . . . by enacting or causing to be 
enforced any local ordinance or administrative rule or regulation impinging upon such exclusive 
occupation of the field shall be liable” for any such violations; 

 
WHEREAS, HB 45 imposes penalties for person and local governments that violate the 

state firearms and ammunition preemption by enacting or enforcing any local ordinance or 
administrative rule or regulation impinging upon such exclusive occupation of the field; 

 
WHEREAS, an appointed or elected local government official or official or 

administrative agency head responsible for a violation of § 790.33, Fla. Stat., may be assessed a 
civil fine of up to $5,000.00 and may have his/her employment or contract terminated or be 
otherwise removed from office by the Governor; 
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WHEREAS, a person or an organization whose membership is adversely affected by any 
ordinance, regulation, measure, directive, rule, enactment, order, or policy promulgated or 
caused to be enforced in violation of § 790.33, Fla. Stat., may file suit against any local 
government for declaratory and injunctive relief, actual damages caused by the violation up to 
$100,000.00, and reasonable attorney’s fees and costs, including a contingency multiplier;  

 
WHEREAS, the City desires to avoid the new liabilities imposed by HB 45 by amending 

the City Code of Ordinances to conform to the preemption requirements of § 790.33, Fla. Stat., 
and removing all Code references to firearms and ammunition that may or could be construed as 
a violation of § 790.33, Fla. Stat.; 

 
WHEREAS, removal of references to firearms and ammunition and City Code 

provisions concerning same will further decrease the likelihood that any elected or appointed city 
official, city employee, or contractor will, whether purposefully or inadvertently, violate § 
790.33, Fla. Stat., by attempting to enforce any such provision;  

 
WHEREAS, regardless of the amendments contained herein, firearms and ammunition 

shall continue to be subject to state and federal regulatory oversight and state and federal laws, 
regulations, and restrictions governing the possession, use, and sale thereof; and  
 
 THEREFORE, BE IT ENACTED BY THE CITY OF WINTER GARDEN, 
FLORIDA:  
 
Section I.  The City of Winter Garden hereby amends §§ 30-26 and 30-29 of Chapter 30, 
Article II, Winter Garden Code of Ordinances as follows (words that are stricken out are deletions; 
words that are underlined are additions): 

Sec. 30-26.  Definitions. 
 

The following words, terms and phrases, when used in this article, shall 
have the meanings ascribed to them in this section, except where the context 
clearly indicates a different meaning: 

 
Alcoholic beverage means a liquor, wine, beer or other intoxicating 

substance, containing more than 3.2 percent of alcohol by weight.  
 
Firearm means any revolver, pistol, automatic-loading pistol, shotgun, 

rifle, machine gun, submachine gun or machine pistol.  
 
State of emergency means to consist of the actual existence or clear and 

present danger of the following to such an extent that extraordinary measures 
should or must be taken to protect the public health, safety and welfare:  

 
(1) Riot or other general public disorder; 
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(2) Widespread disobedience of law, characterized by the use of force or 
violence or any threat to employ force or violence; or 

 
(3)  Any natural disaster or manmade calamity, including but not limited to 

flood, conflagration, cyclone, tornado, earthquake and explosion, within or 
seriously affecting the city, and resulting in the death or injury of persons 
or the destruction of property. 

 
*** 

Sec. 30-29.  Automatic emergency measures. 
 

Whenever the city manager declares that a state of emergency exists 
pursuant to § 870.043, Fla. Stat. this article, the following the emergency 
measures contained in § 870.044, Fla. Stat., shall be effective throughout the City. 
shall be prohibited during the period of the emergency throughout the jurisdiction: 

 
(1) The sale of or offer to sell, with or without consideration, any ammunition 

or gun or other firearm of any size or description. 
 
(2) The intentional display, after the emergency is declared, by or in any store 

or shop of any ammunition or gun or other firearm of any size or 
description. 

 
(3) The intentional possession in a public place of a firearm by any person, 

except a duly authorized law enforcement official or person in military 
service acting in the official performance of his duty. 

 
 

Section II.  The City of Winter Garden hereby amends § 26-35 of Chapter 26, Article II, Winter 
Garden Code of Ordinances as follows (words that are stricken out are deletions; words that are 
underlined are additions): 

Sec. 26-35.  Conduct in cemetery. 
 
(a)   The cemetery will be open to visitors at all times between the hours of 

8:00 a.m. and 5:00 p.m. Permission to enter the cemetery at any other time 
must be obtained from the supervisor. 

(b)  No person shall break or injure any tree or shrub, pick any wild or 
cultivated flowers or mar any landmark, marker, or memorial or in any 
way deface the grounds of the cemetery. 

(c)  No boxes, shells, toys, discarded glassware, sprinkling cans, receptacles or 
similar articles will be permitted on any grave, lot or tree. 

(d)  Persons within the cemetery grounds shall use only the established 
avenues, walkways and roads, and are forbidden to trespass on cemetery 
lots. 



Page 4 of 5 

 

(e)  Children under 16 years of age shall not be permitted within the cemetery 
or its buildings, unless accompanied by an adult. 

(f)   No person may discharge a firearm in or adjacent to the cemetery. This 
prohibition shall not apply to authorized volleys at military or other burial 
services. 

(gf)  No person may use any form of advertisement on cemetery grounds. 
(hg)  No person shall permit any dog or other domestic animal to enter or 

remain in the cemetery. 
(ih) No person may consume refreshments or liquors within the cemetery or 

carry such into the premises. 
(ji)  No person shall throw rubbish or debris on walks, drives or any part of 

cemetery grounds. 
(kj) Unauthorized persons shall not loaf or lounge in any of the buildings in 

the cemetery or otherwise use any of the grounds, graves or monuments 
thereon. 

(lk)  No loud talking shall be permitted on the cemetery grounds within hearing 
distance of funeral services. 

(ml) No money shall be paid the attendants at the entrance or on the grounds. 
The entire time of the persons regularly employed on the grounds belongs 
to the cemetery; visitors and owners must not otherwise engage them, 
unless authorized by the city manager. 

(nm) Any person found on the grounds after dark will be considered a 
trespasser. 

(on) All orders, inquiries and complaints by visitors or owners must be reported 
to the director of public works. 

 

Section III.  The City of Winter Garden hereby amends § 38-153 of Chapter 38, Article IV, 
Winter Garden Code of Ordinances as follows (words that are stricken out are deletions; words 
that are underlined are additions): 

Sec. 38-153.  Terminology, standards and definitions. 
 
(a) Terminology and standards.  All technical acoustical terminology and 

standards used in this article which are not defined in subsection (b) of this 
section shall be read or construed in conformance with applicable 
publications of the American National Standards Institute, Inc. (ANSI), or 
its successor body.  
 

(b) Definitions.  The following words, terms and phrases, when used in this 
article, shall have the meanings ascribed to them in this section, except 
where the context clearly indicates a different meaning:  

 

*** 
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Impulsive sound means a sound of short duration, usually less than one 
second and of high intensity, with an abrupt onset and rapid decay. 
Examples of sources of impulsive sound include explosions, drop forge 
impacts, the discharge of firearms, the barking of dogs, and the beating of 
drums.  
 

*** 

Section IV Codification.  Sections I, II, and III of this Ordinance shall be codified and made 
part of the City of Winter Garden Code of Ordinances and all sections and subsections may be 
renumbered or relettered as necessary to achieve such purposes. 

Section IV Conflicts.  In the event of a conflict or conflicts between this ordinance and other 
ordinances, this Ordinance shall control to the extent of such conflict.   

Section V Severability.  It is the intent of the City Commission of the City of Winter Garden, 
and is hereby provided, that if any section, subsection, sentence, clause, phrase or provision of 
this Ordinance is held to be invalid or unconstitutional by a court of competent jurisdiction, such 
invalidity or unconstitutionality shall not be construed to render invalid or unconstitutional the 
remaining provisions of this Ordinance. 

Section VI Effective Date.  This Ordinance shall become effective upon adoption by the City 
Commission. 

 
FIRST READING AND PUBLIC HEARING: May 10 , 2012. 
 
SECOND READING AND PUBLIC HEARING: June 14 

 
, 2012. 

 

ADOPTED this _14th_____ day of ___June__________, 2012, by the City Commission of the 
City of Winter Garden, Florida. 

 

      APPROVED: 

 

      _________________________________________ 
      JOHN REES, Mayor/Commissioner 
ATTEST: 

 

______________________________________ 
KATHY GOLDEN, City Clerk 
 



THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 

From:  Ed Williams, Community Development Director 
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 6, 2012    Meeting Date:  June 14, 2012 
 
Subject: Carriage Pointe Reserve 
 Construction Plans 
 
 
Recommended Action:    

 
Approval of Carriage Pointe Reserve Construction Plans subject to the 
conditions of the Development Review Committee Memorandum dated 
June 4, 2012 attached hereto. 

 
 

Attachments/References: 
 
 Location Map  
  
 June 4, 2012 Development Review Committee Memorandum  
 
 Carriage Pointe Reserve Construction Plans 
  



LOCATION MAP 
 

Carriage Pointe Reserve 
2911 Avalon Road 

 

 
 



CITY OF WINTER GARDEN 
DEVELOPMENT REVIEW COMMITTEE 

300 West Plant Street - Winter Garden, Florida 34787-3011 
(407) 656-4111 

M E M O R A N D U M 
 
TO:  ED WILLIAMS, COMMUNITY DEVELOPMENT DIRECTOR 
FROM: DEVELOPMENT REVIEW COMMITTEE  
DATE:  JUNE 4, 2012 
SUBJECT: CARRIAGE POINTE RESERVE 
  CONSTRUCTION PLANS – TAYLOR MORRISON OF FLORIDA 
  (AKA CANTERO PROPERTY)  
 
We have reviewed the revised final construction plans dated 5/15/12 for compliance with the City's 
subdivision and stormwater requirements.  These plans were submitted in response to our PUD re-zoning 
comments of 12/27/11, Preliminary Plat comments dated 3/9/12 & 4/9/12, Final Construction Plan 
comments of 4/18/12, and DRC meeting of 5/02/12. We recommend approval subject to the following 
conditions: 
 
ENGINEERING 
 

1. While portions of the roadway may be dedicated to the City, maintenance of special pavements, 
landscaping, hardscaping, etc. shall be performed by the HOA under a R/W maintenance agreement 
(if within public R/W). 

2. A separate building permit will be required for screen or retaining walls – coordinate with Building 
Department. 

3. Underdrains are required when the SHGT, or observed water table during construction, is within 
18” of the bottom of the base (2” asphalt; 10” base). 

4. Plug valves are required on the force main; maximum valve spacing on water, reuse, and force main 
is 1,000 feet (as shown). 

5. Off-site Utilities:  The R/W along Alexander Ridge has been conveyed to the City.  The force main 
and water main shall be moved as far back as possible to avoid relocation in the future.  Plans shall 
be reviewed and approved by the City’s CR 545 design consultant, Pegasus Engineering 
(provide). 

6. Permits from Orange County will be required for work within the Avalon and Tilden Road rights-
of-way. 

7. Typical Roadway sections:  Use City Standard details for all (2” asphalt; 10” base; 12” subbase; 18” 
of clean material with less than 5% passing #200 sieve). 

8. Streetlighting shall be pursuant to City Code, including frontage on Avalon Road, meeting dark 
skies requirements (Code Section 118-1536(k)).  Submit streetlighting plan from Progress Energy 
prior to preconstruction meeting. 

9. Water and sewer impact fees shall be paid pursuant to Code, prior to City execution of FDEP 
permits and issuance of site or building permits. 

10. Minimum width for drainage and utility easements between lots shall be 30 ft.  Narrower easement 
widths (20 ft minimum) will be allowed for shallow drainage pipes, 12” diameter or less.  
Additional drainage and utility easements will be required adjacent to proposed rights of way for 
telephone, electrical power, gas, and cable tv facilities (10 ft minimum width pursuant to code). 

11. Permits from FDEP (water, wastewater and NPDES) are required prior to issuance of site or 
building permits.  Receipt of the SJRWMD stormwater permit is acknowledged. 
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12. Drainage design shall comply with all City Code requirements, and Comprehensive Plan 

requirements for Most Effective Recharge soils, closed drainage basins, Wekiva Study Area, etc. 

STANDARD GENERAL CONDITIONS 
 

13. The Owner is responsible for meeting all provisions of ADA and Florida Accessibility Code. 

14. All work shall conform to City of Winter Garden standards and specifications. 

15. The City of Winter Garden will inspect private site improvements only to the extent that they 
connect to City owned/maintained systems (roadways, drainage, utilities, etc.).  It is the 
responsibility of the Owner and Design Engineer to ensure that privately owned and maintained 
systems are constructed to the intended specifications.  The City is not responsible for the operation 
and maintenance of privately owned systems, to include, but not be limited to, roadways, parking 
lots, drainage, stormwater ponds or on-site utilities. 

16. The Contractor is responsible for the notification, location and protection of all utilities that may 
exist within the project limits. 

17. No fill or runoff will be allowed to discharge onto adjacent properties; existing drainage patterns 
shall not be altered.  The applicant should note that if approval is granted, the City of Winter Garden 
is not granting rights or easements for drainage from, or onto, property owned by others.  Obtaining 
permission, easements or other approvals that may be required to drain onto private property is the 
Owner/Developer's responsibility.  Should the flow of stormwater runoff from, or onto adjacent 
properties be unreasonable or cause problems, the City will not be responsible and any corrective 
measures required will be the responsibility of the Owner.  Site construction shall adhere to the City 
of Winter Garden erosion and sediment control requirements as contained in Chapter 106 - 
Stormwater.  If approval is granted by the City of Winter Garden, it does not waive any permits that 
may be required by federal, state, regional, county, municipal or other agencies that may have 
jurisdiction. 

18. After final plan approval, a preconstruction meeting will be required prior to any commencement of 
construction. The applicant shall provide an erosion control and street lighting plan at the 
preconstruction meeting and shall pay all engineering review and inspection fees prior to 
construction.  Inspection fees in the amount of 2.25% of the cost of all site improvements shall be 
paid prior to issuance of the building permit. 

PUBLIC SERVICES 

19. Adjust the location of the sanitary manholes to avoid long laterals running under the pavement. 
Adjust S-1, S-7 and S-15 so the lateral is perpendicular to the manhole. 

20. City detail sheet #7 is not the most recent version of this sheet. Replace this sheet with the most 
recent version. Please see City website. 

PLANNING 

21. Sheet HS-1 depicts two sign walls, one located at the northeast corner of the property and one 
located at the northwest corner of the property. Sheet HS-2 depicts a sign wall on the east side of 
the entry on Avalon Road. There will be only two identification signs permitted for the property. 
Remove one of the sign walls currently depicted in the Hardscape Plans. 

22. Perimeter wall/fencing are shown along the north and east project boundary, if west and south 
property boundary will also contain perimeter wall/fencing then it should be depicted on the 
construction plans. 

Additional comments may be generated at subsequent reviews. 
Please review this information and contact our office if you have any questions.  Thank you. 

 
 END OF MEMORANDUM 



TRANSPORTATION.

HIGHWAYS" AS PREPARED BY FLORIDA DEPARTMENT OF 

DESIGN, CONSTRUCTION AND  MAINTENANCE FOR STREETS AND 

THE   "MANUAL  OF  UNIFORM  MINIMUM STANDARDS  FOR   

DESIGNED  TO APPLICABLE STANDARDS  AS  SET  FORTH  IN  

PLANS  AND SPECIFICATIONS  AS  CONTAINED HEREIN WERE 

THIS  IS  TO  CERTIFY  THAT THE  ROADWAY  CONSTRUCTION  
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64720

Florida Reg. Number

Nicole Petersen Stalder

A PLANNED UNIT DEVELOPMENT IN THE CITY OF WINTER GARDEN,  FLORIDA

LEGAL DESCRIPTION

ENGINEER/SURVEY/ENVIRONMENTAL

CONTACT:  SCOTT STEARNS, P.E.

PHONE:  (407) 843-5120

ORLANDO, FLORIDA 32801

520 SOUTH MAGNOLIA AVE.

BOWYER-SINGLETON & ASSOCIATES, INC.

TRAFFIC ENGINEER

CONTACT: J.  ANTHONY LUKE,  P.E.

PHONE: (407) 423-8055

ORLANDO, FLORIDA 32828

29 EAST PINE STREET

CONSULTUNTS,  INC.

LUKE TRASPORTATION ENGINERING

SITE LOCATION

PROJECT DESCRIPTION
LANDSCAPE ARCHITECT

OWNER/APPLICANT

 

PARCEL ID. NUMBER:  06-23-27-4284-04-010
GEOTECHNICAL ENGINEER

PREPARED FOR

OF FLORIDA, INC.
TAYLOR MORRISON 

CONTACT: JONATHAN WHITE

PHONE: (321) 397-7523 

MAITLAND, FLORIDA 32751

151 SOUTHHALL LANE, SUITE 200 

TAYLOR MORRISON OF FLORIDA, INC

CONTACT:  PAUL VERLANDER

PHONE:  (407) 834-4104

ALTAMONTE SPRINGS, FLORIDA 32701

SUITE 201

706 TURNBULL AVENUE

PAUL VERLANDER

DESCRIPTION

RESERVE
CARRIAGE POINTE F

L
O

R
ID

A

A 2-PHASE PROJECT, PHASE 1 (60 UNITS), PHASE 2 (30 UNITS).

A 90 UNIT SINGLE FAMILY PLANNED UNIT DEVELOPMENT.

THE EAST LINE OF SAID TRACT 1D, A DISTANCE OF 1277.27 FEET TO THE POINT OF BEGINNING. 

DISTANCE OF 1296.62 FEET TO THE NORTHEAST CORNER OF SAID TRACT 1D; THENCE S00°11’44"W, ALONG 

THE NORTH LINE OF SAID TRACT 2D AND THE NORTH LINE OF TRACT 1D, SAID LAKE AVALON GROVES, A 

DISTANCE OF 1280.76 FEET TO THE NORTHWEST CORNER OF SAID TRACT 2D; THENCE S89°58’04"E, ALONG 

THE WEST LINE OF SAID TRACT 15D AND THE WEST LINE OF TRACT 2D, SAID LAKE AVALON GROVES, A 

DISTANCE OF 1297.35 FEET, TO THE SOUTHWEST CORNER OF SAID TRACT 15D; THENCE N00°13’39"E, ALONG 

SOUTH LINE OF SAID TRACT 16D AND THE SOUTH LINE OF TRACT 15D, SAID LAKE AVALON GROVES, A 

THE POINT OF BEGINNING; THENCE CONTINUE S89°52’42"W, ALONG SAID RIGHT-OF-WAY LINE AND ALONG THE 

THEREOF, AS RECORDED IN PLAT BOOK H, PAGE 24, PUBLIC RECORDS OF ORANGE COUNTY, FLORIDA AND 

OF 25.00 FEET TO THE SOUTHEAST CORNER OF TRACT 16D, LAKE AVALON GROVES, ACCORDING TO THE PLAT 

OF DAVENPORT ROAD (A 50.00 FOOT RIGHT-OF-WAY); THENCE S89°52’42"W, ALONG SAID LINE, A DISTANCE 

A DISTANCE OF 1352.21 FEET TO A POINT ON THE EASTERLY EXTENSION OF THE NORTH RIGHT-OF-WAY LINE 

COUNTY, FLORIDA; THENCE N00°11’44"E, ALONG THE EAST LINE OF THE NORTHEAST 1/4 OF SAID SECTION 8, 

COMMENCE AT THE EAST 1/4 CORNER OF SECTION 8, TOWNSHIP 23 SOUTH, RANGE 27 EAST, ORANGE 

ALL BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS: (CREATED BY SURVEYOR)

IN PLAT BOOK H, PAGE 24, OF THE PUBLIC RECORDS OF ORANGE COUNTY, FLORIDA.

TRACTS FIFTEEN-D AND SIXTEEN-D, LAKE AVALON GROVES, ACCORDING TO THE PLAT THEREOF AS RECORDED 

AND

PLAT BOOK H, PAGE 24, OF THE PUBLIC RECORDS OF ORANGE COUNTY, FLORIDA.

TRACTS ONE-D AND TWO-D, LAKE AVALON GROVES, ACCORDING TO THE PLAT THEREOF AS RECORDED IN 

(PER FIRST AMERICAN TITLE COMMITMENT NO. 5011612-2021-2638039)
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RECLAIMED WATER DETAILS

WATER DETAILS

SANITARY SEWER DETAILS

UTILITY NOTES

PAVING & DRAINAGE DETAILS

LIFT STATION DETAILS

LIFT STATION SITE PLAN

AVALON ROAD IMPROVEMENTS

AVALON ROAD UTILITY PLAN & PROFILE

SIGNAGE & STRIPING PLAN

PLAN & PROFILES

LOT & BLOCK GRADING PLANS

OVERALL SITE PLAN

EROSION CONTROL PLAN

EXISTING CONDITIONS PLAN

GENERAL NOTES

COVER SHEET

MARCH 2012

NCG

NPS

N/A

CAN4/FINAL

CAN4cover

1 OF 24

PROJECT NO.

DATE

DESIGNED

CHECKED

SCALE

FILE NAME

SHEET

PHONE: (407) 629-0077

CONTACT: ANAS IQBAL

MAITLAND,  FLORIDA 32751

SUITE 200

151 SOUTHHALL LANE

 

CONTACT: DOUG YOVAISH, P.E.

PHONE: (407) 774-9383

ALTAMONTE SPRINGS, FLORIDA 32714

953 SUNSHINE LANE

YOVAISH ENGINEERING SCIENCES, INC.

HARDSCAPE PLANS

HS 1 - 3 HARDSCAPE PLANS

LANDSCAPE PLANS

LA 1 - 4 LANDSCAPE PLANS



EROSION CONTROL

DEMOLITION AND CLEARING

PAVING,  GRADING & DRAINAGE

13.         Inlet offsets are to the centerlines shown on F.D.O.T. design standards indexes.

16.         All stormwater pipe joints shall be wrapped with filter fabric.

PUBLIC RIGHTS-OF-WAY

UTILITIES

GENERAL

2.       All construction is to be governed by all applicable federal, state and local laws, ordinances, building and safety codes. 

criteria be unclear, for engineer’s interpretation of the more stringent criteria to be used. 

more stringent criteria will apply.  Contractor shall notify the  engineer of record immediately and in writing should the more stringent 

3.       In the event that any standards or specifications as described herein are in conflict with each other, or that shown in the plans, the 

of any material sources indicated on the plans to be informed of the conditions under which  construction is to occur. 

depth, extent or character of  material present. It is the responsibility of the contractor to make a necessary examination of the site  and 

plans and/or specifications contain the results of a soils survey,  the contractor shall not assume the information is a guarantee of the 

Bowyer-Singleton & Associates, Inc. assumes no responsibility for the correctness, completeness, or  accuracy of the report(s). When the 

between information contained in  the report(s) and these plans shall be reported to the engineer and owner immediately and in writing.   

Bowyer-Singleton & Associates, Inc., who has relied upon the referenced  geotechnical report(s) in the preparation of the plans.  Any conflict 

7.       Geotechnical recommendations or recommendations as provided in supplemental reports by others are not the responsibility of 

all of these permits.  A copy of the  permits shall be kept on the construction site and made available for review at all times. 

local entities.  The contractor shall be expected to review and abide  by all the terms, conditions, requirements and limitations set forth in 

8.       The contractor shall obtain from the owner copies of permits for all agencies having jurisdiction,  such as governmental, regulatory or 

Documents." 

permits are hereby incorporated along with the plans by Bowyer- Singleton and Associates, Inc.  as the complete "Site Civil Construction 

9.       The standards and specifications as listed herein, the geotechnical report(s), boundary and  topographic survey(s), and required 

Resources R.A. Gray Building, 500 S.  Bronough St. Tallahassee, Florida 32399-0250. 

immediate notification shall be provided to the owner, the engineer,  and the Bureau of Historical Preservation, Division of Historical 

10.       If items appearing to be historical or archeological artifacts are discovered at any time during  construction within the project limits, 

CONTRACTOR RESPONSIBILITIES

conditions that may effect the successful completion of the job prior to commencement of work.

1.       Contractor shall familiarize himself with the site, including all surface and subsurface conditions, the work required and all other 

construction and notify the engineer immediately. 

these plans and actual field conditions, which would appreciably affect the execution of these plans, the contractor shall stop all 

responsibility to protect the existing features from damage or unscheduled interruption of service. Should a discrepancy arise between 

completeness of the location information provided.  Any inaccuracy or omission in such information shall not relieve the contractor of his 

best information and are provided for the convenience of the contractor. The engineer does not guarantee the accuracy or the 

2.       The location of existing utility services, facilities, and structural features shown on these plans have been determined from the 

the work.  

he shall promptly notify the engineer, in writing, and any necessary changes shall be adjusted, as provided in the agreement for changes in 

conduct of the work, as drawn and specified.  If the contractor observes that the drawings and specifications are at variance therewith, 

3.       The contractor shall give all notices and comply with all laws, ordinances, rules, regulations and permit conditions bearing on the 

has been accepted by the owner.   All disturbed areas shall be returned to equal or better condition. 

4.        The contractor shall be responsible for the maintenance of all landscape buffers, retention and detention facilities until the project 

subcontractors and their agents and employees and other persons performing any of the work under a contract with the contractor.

5.        The contractor shall be responsible to the owner and the engineer for the acts and omissions of contractor’s employees and all his 

material requirements and testing requirements that are specified in the contract, plans, details or specifications. 

6.         All work and furnished materials shall be in reasonable conformity with the lines, grades, grading sections, cross sections, dimensions, 

connected therewith that are encountered in the work in order that such items may be properly supported, protected or located.

facilities such as pavements, tracks, piping, wires, cables, conduits, poles, guys, or other similar facilities, including incidental structures 

carriers, service companies, and corporations owning or controlling roadways, railways, water, sewer, gas, electrical, telephone, and telegraph 

7.         The contractor shall be responsible for making all necessary arrangements with governmental departments, public utilities, public 

in any way to the public. 

effectively prevent accidents at all locations where construction causes an obstruction to the normal flow of traffic or creates a hazard 

for hazards and the control of traffic through the construction zone in conformity with the all agencies having jurisdiction standards to 

8.         Prior to commencing work, the contractor shall furnish, erect and maintain all barricades, lights, warning signs, and pavement markings 

9.         In the event the contractor discovers any errors or omissions in the plans he shall immediately notify the owner or owner’s agent.

equipment.

work.  A special permit will not relieve the contractor of liability for any damage that may result from the moving of materials and 

10.         The contractor shall comply with all legal load restrictions in the hauling of materials on public roads beyond the limits of the 

expense.

monumentation is disturbed, it shall be restored by a Florida licensed surveyor and mapper selected by the owner at the contractor’s 

reference monuments, permanent control points, permanent bench marks, property corners, points or markers.  In the event any 

11.         The contractor shall be responsible for protecting all existing survey monumentation, such as the preservation of all permanent 

access and inspections. 

access to the work site wherever and whenever it is in preparation or progress.  The contractor shall provide proper facilities for such 

12.         The owner, owner’s representatives and inspectors of applicable government agencies having jurisdiction, shall at all times have 

fences, or posting of security guards.  

equipment stored on site are safe and secured from unauthorized access or use.  Such precautions may include installation of signs, 

13.         It is the contractor’s responsibility to take all reasonable and prudent precautions to insure that all completed work, materials and 

and local regulations, ordinances and guidelines pertaining to safe utilization of equipment or materials as published by manufacturer. 

14.         Contractor shall, at all times, utilize all normally accepted and reasonably expected safety practices and comply with all federal, state 

where construction equipment engaged in work enters onto or crosses functioning traffic-carrying roadway. 

15.         Adequate traffic control, signage, barricades and flagman services shall be furnished and maintained by the contractor at all points 

boarded up or substantially enclosed with adequate protection by the contractor at contractor’s expense, protecting work completed.

16.         Those parts of work in place that are subject to damage because of operations being carried on adjacent thereto shall be covered, 

and regulations pertaining to job safety and health.  

regulations now or hereafter in effect under said Act, and the contractor further agrees to comply with any and all applicable state laws 

17.         The contractor shall comply in every respect with the Federal Occupational Health and Safety Act of 1970 and all rules and 

harmless and indemnify owner against any and all such costs or expenses.  

all costs or expenses paid or incurred by owner in taking such action shall be borne by contractor, and contractor agrees to protect, hold 

under this contract, owner may immediately take whatever action is deemed necessary by owner to remedy the claimed violation.  Any and 

safety and health law or regulation arising out of or in any way connected with the performance of work or work to be performed 

severally, and/or their agents and employees.  The contractor further agrees, in the event of a claimed violation of any federal or state 

actions, public or private,  administrative or judicial, including attorney’s fees paid or incurred by or on behalf of  owner, jointly or 

work or work to be performed under this contract, and contractor  shall indemnify owner from any such claims, penalties, suits or 

of any state laws or regulations pertaining to job safety and health arising out of or in any way connected  with the performance of 

resulting from the Federal Occupational Health and Safety Act of 1970 as amended or any rule or regulation promulgated thereunder or 

public or private, penalties, contractual or otherwise, losses, damages, costs, attorney’s fees, expenses, causes of action, claims or judgments 

18.         The contractor shall protect and keep owner (including their agents and employees) free and harmless from any and all liability, 

injury or loss to: 

19.         The contractor shall take all reasonable precautions for the safety of, and shall provide all reasonable protection to prevent damage, 

designated for demolition in the course of construction. utilities not 

Other property at the site or adjacent thereto, including trees, shrubs, lawns walks, pavements, roadway, structures and c.

  

control of the contractor or any of its subcontractors; and   care, custody or 

All the work and all materials and equipment to be incorporated therein, whether in storage on or off the site, under the b.

  

be affected thereby; All employees on the work site and all other persons who may a.

hazards and of the safety regulations. 

warnings against hazards, promulgating safety regulations and notifying owners and users of adjacent utilities of the existence of 

conditions and progress of the work, all reasonable safeguards for safety and protection, including posting danger signs and other 

against damage, injury or loss, or designed to protect the environment.  The contractor shall erect and maintain, as required by existing 

orders of any public, quasi public or other authority having jurisdiction for the safety of persons or property or for their protection 

20.         The contractor shall comply with all applicable safety codes and with all applicable laws, ordinances, rules, regulations and lawful 

properly attributable in whole or in part, to the fault or negligence of the contractor. 

acts or omissions of the owner, or the engineer or anyone employed by them, or for whose acts any of them may be liable, and not 

for whose acts any of them may be liable, shall be remedied by the contractor, except damage or loss properly attributable solely to the 

21.         All damage or loss to any property referred to in herein caused in whole or in part by the contractor, a subcontractor, or by anyone 

thereof. 

or damages to any portion of the work occasioned by any of the above causes before final acceptance and shall bear the expenses 

whether arising from the execution or non-execution of the work.  The contractor shall rebuild, repair, restore and make good all injuries 

damage, loss or expense to any part thereof, or to any materials stored on site, by the action of the elements or from any other cause 

22.         Until final acceptance of the work by owner, the contractor shall have the charge and care of and shall bear the risk of injury or 

23.         The contractor shall be responsible for meeting all inspection criteria and schedules, and signing for said inspections.

consideration. 

operations in relation to the safety and convenience of the traveling public.   Under all circumstances, safety shall be the most important 

the least inconvenience to the public. The contractor shall maintain free and unobstructed movement of vehicular traffic and shall limit their 

24.         The contractor shall control and be responsible for their operations and those of their subcontractors and all suppliers, to assure 

work, or at anytime due to defective work or materials. 

during the execution of the work, resulting from any act, omission, neglect, or misconduct in their manner or method of executing the 

preservation of all public and private property.  The contractor shall be responsible for all damage or injury to property of any character, 

25.         The contractor shall familiarize himself with the policies and guidelines established by all agencies having jurisdiction for the 

plans or specifications. 

the lines, grades or grading sections established for this project, except where such excavation or removal is provided for in the contract, 

26.         The contractor shall not excavate, remove, or otherwise disturb any material, structure or part of a structure which is located outside 

to construct what is shown on the plans.

and actual shown in plan view is to be brought to the engineer’s attention by the contractor prior to bidding.  It is the engineer’s intention 

27.           The contractor should verify the quantities and lengths of materials shown on the plans.  Any discrepancy between material callouts 

necessary corrections that may subsequently arise.

brought to the engineer’s attention.  Failure to do so and to continue construction shall make the contractor responsible for all errors and 

28.         Any discrepancy between the dimensions and measurements shown on the plans and the actual field conditions shall immediately be 

1.         The contractor shall comply with all federal, state and local laws and all regulations controlling pollution of the environment.

minimum erosion control criteria.

addition to meeting EPA/FDEP NPDES criteria, the SWPPP shall be submitted to and comply with local agency having jurisdiction’s 

criteria to minimize erosion and insure proper functioning of storm water management system upon completion of construction. In 

2.         The contractor shall develop and implement a stormwater pollution prevention plan (SWPPP) according to EPA/FDEP NPDES 

requirements 48 hours prior to beginning construction, clearing, or demolition.

4.         The owner and/or contractor shall provide a notice of intent in accordance with criteria set forth in the NPDES permit 

Transportation standards specifications for road and bridge construction, latest edition.   (F.D.O.T. Section 104)

5.         Provide effective temporary and permanent erosion control following the requirements in Section 104 of the State Dept. of 

of the throat of curb inlets, during construction.

operation that may cause sediment runoff.  Filter fabric shall be placed and maintained under the grate and filter socks placed in front 

6.         Inlets and catch basins shall be protected from sedimentation resulting from surface runoff until completion of all construction 

stabilized and vegetation has been established. 

receiving water body exists due to construction. Turbidity barriers shall remain in place until construction is completed, soils are 

7.         Turbidity barriers must be installed at all locations where the possibility of transferring sediments and suspended solids into the 

 

work outside the limits of construction.

contractor shall not perform any 1.         Prior to construction, the contractor shall clearly designate the limits of construction on-site.  The 

 

in the field.

whether shown in the plans or designated 2.         The contractor shall be extremely cautious when working near trees that are to be saved, 

3.         All practical and necessary effort shall be taken during construction to prevent unnecessary tree removal.

direction of the landscape architect to minimize the potentially adverse impacts of construction.

proposed improvements such as utilities, will require the advanced pre-treatment of each impacted tree by a qualified arborist or at the 

4.         Any proposed cut or fill material to be removed or placed within the drip line of specimen trees to remain, including trenching for 

trees to remain within the limits of construction.

5.         Tree protection barricades or equivalent protective measures will be constructed according to the local jurisdiction’s criteria for 

of fill.   The geotechnical engineer shall approve the area prior to the placement of fill.

placing of fill material, the entire area upon which fill is to be placed, shall be scarified in a direction approximately parallel to the axis 

of grass, decayed vegetation matter, rubbish and any other deleterious material before embankment is placed.  Immediately prior to the 

6.         In areas requiring fill material, the contractor shall strip or otherwise remove all vegetation such as brush, heavy sods, heavy growth 

facilities prior to the commencement of other work included in these plans.

1.         The contractor shall perform all work pertaining to drainage including excavation of stormwater management ponds or equivalent 

and the plans shall be reported to the engineer immediately and in writing.

vertical,  including minimum building setbacks prior to the installation of any improvement. Any discrepancy between platted information 

It is the contractor’s responsibility to completely stake and check all improvements to insure correct positioning,  both horizontal and 

prior to any construction. If a plat does not exist,  contractor is to verify use of the survey for layout with engineer prior to starting work.  

2.         The contractor shall stake all improvements using the record plat.  The contractor shall verify with the engineer that the plat is correct 

prevented.

shall install fences and take all other reasonable and prudent  steps to insure that access to excavation by unauthorized personnel is 

3.         Prior to initiating any excavation (including but not limited to tunnels,  ditches,  storm water ponds,   canals,  artificial lakes) contractor 

minimum suggested sections as outlined in the soils report’s recommendations,  unless otherwise noted.

6.         Construction of roadways shall meet the minimum standards and specifications of the local agency(s) having jurisdiction and the 

elevations as designed within the construction documents.

7.         The contractor is responsible for removing any excess cuts or supplying fill as necessary to grade the site to the proposed 

the specified compaction is maintained and all deleterious materials have been removed.

The proof-rolling and compaction operations shall be inspected and tested by a Florida licensed geotechnical engineer to assure that 

9.         After the roadway has been constructed to subgrade,  it shall be proof-rolled to assure that proper compaction has been attained. 

responsibility of the contractor to insure that sufficient geotechnical testing and design has been performed prior to construction.

all headwall/endwall footings,  retaining wall footings,  and in general,   any footing support described on these plans.   It will also be the 

10.         The contractor shall insure that a minimum soil density of 98% compaction is achieved unless otherwise noted for placement of 

11.         Blue reflective pavement markers shall be placed in the center of the driving lane opposite each fire hydrant.

pipe lengths must be adjusted.

12.         Storm pipe lengths shown on the plans include mitered end sections.   If the contractor elects to use an approved alternate,   the 

prior to paving so that a solution or recommendation for correction may be made.

driving surface while maintaining positive drainage.  If an area of poor drainage is observed,   the contractor shall notify the engineer 

14.         The contractor is responsible for paving all roadways to drain positively. Intersections shall be transitioned to provide a smooth 

jurisdictions responsible for such right-of-way.

2.          Prior to performing any work within any public or utility right-of-way,  contractor shall obtain  authorization and permit from all 

elevation.  The contractor shall notify the engineer of any and all conflicts prior to beginning construction. 

1.          The existing utilities shown are approximate.  The contractor shall field locate all existing utilities as to size,  location,  and 

the Sunshine State One-Call of Florida.

caused by the involved utilities shall be incidental to the contract.  The contractor shall conform to Florida Statute Chapter 556 and 

construction and the contractor shall cooperate with the utility providers during relocation operations.  Any delay or inconvenience 

whether shown on these plans or field located. The respective utility providers shall relocate utilities that interfere with the proposed 

clarification of activity regarding said utility. The contractor shall use extreme caution when crossing an underground utility,  

construction and notifying the involved utility providers to make any necessary arrangements for relocation,  disruption of service,  or 

2.          The contractor shall be responsible for locating and verifying size, type, location, and elevation of all existing utilities prior to 

through the entire duration of construction.

72 hours prior to start of work.  Contractor is responsible for continual maintenance of all utility locates,  flags,  marking,  et cetera 

3.          Contractor shall notify all utility owners and the Sunshine Underground Utilities Notification Center at 1-800-432-4770 at least 

as a result of the power service provider’s design and respective installation locations.

sleeves, conduits, poles, transformers, and other required equipment.   It is the owner’s responsibility to acquire any necessary easements 

said power service provider to insure proper construction phasing is achieved,  and to allow the installation of street crossings, 

5.          The power distribution system shall be designed and installed by the power service provider.  The contractor shall coordinate with 

construction plans not correspond with building architectural or plumbing plans the contractor shall notify the engineer immediately.

utilities for location, alignment and elevation(s) for each service to the building(s).  Should utility service laterals shown on the site civil 

construction,  the contractor shall review building architectural and plumbing plans to verify proper continuation of the proposed 

4.          Utility services to the proposed building(s) shall terminate 5 feet outside of the building unless otherwise noted.  Prior to 

necessary easements as a result of the service providers’ designs and respective installation locations.

the installation of street crossings,  sleeves,  conduits, poles,  and other required equipment.  It is the owner’s responsibility to acquire any 

The contractor shall coordinate with said service provider to insure proper construction phasing is achieved,  conflict free,  and to allow 

6.          The telephone, cable TV, data, and/or communication systems shall be designed and installed by their respective service provider.  

various utilities.

utilities and their minimum criteria as set forth therein for items such as maintaining the minimum separation distances between the 

7.          It is the contractor’s responsibility to properly coordinate the final designs and subsequent installations of all service providers’  

density.

of the modified proctor maximum density;  all other utility trenches shall be compacted to 95% of the modified proctor maximum 

8.          Unless otherwise noted, the top 24 inches of all utility trenches within roadways in maximum 12" lifts, shall be compacted to 98% 

of 48 hours prior to starting any utilities construction. 

9.          The contractor shall notify the applicable utilities construction department for the corresponding local utility provided a minimum 

 

minimum 5-inch wall thickness.

structures shall be constructed with a 4.         All drainage structures are to be traffic bearing unless otherwise noted.   All precast circular 

instructions should the intent of the plans be unclear. make any and all required interpretations of the plans or give supplementary 

positively in the area of intersections.  It is the contractor’s responsibility to accomplish the above and consult the engineer as needed to 

based upon in order to accomplish the intent of the plans.  In addition,  the standard crown will have to be changed in order to drain 

intersections may require minor local field adjustments should actual conditions vary from the surveyed information the design was 

no sharp breaks in grade,  and no unusually steep or reverse cross slopes.  Approaches to intersections and entrance and exit grades to 

shown by the proposed grades and flow arrows on the plans and to provide a smoothly transitioned driving surface for vehicles with 

5.         All proposed paving surfaces in intersections and adjacent existing sections shall be graded to drain positively in the direction 

within 48 hours of its discovery and complete sinkhole repair within 10 days of such discovery using a district approved methodology.

water management district and local agency having jurisdiction of any sinkhole development in the surface water management system 

year.   The permitee must report any sinkhole that develops within the surface water management system.   The permitee must notify the 

completed forms must be sent to the water management district and the local agency having jurisdiction annually by May 31st. of each 

sinkholes and document these inspections on water management district condition compliance form number EN-33.   Two copies of the 

remedial action will be required.  The permitee must inspect all permitted surface water management basins monthly for the occurrence of 

construction,  excavation of the basin must be halted immediately,  the owner,  engineer,  and water management district must be notified,  and 

8.         If limestone bedrock is encountered during excavation of the retention basins or a sinkhole or solution cavity forms during 

15.         All reinforced concrete pipe (R.C.P.) shall be minimum Class III ,  unless otherwise approved or noted on the plans or specifications.

and coordinated with the FDOT through the local maintenance office for each district.

county) Director of Public Works and the jurisdiction’s engineer.   In addition, any work within a state road right-of-way must be approved 

1.         The contractor shall coordinate all work within public rights-of-way with the respective local agency(s) having jurisdiction (city or 

Florida Department Of Transportation design standards.

"Manual On Uniform Traffic Control Devices" published by the U.S. Department of Transportation, Federal Highway Administration and the 

the local agency having jurisdiction over said ROW for their approval.  This plan must meet the minimum requirements as outlined in the 

3.          Prior to performing any work within any public right-of-way, contractor shall develop and submit a maintenance of traffic plan to 

contractor shall perform internal video inspection for the gravity sewer to check pipe alignment and deflection.

10.          Pipe alignment,  deflection,  and integrity testing shall be performed by the ’lamping’ method and utilizing video inspection.   The 

issuance of permits.

owner’s representative and by NPDES inspectors.  This permit must be submitted to City of Orlando by the contractor prior to the 

controls taken and shall document all corrective measures. A copy of the approved SWPPP shall be kept on site at all times for review by 

required to fully comply with the intent of this specification. Contractor shall provide continuous monitoring of erosion and sediment 

provision through out the life of construction. Contractor shall provide hay bales, silt barriers, murafi filters, temporary grassing, etc., as 

be made to preserve the integrity and capacity of check weirs, sediment basins, slope drains, grading patterns, etc. Required to meet this 

completed and accepted. Contractor shall provide routine maintenance on temporary erosion control features at his expense. Provision must 

the volume and amount as those that exist prior to commencement of construction. This condition must be satisfied until project is fully 

3.         Contractor shall execute all measures necessary to limit the transportation of sediments outside the limits of the project to 

8.         All slopes 5:1 or greater shall be sodded.  All pond slopes and rights-of-way shall be sodded.

days of no construction activites.

9.         In accordance with FDEP and Water Management District permits, all disturbed areas shall be seeded and mulched within 7 

on private property will require an FIR permit and full compliance with NFPA 24. [City Fire Code, Section 24.13(t)(13)].

distribution, color coding, and needed fire flow minimus as specified in City Fire Code, Underground main and fire hydrant installations 

purveyor’s standards for underground components and connections.   However, hydrants must be in compliance with hydrant spacing, location, 

a right-of-way or recorded easement and owned/installed/maintained by the water purveyor, we will only require installation to the water 

fire hydrants and/or fire protection systems prior to any installation.  If the water distribution system and fire hydrants are located in 

13.         Underground main contractor must apply for a Fire permit for the installation or modification of any underground mains serving 

12.         Maximum spacing of fire hydrants is 500’ in accordance with City Code 24.30 (f)(l).

11.          All fire hydrants and apparatus must comply with FFPC Section 3-5.6 and Section 3-7.1 when applicable.

UTILITY PROVIDERS:

Gas:

Cable:

Telephone:

Electric:

Solid Waste:

Sanitary Sewer:

Reclaimed Water:

Water:

-----------------

-------------------------

----------

------------

----------------------

--------------------

--------------------------

----------------------------

4.       These plans were based on the boundary and topographic survey by Bowyer-Singleton & Associates,  Inc.

"Manual On Uniform Traffic Control Devices" (MUTCD) published by the U.S. Department of Transportation, Federal Highway Administration 

Americans with Disabilities Act (ADA) by U.S. Department Of Justice 

Florida Department Of Transportation (FDOT)

Florida Department Of Environmental Protection (FDEP)

St.  John’s River Water Management District (SJRWMD)

Orange County

City of Winter Garden

standards and specifications as well as the latest editions of all other applicable specifications & standards: 

1.       Unless otherwise specified, all construction shall be performed consistent with the most recent publication of the following codes, 

as a railroad spike in the east face of power pole no. 924717, having an elevaiton of 152.267 (NAVD 88).

5.       Elevations shown are based on Orange County county datum, as derived by from Orange County Benchmark No. 2186.,  described 

TECO Peoples’ Gas (407) 629-1010

Brighthouse Networks (407) 291-2500

Embarq (407) 862-8400

Progress Energy (407) 629-1010

City of Winter Garden (407) 656-4111 ext. 2010

City of Winter Garden

City of Winter Garden / Conserv II

City of Winter Garden
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64720

Florida Reg. Number

Nicole Petersen Stalder

recommendations. 

responsibility to obtain a copy all  supplemental reports for this project from the owner and to follow the supplemental reports’  

the report(s), and comply with all recommendations made in the report(s)  specifically for soil preparation on the site.  It is the contractor’s 

responsibility to acquire a copy of the report(s) from the geotechnical engineer, familiarize themselves with the  conditions as described in 

Engineering Sciences,  Inc. / 953 Sunshine Lane / Altamonte Springs,  Florida 32714 / Phone: (407) 774-9383.  It is the contractor’s 

6.       These plans were based on the geotechnical report(s) Project No.  11-E1760.01 & 11-E1755.03 / Douglas Yovaish,  P.E. / Yovaish 



16.       All fasteners shall be manufactured of non-corrosive materials.

19.       Contractor shall paint the hydrants according to fire department requirements.

20.       Where applicable fire hydrants shall be installed within the ROW.

12.       Pipe measurements shall be center to center of fittings or valves. 

SANITARY GRAVITY & FORCE MAINS

Minimum slope allowed for sanitary sewer pipe is 0.40%.4.

PVC pipe and fittings 4-inches through 15-inches shall conform to ASTM D3034,  SDR35 or 26.5.

PVC pipe and fittings 18-inches through 27-inches shall conform to ASTM F679-T1,  SDR35.6.

PVC pipe and fittings shall be solid green in color. 7.

HAZARDOUS MATERIALS

PRE-CONSTRUCTION

Final observation

Pre-final observation

Asphalt placement

Base observation & sounding

Bacteriological sampling

Water and force main pressure tests

Inlet top pours (reinforcing steel check)

Storm drainage lamping

Connections to existing systems

Sanitary sewer lamping and video inspection

RECORD DRAWINGS & CERTIFICATION

1.     All PVC watermains 2" or less shall be SDR21 (200 psi) unless otherwise noted.

POTABLE WATER

PER FDEP

WATER LINE CONSTRUCTION NOTES

predominant color to differentiate drinking water from other water lines.

larger shall comply with AWWA C905 DR25.   All water mains shall bear the NSF logo and shall be color-coded or marked using blue as a 

2.       Water mains shall comply with AWWA standards.   All PVC pipe 3 to 12 inches shall be AWWA C900 DR18;  all PVC pipe 14 inches and 

and larger shall be pressure Class 250.

class 350 per ANSI/AWWA shall be supplied.  Dip sizes up to 12 inches in diameter shall be pressure Class 350. Dip sizes 14 inches 

3.       Where ductile iron pipe is required for water mains, it shall conform to ANSI/AWWA A21.51.  A minimum thickness for pressure 

approved equivalent mechanical devices.

C153/A21.53 and epoxy coated exterior,  unless noted otherwise.  .These fittings shall incorporate restraining rings,  mega-lugs or other 

water main fittings shall be DIP for all 3" thru 12" PVC and DIP water mains conforming to the requirements of ANSI/AWWA 

system,  shall comply with the minimum material standards,  ratings and classifications established by the respective utility provider.  All 

4.       All water main fittings,  valves,  restraints,  couplings,  pipe,  and in general,  those materials required for installing the water supply 

5.       Ductile iron pipe and fittings shall have a cement mortar interior lining conforming to the requirements of ANSI/AWWA C104/A21.4.

for details.

6.       Valves for potable and raw water mains shall be ductile iron (D.I.) epoxy coated gate valves or butterfly valves. See specifications 

and ASTM Standard D3350, D2837 PE 3408.

7.       All polyethylene pressure pipe and fittings 4-inch and larger shall conform to AWWA Standard C906-99 (DR11) Pressure Class 160 

3408.

8.       All polyethylene pipes for service tubing shall conform to AWWA Standard C901 (DR9) Pressure Class 200 and Standard D2737 PE 

9.       All pipe and polyethylene service tubing shall bear the National Sanitation Foundation (NSF) seal of approval for potable water service.

D2466 and D2855.

D2464.  Unthreaded pipe and fittings shall be Sch. 40 with solvent-cemented joints.  Cemented joints and fittings shall comply with ASTM 

10.       PVC pipe less than 2-inches shall conform to ASTM D1785.  Threaded pipe and fittings shall be Sch. 80 and conform to ASTM 

and a water pressure rating of 200 psi.

11.       2", 2�" and 3" PVC pipe shall conform to ASTM D2241.  Pipe shall be furnished in 20-foot lengths,  shall have dimension ratio (DR21) 

pressure testing of all pressure piping systems,  ancillary to the work.

13.       Contractor shall provide temporary thrust restraints,  bracing,  test plugs and/or other devices necessary to successfully complete 

8.4.2.

14.     Automatic air relase/vacuum air release valves for underground instillation shall conform with   62-555.320(21)(b)FAC & RSWW 

otherwise.

15.       All buried piping specified for pressure service shall be provided with restraining devices at all directional changes,  unless noted 

verify all the limits of rights-of-way and easements in order to avoid encroachments.

17.       Locations and dimensions of existing rights-of-way and easements are based on the best available information.  The contractor shall 

etc.

or damaged by the utility construction or its related activities for items such as but not limited to,  paving,  stabilized earth,  driveways,  

18.       The contractor shall repair or replace with equal materials in kind or as directed by the owner or inspector any items disturbed 

a boil water notice is required to be issued by the utility supplying the water. 

The method of connection to the existing active main should be chosen to encsure that the pressure does not drop below 20psi otherwise 

"Recommended Practice forBackflow Prevention And Cross Connection Control" (latest editions) as incorperated in rule 62-555-330 FAC. 

21.       Proper backflow prevention assemblies shall be provided in accordance with Rule 62-555.360,  F.A.C. and AWWA Manual M14,  

and verify the results as passing prior to submittal to the engineer.

residual CL levels shall be submitted to the engineer within 4 days from the day of sample.   It is the contractor’s responsibility to review 

the water distribution system (if permit is required).  Documentation of the minimum testing results such as bacteriological reports with 

specified by their minimum standards and as outlined in the Florida Department Of Environmental Protection permit for construction of 

22.       Contractor shall coordinate with agency having jurisdiction and water service provider to have water samples taken at locations as 

consecutive days shall be approved prior to placing system into service. 

at 150 psi for 2 hours per AWWA C600.  All new mains shall be disinfected per AWWA Standard C651.  Bacteriological tests for 2 

testing for PVC mains shall be 150 psi for minimum of 2 hours and meet AWWA Standard C605/M23.  Ductile iron mains shall be tested 

23.       All water mains shall be hydrostatically tested and disinfected in accordance with AWWA Standards,  latest revisions. Hydrostatic 

Main Buried Below". The tape shall have an embedded metallic detectable strip and be blue in color for potable water. 

installed during the backfilling 6 to 12 inches below finish grade directly over the pipe and be continuously marked with "Caution - Water 

24.       All water mains shall have an "Early Warning" protection tape installed continuously along the entire length.  The protection tape shall be 

prior to procurement.

25.       The contractor shall submit shop drawings on all equipment and materials for approval to the engineer and water service provider 

American Water Works Association (AWWA) standards.

1.    All pipe,  pipe fittings,  pipe joint packing and jointing materials,  valves,  fire hydrants,  and meters installed will confirm to applicable 

requirements referenced in paragraph 62-55.320 (3)(b),  F.A.C.

will conform to NSF International Standard 61 as adopted in Rule 62-555.335,  F.A.C.,  or other applicable standards,  regulations,  or 

2.       All public water system components,  excluding fire hydrants,  that will be installed and that will come into contact with drinking water 

no more than 0.2% lead. 

3.       All pipe and pipe fittings installed will contain no more than 8.0% lead,  and any solder or flux used in this project will contain 

pipe.  Aboveground pipe will be painted blue or will be color-coded or marked like underground pipe.)

of 24 inches or greater,  tape or paint will be applied in continuous lines along each side of the pipe as well as along the top of the 

continuous line that runs parallel to the axis of the pipe and that is located along the top of the pipe; for pipe with an internal diameter 

installation of the pipe.  If tape or paint is used to stripe pipe during installation of the pipe,  the tape or paint will be applied in a 

axis of the pipe,  that are located at no greater than 90-degree intervals around the pipe,  and that will remain intact during and after 

blue stripes applied to the pipe wall.  Pipe striped during manufacturing of the pipe will have continuous stripes that run parallel to the 

will be white or black pipe with blue stripes incorporated into,  or applied to,  the pipe wall;  underground metal or concrete pipe will have 

using blue as a predominant color.  (Underground plastic pipe will be solid-wall blue pipe,  will have a co-extruded blue external skin,  or 

4.       All pipe and pipe fittings installed will be color-coded or marked in accordance with subparagraph 62-555.320 (21)(b) 3,  F.A.C.,  

proposed "on-site sewage treatment and disposal system". 

pipeline conveying reclaimed water not regulated under Part III of Chapter 62-10,  F.A.C.; and at least ten feet from any existing or 

sanitary sewer;  at least six feet from any existing or proposed gravity- or pressure-type sanitary sewer,  wastewater force main,  or 

sewer,  stormwater force main,  pipeline conveying reclaimed water regulated under Part III of Chapter 62-610,  F.A.C.,  or vacuum-type 

5.       All fire hydrants that have unplugged,  underground drains will be located at least three feet from any existing or proposed storm 

project will not be connected directly to any sanitary or storm sewer. 

appurtenances will not be connected directly to any sanitary or storm sewer,  and blow-offs or air relief valves installed under this 

6.       New or altered chambers,  pits,  or manholes that contain valves,  blow-offs,  meters,  or other such water distribution systems 

recommended procedures.

7.       New or altered water mains will be installed in accordance with applicable AWWA standards or in accordance with manufacturers’ 

in trenches will be removed for a depth of at least six inches below the bottom of underground pipe. 

unsuitably sized stones (as described in applicable AWWA standards or manufacturer’s recommended installation procedures) found 

layers around underground pipe installed and to a sufficient height above the pipe to adequately support and protect the pipe;  and 

8.       A continuous and uniform bedding will be provided in trenches for underground pipe installed;  backfill material will be tamped in 

9.       All water main tees,  bends,  plugs,  and hydrants installed will be provided with restrained joints to prevent movement. 

62-555.330 FAC. 

mains included in this project will be pressure and leakage tested in accordance with AWWA Standard C600 as incorporated into Rule 

with AWWA Standard C603 Or C605,  respectively,  as incorporated into Rule 62-555.330,  F.A.C.,  and all other new or altered water 

10.       Water mains that are constructed of asbestos-cement or polyvinyl chloride pipe will be pressure and leakage tested in accordance 

62-555.340,  F.A.C. 

that have an inside diameter of three inches or greater,  will be disinfected and bacteriologically evaluated in accordance with Rule 

11.       Water mains,  including fire hydrant leads and including service lines that will be under the control of a public water system and 

between the outside of the water main and the outside of any existing or proposed vacuum-type sanitary-sewer. 

New or relocated, underground water mains shall be laid to to provide a horizontal distance of at least three feet, and preferably ten feet, 

above the other pipeline.  

the bottom of the water main is laid at least six inches above the top of the sewer.    However,  it is preferable to lay the water main 

The minimum horizontal separation distance between water mains and gravity-type sanitary sewers shall be reduced to three feet where 

wastewater force main,  or pipeline conveying reclaimed water not regulated under Part III of Chapter 62-610,  F.A.C.  

feet,  between the outside of the water main and the outside of any existing or proposed gravity- or pressure-type sanitary sewer,  

12.       New or relocated,  underground water mains shall be laid to provide a horizontal distance of at least six feet,  and preferably ten 

the other pipeline. However,  it is preferable to lay the water main above the other pipeline.  

sewer will be laid so the outside of the water main is at least six inches above the other pipeline or at least 12 inches above or below 

New or relocated,  underground water mains that will cross any existing or proposed gravity- or vacuum-type sanitary sewer or storm 

or below the outside of the other pipeline.  However, it is preferable to lay the water main above the other pipeline.

stormwater force main,  or pipeline conveying reclaimed water shall be laid so the outside of the water main is at least 12 inches above 

13.     New or relocated,  underground water mains crossing any existing or proposed pressure-type sanitary sewer,  wastewater or 

sanitary sewers,  wastewater force mains or pipelines conveying reclaimed water not regulated under Part III of Chapter 62-610,  F.A.C.

reclaimed water regulated under Part III of Chapter 62-610,  F.A.C.,  and at least six feet from all joints in gravity-or pressure-type 

all water main joints are at least three feet from all joints in vacuum-type sanitary sewers, stormwater forcemains or pipelines conveying 

water main joints will be as far as possible from the other pipeline. Alternatively,  at such crossings, the pipes shall be arranged so that 

14.       At the utility crossings described above,  one full length of water main pipe shall be centered above or below the other pipeline so the 

5 minutes and shall not exceed 400 feet in length and shall be tested between adjacent manholes and shall include all laterals.

Leakage tests for the sanitary sewer system shall meet provider’s specifications using the low pressure air test method,  5 psi for 2.

ASTM A746 for installation with trench type II,  or in accordance with ANSI/AWWA C150/A21.50 and ANSI/AWWA C151/A21.51.

Ductile iron pipe for gravity or non-pressure service shall be designed in accordance with and conforming to the requirements of 8.

compact ductile iron fittings.

Ductile iron fittings for use in gravity or non-pressure service shall conform to the requirements of ANSI/AWWA C153/A21.53,  9.

a ceramic epoxy coating.  Refer to specifications for details.

Ductile iron pipe and fittings for gravity or non-pressure service shall have an interior lining consisting of a minimum 40 mils of 10.

procurement.

The contractor shall submit shop drawings on all equipment and materials for approval by the engineer and service provider prior to 12.

Pipe measurements on the main "trunk" sewer shall be from center to center of manholes or cleanouts,  unless otherwise noted.13.

property line shall be measured and recorded on the record drawings.

Pipe measurements for service laterals shall be from the main "trunk" sewer to the property line.  The depth of the lateral at the 14.

provider for review a written schedule as to the method and duration of flow interruption.

For a scheduled interruption of sanitary sewer main flow,  the contractor shall provide to the agency having jurisdiction and service 15.

fittings and/or septic tanker truck pumping,  hauling and disposal services.

equipment necessary to accomplish the same in the form of,  but not limited to,  the following:  power,  pumps,  piping,  appurtenant valves and 

During normal sanitary sewer main flow interruption,  the contractor shall provide uninterrupted by-pass flow and shall provide all 16.

engineer for review and approval prior to final inspection by service provider’s authorized representative.

Contractor shall pay for inspection of the gravity sewer line by a TV camera system.  A VHS tape and report shall be submitted to 17.

insulation.

contains polychlorinated biphenyls (PCBS),  asbestos,  lead or urea formaldehyde foam fuel or other petroleum hydrocarbons,  or (f) which 

poses or threatens to pose a hazard to the health or safety of persons on or about the premises,  or (e) which contains gasoline,  diesel 

(d) The presence of which on the premises causes or threatens to cause a nuisance upon the premises or to adjacent properties or 

 

premises are located or any political subdivision thereof,  or 

governmental authority,  agency,  department,  commission,  board,  agency or instrumentality of the United States,  the state in which the 

toxic,  explosive,  corrosive,  flammable,  infectious,  radioactive,  carcinogenic,  mutagenic,  or otherwise  hazardous and is regulated by any 

(42 U.S.C. Sections 9601 et seq.) and/or the Resource Conservation and Recovery Act (42 U.S.C. Sections 6901 et seq.),  or (c) which is 

ordinance or amendments thereto including,  without limitation,  the Comprehensive  Environmental Response Compensation and Liability Act 

"hazardous waste,"   "hazardous substance,"  pollutant or contaminant under any present federal,  state or local statute,  regulation,  rule or 

state or local statute, regulation, ordinance,  rule, code,  order,  action,  policy or common law,  or (b) which is or becomes defined as a 

Hazardous material means any substance:  (a) the presence of which requires investigation or remediation under any present federal, 1.

regulations,  rules,  ordinances,  codes,  and rules of common law.

compliance with all present federal,   state and local environmental,  health or safety law,  including,  but not limited to,  all  such statutes,  

Contractor and its subcontractors shall use,  handle,  transport,  and dispose of all hazardous materials (as defined herein) in 2.

effect of such spill on persons or property..

contractor shall notify the appropriate governmental agency and shall take such action as  may be necessary to minimize the deleterious 

hazardous material created by its work on or  about the job site.  In the event of any spill,  release or any other reportable occurrence,   

Contractor further agrees that contractor and its subcontractors shall not cause the  discharge,  release or disposal of any 3.

the parties of this contract,  for the compliance of contractor and its subcontractors  with the provisions as outlined herein.

materials,  and waste containing any hazardous  material from the job site.  Contractor shall bear full financial responsibility,  as  between 

 Contractor and its subcontractors shall,  upon completion of performance of all duties  under this contract,  remove all supplies,  4.

to comply with the terms as described herein.

of or in any way  connected with the failure of contractor or its subcontractors,  or their agents,  employees,   officers,  or representatives,  

limitation,  actual attorney’s fees and any costs of investigation,   soils testing,  governmental approvals,  remediation and cleanup arising out 

Contractor agrees to indemnify,  defend,  protect and hold the owner harmless from and against  any claims including,  without 5. 

minimize the deleterious effect of such spill on persons,  property or the environment.

reportable occurrence,   contractor shall notify the appropriate governmental agency(s) and shall take such action as may be  necessary to 

violation of this paragraph,  contractor shall immediately inform  the owner in writing.   In the event of any spill,  release or any other 

6.    Should contractor or its subcontractors discharge,  release or dispose of any hazardous material  on or about the job site in 

shall immediately stop work in  the area affected and report the condition to the owner in writing.

of any kind,  that may contain a hazardous material,  or encounter  material reasonably believed to be a hazardous material,  contractor 

7.    In the event contractor or its subcontractors encounter on the premises any pipeline,  underground  storage tank or other container,  

period specified by any governmental agency,  whichever period is shorter,  contractor  shall be in material default of this contract.

within twenty-four  (24) hours from the time owner issues such written notice of noncompliance or within the time of an abatement 

written notice of violation to contractor.  Should contractor or its subcontractors fail to comply with the requirements of the paragraph 

8.     If contractor or its subcontractors do not comply with the requirements as outlined herein,  owner  may,  but is not obligated to,  give 

protection of groundwater and soil resources.

9.    All areas used for fuel storage shall have the property owner’s prior approval and appropriate measures shall be taken to insure 

 

and observation activities:4.     The contractor shall provide the engineer 48-hour advance notification for the following construction 

the pre-construction meeting’s time,  date and location to the owner and engineer of record a minimum of 48 hours prior to. 

having jurisdiction (e.g. city or county) prior to any disturbance of land,  clearing or demolition.  Contractor must provide written notice of 

1.     Contractor shall attend a mandatory pre-construction meeting with the engineer of record and applicable staff of the local agency 

related costs.

of the defective work,  including costs of repeated procedures,  compensation  for engineer’s and design engineer’s services and other 

associated costs and the owner shall  be entitled to deduct from the contract price,  by issuing a change order,  owner’s costs  arising out 

2.     If any testing,  inspection or approval under this paragraph reveal defective work,   contractor shall not be allowed to receive any 

construction.

are required.  The contractor shall submit shop drawings to the engineer for approval prior to ordering the materials required for 

3.     Shop drawings and certifications for all storm drainage,  water system,  sewer system,   and paving system materials and structures 

submittals.

produce as-built record drawings that substantially comply with or exceed these requirements,  including any required electronic data 

agency having jurisdiction (such as the city or county) and/or utility service provider,  familiarize themselves with these requirements,  and 

1.     Prior to construction,  the contractor will obtain a copy of the minimum requirements for as-built record drawing acceptance for the 

Code,  pursuant to Section 472.027 Florida Statutes. 

meet the minimal technical standards set forth by the Florida Board of Surveyor’s and Mappers in Charter 61G17-6,  Florida Administrative 

2.    As-built drawings shall be accurately recorded and certified by a licensed land surveyor registered in the State of Florida and shall 

acceptable tolerances to the approved design and shall include but is not limited to the following: 

3.     The contractor will be responsible to provide sufficient as-built information to convey that the construction has been completed within 

(minimum two point ties).

not visible from the surface 6.  Locate with measurements from permanent visible objects all fittings/accessories 

from the main line.5.  Locate all service wyes from downstream manhole with depth at lot line and distance 

4.  Actual grade of pipe between manholes.

3.  Length of each run of main between manholes (center to center).

2.  Invert of each line entering and leaving each manhole/structure.

1.   Top elevation of each manhole frame and cover.

Sanitary sewer

6.  Underdrains

stub-outs.5.  Invert elevation and two horizontal ties from permanent visible objects to all storm 

4.  Actual grade of pipe between the structures.

3.  Inverts of all mitered end sections.

2.  Invert of each line entering and leaving each structure,  including underdrain pipes.

(headwalls,  control structures,  etc.).1.   Top elevation of each manhole frame and cover/grate as well as all other structures 

Storm drainage

the work to be certified.

engineer two weeks prior to final inspection of Building(s), sidewalks, pavement, curb & gutter.  Submit certified drawings to the 

Other improvements

3.  List the depths of the lines at all valves,  fittings and fire hydrants.

point ties).

not visible from the surface (minimum two 2.  Locate with measurements from permanent visible objects all fittings/accessories 

1.    Actual lengths of pipe between branches and valves in the run.

Water and reuse system and force mains

exposed according to the criteria outlined herein.

4.     The engineer strongly recommends that the contractor keep a daily "as-built" set of drawings while the work being done is visible 

nearest distance to the centerline of road.

upgrades. All water main and force main pipe fittings shall be referenced to at least two visible reference points (swing ties) and the 

6.    Final  "as-built" drawings for potable water shall clearly indicate compliance to minimum separation distances or required pipe 

construction to Bowyer-Singleton & Associates, Inc. 

7.    The contractor’s geotechnical engineer shall certify all site,  utility,  and roadway compaction and all underdrain and pavement 

maximum 500 feet spacing.

8.     All PVC water mains and PVC force mains shall be installed with a solid copper "locating wire" with sufficient grounding points at 

CITY OF WINTER GARDEN GENERAL CONDITIONS

improvements have been constructed in accordance with the plans and specifications.

5.     The engineer reserves the right to require the contractor to uncover,  retest and/or perform any action necessary to ensure that the 

the building permit.

fees prior to construction. Inspection fees in the amount of 2.25% of the cost of all site improvements shall be paid prior to issuance of 

provide an erosion control and street lighting plan at the preconstruction meeting and shall pay all engineering review and inspection 

6.       After final plan approval, a preconstruction meeting will be required prior to any commencement of construction. The applicant shall 

other agencies that may have jurisdiction.

is granted by the City of Winter Garden, it does not waive any permits that may be required by federal, state, regional, county, municipal or 

shall adhere to the City of Winter Garden erosion and sediment control requirements as contained in Chapter 106 - Stormwater. If approval 

problems, the City will not be responsible and any corrective measures required will be the responsibility of the Owner. Site construction 

Owner/Developer’s responsibility. Should the flow of stormwater runoff from, or onto adjacent properties be unreasonable or cause 

owned by others. Obtaining permission, easements or other approvals that may be required to drain onto private property is the 

should note that if approval is granted, the City of Winter Garden is not granting rights or easements for drainage from, or onto, property 

5.       No fill or runoff will be allowed to discharge onto adjacent properties; existing drainage patterns shall not be altered. The applicant 

4.       The Contractor is responsible for the notification, location and protection of all utilities that may exist within the project limits.

systems, to include, but not be limited to, roadways, parking lots, drainage, stormwater ponds or on-site utilities.

systems are constructed to the intended specifications. The City is not responsible for the operation and maintenance of privately owned 

(roadways, drainage, utilities, etc.). It is the responsibility of the Owner and Design Engineer to ensure that privately owned and maintained 

3.       The City of Winter Garden will inspect private site -improvements only to the extent that they connect to City owned/maintained systems 

2.       All work shall conform to City of Winter Garden standards and specifications.

1.       The Owner is responsible for meeting all provisions of ADA and Florida Accessibility Code.
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BOWYER

SINGLETON

64720

Florida Reg. Number

Nicole Petersen Stalder

C900/DR18,  unless otherwise noted.

All PVC gravity sanitary sewer shall be SDR26,  unless otherwise noted;  and all PVC sanitary sewer forcemain 4" thru 12" shall be 1.

from other utility lines.

All PVC sanitary force mains shall be color-coded or marked using green as a predominant color to differentiate the force main 3.

Less than 5’ or greater than 12’: PVC,  ASTM 3034,  SDR 26b. 

5’ to 12’  SDR26,  ASTM 3034/ASTM F679,  SDR 26a. 

Material for gravity sewer pipe and fittings shall be as shown for the following depths of excavation:11.

1



0 80’ 160’

152.267 (NAVD 88).

NO. 2186. DESCRIBED AS A RAILROAD SPIKE IN THE EAST FACE OF POWER POLE NO. 924717, HAVING AN ELEVATION OF 

ELEVATIONS SHOWN HEREON ARE BASED ON ORANGE COUNTY DATUM, AS DERIVED BY FROM ORANGE COUNTY BENCHMARK 8.

PROPERTY DESCRIBED HEREON. (SUBURBAN) 1 FOOT IN 7,500 FEET.

THE ACCURACY OF THE SURVEY MEASUREMENTS USED FOR THIS SURVEY MEETS OR EXCEEDS THE EXPECTED USE OF THE 7.

WETLAND AREAS, IF ANY, WERE NOT ADDRESSED AS A PART OF THIS SURVEY.6.

NORTH-SOUTH AND EAST-WEST TIES TO FOUND MONUMENTATION AND IMPROVEMENTS ARE BASED ON CARDINAL DIRECTION.5.

APRIL 11, 2001.

INSTRUMENTS OF RECORD PER ATTORNEYS’ TITLE INSURANCE FUND, POLICY NO. 2100183, WITH AN EFFECTIVE DATE OF 

LANDS SHOWN HEREON WERE ABSTRACTED FOR RIGHTS-OF-WAY, EASEMENTS, OWNERSHIP, ADJOINERS OR OTHER 4.

UNDERGROUND FOUNDATIONS AND UTILITIES WERE NOT LOCATED AS PART OF THIS SURVEY.3.

LIES WITHIN ZONE "X" (AREA DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE FLOODPLAIN).

& 12095C0200F, ORANGE COUNTY, FLORIDA, EFFECTIVE DATE OF SEPTEMBER 25, 2009, THE PROPERTY DESCRIBED HEREON 

ACCORDING TO FEDERAL EMERGENCY MANAGEMENT AGENCY’S FLOOD INSURANCE RATE MAP (FIRM) PANEL NO. 12095C0215F 2.

TOWNSHIP 23 SOUTH, RANGE 27 EAST, ORANGE COUNTY, FLORIDA, AS BEING S89°58’04"E.

BEARINGS SHOWN HEREON ARE ASSUMED AND BASED ON THE NORTH LINE OF THE NORTHEAST 1/4 OF SECTION 8, 1.

SURVEY NOTES:

MAP BOOKM.B.

IRON PIPE & CAPIPC

IRON PIPEIP

W MONITORING WELL

T

U UNKOWN MAN HOLE

FIRE HYDRANT

TELEPHONE RISER BOX

ELECTRIC JUNCTION BOX

SINGLE POLE SIGN

STORM MANHOLE

S

D

LIGHT POLE

GUY ANCHOR

GAS VALVE

WATER VALVE

WATER METER

SANITARY MANHOLE

CONCRETE UTILITY POLE

WOOD UTILITY POLE

WELL

IRRIGATION CONTROL VALVE

MITERED END SECTION

NAIL & DISK

MES

N/D

WITH

TYPICAL

TEMPORARY BENCH MARK

APPROXIMATE TOP OF BANK

SECTION

RECOVERED

REINFORCED CONCRETE PIPE

RIGHT OF WAY

W/

(TYP)

TBM

T/B

SEC

REC

RCP

R/W

LB

IRC

IR

INV

ID

EDGE OF PAVEMENT

FOUND

IDENTIFICATION

INVERT ELEVATION

IRON ROD

IRON ROD & CAP

LICENSED BUSINESS

FENCE

FLOOD (FLORIDA) INSURANCE RATE MAP

FND

FIRM

EP

FNC E

W

C CABLE TELEVISION RISER BOX

SET 5/8" IRC (BSA LB 1221)

FOUND N/D (AS NOTED)

BREAK LINE

FOUND IRON ROD (AS NOTED)

NUMBER

PROFESSIONAL SURVEYOR MAPPER

PERMANENT REFERENCE MONUMENT

POINT OF COMMENCEMENT

POINT OF BEGINNING

PROFESSIONAL LAND SURVEYOR

PAGE/PAGES

PLAT BOOK

PLAT
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AVALON ROAD

DAVENPORT ROAD

BOUNDARY
PROJECT

AERIAL PHOTOGRAPH

SITE DATA

Water Service:

Stormwater Management:

Sewer Service:

Schools:

Traffic:

As shown on Land Use Plan

Water Management District Criterias

the City of Winter Garden and St.  John’s River

Master Stormwater Management Areas to satisfy

Stormwater Management to be provided in on-site

Single-Family

Planned Unit Development (PUD)

Approved Land Use Plan for PUD

CITY OF WINTER GARDEN

CITY OF WINTER GARDEN

capacity enhancement in process with OCPS.

Addressed by school mitigation agreement for

    PROVIDED:

  ROAD ROW:

  RETENTION AREA:

  GROSS DEVELOPABLE AREA:

  NET DEVELOPABLE AREA:

1.   TOTAL PROJECT AREAS

2.   SITE DATA:

3.   SUPPORT SERVICES:

4.   FUTURE LAND USE:

5.   EXISTING ZONING:

6.   PROPOSED ZONING:

8.   BUILDING SETBACKS:

7.   REQUESTED USES:

C

GRADE

L PROFILE

12’ 12’

50’ ROW

5’ 6’ 5’6’2’2’

& GUTTER

STD.  CURB

2.0% 4.0% 2.0% 2.0% 4.0% 2.0%

10’ 10’

UTILITY
ESMT.

UTILITY
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WATERMAIN
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PHASE 1

DAVENPORT ROAD

NO ZONING  

 NZ ZONED: 

65’

12
0
’

SETBACK

20’ REAR

SETBACK

20’/15’ FRONT

(TYP.)

LOT LINE

ROW LINE

TYPICAL 65’ LOT LAYOUT

(TYP.)

SETBACK

7.5’ SIDE

75’

12
0
’

SETBACK

20’ REAR

(TYP.)

LOT LINE

ROW LINE

TYPICAL 75’ LOT LAYOUT

(TYP.)

SETBACK

7.5’ SIDE

LANDSCAPE ESMT.

10’ WALL AND

ESMT.

LANDSCAPE

AND

10’ WALL 

WINTER GARDEN

CITY OF

GARDEN

WINTER

CITY OF

COUNTY

ORANGE

A-1 

ZONED:

ORANGE CO.

R-CE

ZONED:

ORANGE CO.

RS-1/5 

FLU:

ORANGE CO.

RS-1/5

FLU:

ORANGE CO.

RS-1/1

FLU:

ORANGE CO.

SUB

FLU:SUB

FLU:

LR

FLU:

TO BE INCLUDED IN PSP

WESTBOUND LEFT TURN

SIDEWALK

5’ PEDESTRIAN

100’

SIGNAGE

LANDSCAPE AND COMMUNITY

100’ ROW W/BLVD ROADWAY,

MAIN ENTRANCE

NOTES:

VACANT

POINT

CARRIAGE

RIDGE

ALEXANDER

RIDGE

ALEXANDER

RESIDENTIALRESIDENTIAL

ROUTE W/CRASH GATE

EMERGENCY ACCESS

20’ STABILIZED

HOUSES

GREEN

12
0
’ 

R
O

W

AGRICULTURAL

(TYP.)

BOUNDARY

PROPERTY

(TYP.)

BOUNDARY

PROPERTY

(TYP.)

BOUNDARY

PROPERTY

(TYP.)

BOUNDARY

PROPERTY

(TYP.)

BOUNDARY

PROPERTY

PHASE 2

0.38 ac.

AREA

RETENTION

RECLAIM

STOP SIGN (TYP.)

STOP BAR & 

PARK

AREA

RETENTION

AREA

RETENTION

AREA

RETENTION

DEDICATION

35’ RIGHT-OF-WAY

37.04 ac.  (Total Project Area)

38.08 ac.

5.03 ac.

LOTS:

65’X120’

LOTS:

75’x120’

                    WITHIN 100’ OPEN SPACE BUFFER.

                    PARK BENCHES AND 10 FT.  MULTIPURPOSE TRAIL 

10.  RECREATION FACILITIES:   FACILITIES FOR COMMUNITY PARK INCLUDE GAZEBO,

   additional feet for each ten feet of height over the first story.

   perimeter yard requirements for mutistory buildings shall be figured at five

   between the walls of all structures and the perimeter of the PUD.  Additional

   minimum 20-foot rear yard.  A minimum 25-foot yard shall be maintained

   of any public right-of-way or private street,  and all structures shall have a

   yard shall be required from the nearest part of any building wall to the edge

   Article V,  Division 2,  Subdivision III,  Section 118-924(d):   A minimum 25-foot

11.   All lots bordering the PUD perimeter shall meet the requirements of Chapter 118,  

12.   Project to be gated with privately owned and maintained streets.

0.58 AC.

0.72 AC.

Suburban Residential (4du/ac)

1.04 ac.ROW DEDICATION:

47

5’

15’

25’

20’

7.5’

20’

20’

43

5’

15’

25’

20’

7.5’

20’

20’

* 0.55 ACRES TO BE PURCHASED FROM CITY RECREATION FUND.

TOTAL AREA = 1.30 AC. *

   3.0 du/ac.)

   (Residential Units within JPA 500’ Density Limit Lines limits density to 

   55 lots / Area - 23.5 ac = 2.34 du/ac

13.   JPA 500’ Density Limit Line:

No.  Lots

Pool (side & rear)

Porch/Courtyard Garage (Front)

Front Load Garage (Front)

Corner

Side Yard

Rear Yard

Front Yard

No.  Lots

Pool (side & rear)

Porch/Courtyard Garage (Front)

Front Load Garage (Front)

Corner

Side Yard

Rear Yard

Front Yard

Minimum Lot Width Size:

Maximum Building Height:

Minimum sq.ft.  Under Heat & Air :

Net Residential Density:

Gross Residential Density:

Total Single Family Units:

PUD

5.83 ac.

       Retention Area)
26.18 ac.  (Gross Developable Area minus Road ROW &

65 ft.

40 ft.

1400 sq. ft.

3.44 du/ac

2.43 du/ac

90 (Phase 1 = 60 Units, Phase 2 = 30 Units)

9.  OPEN SPACE  -  (25% GROSS DEVELOPABLE AREA) = 9.26 AC.  (REQ.)

  

RETENTION AREAS -   

100’ OPEN SPACE BUFFER - (5.74 - 0.58)

PARK AREA -

5.83 AC.

5.16 AC.

0.72 AC.

TOTAL AREA = 11.71 AC.

MULTIPURPOSE TRAIL (20’) = 

PASSIVE PARK = 

37.04 X 0.05 = 1.85 ACRES REQUIRED
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& DRAIN.

5’ UTIL.

UTIL. ESMT.
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See traffic impact analysis by Luke Transportation
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BOWYER

SINGLETON

64720

Florida Reg. Number

Nicole Petersen Stalder

FOR SCREEN WALL INFO)

(SEE LANDSCAPE PLANS

UNDER SCREEN WALL

WALL TO BE BUILT

PROPOSED RETAINING 

SWALE 7 SWALE 9 SWALE 10 SWALE 11 SWALE 12

 PANELS FOR THE LIFT STATION INCLUDING PANEL DETAILS.

 INCLUDE STRUCTURAL FEATURES; ELECTRICAL SERVICE AND 

 (ENTRANCE); RETAINING WALL WITH HANDRAIL (IF REQUIRED) TO 

 INCLUDING STRUCTURAL DETAILS; SIGNAGE ON PROPERTY

 COLUMNS) TO INCLUDE STRUCTURAL DETAILS; ENTRANCE WALLS

 FOLLOWING SITE IMPROVEMENTS: PERIMETER FENCING (BRICK 

7. SEPARATE BUILDING PERMITS ARE REQUIRED FOR THE 

 A POWER FAILURE.  

 WHICH WILL ALLOW GATES TO OPEN AND REMAIN OPEN DUE TO

 GATES SHALL BE EQUIPPED WITH A BATTERY BACKUP SYSTEM

 TO ALLOW EMERGENCY VEHICLE ACCESS.  IN ADDITION, ALL 

 BE INSTALLED ON ANY AND ALL AUTOMATIC CONTROLLED GATES

6. GATED COMMUNITY WILL REQUIRE A CLICK-2-ENTER DEVICE TO
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Florida Reg. Number

Nicole Petersen Stalder

BOWYER

SINGLETON

115

105

110
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125

130

135

1110 12 13 14 15 16 17 18 19 20 21

44

4546

47

48

49

50

5152535455

81 82 83 84

85

86

87

88

89

90

PARK 1

23

24

25

STREET A

D4

TYPE "P-7T" MANHOLE

STA.  10+13.20,  12.53’-Rt.

D5

TYPE "P-5" INLET

STA.  11+72.28,  13.25’-Rt.

160’-24" RCP @ 0.15%

GATE VALVE ASSY.

STD.  FIRE HYD.  W/

547 LF-8" PVC WATER MAIN

2-8" G.V.’S

1-8"X8" TEE

2-8" G.V.’S

1-8"X8" TEE

2-8" G.V.’S

1-8"X8" TEE

2-8" G.V.’S

1-8"X8" TEE

2-8" G.V.’S

1-8"X8" TEE

GATE VALVE ASSY.

STD.  FIRE HYD.  W/

2-8" G.V.’S

1-8"X8" TEE

GATE VALVE ASSY.

STD.  FIRE HYD.  W/

1010 LF-8" PVC REUSE WATER MAIN

117’-30" RCP @ 0.12%

130’-24" RCP @ 0.15%

D6

TYPE "P-6" INLET

STA.  13+02.22,  13.25’-Lt.

D7

TYPE "P-6" INLET

STA.  13+02.78,  13.25’-Rt.

27’-15" RCP @ 0.32%

S
E
E
 
S
H
E
E
T
 
8

S2

STD.  SAN.  MH.

STA.  13+80.00,  C/L

S1

STD.  SAN.  MH.

STA.  11+11.20,  C/L

D8

TYPE "P-5" INLET

STA.  14+15.25,  13.25’-Rt.

 35’-30" RCP @ 0.12%

D9

TYPE "P-5" INLET

STA.  14+37.98,  13.25’-Lt.

S3

STD.  SAN.  MH.

STA.  14+96.54,  6’-Rt.

366 LF-8" PVC WATER MAIN

S
E
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S
H
E
E
T
 
8

S4

STD.  SAN.  MH.

STA.  17+19.55,  C/L

S5

STD.  SAN.  MH.

STA.  18+13.35,  6’-Lt.

D17

TYPE "P-5" INLET

STA.  17+32.30,  13.25’-Lt.

3
0
" R

C
P

3
0
" R

C
P

 26’-30" RCP @ 0.12%

D16

TYPE "P-5" INLET

STA.  17+33.02,  13.25’-Rt.

D15

TYPE "P-5" INLET

STA.  17+33.02,  13.25’-Rt.

 86’-24" RCP @ 0.15%

 94’-24" RCP @ 0.15%

D13

TYPE "P-6" INLET

STA.  19+19.50,  13.25’-Lt.

D14

TYPE "P-6" INLET

STA.  19+19.55,  13.25’-Rt.

@ 0.32%
26’-15" RCP

D12

TYPE "P-5" INLET

STA.  20+24.25,  29.25’-Rt.

178 LF-8" PVC WATER MAIN

106’-18" RCP @ 0.21%

58’-15" RCP @ 0.32%

REUSE WATER MAIN

252 LF-8" PVC 

REUSE WATER MAIN

CONNECT TO EXISTING

D11

TYPE "P-5" INLET

STA.  20+24.25,  29.25’-Lt.

WATER MAIN

17 LF-8" PVC 

AVALON ROAD - SEE SHEETS 15&16

AVALON ROAD - SEE SHEETS 15&16

8" WATERMAIN

PROPOSED 18" STORM &

DEFLECT 8" RW UNDER

PROPOSED 8" WATERMAIN

DEFLECT 8" RW UNDER

6" FM

UNDER PROP. 

DEFLECT 8" RW 

2
4
’

16
’

2
4
’

2
4
’

2
4
’

8
’

D2 D3

259’- 8" SDR26 @ 0.40%

117’- 8" SDR26 @ 0.40%

223’- 8" SDR26 @ 0.40%

153’- 8" SDR26 @ 0.40%

95’- 8" SDR26 @ 0.40%

1-12" G.V.

1-12"X8" REDUCER

WATERMAIN

PLAN FOR PROPOSED 12"

SEE OFF-SITE IMPROVEMENT

1

1

1

(TYP.)
GUTTER AT ENTRANCE
STANDARD ’F’ CURB & 

(TYP.)
MOUNTABLE MEDIAN CURB

MIAMI CURB (TYP.)

1

EXISTING GRADE

PROPOSED C/L PROFILE
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8" SDR26 SAN

8" SDR26 SAN

8" SDR26 SAN 8" SDR26 SAN
8" SDR26 SAN

SEP.

1.3’

18" RCP
15" RCP

D2

TOP 133.57

D3

TOP 133.57

INV.  EL. 128.46 (D3)

INV.  EL.  128.72 (D2)

INV.  EL.  128.52 (D2)

SEP.

1.0’

8" P
VC WM

D20

TOP 132.15

D21

TOP 132.15

INV.  EL. 127.30 (D20)

SEP.

1.3’

INV.  EL. 127.21 (D21)

INV.  EL. 125.40 (D21)

18" RCP TO D22

8" PVC RM

D19

TOP 132.85

INV.  EL.  128.00

15" RCP

8" PVC WM

8" PVC WM

S11

TOP 133.01
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TOP 132.68
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TOP 133.68

INV.  EL.  127.85

INV.  EL.  126.70

24" RCP TO D5
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CONNECTION

FOR FUTURE 

CAP WM & RM

EL. 128.88

CONNECTION @ INV.

FUTURE PHASE 2 

CAP 15" STORM FOR

SDR26 & 8" PVC WM
PROPOSED 24" STORM, 8"
TO BE DEFLECTED UNDER
8" PVC RM (STREET A)

SHGW
SHGW

INV.  EL. 125.65

23 24
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SEE SHEET 12

STREET B - PHASE 1

DESCRIPTION

SANITARY SEWER SYSTEM

EXISTING PROPOSED

STORM SEWER SYSTEM

WATER SYSTEM

FIRE HYDRANT

CONTOURS

LEGEND

88 88

KEY MAP KEY MAP

0 50’ 100’

B-3

B-1

CURVE No.  .  B-1 

P.I.  STA.    16+06.886 

T = 476.356 

L = 747.482 

R = 475.000 

P.C.  STA.  11+30.530 

P.T.  STA.  18+78.012 

CURVE No.  .  B-3 

P.I.  STA.    31+09.773 

T = 75.458 

L = 118.267 

R = 75.000 

P.C.  STA.  30+34.315 

P.T.  STA.  31+52.582 
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PARK45

44

23 24 25 26 27 28

55 56 57 58 59 60

61

62

81

29

30

31

32

POND 3

GATE VALVE ASSY.

STD.  FIRE HYD.  W/

506 LF-8" PVC WATER MAIN

D11 D12

D13 D14

SEE SHEET 10

STREET A - PHASE 1

SEE SHEET 10

STREET A - PHASE 1

S6

S20

STD.  SAN.  MH.

STA.  12+94.36,  6’-Lt.

250 LF-8" PVC WATER MAIN
WATER MAIN

73 LF-8" PVC 

270 LF-8" PVC REUSE WATER MAIN

REUSE WATER MAIN

47 LF-8" PVC 

D4

D2

TYPE "P-6" INLET

STA.  24+50.71,  13.25’-Lt.

D3

TYPE "P-6" INLET

STA.  24+50.71,  13.25’-Rt.
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2

WATER MAIN

127 LF-8" PVC 

REUSE WATER MAIN

91 LF-8" PVC 

23 LF-8" PVC WATER MAIN

217 LF-8" PVC WATER MAIN

REUSE WATER MAIN

837 LF-8" PVC 

S8

STD.  SAN.  MH.

STA.  26+87.15,  C/L

W/TRAFFIC BARRICADES

5’ STAB. BASE PAST E.P.

STA. 24+20.00 END PVMT.

SEE PHASE 2

D22 103’-15" RCP @ 0.77%

D19

TYPE "P- " INLET

STA.  31+09.03,  13.25 ’-Lt.

D20

TYPE "P-6" INLET

STA.  29+95.39,  13.25 ’-Rt.

D21

TYPE "P-6" INLET

STA.  29+95.39,  13.25 ’-Lt.

55’-18" RCP @ 0.21%

27’-15" RCP @ 0.32%

GATE VALVE ASSY.

STD.  FIRE HYD.  W/

@ 0.40%

395’- 8" SDR26S10

STD.  SAN.  MH.

STA.  31+00.00,  C/L

S9

STD.  SAN.  MH.

STA.  30+34.31,  6’-Rt.

S11

STD.  SAN.  MH.

STA.  31+64.52,  6’-Rt.

TO MH S7 @ STA. 22+87.15

& ADD 10’ STAB. BASE 

OVER SAN LINE

S7

STD.  SAN.  MH.

STA.  22+87.15,  C/L

51’-15" RCP @ 0.32%

AT INV. EL. 128.88

20’ PAST E.P. & CAP

EXTEND 15" STORM

SAN MH S7

EXTENDING 20’ PAST 

TEMP. 50’x153’ UTIL. ESMT.

27’-18" RCP @ 0.21%

W/TRAFFIC BARRICADES

5’ STAB. BASE PAST E.P.

STA. 12+80.00 END PVMT.

SAN MH S20

EXTENDING 20’ PAST 

TEMP. 50’x40’ UTIL. ESMT.
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1 SEE SHEET 10

STREET A - PHASE 1

46’-18" RCP @ 0.21%
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Florida Reg. Number

Nicole Petersen Stalder
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64720

Florida Reg. Number

Nicole Petersen Stalder

BOWYER

SINGLETON

8" RW

UNDER PROPOSED 

FORCEMAIN

DEFLECT 6" 

UNDER PROPOSED 8" WM

DEFLECT 6" FORCEMAIN

332’- 8" SDR26 @ 0.40%

@ 0.40%

89’- 8" SDR26 

@ 0.40%

202’- 8" SDR26 

EXISTING GRADEC/L PROFILE
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INV.  EL.  125.54

D34

TOP 131.19

D33

TOP 131.19 S16

TOP 130.95

D35

TOP 131.59

S17

TOP 131.59
S18

TOP 131.65

INV.  EL.  125.35

INV.  EL. 123.86

INV.  EL. 123.76

D36

TOP 131.39

INV.  EL. 123.31

INV.  EL. 123.21

INV.  EL.  125.14

INV.  EL. 122.71

INV.  EL. 122.61
INV.  EL.  126.08

INV.  EL.  123.80

INV.  EL.  126.44

INV.  EL.  126.35

INV.  EL.  126.24

30" RCP TO D37

D30

TOP 131.29

D29

TOP 131.29

S19

TOP 131.21

INV.  EL. 121.96

8" P
VC R

M

8" PVC WM

TO PHASE 1 SYSTEM

WM & RM TO CONNECT

REMOVE CAP FROM

PHASE 1 SAN MH S20

CONNECT TO EXISTING 
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8" PVC RM & WM

@ INV. EL. 128.88

TO EXIST. PHASE 1 - 15" RCP 

REMOVE CAP AND CONNECT 

TO PHASE 1 SYSTEM

WM & RM TO CONNECT

REMOVE CAP FROM
SHGW

SHGW

DESCRIPTION

SANITARY SEWER SYSTEM

EXISTING PROPOSED

STORM SEWER SYSTEM

WATER SYSTEM

FIRE HYDRANT

CONTOURS

LEGEND

88 88

KEY MAP

B-1

B-2

0 50’ 100’

2112 13 14 15 16 17 18 19 20 22 23 24 25

110

105

115

120

125

130

135

140

CURVE No.  .  B-1 

P.I.  STA.    16+06.886 

T = 476.356 

L = 747.482 

R = 475.000 

P.C.  STA.  11+30.530 

P.T.  STA.  18+78.012 

CURVE No.  .  B-2 

P.I.  STA.    22+44.341 

T = 74.586 

L = 117.395 

R = 75.000 

P.C.  STA.  21+69.755 

P.T.  STA.  22+87.149 

4

5

6

7

8

9

10

11

12 13 14 15 16 17

18

19

20

21

22

70

71

72

73

74

75 76 77 78 79 80

PHASE 2

PHASE 1

PHASE 2PHASE 1

SEE SHEET 11

STREET B - PHASE 1

SEE SHEET 11

STREET B - PHASE 1

 78’-18" RCP @ 0.21%

 28’-15" RCP @ 0.32%

D29

TYPE "P-6" INLET

STA.  14+73.59,  13.25’-Rt.

D30

TYPE "P-6" INLET

STA.  14+82.57,  13.25’-Lt.

D36

TYPE "P-7T" MANHOLE

STA.  15+58.38,  6’-Lt.

128’-24" RCP @ 0.15%

138’-24" RCP @ 0.15%

D35

TYPE "P-7T" MANHOLE

STA.  16+95.12,  6’-Lt.

D34

TYPE "P-6" INLET

STA.  18+21.19,  13.25’-Lt.

D33

TYPE "P-6" INLET

STA.  18+53.26,  13.25’-Rt.

GATE VALVE ASSY.

STD.  FIRE HYD.  W/

GATE VALVE ASSY.

STD.  FIRE HYD.  W/

70 LF-8" PVC WATER MAIN

1200 LF-8" PVC REUSE WATER MAIN

463 LF-8" PVC WATER MAIN

518 LF-8" PVC WATER MAIN

 42’-15" RCP @ 0.32%

256’-15" RCP @ 1.36%
D32

TYPE "P-5" INLET

STA.  20+75.78,  13.25’-Lt.

D31

TYPE "P-5" INLET

STA.  20+54.75,  13.25’-Rt.

 34’-15" RCP @ 0.32%

S15

STD.  SAN.  MH.

STA.  21+80.00, C/L

D1

TYPE "P-5" INLET

STA.  23+20.71,  13.25’-Lt.

D2
D3

EXIST. S7

STD.  SAN.  MH.

STA.  22+87.15,  C/L

79’-15" RCP @ 0.32%

TRAFFIC BARRICADES
STA. 24+20.00 & REMOVE
MATCH EXIST. PVMT. @ 

STORM AT INV. EL. 128.88
CONNECT TO EXIST. 15"
REMOVE EXIST. CAP & 

REUSE WM
CONNECT TO EXIST. 8"
REMOVE EXIST. CAP &

PVC WM
CONNECT TO EXIST. 8"
REMOVE EXIST. CAP &
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9

PVC WM
CONNECT TO EXIST. 8"
REMOVE EXIST. CAP &

REUSE WM
CONNECT TO EXIST. 8"
REMOVE EXIST. CAP &

TRAFFIC BARRICADES
STA. 12+80.00 & REMOVE
MATCH EXIST. PVMT. @ 

S20 @ INV. EL. 121.96
PHASE 1 SANITARY MH 
CONNECT TO EXISTING 

STREET B

S19

STD.  SAN.  MH.

STA.  14+57.17,  C/L

S18

STD.  SAN.  MH.

STA.  15+84.53,  6’-Rt.

S17

STD.  SAN.  MH.

STA.  16+99.24,  6’-Rt.

S16

STD.  SAN.  MH.

STA.  18+51.43,  6’-Lt.

EXIST. S20

STD.  SAN.  MH.

STA.  12+94.36,  6’-Lt.
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64720

Florida Reg. Number

Nicole Petersen Stalder

BOWYER

SINGLETON

163’- 8" SDR26 @ 0.40%

126’- 8" SDR26 @ 0.40%

113’- 8" SDR26 @ 0.40%

152’- 8" SDR26 @ 0.40%

329’- 8" SDR26 @ 0.58%

8" SDR26 @ 0.40%

PHASE 2 CONSTRUCTION
CUL-DE-SAC TO BE REMOVED FOR
TO BE ABANDONED AND ASHPALT
TEMPORARY RIGHT-OF-WAY 1

1

1

EXISTING GRADE
PROPOSED C/L PROFILE

2



EL.=126.72

SET N/D (BENCHMARK LB 1221)

SITE BENCHMARK

 943700 EL.=129.96

 SIDE OF POWER POLE NO.

 BROKEN HEAD IN THE SE

FND RAILROAD SPIKE WITH

SITE BENCHMARK

 EL.=136.07

 POWER POLE NO. 6203366

SET NAIL IN THE SE SIDE OF

SITE BENCHMARK

PAD ON-LINE

EDGE OF CONC. 
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TRACT 1D

NE CORNER

SET IRC

EL.=131.34

SET N/D (BENCHMARK LB 1221)

SITE BENCHMARK

EL.=134.79

SET N/D (BENCHMARK LB 1221)

SITE BENCHMARK
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PLAT BOOK 66, PG 111-119

ADDITIONAL 30’ R/W PER 

ADDITIONAL 30’ R/W PER PLAT BOOK 66, PG 111-119

P.B. 66, PGS. 111-119

CARRIAGE POINTE
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PB H,  PG 24

LAKE AVALON GROVES

LINE MARKER

RECLAIMED WATER

ASPHALT PAVEMENT
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SET IRC, E/P 0.5’ NW

SE CORNER OF TRACT 16D

BEGINNING
POINT OF

1.7’W

FENCE CORNER

(PAVED PUBLIC ROAD - 60’ R/W PER SR P.B. 2, PG. 49)

AVALON ROAD

S89°58’04"E 1296.62’

S89°52’42"W 1297.35’

ASPHALT PAVEMENT

S89°58’04"E 2643.22’

S89°52’42"W 2644.74’

S89°52’42"W 1322.37’ S89°52’42"W 1322.37’

25.00’

N
0
0
°1
3
’3

9
"
E
 
1
3
3
0
.7

6
’

25.00’

S
0
0
°1

1
’4

4
"

W
 
2
6
5
4
.4

1
’

S
0
0
°1

1
’4

4
"

W
 
1
3
2
7
.2

1
’

S
0
0
°1

1
’4

4
"

W
 
1
3
2
7
.2

1
’

S89°58’04"E 1321.61’S89°58’04"E 1321.61’

E-W CENTER SECTION LINE NE 1/4 SEC 8-23-27 S89°43’29"W 5286.58’
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CCR #074805

ID) IN WELL BOX 

FND 3/4" IR (NO 

OF SEC 8-23-27 

N 1/4 CORNER 

BOX CCR #074806

FND 3/4" IR (NO ID) IN WELL 

NE CORNER OF SEC 8-23-27 
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 #074807

 CM (NO ID) CCR

 8-23-27 FND 6"x6"

E 1/4 CORNER OF SEC

 0.18’E

FND 1/2" IR (ILLEGIBLE)

 4.15’S & 1.45’E

FND 1-1/2" IP (NO ID)

10.5’S & 0.7’W

FENCE CORNER

NW CORNER TRACT 2D

SET 5/8" IRC
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S LINE NE 1/4 OF NE 1/4 SEC 8-23-27

CALCULATED CORNER

1.87’ N ON LINE FROM

FND 1/2 IRC (LB 1993)

 SLAB WITH BOLLARDS

WELL AND TANK ON CONC

 EL.=134.51

 POLE NO. 975371

 NORTH SIDE OF POWER

SET BENT NAIL (NO ID) IN

SITE BENCHMARK

EL.=145.59

OF POWER POLE NO. 912576

FND NAIL (NO ID) IN N SIDE 

SITE BENCHMARK

EL.=125.72

SET N/D (BENCHMARK LB 1221) 

SITE BENCHMARK
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ARCH BAY HOLDINGS LLC

PID: 06-23-27-4284-04-201

KARST LOYD L TRUST

PID: 06-23-27-4284-04-181
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S LINE NE 1/4 OF NE 1/4 SEC 8-23-27

(AS TO BII EXCEPTION ITEM 9)

35’ R/W PER DEED BOOK 400, PG. 301

PORTIONS OF PARCEL WITH PLANTED PINE
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PORTIONS OF PARCEL WITH PLANTED PINE
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STRIPING PLAN

POSTED SPEED = 45 MPH
NOTE:  ALL PLANTINGS WITHIN A SIGHT TRIANGLE

SHALL NOT EXCEED 30" IN HEIGHT.

IMPROVEMENTS PLAN

AVALON ROAD

AVALON ROAD

STREET "A"

STREET "A"
STREET NAME

STOP

R1 1

24" WHITE STOP BAR

W/STOP SIGN,

STREET NAME SIGN

135’ 50’ 240’50’320’

TO REMAIN
STRIPING
EXIST.

590’ SIGHT DISTANCE TRIANGLE
590’ S

IGHT DIS
TANCE T

RIANGLE

A

A

5’

S/W (TYP.)

5’ CONCRETE

2.0%

120’ ROW

EXIST. LANE
12’

EXIST. LANE
12’

VARIES

SWALE
 

VARIES

TYPICAL SECTION A-A

WIDENING
10’

PROPOSED

6%

4
:1 3

:1

CENTER OF FLORIDA

UNDERGROUND UTILITIES NOTIFICATION

  

 

 

TOLL FREE

 

  

 

48 HOURS BEFORE DIGGING

1 800 432 4770

 

CALL SUNSHINE

OF PAVEMENT

EXISTING EDGE 

WIDENING

BEGIN PAVEMENT

8’

SHOULDER

2’ PAVED

VARIES

2%
EXIST. 2%

 5.  ALL DISTURBED AREAS WITHIN THE RIGHT-OF-WAY SHALL BE SODDED WITH BAHIA.

   BY CONTRACTOR.

   COMMENCEMENT OF WORK.  ANY DRY UTILITY RELOCATIONS SHALL BE COORDINATED

 4.  ALL EXISTING UTILITIES SHALL BE LOCATED BY CONTRACTOR PIROR TO 

   OF ORANGE COUNTY.

   BE OBTAINED PRIOR TO ANY CONSTRUCTION ACTIVITIES WITHIN THE RIGHT-OF-WAY

   AND SHALL BE OBTAINED BY THE GENERAL CONTRACTOR.  THIS PERMIT SHALL

 3.  A PERMIT IS REQUIRED TO CONSTRUCT WITHIN ORANGE COUNTY RIGHT-OF-WAY

   ALL PAVEMENT MARKINGS SHALL BE THEROPLASTIC WITH RPM’S.

 2.  CONTRACTOR TO COMPLY WITH FDOT INDEX 17346 FOR PAVMENT MARKINGS.  

   MAINTENANCE OF TRAFFIC.

 1.  CONTRACTOR TO REFER TO FDOT INDEX NUMBERS 600,  602 & 606 FOR 

NOTES:

PROPOSED RIGHT-OF-WAY

DETAILED INFORMATION

TRANSITIONS) & 301 (TURN LANES) FOR

F.D.O.T. INDEX NUMBERS 526 (ROADWAY 

CARRIAGE POINTE RESERVE (SEE

PROPOSED LEFT TURN LANE INTO

INFORMATION

INDEX NO. 17346 FOR DETAILED

LANE STRIPING - SEE F.D.O.T.

PROPOSED TURN ARROWS AND 

FOR DETAILED INFORMATION

SEE F.D.O.T. INDEX NO. 17346 

PROPOSED GORE STRIPING 

SHOULDER (TYP.)

PROPOSED 2’ PAVED

SHOULDER (TYP.)

PROPOSED 2’ PAVED

STRIPING

INTO EXISTING TURN LANE 

TIE PROPOSED GORE STRIPING
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BOWYER

SINGLETON

64720

Florida Reg. Number

Nicole Petersen Stalder

AT TIME OF CONSTRUCTION

MATCH EXISTING CONDITIONS FOUND

PROPOSED WIDENING SECTION TO

NOTE:

COMPACTED TO 98% T-180 OR LBR=40
12" STABILIZED SUBGRADE (75 PSI FBV)

AREAS WITHIN RIGHT OF WAY

SEED AND MULCH ALL DISTURBED

NOTE:

1

2.5" S-3 ASPHALT (2 LIFTS)

98% MAX. DENSITY (AASHTO T-180)
OR BLACK BASE COMPACTED TO
ACCEPTABLE ALT.  INCLUDING DURAROCK
8" SOIL CEMENT BASE COURSE OR



(DR-18)

MIN. 18 L.F. PVC 

ORIENTATION

PLAN FOR ACTUAL 

MIN. 18 L.F. SEE SITE 

8" PVC, DR-18, FOR 

INFLUENT SEWER MAIN 

ELECTRICAL DETAILS)

(SEE LIFT STATION 

CONTROL PANEL

PUMP STATION 

R/W

W

EASEMENT

LIMITS OF UTILITY 

LINER UNDER ROCK

WITH POLYETHYLENE FILM 

6" OF BEDDING ROCK 

COATED, GREEN

MANUAL, VINYL 

AND 46.8 OF THE 

PER SECTION 22.3.10 

CHAIN LINK FENCE 

CURB

6"x16" CONC. 

5’

(MIN.)

5
’

(
M
IN
.)

4’ MIN.

12’X20’

ASPHALT OR

CONCRETE

WET WELL

CONTROL PANEL

(SEE DETAIL)

1" WATER MAIN

BACKFLOW

PREVENTER

WATER METER

2-6’ SWING GATES
C/L PUBLIC R/W

2
0
’ 
(

M
IN
.)

WET WELL.

GREATER THAN THE DEPTH OF THE 

   DIMENSION SHALL BE EQUAL OR 3.

ROADWAY.

TO PROVIDE 40’ MINIMUM FROM 

DRIVEWAY MAY BE OFFSET FOR SIDE 2.

(1"=10’ MIN.) SITE SPECIFIC DETAIL.

ENGINEER SHALL PROVIDE A SCALED 1.

NOTES:

 

 

 

SECTION A-A

LINK FENCE

6’ CHAIN 

CURB

6"x16" CONC. 

10"

FILM LINER

POLYETHYLENE 

ROCK

BEDDING 

PUMP #2 ON EL.

(AASTTO-T180)

95% MAX DENSITY

FDOT TYPE 57 STONE

CRUSHED CONCRETE

BEDDING ROCK 9" MIN.

 

 

 

REQ’D BY PUMP MFR.

EXTEND 7" INTO BASE OR AS

STEEL ANCHOR BOLTS TO 

MIN. 3/4" DIA. x 11" STAINLESS 

DESIGN ENGINEER.

SIZE TO BE DETERMINDED BY THE 

* DENOTES DIMENSION, ELEVATION OR 2.

ELEVATION.

SIX (6) FEET ABOVE WETWELL BOTTOM 

WATERLEVEL SHALL BE A MINIMUM OF 

LOWEST SEWER PIPE INVERT AND HIGH 1.

NOTES:

BOTTOM EL.

LOW LEVEL/ALARM EL.

PUMPS OFF EL.

PUMP #1 ON EL.

SECTION VIEW

*

CABLE HOLDER

5’ (MIN)

8" MIN.

CURB

CONC. 

6"x16" 

PVC (DR-18)

POWER CABLE

(1) 1" SCH. 80 CONDUIT

(2) 2" SCH. 80 CONDUITS

SET IN CONC.

(2) 2" GALV. POSTS 

LEVEL

HIGH WATER 

AND ALARM FLOATS, 24 VOLT, (TYP.)

HIGH WATER & LOW LEVEL

BUBBLER LINE

1/2" SCH. 40 PVC 

BOTTOM ELEV.

4" PLUG VALVE

HANDLE 

w/ LOCKSET AND RECESSED 

(MIN. H20 LOADING) 

ALUMINUM ACCESS HATCH

DOUBLE DOOR, TRAFFIC BEARING

3"

6 DIA. (MIN.)

3
"

M
IN
.

1
2
"

12" MIN

HANDLE 

w/ LOCKSET AND RECESSED 

ALUMINUM ACCESS HATCH 

ELEV.

INV. 

1
2
"

DIP

PLUG VAVVE (TYP.)

4" BALL TYPE

(TYP.)

4" CHECK VALVE

SLEEVE (TYP.)

PANEL (SEE DETAIL)

PUMP STATION CONTROL 

60°
GROUT

CONTROL ELEVATIONS

HIGH WATER ALARM EL.

INFLUENT INV. EL.

TOP OF STRUCTURE EL.

8 FT. O.C. (MAX.)

w/SUPPORT BRACKETS

2" ST. STL. GUIDE RAIL

LOW LEVEL ELEVATION

STEEL LIFTING CHAIN

DUTY STAINLESS 

MIN. 3/8" HEAVY 

D
U

C
T
IL

E

IR
O

N

F
A

C
T

O
R

Y
 

T
H

R
E

A
D

E
D

F
L

A
N

G
E

D
 

O
N

L
Y

PLAN VIEW

WIRE

LOCATING 

PVC

COUPLING 

DISCONNECT 

FEMALE 3" QUICK 

8"

MIN.

2’

8"

1
2
"

VALVE VAULT

GAUGE

PRESSURE 

VALVE AND 

*
BY THE DESIGN ENGINEER

OR SIZE TO BE DETERMINDED

DENOTES DIMENSION, ELEVATION

1
8
"

COUPLING w/ PLUG CAP.

QUICK DISCONNECT 

3" DIA. (STD.) FEMALE 

BIBB

HOSE 

3’

D.I.P. w/ FULLY RESTRAINED

(5 FT. MIN.)

6*" DIA. FORCE MAIN

M.J. SOLID

(6 FT. MIN.)

2
’-

0
"

COVER

MIN.

3 FT.

AS REQUIRED

*"X*" REDUCER

9" MIN.

6" (MIN.)

3"x2 1/2" REDUCER

TO GRINNELL FIG. 264 O/E

THIS SUPPORT SIMILAR

PIPE SUPPORT

4 - 3/8" ANCHORS

3" GALV. SCH. 80

FIN. FLOOR

STEEL PIPE

(TREADED)

V
A

R
IE

S

4
"

(TYP.)

ANGLE x8" LONG

WELD

3"x4"x1/4"

HOLES TO MATCH

RADIUS AND BOLT

"PER FT.4
1

SLOPE FLOOR

57 STONE

FDOT TYPE 

ROCK FILL, 

GENERAL/SITE NOTES

WETWELL AND VALVE VAULT STRUCTURAL NOTES

EQUIPMENT SPECIFICATIONS/NOTES

          MANUFACTURER:___________; MODEL:________; IMP:______;

          DIA:________MM.; SPEED:________RPM;

          DISCHARGE SIZE:________INCH;

          VOLTAGE:______; HZ.:______; PHASE:______;

(SEE DETAIL)

PRESSURE GAUGE 

(SEE DETAIL)

PIPE SUPPORT

(4" MIN.)

4" CHECK VALVE

P-TRAP

WETWELL VALVE AND 

FLAP CHECK IN 

DRAIN WITH RUBBER 

3" SCH. 40 PVC 

SERIES 26700 O.E. BY JOSAM

STEEL INSECT SREEN, VENT CAP 

4" C.I. VENT W/ STAINLESS 

BEGIN 

 PVC

DUCTILE IRON PIPE

THREAD-O-LET AS SHOWN

1/2" TAPPED CONNECTION TO

MAT. TO MATCH PIPE MAT.

1/2" THREADED BRASS PIPE

BALL VALVE W/ LEVER

1/2" TWO-WAY ST.STL. 

PRESSURE GAUGE

OR FITTING

PRESSURE GAUGE SHALL BE ASHCROFT MODEL

TEFLON TAPE ALL THREADED CONNECTIONS.1.

2.

NOTES:

0 TO 60 P.S.I.

ASHCROFT DIAPHRAM

MODEL SS 101 OR APPROVED

MODIFIED WITHOUT WRITTEN APPROVAL FROM THE CITY ENGINEER OR UTILITY DIRECTOR.

OR SPECIFICATIONS ARE AS PROVIDED BY THE CITY AND HAVE NOT BEEN REVISED OR 

ACKNOWLEDGED THAT THEY ARE EFFECTIVE TO THE PROJECT AND THAT DETAILS, NOTES, 

UTILITY INFRASTRUCTURE. BY INCLUDING THE STANDARDS, THE DESIGN ENGINEER HAS 

STANDARDS OF THE CITY OF WINTER GARDEN FOR CONSTRUCTION OF PUBLIC WORKS AND 

THE DETAILS, NOTES AND SPECIFICATIONS SHOWN ON THIS SHEET REPRESENT THE NOTED 

WINTER GARDEN STANDARDS INCORPORATED WITH DESIGN ENGINEERS DOCUMENTS:

FLYGT

230

158 3500

60

276

FLANGE

RPZ TYPE 

5’

(MIN.)

5’

(MIN.)

MIN.

5’-0"

PRESSURE GAUGE

TYPE 1279-S OR APPROVED EQUAL.

EQUAL

3

260

PUMP STATION DETAILS

PLAN, SECTION & ELEVATIONS
N.T.S.

N.T.S.

PUMP STATION

SITE PLAN (TYP.)

   CONC. SURFACE, FROM NEAREST PAVED STREET.

7. PROVIDE 12 FOOT WIDE PAVED ACCESS ROAD (WITH TURN AROUND IF REQUIRED) TO LIFT STATION CONSTRUCT ACCESS ROAD WITH A (MIN) OF 6" SOIL-CEMENT BASE AND 2" ASPHALT SURFACE OR 6"

6. ENTIRE SITE TO BE GRADED TO DRAIN AWAY FROM STRUCTURES AND HAVE 6" THICK BEDDING ROCK (GRAVEL) ON PLASTIC EXTENDING TO 6"x16" CONCRETE CURB.

5. ENTIRE SITE TO BE ENCLOSED WITH 6 (SIX) FOOT GREEN VINYL COATED CHAIN LINK FENCE AND (2) SIX FOOT GATES. 

4. THE CONTRACTOR IS REQUIRED TO PROVIDE ACCURATE "AS BUILT" DRAWINGS TO THE CITY FOR FINAL ACCEPTANCE. AS-BUILTS SHALL BE PREPARED BY A FLORIDA LICENSED SURVEYOR (PLS).

   FORCE MAIN FLOW SHALL BE LINED WITH FIBERGLASS OR HDPE AT THE PRECASTERS FACILITY.

3. EACH LIFT STATION SHALL HAVE ONLY ONE INFLUENT LINE. ALL COLLECTION LINES SHALL TERMINATE AT THE ENTRANCE MASTER MANHOLE PRIOR TO ENTERING WET WELL. MASTER MANHOLES RECEIVING

   EASEMENTS WILL BE ALLOWED FOR LIFT STATIONS OR ACCESS ROADS.

2. FOR ALL LIFT STATIONS (TO BE MAINTAINED BY THE CITY), THE PROPERTY FOR LIFT STATION AND ACCESS ROAD SHALL BE WITHIN A DEDICATED RIGHT-OF-WAY BY DEED OR PLAT, TO THE CITY. NO

   OF ALL THE NECESSARY FACILITIES.

1. THE PUMP STATION SITE PLAN IS A COMPOSITE OF REQUIRED ITEMS FOR LIFT STATIONS WITHIN THE CITY OF WINTER GARDEN. EACH SITE CONFIGURATION WILL DICTATE THE ORIENTATION AND PLACEMENT

14. LOWEST SEWER PIPE INVERT AND HIGH WATER LEVEL SHALL BE A MINIMUM OF SIX (6) FEET ABOVE WETWELL BOTTOM ELEVATION.

13. WRAP ALL EXTERIOR JOINTS WITH EXTRUDED BUTYL ADHESIVE TAPE SEALANT, EZ-WRAP OR APPROVED EQUAL.

12. ALL PENETRATIONS THROUGH WET WELL AND VALVE VAULT SHALL BE GROUTED WATER TIGHT WITH NON-SHRINK GROUT AND REPAINTED.

11. THE INSIDE AND OUTSIDE OF THE WET WELL AND VAULT SHALL RECEIVE 2 COATS OF BITUMASTIC SUPER SERVICE BLACK.

   SECTION SHALL MEASURE SIX FEET MINIMUM FROM THE FLOOR.

10. THE WET WELL SHALL BE A (MIN.) OF 6 FEET IN DIAMETER AND SHALL BE PRECAST REINFORCED CONCRETE SECTIONS WITH THE BOTTOM SECTION BEING MONOLITHICALLY POURED WITH BASE. THE BASE

   BOLTS, NUTS, WASHERS, EXPANSION SLEEVES AND OTHER FASTENERS SHALL BE 316 STAINLESS STEEL.

9. SIZE AND LOCATION OF EQUIPMENT PADS AND ANCHOR BOLTS SHALL BE AS REQUIRED BY EQUIPMENT MANUFACTURERS UNLESS SPECIFIED ON DRAWINGS. UNLESS OTHERWISE NOTED, ALL ANCHORS,

8. THE CONTRACTOR SHALL PREPARE THE SITE IN ACCORDANCE WITH THE RECOMMENDATIONS OF THE GEOTECHNICAL INVESTIGATION PREPARED FOR THIS PROJECT.

7. ALL WATERSTOPS SHALL BE A-LOC OR D-LOC PREFORMED PLASTIC ADHESIVE BY ATLANTIC CONCRETE INDUSTRIES OR EQUAL AS RECOMMENDED BY THE PRECASTER WITH ENGINEERS APPROVAL.

   PRECAST SHALL BE PROVIDED TO THE ENGINEER FOR REVIEW.

6. THE CONTRACTOR SHALL COORDINATE HATCH OPENING SIZE & LOCATION AS REQUIRED BY PUMP MANUFACTURER/SUPPLIER WITH PRECAST CONCRETE SUPPLIER PRIOR TO CASTING. SHOP DRAWINGS OF

5. CONCRETE PROTECTION FOR REINFORCEMENT SHALL BE 3 INCHES FOR CONCRETE PLACED AGAINST THE GROUND AND 2 INCHES EVERYWHERE ELSE UNLESS NOTED OTHERWISE.

4. ALL REINFORCING BARS SHALL CONFORM TO ASTM A615 GRADE 60. MINIMUM YIELD STRENGTH SHALL BE 60,000 P.S.I.

3. ALL CONCRETE SHALL HAVE A SPECIFIED MINIMUM COMPRESSIVE STRENGTH OF fc’=4000 PSI AT 28 DAYS, UNLESS NOTED ON DRAWINGS.

   WALL SECTIONS ASTM C478.

2. STRUCTURAL DESIGN STANDARDS - ACI STANDARD 318-89 BUILDING CODE REQUIREMENTS FOR REINFORCED CONCRETE AND ACI 350R-83, "CONCRETE SANITARY ENGINEERING STRUCTURES". PRECAST

   REQUIREMENTS.

1. THE STRUCTURE TO BE SUPPLIED BY CONCRETE PRECASTER SHALL BE DESIGNED AND CERTIFIED BY FLORIDA REGISTERED PROFESSIONAL ENGINEER. DESIGN DETAILS SHOWN ON THIS SHEET ARE MINIMUM

12. PUMP SHALL BE: AS NOTED BELOW, OPERATING (DESIGN) POINT SHALL BE______GPM @______FEET, TOTAL SYSTEM HEAD.

   CONDITIONS THAT ALSO REQUIRE EMERGENCY STAND-BY GENERATORS.

11. PUMP SHALL BE A MINIMUM OF 5.0 HORSEPOWER. PUMP STATIONS/PUMPS WITH 30 OR GREATER HORSEPOWER EACH SHALL INCLUDE EMERGENCY STAND-BY GENERATORS. SEE STANDARDS FOR OTHER

10. AIR VENT TO BE JOSAM 4" VENT CAP, MODEL 26700 BY JOSAM OR EQUAL. PROVIDE STAINLESS STEEL INSECT SCREEN

9. PROVIDE 3/4" WASH DOWN HOSE BIBB WITH REDUCED PRESSURE ZONE (RPZ) BACKFLOW PREVENTER.

   EQUAL.

8. SEE LIFT STATION ELECTRICAL SHEET FOR ELECTRICAL, CONTROL, AND INSTRUMENTATION REQUIREMENTS. CONTROL PANEL SHALL BE AS MANUFACTURED BY ANTHONY CUSTOM CONTROLS OR APPROVED

7. ALL PIPE JOINTS, OTHER THAN FLANGED JOINTS, WITHIN THE FENCED AREA SHALL BE MECHANICALLY RETRAINED AS A MINIMUM.

   EQUAL. FORCE MAIN TO BE 4" (MIN.) DUCTILE IRON PIPE TO THE EMERGENCY PUMP CONNECTION.

6. ALL PIPING WITHIN THE WET WELL AND VALVE BOX SHALL BE FLANGED DUCTILE IRON PIPE. PIPING AND JOINTS IN WETWELL SHALL BE  WRAPPED WITH PROTECTIVE TAPE, WRAPID TAPE BY CANUSA OR

5. CHECK VALVES SHALL BE OUTSIDE SPRING TYPE BY MUELLER A-2600-6-02 OR AMERICAN FLOW CONTROL 50-SC OR EQUAL.

4. ALL MISCELLANEOUS HARDWARE, NUTS, BOLTS, WASHERS, FASTENERS, ETC. SHALL BE STAINLESS STEEL OR NON FERROUS MATERIAL.

3. GUIDE RAILS, UPPER GUIDE HOLDERS, LIFTING CABLE, AND POWER CABLE HOLDER SHALL ALL BE STAINLESS STEEL.

2. ACCESS HATCHES SHALL BE ALUMINUM, COMPLETE WITH HINGED AND HASPCOVER. SIZE AS REQUIRED. HATCH SHALL OPEN TOWARD CONTROL PANEL AS SHOWN IN SECTION VIEW. 

1. PUMPS SHALL BE FLYGT SUBMERSIBLE SEWAGE PUMPS, WITH 230/V, 3 PHASE, 60 HERTZ MOTORS AND (MIN.) 4" DISCHARGE.

LIFT STATION SITE PLAN

SCALE:  1"=10’

WATER LINE

45 LF-1" PVC

METER

�" WATER

PVC @ 0.40%

52’-8" SDR26

HOSE

BIBB
CONTROL

PANEL

VALVE

VAULT

WET

WELL

6" PVC FORCE MAIN

BACKFLOW PREVENTER

REDUCED PRESSURE

SWING GATE

2-8’ WIDE PANELS

14’ DRIVE

S14

WET WELL

DEDICATED TO THE CITY.

TRACT "F" IS A UTILITY TRACT

GENERATOR PAD

5’x12’ CONCRETE

LINER UNDER ROCK

WITH POLYETHYLENE FILM

6" OF BEDDING ROCK

ASPHALT OR CONCRETE

5.67’ FT.

MFR. STAINLESS STEEL

AS REQ’D BY PUMP 

HATCH ACCESS DOOR 

49.95"X30.5" ALUM. 
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119.56
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118.06

115.84
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113.34

 

OVER ALL TRACTS.

SIDEWALK ESMT.  IS DEDICATED

A UTILITY,  DRAINAGE,  ACCESS &

NOTE: 

17 3" 63-276-00-0078          H.P.:________; MIN. SOLID SIZE:_______IN.; CURVE:_____________.

4"
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AROUND
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DUPLEX CONTROL PANEL ENCLOSURE

DEAD FRONT LAYOUT

18

L

K

E Y

A

17

J
H

I

C

19 6

W

M 16

32

35. CIRCUIT BREAKER FOR LIGHTING & CONTROL TRANSFORMER (480V)

34. DEAD FRONT INNER DOOR W/BARRIER (ALUMINUM) 460V SIDE ONLY

32. EQUIPMENT GROUND LUG

31. TYPE 3R WIRE TROUGH

30. BUCK/BOOST TRANSFORMERS DRY 12/24v X240/480v

29. 75KVA 460v X 230v 3ph TRANSFORMER

28. 2KVA 230v X 120v TRANSFORMERS DRY (control & lighting)

27. MAIN DISCONNECT 3R SINGLE BREAKER IN ENCLOSURE

26. 600v 100amp NF 3P SAFETY SWITCH

25. SERVICE ENTRANCE CABLE (See Spec Sheet)

24. 5/8in X 8ft GALV GROUD RODS

23. #4 BSD CU WIRE

22. 1/2in PVC SCH 40 CONDUIT

21. 1 1/4in OR 1 1/2in PVC SCH 40 CONDUIT

20. 1 1/4in OR 1 1/2in PVC SCH 80 CONDUIT

19. CONTROL (X-2) LUG

18. G.T.C.I. RECEPTACLE (W.P. BOX AND COVER)

17. AREA LIGHT SWITCH (W.P. FLUSH)

16. ALARM LIGHT FLASHER UNIT

15. NOT USED

14. NOT USED

13. HIGH LIMIT ALARM BALL

12. LOW LIMIT BALL

11. PVC AIR TUBE GUIDE, NM STRAPS & ANCHORS W/ STAINLESS SCREWS

10. MAIN DISCONNECT/TRANSFER SWITCH

9.  PUMP CORD AND SENSOR ENTANCE INTO WET WELL

8.  NOT USED

7.  2 in PVC SCH 80 CONDUITS (PUMP CORDS))

6.  PHASE MONITOR AND SUPPRESSER FUSES WITH BLOCK (500V)

5.  1 1/4in SEAL OFF

4.  1/2in RIGID GALV PIPE

3.  1 5/8in SQ. STEEL CHANNEL W/ PIPE CLAMPS & RUBBER ENDS CAPS

2.  2in GALV PIPE W/CAPS AND BASE ANCHORED IN CONC

1.  METER BASE

Z.  VHF ANTENNA

Y.  PANEL BREAKER OPERATOR

X.  MOTOR TERMINAL BLOCKS

W.  CONTROL/SENSORS TERMINAL STRIP

V.  MOTOR JUNCTION BOX 

 IN PVC40 CONDUIT (FLOAT BALL)4
3

U.  

 IN PVC40 CONDUIT (TRANSDUCER CORD)4
3

T.  

 IN SEAL OFF (TRANSDUCER CORD)2
1

S.  

R.  RTU ENCLOSURE

Q.  ALARM LIGHT (Red)

P.  STARTER TD RELAY (8 PIN) OVER 30 HP DUPLEX

O.  TRANSDUCER ASSEMBLY

N.  ALARM TD RELAY (8 PIN)

M.  CONTROL RELAY (8 PIN)

L.  CONTROL RELAY (11 PIN)

K.  MOTOR STARTERS (SIEMENS HD)

J.  SELECTOR SWITCHES (ALLEN-BRADLEY KEYED)

I.  CONTROL CIRCUIT BREAKER (120v)

H.  MOTOR CIRCUIT BREAKERS (230v)

G.  SURGE ARRESTOR

F.  GENERATOR RECEPTACLE (Pyle National JRE 4100)

E.  MAIN PANEL CIRCUIT BREAKER (480v)

D.  AREA LIGHT 

C.  GFI/AREA LIGHT CIRCUIT BREAKER

B.  LS150 PLC/RTU CONTROL PAKAGE

A.  PANEL ENCLOSURE NEMA 4x, 304 STAINLESS STEEL (30x26x8 IN)

MOTOR JUNCTION BOX
RTU ENCLOSURE

XB

R

V

W

 

 
N.T.S.

 

 

N.T.S.

 

 

N.T.S.

 

 
N.T.S.

 

 
N.T.S.

CONTROL PANEL ELEVATION

CONTROL PANEL

LAYOUT DETAILS

TYPICAL SERVICE 230v 3ph

TYPICAL SERVICE 208 v TO 230v 3ph
TYPICAL SERVICE 460v TO 230v 3ph
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3’ VALLEY GUTTER & TRANSITION DETAIL
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(TYPE F CURB & GUTTER)
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(3’ VALLEY GUTTER)

7
�

"

7
�

"

18" 18"

16" 8"PLAN

3’ VALLEY GUTTER TRANSITION

"C" JOINTS

S
E
E
 
P
LA

N
 
F

O
R
 
R
A
D
IU

S

B

B

2
"

TYPE "F"

MUST FOLLOW STREET ALIGNMENT

A

A

GUTTER

CURB &

& GUTTER

TYPE "F" CURB

MAINTAIN 0.024% MIN.  GRADE

NOTE: ALL FLOW LINES MUST

N.T.S.

DEAD END BARRICADE DETAIL

18
"18

"

6
"6

"

.080" ALUMINUM SIGN PANEL

SHALL BE DRIVEN 36" INTO THE GROUND.

FOR DELINEATOR SUPPORTS.      SUPPORTS

CONCRETE FOOTINGS ARE NOT REQUIRED

VARIES VARIES

DELINEATOR SUPPORT
3
6
"

M
IN
.

4
8
"

M
IN
.

HAVE A MINIMUM 3" DIAMETER.

RED REFLECTIVE BUTTONS SHALL

F.D.O.T. INDEX 17349 CASE II (RED REFLECTIVE BUTTONS)

DRAINAGE STRUCTURES.

FDOT DESIGN STANDARDS FOR ALL

CONTRACTOR TO REFER TO LATEST

NOTE:

23" MIN. 23" MIN.28"

36" MAX. 36" MAX.

LAYOUT

RIBBON DRIVEWAY

HIGH CURBDROP CURB

�" EXP.  JOINT

�" EXP.  JOINT

TRANSITION
PROPERTY LINE

5
’

R/W LINE

3’ 3’

7’ MIN. - 18’ MAX.

A

A

6" CONC.  S/W SECTION

RESIDENTIAL DRIVEWAY APRON

    S/W CANNOT EXCEED 12:1

NOTE: LONGITUDINAL SLOPE OF

6
"

PAVEMENT

BASE

6
"

12" 12" 12"6"

8" 16"

24"

�" R 2" R

3" R

�" R

�
"

7
�

"12
"

COMPACTED SUBBASE

SUBGRADE6
"

STABILIZED

STANDARD TYPE "F" CURB & GUTTER DETAIL

MOUNTABLE MEDIAN CURB DETAIL

16"12" 12"

9" 7"

1�" R

�" R

�
"

6
"

6
"

3
"

11
"

BASE

PAVEMENT

STABILIZED SUBGRADE

TYPICAL ENTRANCE SECTION

12"  

18.75’

B

A

B = 2.5 x PIPE DIAMETER (MINIMUM 5’)

A = PIPE DIAMETER (MINIMUM 2’)

SECTION

POND INFLUENT PIPE

SPLASH PAD EROSION PROTECTION

DRY POND MITERED END SECTION &

MITERED END SECTION

SPLASH PAD

MES

SPLASH PAD

 

18" MINIMUM DEPTH

FABRIC LINED SUMP

RUBBLE IN FILTER

4" - 6" CLEAN CONCRETE

DETAILS.

FOR MITERED END SECTION

REFER TO FDOT INDEX 272

NOTE:

EX.  GROUND

V
A

R
IE

S

(S
E

E
 

G
R

A
D
IN

G
 
P

L
A

N
)

4:1

BY OTHERS

SEPARATELY

PERMITTED

WALL TO BE

WALL SECTION

RETAINING

 

HANDRAIL IS REQD.)

THAN 2.5’ IN HEIGHT,

(IF WALL IS GREATER

HANDRAIL

TRANSITION

PLAN VIEW

STANDARD 2.0’

CURB & GUTTER

1.5’ 1.5’
LOW CURB TO MATCH

WIDTH OF SIDEWALK

6’ TYP. RAMP FLOOR

AND SIDES

�" EXP. JOINT

4" CONC. SIDEWALK

�" EXP. JOINT

NOTES:

3. CONSTRUCT WITH CLASS A (3000PSI) CONCRETE.

SECTION A-A

2. LOW CURB & TRANSITION MAY BE FORMED AT THE OF

CURB CONSTRUCTION.

CONC. SIDEWALK

WIDTH VARIES

STANDARD 2" CURB & GUTTER

(REMOVE & REPLACE)

SLOP
E C

ANNOT 
EXCEED 1

2:1

6
.0
’ 
+/
-

6.0’+/-

 CODE SECTION 4.29.2 AND FIGURES 40(a & b).

 OF RAISED TRUNCATED DOMES PER THE FLORIDA ACCESSIBILITY

4. CONTRACTOR TO INSTALL DETECTABLE WARNING CONSISTING

SEE NOTE 4

 WITHIN LIMITS SHOWN.

1. ENTIRE EXISTING CURB SHALL BE REMOVED & REPLACED

HANDICAP RAMP

LIMITS OF EXISTING CURB REMOVAL
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64720

Florida Reg. Number

Nicole Petersen Stalder

SIGNING & STRIPING DETAILS

RIGHT - OF - WAY

2’

STREET SIGN

2
’

5
0
’
 

M
A

X
.

2
4
"
 

S
T

O
P
 

B
A

R
,
 

T
H

E
R

M
O

1
2
’
 

M
I

N
.

12’

TO

6’

YIELD SIGN

STOP OR

W
H
I

T
E
 

S
T

R
I

P
I

N
G

4’

SIDEWALK SIDEWALK

(TYP.)

CROSSWALK

STANDARD

STREET SIGN

TYPICAL TRAFFIC CONTROL SIGN

6’ TO 12’ 

7
’

STOP & STREET SIGN DETAIL

STEEL

SQUARE GALVANIZED

(UNLESS OTHERWISE SPECIFIED)

R1 1

3
0
"

30"

TYPICAL STOP SIGN

C

GRADE

L PROFILE

12’ 12’

50’ ROW

5’ 6’ 5’6’2’2’

2.0% 2.0% 2.0% 2.0%

10’ 10’

UTILITY
ESMT.

UTILITY
ESMT.

TYPICAL 50’ ROW SECTION

S/W (TYP.)

5’ CONCRETE

C

GRADE

L PROFILE

12’ 5’2’2’

2.0% 2.0%
2.0%

10’ 10’

UTILITY
ESMT.

UTILITY
ESMT.

S/W (TYP.)

5’ CONCRETE

4.0%

100’ ROW

4.0%

7’4’16’12’ 12’12’5’

2.0% 4.0%4.0%

7’ 4’

12" 12" 12" 12" 12"

9
"

�
"

7
�

"

6
"

6
"

6
"

�" R

BASE

PAVEMENT

COMPACTED SUBBASE

STABILIZED SUBGRADE

24"

MIAMI CURB & GUTTER DETAIL

1

1

MIAMI CURB

8.17% 8.17%

COURSE (2 LIFTS)

2" F.D.O.T.  (TYPE S-1) STRUCTURAL 

AASHTO T-180 AND LBR 40

12" COMPACTED SUBGRADE (98% DENSITY)

TO 98% PER AASHTO T-180

LESS THAN 5% PASSING #200 SEIVE COMPACTED

18" OF NATIVE OR IMPORTED MATERIAL HAVING

COURSE (2 LIFTS)

2" F.D.O.T.  (TYPE S-1) STRUCTURAL 

AASHTO T-180 AND LBR 40

12" COMPACTED SUBGRADE (98% DENSITY)

TO 98% PER AASHTO T-180

LESS THAN 5% PASSING #200 SEIVE COMPACTED

18" OF NATIVE OR IMPORTED MATERIAL HAVING

SUBGRADE SHALL BE KEPT WELL DRAINED AT ALL TIMES.

PROPER LINE, GRADE AND CROSS SECTION REQUIRED. THE

AND DEPRESSIONS AND OTHER DAMAGE AND AT THE 

SPECIFIED, IT SHALL BE MAINTAINED FREE FROM RUTS

3.  AFTER THE SUBGRADE HAS BEEN PREPARED, AS 

MODIFIED.

AASHTO METHOD OF T-99-49 (PROCTOR CONTROL METHOD)

FOR IN THIS SUBSECTION WILL BE DETERMINED BY 

2. THE MAXIMUM DENSITY AT OPTIMUM MOISTURE CALLED 

COMPACTION.

SUBBASE SHALL HAVE A MIN. OF 90% OF MAXIMUM

SUBGRADE IN A CUT SECTION UNDER A STABILIZED

OPTIMUM MOISTURE UNLESS OTHERWISE SPECIFIED. THE 

NOT LESS THAN 100% OF MAX. DENSITY OBTAINED AT

AND FILLS, SHALL BE COMPACTED TO A DENSITY OF

1. THE TOP 6" OF THE SUBGRADE, IN BOTH CUTS

NOTES:

MEDIAN

MOUNTABLE

UNDER SIDEWALK

BASE TO EXTEND 

CURB)

(BASE TO EXTEND UNDER

STD.  CURB & GUTTER

2

2

STRENGTH

0.15 GAL./SF 300 PSI 7-DAY COMPRESSIVE

T-134) ASPHALTIC PRIME COAT APPLIED AT 

COMPACTED TO 98% MAX. DENSITY (AASHTO

PER GEOTECH & CITY STANDARDS) 

AN F.D.O.T. APPROVED SOURCE OR LIMEROCK 

ALT. INCLUDING CRUSHED CONCRETE FROM 

10" BASE TYPE SOIL CEMENT (OR 

2

STRENGTH

0.15 GAL./SF 300 PSI 7-DAY COMPRESSIVE

T-134) ASPHALTIC PRIME COAT APPLIED AT 

COMPACTED TO 98% MAX. DENSITY (AASHTO

PER GEOTECH & CITY STANDARDS) 

AN F.D.O.T. APPROVED SOURCE OR LIMEROCK 

ALT. INCLUDING CRUSHED CONCRETE FROM 

10" BASE TYPE SOIL CEMENT (OR 

2
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A
C

A
D
 

F
IL

E
:

10. STORM SEWER PIPES SHALL MEET ASTM C76 & ASTM C507.

9. MANHOLE RISERS SHALL CONSIST OF NO MORE THAN THREE COURSES (LAYERS) OF BRICK TO FRAME & COVER.

8. CLEAN SAND SHALL CONSIST OF MATERIAL HAVING LESS THAN 5% PASSING THE #200 SIEVE. 

7. ALL STORM SEWER MANHOLES FRAME & COVER SHALL BE ASTM 225.

IN A CONSPICUOUS LOCATION ON THE JOB SITE AT ALL TIMES.

6.  THE OWNER SHALL KEEP A COPY OF THE WATER MANAGEMENT DISTRUCT PERMIT, NPDES, NOI AND SWPP PLAN 

5. STORM SYSTEM WILL BE CLEANED PRIOR TO BEING TV’D.

4. ALL STORM SYSTEM MUST BE WATER-TIGHT WITH ALL JOINTS WRAPPED.

SJRWMD, ETC.), AND FEDERAL PERMITS HAVE BEEN ISSUED FOR THE PROJECT.

3. CONTRACTOR AND OWNER ARE RESPONSIBLE FOR ENSURING THAT ALL CITY, COUNTY, STATE (FDEP, FDOT, 

ENGINEER.

2. PIPE MATERIAL SHALL BE AS SHOWN ON THE CONSTRUCTION PLANS UNLESS OTHERWISE APPROVED BY THE CITY 

ALL STORM SEWER PIPE SHALL BE REINSPECTED AT THE YEAR END, COST TO BE PAID BY THE OWNER.

CLOSED CIRCUIT TV INSPECTION PRIOR TO BEING ACCEPTED BY THE CITY, WHETHER PRIVATE OR CITY MAINTAINED. 

1. ALL NEW STORM AND SANITARY SEWER LINES IN THE CITY OF WINTER GARDEN SHALL BE SUBJECTED TO  

GENERAL NOTES:

24" Min. ( Typical )

2
4
"

4’ Min.

24"

4’ Min.

24"

4’ Min.

2
4
"

4’ Min.

2
4
"

2
4
"

Minimum Widths

See Note 4 For 

1
2
"

Min.

3’

Ramp

Curb

Sidewalk

Public

Sidewalk

    Mid Block Croswalk 10’

    Intersection Croswalk 6’

4.  Crosswalk minimum widths:

No. 95.35 through 17356.

sign installation refer to Index 

3.  For pavement marking and 

ramps, refer to Index No. 304.

2.  For public sidewalk curb 

No. 17721 through 17890.

signal installation, refer to Index 

1.  For traffic and pedestrian 

GENERAL NOTES

SPECIAL EMPHASIS CROSSWALK

SIGNALIZED OR STOP SIGN

CONTROLED INTERSECTION
N.T.S.  

 

TURNING ROADWAY

ROADWAY

SPEED OF

POSTED

SHALL BE THERMOPLASTIC.

ALL ROADWAY PAVEMENT MARKINGS

TAPER

LENGTH OF

60

NOTE:

ROADWAY

55

50

45

40

35

30

SPEED OF

POSTED

30

S
O

L
ID
 

W
H
IT

E

T

(S)(T)

230

210

195

165

135

105

100

270

250

230

210

190

170

150

LENGTH OF

STORAGE

12’

S

T

60

55

50

45

40

35

S
O

L
ID
 

W
H
IT

E

S

N/A

270

250

230

210

190

170

230

210

195

165

135

105

-

230

230

200

170

140

110

-

MINIMUM RADIUS SHALL BE 25 FEET

STORAGE

STOP

(T)

TAPER

LENGTH OF

CONDITION

LENGTH OF

(S)

(REFER TO ARTICLE 3 OF E.S.M.)

FREE

RIGHT

NOTE:

 

RIGHT TURN

DECELERATION LANE
N.T.S.  

 

LEFT TURN

STORAGE LANE

(DIVIDED HIGHWAY)
N.T.S.  

 

4) ALL ROADWAY PAVEMENT MARKING SHALL BE THERMAPLASTIC.

3) MINIMUM RADIUS SHALL BE 25 FEET (REFER TO ARTICLE 3 OF E.S.M.)

2) LANE WIDTHS TO MATCH EXISTING LANE WIDTHS.

1) STRIPING ACCORDING TO F.D.O.T. STANDARD INDEX #17346B.

NOTES:

12’

R
O

A
D

W
A

Y

O
R

D
R
IV

E
W

A
Y

A

DOUBLE YELLOW

18" SOLID YELLOW

12’

B

SOLID WHITE12’

12’

L
CEXISTING

200’

PAVEMENT MARKING LENGTHS

55 MPH

45 MPH

50 MPH

250’

170’230’

210’ 140’

40 MPH

SPEED

110’190’

BA

210’ 250’

230’195’

165’ 210’

190’135’

DC

C

DOUBLE YELLOW

SOLID WHITE

12’

D

MINIMUM OF 1 INCH ASPHALTIC CONCRETE OVERLAY

A B
50’50’ C D

 

 

TYPICAL INTERSECTION
N.T.S.  

 

FINISH GRADE

95% MAX. DENSITY

 (ASTM D-1557)

 (AASHTO T-180)

LENGTH OF WALK

20’-0" O.C. MAX. OR 1/2

1/4" R. 1/4"

1/4"

CONSTRUCTION JOINT

4
"

SUBGRADE

10" COMPACTED

BLDG.,CONC. SLAB

OR CONC. CURB

1/2" PREMOLDED

1"

3
"

4" CONCRETE PAVEMENT

VARIES

WALK SECTION

CLASS I, 3000 PSI CONCRETE

w/ 6X6X10/10 WWM (TYP.)

LIGHT BROOM STROKE FINISH

EXPANSION JOINT (TYP.)

1/4"

1/4" R. 1" OR T/4

5’-0" APART MAX.

DUMMY GROOVE

1/4" R.

SIDEWALK INTERSECTION

MAX. PROVIDE AT EVERY

EXPANSION JOINTS 40’-0"

1/4"

1/2" EXP. JOINT MATERIAL

EXPANSION JOINT

 

 

SIDEWALK DETAILS
N.T.S.  

 

 

 

TYPICAL UNDERDRAIN DETAIL
N.T.S.  

 

Envelope

Filter Fabric

9" Min.

2
4
"
 

S
t
d
.

24" Std.

3" Std.

9" Min.

Underdrain Pipe

Coarse Aggregate

Securing Device

Securing Device

(Per FDOT Index 199)

Filter Fabric Type D-3 

Woven Or Non-Woven 

Filter Fabric

Woven Or Non-Woven 

 

 

FILTER FABRIC JACKET
N.T.S.  

 

ROUND PIPE

36
"

36
"

M
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.

36"

Min.Min.

36"

Joint
Varies

ELLIPTICAL PIPE

Min.

36"

Joint

M
in
.

ISOMETRIC VIEW
PIPE SECTIONS

36"

Min.

Overlap 2’ Min.

Joint

ELLIPTICAL PIPE SHOWN

Cost of filter fabric jacket to be included in cost of pipe culverts.

FOR ALL PIPE TYPES - CONCRETE PIPE SHOWN

Varies

HDPE PIPE

SCHEDULE 40 OR SMOOTHWALL 

2. PIPE SHALL BE PERFORATED 

1.  PER F.D.O.T. INDEX #286 

NOTE:

IITYPE 
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PICTORIAL VIEWS
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1:12

Sidewalk Curb

(Where Necessary)

2
’

2’

PLAN

Median

2’

5’ Concrete

Sidewalk

2
’

2
’

All Sidewalk Curb Ramps Shall Have Detectable Warning Surfaces That Extend The Full Width

Of The Ramp And In The Direction Of Travel 24 Inches (610 mm) From The Back Of Curb.

 

 

CURB RAMP DETECTABLE WARNING DETAIL
N.T.S.  

 

PLAN
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Utility Strip

Detectable Warning

1:
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1:
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PICTORIAL VIEW

Utility Strip

0.
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2’

PICTORIAL VIEW

1:12

1:12

Utility Strip

PICTORIAL VIEW

1:
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2’

 

 

TYPICAL PLACEMENT OF DETECTABLE WARNING ON CURB RAMPS
N.T.S.  

 

DUMP NO WASTE

TO

LAKE

DRAINS

PLATE SHALL BE ADDED TO STORMWATER INLETS AS REQUIRED BY THE CITY.

VARIES

21 DOMES @ 1.670" O/C 1.050"1.050"
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7
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DETAIL-1

B
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A

A

1
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6
2
5
"

1
.2

6
2
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"

8
.0

"
8
.0

"

12 SPACES OUT TO OUT @ 3.00" O/C 3.00"3.00"

REFLECTED PLAN (1"=1’-0")

EMBEDMENT FLANGES

0.625" DIA. HOLES THROUGH 

FLANGE 11 PER TILE

INTERNAL EMBEDMENT 

0.625"0.625"

0
.7

5
0
"
 

T
Y
P
.

0.625" TYP.

MICRO-TEXTURE UNDERSIDE OF TILE

0.1875" DIA. x 0.0625" HIGH 

0.1875"

1
.3

7
5
"

1.2625" 1.670" TYP.

R
0
.1
0
2
"

1.2625"1.670" TYP.

1
.3

7
5
"

1.670" TYP.1.050" 1.670" TYP. 1.050"

0.1875"

3.00"

3.00"3.00" TYP.

0
.2

5
0
"

IN REFLECTED PLAN

FLANGES AS SHOWN 

EMBEDMENT 

0.625" DIA. HOLE 

ORIENTATION)

@ 3" O/C (SEE PLAN FOR 

INTERNAL EMBEDMENT FLANGE 

0
.1

8
7
5
"

0
.1

8
7
5
"

CELL EACH SIDE)

HOLE (ONE PER 

0.1875" DIA. VENT 
0.045" HIGH

PLAN CENTERED TYP.

FLANGES AS SHOWN IN REFLECTED 

0.625" HOLE THROUGH EMBEDMENT 

SECTION A-A(1"=2")

SECTION B-B(1"=2")

0
.2

0
"

NOTE:OPTIONAL

MANUFACTURER

PLATE ADDED BY

SOUND AMPLIFYING

0
.2

0
"

CELL EACH SIDE)

HOLE (ONE PER 

0.1875" DIA. VENT 

0
.0

6
2
5
"

0.09375"

0.09375"0.09375"
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2
.3
5
0
" 
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.

1.050"

1
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"

1
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"
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.

DETAIL-1(FULL)

1.670" TYP.

SQUARE INCH

41 POINTS PER 

MICRO-TEXTURE

FIELD LEVEL 

NOTE:

1. CURB RAMP DETECTABLE WARNING TILE SHALL BE ARMOR TILE OR EQUAL.

NOTE:

ARMOR TILE OR APPROVED EQUAL
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BOWYER

SINGLETON

A
C

A
D
 

F
IL

E
:

Sidewalk Concrete (6" Thick), SY.

10. Turnouts will be paid for under the contract unit price for 

connection) shall be the responsibility of the permittee. 

connection (such as stop bars and stop signs for the 

9.  All signing and marking installed for the operation of the 

maintained by the Department. 

installed for the operation of the State highway shall be 

acceleration and deceleration lane markings, and signing 

8.  All pavement markings on the State highways, including 

shall be the responsibility of a public agency. 

signals, accociated equipment, and other necessary devices 

7.  The maintenance and operation of highway lighting, traffic 

is less. 

the right of way or 2 feet back of sidewalk, whichever distance 

6.  Department maintenance of pavement shall extend out to 

4" Conc. Swk.

UTILITY STRIP (LESS THAN 10’)

TURNOUT WITH SIDEWALK AND

Intersections".

"Limits Of Clearing & Grubbing, Stabilization And Base At 

Notes", the details of "Rural Turnout Construction" and the detail of 

"Summary Of Geometric Requirements For Turnouts", the "General 

5.  For turnouts with radial returns see the requirements under the 

the concrete pavement (concrete sidewalk, 6" thick). 

4.  Cost for preformed joint filler shall be included in the cost for 

accordance with Notes Nos. 1 and 2. 

section is less than 5 feet long; and, drop curb constructed in 

joint beyond the flare point or to the extent that no remaining 

the existing curb and gutter shall be removed either to the nearest 

3.  Where turnouts are constructed within existing curb and gutter, 

Nos. 300 and 304 respectively. 

2.  For details of drop curb and curb cut ramps refer to Indexes 

foundation shall meet the requirement of Subarticle 522-4. 

respectively of the FDOT Standard Specifications.  The driveway 

material and construction requirements of Sections 522 and 520 

1.  Driveway 6" concrete pavement and drop curb shall meet the 

TURNOUT WITHOUT SIDEWALK

4" Conc. Swk.

3’

10’ Or Greater

Utility Strip

Back Of Sidewalk

SPECIAL NOTES FOR URBAN FLARED TURNOUTS

UTILITY STRIP (10’ OR GREATER)

TURNOUT WITH SIDEWALK AND

PLAN B

Distance Between Connections ’D’.  See ’Sketch

7’

Joint

4" Conc. Swk.

Joint

1
0
’

7’

Drop Curb (Width Varies)

Joint

6" Concrete Driveway

And Sidewalk

Every 5th Joint shall be

Open Joints At 10’ Ctrs.

(See Sheet 1)

Driveway Width (W)

Flare Point

Refer To Index No. 310

Than 6’

’D’) But Not Less

Between Connections

(To Suit Distance

Varies
4’6’

3’

Warp

5’

Illustrating Definitions’ and General Note No.3.

5’

Utility Strip

Less than 10’

V
a
r
ie
s

Engineer

Directed By The 

Plans Or As 

Called For In The 

Constructed As 

Driveway To Be 

If
 
 
1
5
’ 

R
e
f
e
r
 

T
o
 
’P

L
A

N
 

A
’

Driveway Width (W)

(See Sheet 1)

6" Concrete

V
a
r
ie
s

Joint

7’3’

PLAN C
1
0
’

Driveway

R/W Line

Driveway Pavement

(For Concrete Pavement Joint

Patterns, See ’INSET’ Right)

conditions.

operating under normal crown and superelevation 

standard trucks, vans, busses and recreational vehicles 

and those that can accommodate representative 

representative standard passenger vehicles and those 

with slopes that can readily accommodate 

Driveways indicated as ’General Applications’ are those 

low side of fully superelevated roadways. 

loaded conditions when the driveway is located on the 

representative standard passenger vehicles under fully 

with slopes that can cause overhang drag for 

Driveways indicated as ’Marginal Applications’ are those 

impeded. 

to the extent that traffic demand volumes will be 

drivers who are leaving the roadway to slow or pause 

loaded conditions; or, those with slopes that can cause 

representative standard passenger vehicles under fully 

those with slopes that can cause overhang drag for 

1. Driveways indicated as ’Adverse Applications’ are 

Note: See sheet 1 for ’GENERAL NOTES’

designation.

plans using the assigned alpha-numeric 

constructed, the type shall be designated in the 

3. When specific flare type driveways are to be 

or Category ~~~ designs. 

driveways are to have site specific flare designs 

Where such vehicles are design vehicles 

low undercarriage or low appendage features. 

may not accommodate vehicles with low beds, 

2. The standar flared driveways on this index 

DESIGN NOTES FOR URBAN FLARED TURNOUTS

As Required For Curb Cut Ramps Shown On Index 304.

No Drop Curb Allowed Within These Limits Except

PLAN A

Flare Point

Corner Clearance (C). See General Note No. 3.

4" Conc. Swk.

Drop Curb (Width Varies)

Joint

And Sidewalk
6" Concrete Driveway

(0.02)

3’ Min.

Joint Joint

Driveway Width (W)

(See Sheet 1)

F
la
r
e
 

P
o
in
t

6’4’

Varies

(3’ Min.)
Curb Cut Ramp

Radius Point

Side Street R/W

Back Of Sidewalk

(Example Only)

Joint As Required For Connecting To Existing Curb.

3’ Min. Back Of Sidewalk In Absence Of Curb Cut Ramps.

2’ Min. Beyond Limits Of Curb Cut Ramps - See Index No. 304.

Where Connecting Existing Curb And Gutter.

End Of All Curb And Gutter Construction Except

3’ Curb Transition From Full To Zero Height At

In An Adopted Five Year Transportation Plan).

(Future Edge Of Pavement Where Available

Sidestreet Edge Of Pavement Extension Line

Full Height Curb Length Varies:

Footnotes:

DRIVE CONSTRUCTED

JOINT PATTERN WHEN CONCRETE 

Concrete Turnout

(See Sheet 1)

Driveway Width (W)

Engineer

Directed By The 

Plans Or As 

Called For In The 

Constructed As 

Driveway To Be 

INSET

*

Open Joints At 10’ Ctrs.

Every 5th Joint shall be

Alpha-numeric identification of a flared driveway type specifically

Driveways (6" concrete) shall be of a uniform width (W)

no driveway should encroach on the corner radius.

sidestreet radius point. With or without curb and gutter,

the no drop curb limits should extend back to the

When connecting to sidestreet curb and gutter sections,

driveways over 20’ wide. Joints in curb and gutter to

   Open joints placed at equal (20’ max.) intervals for

All   joints shall be constructed with preformed joint filler.

called for in the plans, see sheets 3 and 4.

to the right of way line.

match joints in driveways.

 

 

URBAN FLARED TURNOUTS
N.T.S.

PER INDEX No.  515 OF THE F.D.O.T. 

ROADWAY AND TRAFFIC DESIGN STANDARDS

1

2

1

2

1

8
1

2

1

2

1

2

1

2

1

2

1

2

1

2

1

8
1

2

1

8

1

2

 CURB AND GUTTER ENDINGS

Note: For use adjacent to concrete or flexible pavement, concrete shown.

*

*

CONCRETE CURB AND GUTTER

Expansion joint, preformed joint filler and joint seal are required between curbs

pavement on tangents and flat curves are to match the pavement

Applies to both high and low sides of pavement, low side shown.

2. Ends of Curbs Types B and D shall transition from full to zero

1. For curb,gutter,and curb and gutter provide

2’‘

  ADJACENT TO FLEXIBLE PAVEMENT

CURB AND GUTTER AND TYPE A CURB

To Be   Above Lip Of Gutter. Surface

On High Side To Be Flush With Lip Of

Curb Or Curb & Gutter.

Surface On Low Side Of Pavement

Applies to both high and low sides of pavement, low side shown.

Slope Varies

Flexible Pavt.

8.5’

1’‘

6’

2
0
’ 

R

2
0
’ 

R

R

R

A

  heights in 3 feet.

Curb,gutter and curb & gutter expansion joints shall be located in

joints, with intermediate joints not to exceed 10’ centers.

joints at 10’ centers (max.).  Contraction joints adjacent to concrete

Joint Seal

Preformed Joint Filler

Exp. Joint And

End Of Curb

End Of Curb

GutterGutter

GutterGutter

Top Of CurbTop Of Curb

Top Of CurbTop Of Curb

3’

Trans.
3’

Trans.

3’

Trans.
3’

Trans.

STRAIGHT END

STRAIGHT END

Edge Of Pavt. Edge Of Pavt.

Edge Of Pavt.Edge Of Pavt.

PROFILE

PROFILE

PLAN

PLAN

PROFILE

PROFILE

PLAN

PLAN

3’

5.5’

FLARED END

FLARED END

Preformed Joint Filler

Exp. Joint And

RR

For details depicting usage adjacent

Preformed Joint Filler

Exp. Joint And

R

2
"R

R

R

5
"

3
"

R

R

Adjacent Pavement

Same Slope As

SealJoint

R

R

R

Preformed Joint Filler

Exp. Joint And

5
"3
"

to flexible pavement, see diagram right.

TYPE A

8"

TYPE B

TYPE D

1
8
"

6
"

Joint Seal

Conc. Pav’t.

Conc. Pav’t.

9"

Joint Seal

1
8
"1
1
"

Concrete Pavement

6
"

9"

16"

6"

7"

3
"

*

R

Std.

TYPE E

6" Min.

Std.

20’ R Or As Shown On Plans

PLAN

1’-2"1’-10"

3’-0"

SECTION AA

R

1’-2"1’-10"

5’-0"

1’-6"

SECTION BB

R

8"

3
" 

R

2
"
 

R

6
"1
’-

0
"

6"

1’-10"

Valley Gutter

    Exp. Joint

Gutter Construction

Future Curb And

B

CA

Curb And Gutter

1’-2"

1’-2"1’-10"

3’-6"

VALLEY GUTTER

SECTION CC

R

3
"R

6
"1
’-

0
"

2
" 

R

8"

6"

R

R

2’-3"

1’-6"

2’-0"

1’-6"

1
’-

0
"

3’-6"

Standard Shoulder Line

CONCRETE CURB

2
"R

3
" 

R

R

6"

6
"

6
"

TYPE F

SHOULDER GUTTER

7
"

3
"

4
"7
"

Shoulder Pavement2’6"1’Earth Berm

5
"

2"

9"

ASPHALTIC CONCRETE CURB

    AND CONCRETE PAVEMENT

EXPANSION JOINT BETWEEN GUTTER

GENERAL NOTES

CURB AND GUTTER TYPES E & F

CURB TYPE A

Pavement

Concrete

Gutter

Concrete

V
a
r
ie
s

 6" Min.

5
"

1
1
"

9"

8"

DROP CURB

R

10"

Std.

 6" Min. *
R

1’-2"

2’-0"

Slope To Fit

Driveway

6

*

Note: To be paid for as parent curb.

*

Std.

 6" Min.

*

Std.

 6" Min.*

*

Std.

* 6" Min.

R

*

*

Depth Of Sawcut

TYPE F

5" Max.

0" Max.

0" Min.

3 Max.

0" Max.

5" Max.

Depth Of Sawcut
Max.3

0" Min.

TYPE E

SHOULDER GUTTER

Depth Of Sawcut

2 Min.

2" 5"

TYPE A

TYPE B TYPE D

Min.3

Depth Of 

- contraction

accordance with Section 520 of the standard specifications.

*

and concrete pavement only, see diagram right.

R

Note: 

curb & gutter and concrete pavement only, see diagram right.

Expansion joint, preformed joint filler and joint seal are required between 

details depicting usage adjacent to flexible pavement, see diagram right. 

For use adjacent to concrete or flexible pavement, concrete shown. For 

shall be 6", unless otherwise shown on plans.

match the cross slope of the adjacent pavement. The thickness of the lip 

When used on high side of roadways, the cross slope of the gutter shall 

     10" FOR DROP OR HEADER CURB

     APPLICATIONS.

NOTE:  VERTICAL DIMENSION SHALL BE 

(COMMERCIAL PARKING AREAS ONLY)

VERTICAL CURB

6
"

1
6
"

6"

R

gutter endings.

valley gutter and within curb and 

Sawcuts should be avoided within 

CURB AND GUTTER

CONTRACTION JOINT IN 

JOINT IN CURB

CONTRACTION 

Sawcut

Sawcut

Depth Of 

Min.3 3 Min.

Depth Of 

Sawcut
1

2

1

2

3

4

3
4
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1 4
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CONNECTION BETWEEN NEW 

AND EXISTING PAVEMENT
N.T.S.  

 

NOTE:  CONTRACTOR SHALL APPLY A 

SAW CUT

      BITUMINOUS TACK COAT WHERE

      NEW ASPHALTIC CONRETE PAVE-

      MENT ABUTTS EXISTING PORTLAND

      CEMENT CONCRETE PAVEMENT

EXIST. BASE

EXIST.

EXIST. AC

NEW BASE

SAW CUT
12"

COURSE

NEW AC SURFACE 

SUBGRADE

NEW COMPACTED 

R
/

W
 

L
IN

E

R
/

W
 

L
IN

E

0.02 0.02 

2’ 2’

SOD SOD

PGL1

3 4

PAVEMENT DESIGN

1

2

3
2

5’

1
’ 

S
O

D 4" CONC.
SIDEWALK

0.02

TYPE "F"
CURB & GUTTER 

0.02

5’
4" CONC.
SIDEWALK

1
’ 

S
O

D

1’
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OR STORM WATER MANHOLE OR STRUCTURE.

NO WATER PIPE SHALL PASS THROUGH OR COME IN CONTACT WITH ANY PART OF A SANITARY 

MAINTAINED UNLESS APPROVED IN ADVANCE BY THE DEPARTMENT.

B.  SEPARATION REQUIREMENTS BETWEEN FORCE MAINS AND POTABLE WATER MAINS MUST BE 

 STAGGERED JOINTS.

 SEPARATE TRENCHES, LAID AT A HIGHER ELEVATION THAN THE SANITARY SEWER, AND UTILIZE 

 WATER MAIN SHALL, AT A MINIMUM, BE UPGRADED TO DUCTILE IRON PIPE, CONSTRUCTED IN 

 3. IF THE SANITARY SEWER IS EXISTING AND THE POTABLE WATER MAIN IS PROPOSED, THE 

 MATERIAL AS THE WATER MAIN AND PRESSURE TESTED.

 IS NOT MET, THE SANITARY SEWER PIPES SHALL BE UPGRADED TO THE EQUIVALENT PIPE 

 2. IF BOTH SANITARY SEWER AND POTABLE WATER MAINS ARE PROPOSED AND THE ABOVE (1.) 

 WATER MAIN IS AT LEAST 6 INCHES ABOVE THE TOP OF THE SEWER, OR:

 LOCATED ON ONE SIDE OF THE SEWER AT SUCH AN ELEVATION THAT THE BOTTOM OF THE 

 1. THE WATER MAIN IS LAID IN A SEPARATE TRENCH OR ON AN UNDISTURBED EARTH SHELF 

SEPARATION IS NOT MET, ONE OF THE FOLLOWING MUST OCCUR.

(MEASURED EDGE TO EDGE) OF AT LEAST SIX FEET SHOULD BE MAINTAINED. WHERE THIS 

A.  WHEN A WATER MAIN PARALLELS A GRAVITY SANITARY SEWER MAIN, A SEPARATION 

UTILITY SEPARATION - HORIZONTAL SEPARATION MITIGATION

MAINTAINED UNLESS APPROVED IN ADVANCE BY THE DEPARTMENT.

C.  SEPARATION REQUIREMENTS BETWEEN FORCE MAINS AND POTABLE WATER MAINS MUST BE 

ON THE POINT OF CROSSING.

VERTICAL CLEARANCE, THE WATER MAIN SHALL BE 20 FEET OF DUCTILE IRON PIPE CENTERED 

B.  WHERE WATER MAINS AND STORM SEWER PIPES CROSS WITH LESS THAN REQUIRED 

   

  3. PVC PIPE UPGRADED TO WATER MAIN STANDARDS AND PRESSURE TESTED.

  2. CONCRETE ENCASED VITRIFIED CLAY, OR;

  1. DUCTILE IRON PIPE, CENTERED ON THE POINT OF CROSSING, OR;

WILL BE 20 FEET OF EITHER:

VERTICAL CLEARANCE OR THE SEWER MAIN IS ABOVE THE WATER MAIN, THE SANITARY SEWER 

A.  WHERE WATER AND GRAVITY SANITARY SEWER MAINS CROSS WITH LESS THAN REQUIRED 

UTILITY SEPARATION - VERTICAL CLEARANCE MITIGATION

 SANITARY SEWER.BELOWWATER; OR RECLAIMED WATER 

 RECLAIMED WATER, SANITARY SEWER OR STORM BELOW   B - DENOTES POTABLE WATER 

 SANITARY SEWER.ABOVEWATER; OR RECLAIMED WATER 

 RECLAIMED WATER, SANITARY SEWER OR STORM ABOVE   A - DENOTES POTABLE WATER 

OTHERWISE SPECIFIED. CRITERION PRODUCING GREATER CLEARANCE SHALL BE USED.

ALL SEPARATION DISTANCES ARE FROM OUTSIDE OF PIPE TO OUTSIDE OF PIPE UNLESS 

SEWER SHALL APPLY.

RECLAIMED WATER ARE CONSIDERED RAW SEWAGE AND SEPARATIONS LISTED FOR SANITARY 

. OTHER TYPES OF IIIACCESS REUSE WATER AS DEFINED BY F.A.C. 162-610, CHAPTER 

FOR THE PURPOSE OF THIS TABLE, RECLAIMED WATER SHALL MEAN UNRESTRICTED PUBLIC 

LINES AND EXISTING OR PROPOSED UTILITY LINES.

SHALL APPLY BETWEEN NEWLY PROPOSED UTILITY LINES AND EXISTING OR PROPOSED UTILITY 

RULES OF THE FLORIDA ADMINISTRATION CODE (F.A.C.). THESE SEPARATION REQUIREMENTS 

THE TABLE REPRESENTS THE MINIMUM SEPARATION REQUIREMENTS AS DESCRIBED IN F.D.E.P. 

GENERAL NOTES:

6.

5.

HORIZONTAL & VERTICAL SEPARATION REQUIREMENTS

12"

HORIZ.

*

4.

3.

2.

*

POTABLE WATER

(GRAVITY)

SEWER

SANITARY 

 WATER

RECLAIMED 

WATER

POTABLE 

UTILITY

PROPOSED 

1.

-

VERT.

-

HORIZ.

6’

4  & 5

NOTES: NO. 

GENERAL 

SEE 

VARIANCES

ACCEPTABLE 

*
STORM WATER

(GRAVITY )

SANITARY SEWER 

WATER

RECLAIMED 

VERT.

--

--

VERT.VERT.

3’ 6’

HORIZ.

-

-

-

3’

HORIZ.

-

6’

--

HORIZ. VERT.

(FORCEMAIN)

SANITARY SEWER 

12"

6" A

12" B

12"3’ 3’

12" B

6" A

3’

12" 3’

6" A

12" B

6’ 3’12"

(FORCEMAIN)

SEWER

SANITARY 

12" - - --- -

12"

12"

BOX TOPS SHALL BE RECLAIMED PURPLE IN COLOR.

RECLAIMED WATER SYSTEM COMPONENTS INCLUDING PIPE, VALVE BOX TOPS AND METER 15.

FLOW.

IRRIGATION RATE SHALL BE SIX(6) TIMES GREATER THAN THE AVERAGE IRRIGATION RATE OF 

PROVIDE REQUIRED FLOWS AND MAINTAIN SYSTEM ABOVE MINIMUM PRESSURE. PEAK 

SUBMIT HYDRAULIC CALCULATIONS THAT DEMONSTRATE THE PROPOSED SYSTEM WILL 

ON DEAD END RUNS SERVING LESS THAN 20 HOMES.  THE DESIGN ENGINEER SHALL 

RECLAIMED WATERMAIN MAINS SHALL BE 6 INCH DIAMETER MINIMUM, 4 INCH IS ALLOWED 14.

THE CONTRACTOR SHALL CLEAN ALL NEW MAINS WITH A FULL BORE FLUSH.13.

UNDER PAVEMENT SHOULD BE MINIMIZED.

RECLAIMED WATER MAINS MAY BE LOCATED UNDER SIDEWALKS. RECLAIMED MAINS LOCATED 12.

LOCATED IN MAIN LINE. 

BETWEEN TEES AND CROSSES. VALVES SHALL BE PROVIDED AT EACH TEE OR CROSS 

THE CONTRACTOR SHALL INSTALL VALVE(S) IN MAIN, NO MORE THAN 1,000 FEET APART IN 11.

GRADE.

THE CONTRACTOR SHALL SET DEPTH OF CURB STOP, IN METER BOX, 8" BELOW FINISHED 10.

PAINTED SQUARE (PURPLE), DIRECTLY IN FRONT OF EACH SERVICE LATERAL AND VALVE.

THE CONTRACTOR SHALL CUT CURB A "RW" INTO CONCRETE CURB LOCATED INSIDE OF A 9.

MAIN AND CURB STOP.

CUSTOMER SERVICE LATERALS SHALL NOT BE SPLICED TOGETHER BETWEEN THE WATER 8.

PROPERTY LOT LINE AT 90° FROM THE RECLAIMED WATERMAIN.

SERVICE LATERALS MUST BE LOCATED A UNIFORM DISTANCE APART AND ALIGNED TO 7.

DEPTH 42" BELOW FINAL GRADE.

REUSE WATER MAIN SHALL BE BURIED TO A MINIMUM DEPTH OF 36" AND A MAXIMUM 6.

CEMENTED JOINTS AND THRUST BLOCKS SHALL NOT BE ALLOWED.

THE CONTRACTOR SHALL INSTALL RECLAIMED WATER MAINS PER MoSS/CoWG. SOLVENT 5.

THE LOCATE WIRE TO BE IN WORKING CONDITION AT PROJECT COMPLETION.

THAT A PIPE LOCATOR CAN BE CONNECTED TO IT. THE CONTRACTOR SHALL DEMONSTRATE 

ATTACHED TO ALL PVC LATERALS AND ATTACHED TO THE OUTSIDE OF EACH VALVE BOX SO 

PIPE WITH DUCT TAPE, AT LEAST FIVE TIMES PER JOINT. THE TRACER WIRE SHALL ALSO BE 

HEADER TEES, NUMBER 10 GAUGE TRACER WIRE SHALL BE ATTACHED TO THE TOP OF THE 

PLACED 8" TO 12" BELOW FINISHED GRADE ON ALL PVC WATER MAINS, LATERALS AND 

WARNING TAPE, NON-DETECTABLE, SIZE 2" WITH "REUSE WATER LINE BELOW", MUST BE 4.

TWO HOUR PERIOD.

ALL MAINS AND SERVICE LATERALS SHALL BE HYDROSTATICALLY TESTED AT 150 PSI FOR A 3.

ONLY UP TO A NUMBER EQUAL TO 10% OF THE TOTAL NUMBER OF JOINT CONNECTIONS.

REPAIRS TO NEW WATER LINES, TO OBTAIN SPECIFIED PRESSURE TEST, WILL BE ALLOWED 2.

ASSEMBLY AT EACH CONNECTION POINT TO THE CITY WATER SYSTEM.

ALL PRIVATE RECLAIMED WATER SYSTEMS SHALL HAVE A CITY APPROVED BACKFLOW DEVICE 1.

CoWG RECLAIMED WATER SYSTEM GENERAL NOTES:

CoWG - THRUST RESTRAINT TABLE

6" 8" 10" 12" 16" 20" 24" 30" 36"

PLUG, DEAD END OR

BRANCH OF TEE

VALVE

29 37 44 51 65 77 89 105 120

12 15 18 21 27 32 37 44 50

6 7 9 10 13 15 18 21 24

3 4 5 6 7 8 9 10 12

59 77 93 108 138 166 194 231 265

59 77 93 108 138 166 194 231 265

PIPE SIZE

MINIMUM LENGTH(FT) TO BE RESTRAINED ON EACH SIDE OF FITTING(S)

6" 8" 10" 12" 16" 20" 24" 30" 36"

PLUG, DEAD END OR

BRANCH OF TEE

VALVE

19 25 30 34 44 52 60 70 80

PIPE SIZE

MINIMUM LENGTH(FT) TO BE RESTRAINED ON EACH SIDE OF FITTING(S)

RESTRAINED FORCE MAIN PIPE TABLE

8 10 12 14 18 21 25 30 34

4 5 6 7 9 10 12 14 16

2 3 4 5 6 7 8 9 10

40 52 63 72 93 111 130 155 178

20 25 32 36 47 56 78 116 89

RESTRAINED WATER AND RECLAIMED PIPE TABLE

A WRITTEN REPORT SHALL ACCOMPANY THE DVD DISC.

INSPECTION AND LINE SECTION ACCORDING TO CONSTRUCTION PLANS CONTAINED ON EACH TAPE. 

THE TAPE(S) SHALL BE LABELED IN SUCH A MANNER THAT STATES THE PROJECT NAME, DATE OF 

BECOME THE PROPERTY OF THE CITY UPON COMPLETION OF THE TV INSPECTION (NOT A COPY). 

A DVD RECORDING SHALL BE MADE OF THE ENTIRE SYSTEM BEING TELEVISED. THIS SHALL 6.

AND PIPE JOINTS IN THE PIPELINE.

NOT TO EXCEED THIRTY (30) FEET PER MINUTE AND SHALL STOP AT ALL SERVICE CONNECTIONS 

OF THE CCTV CAMERA OPERATOR. THE CAMERA SHALL BE DRAWN THROUGH THE LINE AT A RATE 

FROM THE MANHOLE. THE CAMERA SHALL BE MOVED THROUGH THE LINE UNDER THE CONTROL 

MANHOLE FOR INSPECTION AND SHALL NOT BE TURNED OFF UNTIL THE CAMERA IS REMOVED 

THE CCTV AND DVD RECORDER SHALL BE TURNED ON BEFORE THE CAMERA IS PLACED IN THE 5.

TO DETECT ANY CHANGES IN GRADE THAT MAY BE PRESENT IN THE SYSTEM.

HAVE A GAUGE SHOWING 1/2" MARKS FROM 1/2" TO 2-1/2". THIS WILL ENABLE THE CAMERA 

SHALL BE PUT INTO THE UPSTREAM MANHOLE OF THE SECTION BEING TELEVISED. CAMERA WILL 

BEFORE THE CAMERA IS PLACED IN THE SEWER LINE, WATER WITH YELLOW OR ORANGE DYE 4.

SERVICE LATERALS.

THE NORMAL FLOW IN THE LINE. THIS PROCEDURE WILL ALLOW FOR THE VIEWING OF THE 

STARTED FROM THE DOWNSTREAM MANHOLE AND PROCEED UPSTREAM IN DIRECTION OPPOSING 

SUBSTANCES FROM ENTERING A SECTION PREVIOUSLY TELEVISED. THE CAMERA SHALL BE 

ALL CCTV INSPECTIONS SHALL COMMENCE UP STREAM OF THE SYSTEM TO PREVENT FOREIGN 3.

CONTRACTOR.

TV INSPECTION SHALL BE PERFORMED BY THE CONTRACTOR AT THE EXPENSE OF THE 

PRIOR ARRANGEMENTS HAVE BEEN MADE BETWEEN THE CONTRACTOR, INSPECTOR, AND THE CITY. 

NO INSPECTION SHALL COMMENCE WITHOUT THE PRESENCE OF THE INSPECTOR, EXCEPT WHEN 2.

TIME AND DATE WILL BE AGREED UPON BY THE CONTRACTOR AND INSPECTOR AT THAT TIME.

DAYS NOTICE PRIOR TO THE TIME PLANNED FOR THE TV INSPECTION TO COMMENCE. A DEFINITE 

THE CITY’S ENGINEERING INSPECTION DIVISION SHALL BE GIVEN AT LEAST THREE (3) BUSINESS 1.

PROCEDURE FOR TELEVISING

INSPECTOR ON SITE AT THE END OF THE DAY.

SHALL CONSIST OF ORDINARY DESCRIPTION AND COMMENTARY. A TAPE WILL BE GIVEN TO THE 

AUDIO OF THE INSPECTION SHALL BE SIMULTANEOUSLY RECORDED ON DVD DISC. THE AUDIO 5.

THE INSPECTION, SHALL BE REQUIRED. GAUGE DEPTH, 0" TO 2" MIN. WITH 1/2" MARKINGS.

A MEASURING DEVICE, APPROVED BY THE CITY, TO CHECK THE GRADE OF THE PIPE DURING 4.

AND VIDEO DURING THE INSPECTION.

THE VIDEO RECORDER SHALL PRODUCE A NO NOISE STILL PICTURE, AND PROVIDE BOTH AUDIO 3.

CIRCUIT TELEVISION INSPECTION EQUIPMENT.

REFER TO APPENDIX B OF THE REFERENCED STANDARDS FOR SPECIFICATION OF CLOSED 2.

THE CAMERA SHALL STOP AND PAN AT EACH JOINT FOR COMPLETE 360 DEGREE INSPECTION.

THAT ALL JOINTS AND ANY DEFECTS MAY BE READILY SEEN AT THE TIME OF THE INSPECTION. 

AND ON THE DVD RECORDING. THE CAMERA SHALL BE ABLE TO SHOW DETAIL TO THE POINT 

THE CLOSED CIRCUIT TV CAMERA SHALL PRODUCE A CLEAR COLOR PICTURE ON THE MONITOR 1.

TELEVISION EQUIPMENT MINIMUM REQUIREMENTS:

CONTRACTOR WITH A CITY INSPECTOR PRESENT PRIOR TO BEING ACCEPTED BY THE CITY.

GARDEN’S SERVICE AREA SHALL BE INSPECTED BY CLOSED CIRCUIT TV INSPECTION BY THE 

ALL NEW SANITARY SEWER LINES, PRIVATE OR CITY MAINTAINED, IN THE CITY OF WINTER 1.

GENERAL:

CLOSED CIRCUIT TELEVISION (CCTV) INSPECTION OF SEWER LINES

BEFORE THE SYSTEM SHALL BE RELEASED FOR TV INSPECTION.

WHEN A SEWER LINE IS UNDER A PAVED AREA, THE AREA SHALL BE COMPACTED AND PRIMED 4.

COMPLETE.

INSPECTION SHALL BE TERMINATED AND RESCHEDULED TO A TIME WHEN SEWER CLEANING IS 

ARE FOUND TO BE OBSCURED BY WATER OR DEBRIS DURING THE CCTV INSPECTION, THE 

A HYDRAULIC SEWER CLEANER SHALL NOT BE USED DURING THE CCTV INSPECTION. IF LINES 3.

RE-INSPECTION WITH THE CITY. 

CONTRACTOR SHALL CLEAN THE SEWER SYSTEM COMPLETELY AND RESCHEDULE CCTV 

CLEANING. WHEN CCTV VIEW IS OBSTRUCTED, INSPECTION SHALL BE TERMINATED. THE 

VIEWING CONDITION OF PIPELINE IS CONSIDERED AN OBSTRUCTION REQUIRING ADDITIONAL 

TO THE CCTV INSPECTION. ANY OBJECT OR MATTER THAT PREVENTS CCTV INSPECTION FROM 

ALL SEWER LINES SHALL BE COMPLETELY CLEANED OF ALL DEBRIS, SAND, WATER, ETC. PRIOR 2.

INSPECTION.

INCLUDING MAIN SEWER LINES, LATERALS, CLEAN OUTS, AND MANHOLES PRIOR TO CCTV 

ALL ELEMENTS OF THE SEWER SYSTEM MUST BE INSTALLED AND BE COMPLETELY FINISHED. 1.

REQUIREMENTS PRIOR TO INSPECTION RELEASE:

IS IN WORKING CONDITION AT TIME OF ACCEPTANCE BY THE CITY.

THE CONTRACTOR SHALL DEMONSTRATE THAT LOCATION WIRE INSTALLED OVER ALL WATER MAINS 12.

MAINS. THE CONTRACTOR SHALL COORDINATE FULL BORE FLUSH WITH THE CITY INSPECTOR.

THE CONTRACTOR SHALL PROVIDE A FULL BORE FLUSH TO CLEAN NEWLY INSTALLED WATER 11.

 

CROSSES. WATER MAINS SHALL BE PLACED UNDER SIDEWALKS WHERE POSSIBLE.

FOOT MAXIMUM SPACING BETWEEN VALVES. VALVES SHALL BE LOCATED ON ALL TEE’S AND 

THE CONTRACTOR SHALL PROVIDE AND INSTALL IN-LINE VALVES ON WATER MAINS AT 1,000 10.

BELOW FINISHED GRADE.

THE CONTRACTOR SHALL INSTALL CURB STOP, IN METER BOX, CURB STOP SHALL BE SET 8" 9.

SQUARE, LOCATED DIRECTLY IN FRONT OF EACH SERVICE LATERAL.

THE CONTRACTOR SHALL CUT A "W" INTO CONCRETE CURB, LOCATED INSIDE OF A PAINTED BLUE 8.

SEPARATELY CONNECTED TO THE WATER MAIN, NOT SPLICED TOGETHER.

THE CONTRACTOR SHALL INSTALL ALL SERVICE LATERALS A UNIFORM DISTANCE APART. LOCATED 7.

MAXIMUM DEPTH OF 42 INCHES BELOW FINAL GRADE.

THE CONTRACTOR SHALL INSTALL ALL WATER MAINS TO A MINIMUM DEPTH OF 36 INCHES AND A 6.

CEMENTED JOINTS AND THRUST BLOCKS ON PIPING SYSTEMS SHALL NOT BE ALLOWED.

THE CONTRACTOR SHALL INSTALL WATER MAINS PER MoSS/CoWG SPECIFICATIONS. SOLVENT 5.

CAN BE CONNECTED TO IT.

PVC LATERALS AND ATTACHED TO THE OUTSIDE OF EACH VALVE BOX SO THAT A PIPE LOCATOR 

TAPE, AT LEAST FIVE TIMES PER JOINT. THE TRACER WIRE SHALL ALSO BE ATTACHED TO ALL 

NUMBER 10 GAUGE TRACER WIRE SHALL BE ATTACHED TO THE TOP OF THE PIPE WITH DUCT 

8" TO 12" BELOW FINISHED GRADE ON ALL PVC WATER MAINS, LATERALS AND HEADER TEES, 

SHALL BE AS FOLLOWS: NON-DETECTABLE, SIZE 2" WITH "WATER LINE BELOW", MUST BE PLACED 

THE CONTRACTOR SHALL INSTALL WARNING TAPE OVER ALL NEW WATER MAINS. WARNING TAPE 4.

150 PSI FOR A TWO HOUR PERIOD. TESTING MUST BE OBSERVED BY A CITY INSPECTOR.

THE CONTRACTOR SHALL HYDROSTATICALLY TEST ALL WATER MAINS AND SERVICE LATERALS AT 3.

UP TO A NUMBER EQUAL TO 10% OF THE TOTAL NUMBER OF JOINT CONNECTIONS.

REPAIRS TO NEW WATER LINES, TO OBTAIN SPECIFIED PRESSURE TEST, WILL BE ALLOWED ONLY 2.

AT EACH CONNECTION POINT TO THE CITY WATER SYSTEM.

THE CONTRACTOR SHALL PROVIDE AND INSTALL A CITY APPROVED BACKFLOW DEVICE ASSEMBLY 1.

CoWG WATER SYSTEM NOTES:

REQUIRED BY DESIGN ENGINEER AND SUBMIT CERTIFIED RESULTS TO THE CITY ENGINEER.

THE CONTRACTOR SHALL PROVIDE SANITARY SEWER TESTING, EXFILTRATION OR AIR, AS 13.

SERVICE MILESTONE FOR EACH SYSTEM.

THE CONTRACTOR SHALL PROVIDE A (WARRANTY) TV INSPECTION AT THE ONE YEAR IN 12.

INSPECTION DUE TO POOR CONDITIONS WILL REQUIRE REINSPECTION BY CONTRACTOR.

INSPECTION SHALL BE PERFORMED IN ACCORDANCE WITH SPECIFICATIONS. FAULTY 

SYSTEM IS COMPLETED, THOROUGHLY CLEANED, DRAINED AND FULLY VISIBLE. TV 

THE CONTRACTOR SHALL PROVIDE TV INSPECTION OF ALL SANITARY SEWER MAINS AFTER 11.

GREEN SQUARE BOX, IN FRONT OF EACH SERVICE LOCATION.

THE CONTRACTOR SHALL CUT A "S" INTO CONCRETE CURB LOCATED INSIDE OF A PAINTED 10.

ALL TEES AND CROSSES.

MAINS AT 1000 FOOT MAXIMUM SPACING BETWEEN VALVES. VALVES SHALL BE LOCATED AT 

THE CONTRACTOR SHALL PROVIDE AND INSTALL BALLCENTRIC PLUG VALVES IN FORCE 9.

ACCEPTABLE TO RAISE MANHOLES UP TO 1 FOOT MAXIMUM.

SECTIONS SHALL BE 3 FOOT MAXIMUM.  CONCRETE DONUTS FOR EXTENDING ARE 

ALL PRECAST SEWER MANHOLES SHALL HAVE A 4 FOOT MINIMUM HIGH BARREL. CONE 8.

GRADE TO OUTLET PIPE INVERT.

DEAD END MANHOLES SHALL HAVE A MINIMUM OF 5 FEET OF COVER FROM FINISHED 7.

BORE AND CONNECTION SEALED WITH FLEXIBLE BOOT AND STAINLESS STEEL CLAMP.

CONNECTIONS MADE TO EXISTING MANHOLES SHALL BE CORE BORED WITH A MINIMUM 6" 6.

OR EQUAL.

EPDM RUBBER BOOT AND STAINLESS STEEL STRAP OR CAST IN BOOT BY A-LOK, Z-LOK 

ALL PIPE CONNECTIONS TO PRE-CAST MANHOLES SHALL BE MADE USING A FLEXIBLE 5.

FORCE MAINS SHALL BE LINED WITH FIBERGLASS OR HDPE AT THE PRECASTERS FACILITY. 

SERVICE BLACK", BY KOPPERS OR APPROVED EQUAL. MANHOLES RECIEVING FLOW FROM 

ALL SANITARY MANHOLES SHALL BE PAINTED INSIDE AND OUT WITH "BITUMASTIC SUPER 4.

OF ALL MAINS AND SERVICES.

MAGNETIC TAPE MUST BE PLACED 2’ ABOVE THE TOP OF PIPE FOR THE ENTIRE LENGTH 3.

WITH 6" CLEAN OUT. (36" TO 48" DEEP AT LOT LINE)

ALL SERVICES SHALL BE 6" (MINIMUM) DIAMETER AND TERMINATE AT THE PROPERTY LINE 2.

BE SDR-26. DUCTILE IRON IS NOT APPROVED FOR SANITARY SEWERS.

SANITARY SEWER MAINS AND SERVICES SHALL BE PVC SDR-26 (MINIMUM). FITTINGS SHALL 1.

CoWG - WASTEWATER SYSTEM NOTES:

MODIFIED WITHOUT WRITTEN APPROVAL FROM THE CITY ENGINEER OR UTILITY DIRECTOR.

OR SPECIFICATIONS ARE AS PROVIDED BY THE CITY AND HAVE NOT BEEN REVISED OR 

ACKNOWLEDGED THAT THEY ARE EFFECTIVE TO THE PROJECT AND THAT DETAILS, NOTES, 

UTILITY INFRASTRUCTURE. BY INCLUDING THE STANDARDS, THE DESIGN ENGINEER HAS 

STANDARDS OF THE CITY OF WINTER GARDEN FOR CONSTRUCTION OF PUBLIC WORKS AND 

THE DETAILS, NOTES AND SPECIFICATIONS SHOWN ON THIS SHEET REPRESENT THE NOTED 

WINTER GARDEN STANDARDS INCORPORATED WITH DESIGN ENGINEERS DOCUMENTS:

FOR THE METER APPARATUS AND PAY ALL COST FOR WATER USED. 

PROVIDE NON-REFUNDABLE ACCOUNT INITIATION FEE, A REFUNDABLE SECURITY DEPOSIT 

CONNECTION: THE CITY WILL PROVIDE METER ON FIRE HYDRANT. THE CONTRACTOR SHALL 

TEMPORARY OR CONSTRUCTION WATER SERVICE CONNECTIONS PROVIDED BY FIRE HYDRANT 12.

WITHOUT OBSERVATION BY CITY INSPECTION PERSONNEL.

TESTING AS REQUIRED BY THE CITY. THE CONTRACTOR SHALL NOT TEST OR SAMPLE 

GARDEN AT LEAST TWO (2) DAYS PRIOR TO SAMPLING ACTIVITIES FOR PURPOSE OF 

REQUIRED TESTING BY CONTRACTOR: THE CONTRACTOR SHALL NOTIFY THE CITY OF WINTER 11.

FACILITIES.

OPERATION OF A FACILITY. THE CITY WILL PROVIDE PERSONNEL TO OPERATE THE CITY 

CONSTRUCTION OPERATION THAT MAY REQUIRE THE DISCONTINUATION OF SERVICE OR 

THE CONTRACTOR SHALL COORDINATE AT LEAST TWO (2) WEEKS IN ADVANCE, ANY 

OPERATIONS INVOLVING WATER OR WASTEWATER FACILITIES INCLUDING PUMPING STATIONS: 10.

CONSTRUCTION WORK.

CITY TO REQUEST VALVE OPERATIONS AT LEAST TWO (2) DAYS IN ADVANCE OF 

OPERATE VALVES AND FIRE HYDRANTS. THE CONTRACTOR, WHEN NEEDED, SHALL CALL THE 

UTILITY VALVE OPERATION: ONLY CITY OF WINTER GARDEN UTILITY PERSONNEL SHALL 9.

CONNECTIONS TO UTILITY SYSTEM.

OF WINTER GARDEN AT LEAST SEVEN CALENDAR DAYS IN ADVANCE TO SCHEDULE 

ADVANCE NOTIFICATION OF UTILITY CONNECTION: THE CONTRACTOR SHALL NOTIFY THE CITY 8.

DAYS PRIOR TO COMMENCEMENT OF CONSTRUCTION ACTIVITY.

WINTER GARDEN, UTILITY DIVISION, PH.# 407-656-4100, AT LEAST SEVEN (7) CALENDAR 

ADVANCE NOTIFICATION OF CONSTRUCTION: THE CONTRACTOR SHALL NOTIFY CITY OF 7.

  

REIMBURSE THE CITY OF WINTER GARDEN OF ALL REPAIR COST.

CONTRACTOR, THE CITY RESERVES RIGHT TO REPAIR DAMAGE. THE CONTRACTOR SHALL 

THE UTILITY OWNER AT CONTRACTORS COST. IN CASE OF UNRESPONSIVE ACTION BY THE 

REPAIR ANY DAMAGE TO THE CITY OF WINTER GARDEN UTILITY SYSTEM AS REQUIRED BY 

IMMEDIATELY REPAIR OF DAMAGED UTILITY SYSTEM: THE CONTRACTOR SHALL IMMEDIATELY 6.

DIVISION, (NO MASSAGE) PHONE # 407-656-4100.

IMMEDIATELY NOTIFY AND REPORT DAMAGE TO THE CITY OF WINTER GARDEN UTILITY 

CONTRACTOR’S DAMAGE OF WINTER GARDEN UTILITY SYSTEM: THE CONTRACTOR SHALL 5.

AND/OR CALL,"SUNSHINE ONE CALL", 1-800-432-4770.

CONTRACTOR SHALL COORDINATE UTILITY LOCATIONS WITH RESPECTIVE UTILITY OWNERS 

PROXIMITY TO WATER, WASTEWATER, RECLAIMED WATER AND OTHER UTILITY SYSTEMS. THE 

THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHEN EXCAVATING IN CLOSE 4.

MUST BE APPROVED BY THE CITY ENGINEER OR UTILITIES DIRECTOR.

ANY REQUEST FOR VARIANCE OR NONCOMPLIANCE FROM THE MSS/CWG NOTED ABOVE 3.

FURTHER DETAIL AND CLARITY WHEN NEEDED.

MSS/CWG. THE CONTRACTOR SHALL REFER TO THE FULL TEXT OF THE MSS/CWG FOR 

CONVENIENCE OF FIELD PERSONNEL. THEY DO NOT INCLUDE ALL REQUIREMENTS OF THE 

THE CITY OF WINTER GARDEN GENERAL NOTES AND DETAILS ARE PROVIDED FOR THE 2.

DEVELOPMENT.

SHALL BE EFFECTIVE FOR THE DURATION OF THE SUBJECT WORK OR PROJECT 

REFERRED TO AS MSS/CWG. THE LATEST EDITION AT THE TIME PERMITS ARE APPROVED 

SPECIFICATIONS FOR UTILITY CONSTRUCTION FOR THE CITY OF WINTER GARDEN, TO BE 

SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE MANUAL OF STANDARDS AND 

ALL UTILITY SYSTEMS AND IMPROVEMENTS CONSTRUCTED IN THE CITY OF WINTER GARDEN 1.

CITY OF WINTER GARDEN - GENERAL NOTES:

100 PSI.

150 PSI. ALL WASTEWATER PIPING SHALL BE HYDROSTATICALLY TESTED AT A PRESSURE OF 

ALL RECLAIMED WATER PIPING SHALL BE HYDROSTATICALLY TESTED AT A  PRESSURE OF 6.

IN-LINE VALVES: PROVIDE MECHANICAL RESTRAINT ON EACH SIDE OF THE VALVE.  5.

LAYING CONDITION NO. 3 AND FACTOR OF SAFETY OF 1.5. 

PRESSURE  FOR THE TEST PRESSURE RANGE, SM (SAND SILT) SOIL, 3-FEET DEPTH,  

JOINT LENGTHS FOR A  GIVEN PRESSURE RANGE SHALL BE BASED ON THE MAXIMUM 

DUCTILE IRON PIPE" BY THE DUCTILE  IRON PIPE RESEARCH ASSOCIATION. RESTRAINED 

LENGTHS SHALL BE DETERMINED IN ACCORDANCE WITH "THRUST RESTRAINT DESIGN FOR 

FOR FITTINGS OTHER THAN THOSE PRESENTED IN THE ABOVE TABLES,  RESTRAINED JOINT 4.

 

SHALL BE INCREASED BY 50 PERCENT.

FOR PIPE THAT IS ENCASED IN POLYETHYLENE, RESTRAINED JOINTS MINIMUM LENGTHS 3.

ONE EQUIVALENT FITTING (I.E., 2-45 DEGREE BENDS WILL BE CONSIDERED AS THOUGH A 

DOWNSTREAM OF THE COMBINATION OF FITTINGS SHALL BE DETERMINED ON THE BASIS OF 

BE RESTRAINED. THE MINIMUM RESTRAINED LENGTH OF PIPE REQUIRED UPSTREAM AND 

WHERE COMBINATIONS OF FITTINGS ARE USED, THE PIPING BETWEEN THE  FITTINGS SHALL 2.

PIPE SHALL BE LAID TO ACHIEVE THE REQUIRED MINIMUM RESTRAINT.

FITTINGS AND CHANGES IN DIRECTION. WHERE PRACTICAL, FULL LENGTHS OF RESTRAINED 

THE TABLES INDICATE MINIMUM LENGTHS OF RESTRAINED JOINTS ON EACH  SIDE OF 1.

CoWG THRUST RESTRAINT NOTES:
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WYE

INDICATED ON PLANS

FLOW

VERTICAL CONNECTION

USF #7610 OR EQUAL

(MARKED "CLEANOUT)

3/8" ANCHOR BOLTS

4" P.V.C.

PIPE SIZE AS

CONC. SIDEWALK

CAST IRON FRAME & COVER

(TOP FLUSH w/ FINISHED GRADE)

CLEAN OUT DETAIL

FINISHED BUILDOUT

(IN PAVED AREA)
N.T.S.  

 

 

 

VERTICAL CONNECTION

FLOW

INDICATED ON PLANS

WYE

PIPE SIZE AS

4" P.V.C.

PLUG

CONC. PAD

GRADE

THE CITY. 

ALL PIPE MATERIALS, UNLESS APPROVED IN WRITING BY 

2.  HARBCO COUPLING OR APPROVED EQUIVALENT FOR 

SELECT PROPER CONNECTOR.

1.  FIELD VERIFY MATERIALS OF EXISTING PIPES TO 

NOTE:

 

 

 

 

6
"
 

M
IN
.

12" MIN.12" MIN.

AGGREGATE

COARSE 

NO. 57 

CITY APPROVED EQUIVALENT

P.V.C. HARD COUPLING OR 

PVC PIPE
CLAY, DIP OR DISSIMILAR PIPE

 

 

 

24" – 3/8"

4-3/4" MIN.

7
"

1
 

1
/

2
"
 

M
IN
.

ELEVATION

SURFACES

MATING 

MACHINED 

PLAN

PICK HOLES

2-NON PENETRATING 

FLUSH WITH TOP OF COVER

RAISED 1-1/2" LETTERS 

SANITARY

 

 

 

 

   EPOXY, MINIMUM 16 MIL DMT.

5.  ALL PRECAST CONCRETE SHALL BE COATED INSIDE AND OUTSIDE WITH COAL TAR

4.  NO CONES OVER 3 FT. TALL

3.  GROUT WITH NON-SHRINKING GROUT INSIDE JOINTS

2.  E-Z RAPP OUTSIDE ALL JOINTS

ALL DROPS TO BE OUTSIDE OF THE MANHOLE.

OR MORE ABOVE THE INVERT OF THE MANHOLE. SEE MANHOLE CONNECTION DETAILS.  

1.  DROP CONNECTIONS ARE REQUIRED WHENEVER INVERT OF INFLUENT SEWER IS 24" 

NOTES:

SECTION

INSIDE WALL

V
A

R
IE

S

2’-0"

FRAMES BEDDED IN MORTAR

(SEE STANDARD DETAIL)

MANHOLE FRAME & COVER 

4 COURSES (MAX.)

1 COURSE OF BRICK (MIN.)

JOINT SURFACES

PRE-PRIMED 

SQUEEZE-OUT

JOINT WITH 

COMPLETED 
V

A
R
IE

S
2" MIN.

8" MIN.

D 0
.8
 

D

9"

MIN.

6" 

9"

5" MIN.

MONOLITHIC BASE

PRECAST 

A
S

R
E

Q
’D

5"

(SEE NOTE 4)

3’-0" MAX.

1’-6" MIN.

UNPAVED AREAS.

ELEVATIIONS SHOWN IN 

PAVED AREAS & AT 

SET COVERS FLUSH IN 

9"

9"

SPECIFICATIONS

BENCHING PER 

CONCRETE BASE

CAST-IN-PLACE 

PER SPECIFICATIONS

BITUMASTIC COATINGS 4’-0"

PLAN

S
LO

P
E

S
LO

P
E

CONCRETE BENCHING

TROWEL-FINISHED 

DETAILS

CONNECTION 

SEE MANHOLE 

S
LO

P
E

S
LO

P
E

CONCRETE BASE

OUTSIDE WALL

PRE-PRIMED

JOINT SURFACES

SQUEEZE-OUT

BE REMOVED)

(WRAPPER TO 

WRAPPER 

PROTECTIVE 

SEALER WITH 

PLASTIC JOINT 

PRE-MOLDED 

3/8" FINES

CRUSHED CONCRETE 

BEDDING ROCK 
NOTES:

1.  MANHOLE FRAME & COVER SHALL BE 

24" OPENINGS, USE #AS-225 AS 

MANUFACTURED BY U.S. FOUNDRY & MFG. 

CORP. OR APPROVED EQUAL

2.  RAIN STOPPER LIDS OR RAIN GUARD 

LIDS (LFVHS) REQUIRED.

SLAB

MANHOLE BOTTOM 

BE CONTINOUS WITH 

CONNECTION SHALL 

SLAB UNDER DROP 

ABOVE THEN MANHOLE INVERT.

FOR ALL INFLUENT WHICH HAVE AN INVERT 2’ OR MORE 

2.  AN OUTSIDE DROP CONNECTION SHALL BE REQUIRED 

AND MATERIAL AS THE INFLUENT SEWER.

1.  DROP PIPE AND FITTINGS SHALL BE OF EQUAL SIZE 

NOTES:

 

 

 

STANDARD DROP DETAIL

PIPE CONNECTION

STANDARD PRECAST MANHOLE 

CONNECTOR

RESILIENT 

PIPE CLAMP

STAINLESS STEEL 

WALL

MANHOLE 

PRECAST 

GROUT

STEEL BAND

STAINLESS 

OF VERTICAL PIPE

CONCRETE ENCASEMENT 

90° ELBOW

(SEE NOTE 3)

INFLUENT SEWER

2"

6"
(SEE NOTE 1)

DROP PIPE

AS REQUIRED

INLET CONNECTION 

MORTAR DAM

BRICK AND 

WALL

MANHOLE 

PRECAST 

TEE

4.  LOCATE SINGLE LATERAL AS CLOSE TO LOT LINE AS POSSIBLE, 25’ MAXIMUM.

3.  WYES AND 45° BENDS SHALL BE PVC (SDR 26).

LINE.

2.  INVERT OF SERVICE LATERAL SHALL NOT ENTER SEWER MAIN BELOW SPRING 

STANDARD PLUMBING CODE.

1.  CLEANOUT SHALL BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH 

NOTES:

 

 

 

FINISHED GRADE

DOUBLE WYE

LATERAL

DOUBLE 

TO FINISHED GRADE

PLUMBER TO ADJUST 

LOT LINE

SEE NOTE 1

CLEAN-OUT

R
/

W
 

L
IN

E

PLUG

6" BRANCH

WYE WITH 

BEND

6" 45° 

R
/

W 6" LATERAL

6" 45’s

4’ MAXIMUM DEPTH

SERVICE (3’ MIN.) - TYP. 

REQUIRED FOR "HOUSE" 

TERMINAL DEPTH AS 

(TYP.)(SEE NOTE 2)

ROTATE 30° 

LATERAL

SINGLE 

VARIES

N
O

T
E
 

3

S
E

E

PLAN

(TYP.)

AT 1.0% MIN. 

TERMINAL DEPTH 

SLOPE TO 

PROFILE

SEE NOTE 1

CLEAN-OUT (TYP.) 

6" BRANCH

WYE WITH 

LINE

LOT 

R
/

W
 

L
IN

E

BEND

6" 45° 

6" BRANCH

WYE WITH 

SIZE VARIES

SEWER MAIN 

R
/

W

2 - 6" 45’s

SEWER MAIN

SPRING LINE

VARIES

1
8
"

REGULATIONS AND ROAD CONSTRUCTION SPECIFICATIONS.

SHALL COMPLY WITH REQUIREMENTS OF RIGHT-OF-WAY UTILIZATION 

SURFACE RESTORATION WITHIN CITY OF WINTER GARDEN RIGHT-OF-WAY 

WITH ALL APPLICABLE REGULATIONS OF GOVERNING AGENCIES.  

8.  FINAL RESTORATION IN IMPROVED AREAS SHALL BE IN COMPLIANCE 

CONSTRUCTION FOR SHEETING AND BRACING IN EXCAVATIONS. 

STANDARDS AND SPECIFICATIONS FOR WASTEWATER AND WATER MAIN 

7.  REFER TO SECTION 32.5 OF THE ORANGE COUNTY MANUAL OF 

DIRECTION OF THE FLOW. 

6.  ALL PIPE TO BE INSTALLED WITH BELL FACING UPSTREAM TO THE  

CONSTRUCTION. 

5.  WATER SHALL NOT BE PERMITTED IN THE TRENCH DURING 

FOR PIPE DIAMETER 24" AND LARGER. 

4. (*): 15" MAX. FOR PIPE DIAMETER LESS THAN 24", AND 24" MAX. 

REQUIRED AS DIRECTED BY THE CITY OF WINTER GARDEN. 

IN ACCORDANCE WITH TYPE A BEDDING AND TRENCHING MAY BE 

3.  PIPE BEDDING UTILIZING SELECT COMMON FILL OR BEDDING ROCK 

THAN 5% PASSING #200 SIEVE. 

MAXIMUM DENSITY AS PER AASHTO T-180 AND CONTAINING NO MORE 

2.  TRENCH BACKFILL: COMMON FILL COMPACTED TO 98% OF THE  

THAN 5% PASSING #200 SIEVE. 

MAXIMUM DENSITY AS PER AASHTO T-180 AND CONTAINING NO MORE 

1.  PIPE BEDDING: SELECT COMMON FILL COMPACTED TO 98% OF THE  

 NOTES:

 

 

 

 

12" (TYP.)

4" (TYP.)

(SEE NOTE 3)

UNDISTURBED EARTH 

FINISHED GRADE
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NOTE 4

SEE 

PIPE O.D. **
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E
 

SIZE OF PIPE

VARIES W/ 

TRENCH WIDTH 

NOTE 8)

(3" MIN.) (SEE 

UNIMPROVED AREAS 

CROWN TRENCH IN 

MODIFIED WITHOUT WRITTEN APPROVAL FROM THE CITY ENGINEER OR UTILITY DIRECTOR.

OR SPECIFICATIONS ARE AS PROVIDED BY THE CITY AND HAVE NOT BEEN REVISED OR 

ACKNOWLEDGED THAT THEY ARE EFFECTIVE TO THE PROJECT AND THAT DETAILS, NOTES, 

UTILITY INFRASTRUCTURE. BY INCLUDING THE STANDARDS, THE DESIGN ENGINEER HAS 

STANDARDS OF THE CITY OF WINTER GARDEN FOR CONSTRUCTION OF PUBLIC WORKS AND 

THE DETAILS, NOTES AND SPECIFICATIONS SHOWN ON THIS SHEET REPRESENT THE NOTED 

WINTER GARDEN STANDARDS INCORPORATED WITH DESIGN ENGINEERS DOCUMENTS:
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SEWAGE COMBINATION AIR VALVE (SCAV)

AND VALVE VAULT

N.T.S.

8
"

BEDDING ROCK

BE BRASS

A.R.V. SHALL

PIPE FOR

FITTINGS AND

2" NIPPLE

VALVE
2" AWWA GATE 

2" NIPPLE

5" WALLS (MIN.)

JOINT FILLER

PREMOLDED PLASTIC

4" MAX.

GRADE

FINISHED

CONCRETE FOOTING.

8" x 16" REINFORCED

6"

6"

CONCRETE VAULT

4’ x 4’ PRECAST

36" SQ.

17-1/4"

CAST IRON FRAME AND

COVER WITH ACCESS LID.

PER SPECIFICATION
SERVICE SADDLE

SEE NOTE 2

MAIN AS REQUIRED
CUT OUT FOR FORCE

GROUT

US FOUNDRY MODEL

#7665 OR EQUIVALENT

SUPPORT

AIR RELEASE VALVE

AIR RELEASE VALVE

VENT-O-MAT, RGX SERIES
OR A.R.I, AS SPECIFIED

VENT HOLE

6" MIN.

STEEL CASING PIPE

DUCTILE IRON PIPE

IRON PIPE

JOINT DUCTILE

RESTRAINED

(SEE NOTE 2)

36" MIN.

COVER

SPACER, OR EQUAL

CASCADE CASING

T-304 STAINLESS

W/ CHHW POLYMER

RUNNERS

FILLING AT BOTH ENDS

BLOCK OR BRICK AND MORTAR WALL 

C (OR APPROVED EQUAL) OR CONCRETE 

PLICO CASING END SEALS TYPE 650 MODEL 

FINISHED GRADE

CORROSION CONTROL.

DESIGN ENGINEER TO DETERMINE NEED FOR SACRIFICIAL ANODE (S) FOR 3.

RECOMMENDATIONS.

CASING SPACERS AND END SEALS TO BE INSTALLED PER MANUFACTURER’S 2.

SHALL NOT BE LESS THAN 6’ BEYOND EDGE OF PAYMENT IN ANY CASE.

WHERE PRACTICAL, CASING SHALL EXTEND 8’ BEYOND EDGE OF PAYMENT AND 1.

NOTES:

 

 

BORE AND JACK DETAIL
 

 

NOTES:

1.  THE MINIMUM DIMENSION FROM TOP OF PIPE TO FINISHED GRADE

SHALL BE 3.0 FEET.

2.  DOUBLE STRAP SADDLE AND WRAP WITH TWO LAYERS OF WIDE

PLASTIC OR POLY TAPE WITH STAINLESS STEEL STRAP.

3.  PIPE INSTALLATION SHALL BE SUCH THAT THE A.R.V. IS LOCATED

AT THE HIGHEST POINT IN THE RESPECTIVE SEGMENT.

4.  INTERIOR AND EXTERIOR CONCRETE SURFACES SHALL RECEIVE

PROTECTIVE COATING AS SPECIFIED FOR VALVE VAULTS.

5.  CAST IRON FRAME, COVER AND ACCESS LID SHALL BE INSTALLED

FLUSH WITH FINISHED GRADE.

6.  COVER SHALL READ "WINTER GARDEN UTILITIES DIVISION AND 

"WASTEWATER".

7.  NO GALVANIZED PIPE/VALVES.

N.T.S.

STANDARD BEDDING DETAIL

N.T.S.
FRAME AND COVER

N.T.S.

SANITARY MANHOLE

CONNECTION DETAILS
STANDARD MANHOLE

N.T.S.

PRECAST CONCRETE SANITARY MANHOLE

(NOT USED)

SEWER MAIN CONNECTION DETAIL

N.T.S.

SANITARY SEWER

SERVICE LATERAL DETAIL

N.T.S.

CLEAN OUT DETAIL

FINISHED BUILDOUT

(IN UNPAVED AREA)

(NOT USED)
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GRADE

FINISHED 

LEFT IN PLACE

COLLAR w/ A.D.S. 

8" THICK CONCRETE 

18" DIA. ROUND BY 

FINISHED GRADE.

EXTENDED TO COME UP TO 4 FOOT DEPTH BELOW 

THE ACTUATING NUT FOR DEEPER VALVES SHALL BE 

INSTALLATION.

PVC EXTENSIONS SHALL NOT BE USED ON VALVE BOX 

GENERAL NOTES:

2.

1.

ROCK

6" BEDDING 

LOCATING WIRE

WATER MAIN

GATE VALVE

RESILIENT SEAT M.J. 

SEE NOTE 2

3/8" GROUNDING ROD

OPERATING NUT

AND SHALL BE CENTERED ON 

ROCK NOT ON VALVE OR PIPE 

BOX SHALL REST ON BEDDING 

IRON VALVE BOX

ADJUSTABLE CAST 

TO FINISHED GRADE

SET TOP OF VALVE BOX 

GROUND CLAMP

 

GATE VALVE AND

VALVE BOX DETAIL
N.T.S.  

 

3
’ 

M
IN
.

APPROVED EQUAL)

GRIP RINGS (OR 

BACKFILL

COMPACTED 

GROUND CLAMPS TO WIRE

3/8" GROUNDING ROD w/ 

WATER MAIN

MJ HYDRANT TEE

MJ VALVE

VALVE BOX

1
8
"
 

M
IN
.

R/W LINE

A.D.S. LEFT IN PLACE

CONCRETE PAD WITH COVER IN 

DIA. ROUND BY 8" THICK 

SEE VALVE COLLAR TYPICAL 18" 

AS REQUIRED

HYDRANT OR NUT

FACING STREET

PUMPER NOZZLE 

 

 

 

 

12" (TYP.)

4" (TYP.)

(SEE NOTE 3)

UNDISTURBED EARTH 

FINISHED GRADE

1
2
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PIPE O.D. **
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SIZE OF PIPE

VARIES W/ 

TRENCH WIDTH 

NOTE 8)

(3" MIN.) (SEE 

UNIMPROVED AREAS 

CROWN TRENCH IN 

 

 

 
 

 

 

 

BRASS NIPPLE

THREADED (NPT) JOINTS.

SHALL BE BRASS WITH 

ALL 2" PIPE AND FITTINGS 

NOTE:

(18"x24" MIN.)

DOUBLE METER BOX 

TAPPED CAP

MAIN

IRON WATER 

JOINT DUCTILE 

RESTRAINED 

2" 90° BEND

FINISHED GRADE

BEND

2" 90° 

2"

6
"

ROCK

6" BEDDING 

 

 

 

 

1
"
 

M
A

X
.

WIRE

LOCATING 

METALLIC 

OR FORCE MAIN

PVC WATER MAIN 

WIRE

METALLIC LOCATING 

M
A

X
.

1
"

FINISHED GRADE

LINE BELOW"

WARNING TAPE "WATER 

 

 

 

 

CONTRACTOR

INSTALLED BY THE 

BACKFLOW PREVENTER 

DOUBLE CHECK VALVE 

12" SPOOL PIECE

(4 REQUIRED)

0.S & Y. VALVES 

FINISHED GRADE

RESTRAINED JOINT (2 REQ’D)

TO SERVICE

BY THE CONTRACTOR

SUPPORT STANDS 

ADJUSTABLE PIPE 

M
IN
. 

1
2
"

N
O

T
E
 

1

S
E

E
 

MASTER METER

(
T

Y
P
)
 

3
’ 

C
O

V
E

R

FROM MAIN

No. 6x6, W10 x W10

6" CONC. SLAB WITH

AND CONCRETE SLAB

MATERIAL BETWEEN PIPE 

1/2" PREFORMED JOINT  

MODIFIED WITHOUT WRITTEN APPROVAL FROM THE CITY ENGINEER OR UTILITY DIRECTOR.

OR SPECIFICATIONS ARE AS PROVIDED BY THE CITY AND HAVE NOT BEEN REVISED OR 

ACKNOWLEDGED THAT THEY ARE EFFECTIVE TO THE PROJECT AND THAT DETAILS, NOTES, 

UTILITY INFRASTRUCTURE. BY INCLUDING THE STANDARDS, THE DESIGN ENGINEER HAS 

STANDARDS OF THE CITY OF WINTER GARDEN FOR CONSTRUCTION OF PUBLIC WORKS AND 

THE DETAILS, NOTES AND SPECIFICATIONS SHOWN ON THIS SHEET REPRESENT THE NOTED 

WINTER GARDEN STANDARDS INCORPORATED WITH DESIGN ENGINEERS DOCUMENTS:

PIPE LOC. WIRE

2" PVC PIPE FOR ROUTING

2" CLEANOUT FERRULE, JOSAM

SERIES 58492 OR EQUIV.

9"

LOC. WIRE ACCESS

OR EQUIV. FOR 

SERIES 58492

2 INCH CLEANOUT

FERRULE, JOSAM

4
"

1
2
"

4"

2"

AS REQ’D.

12"

6
"

3 INCH DIA. BRONZE

DISC ANCHORED IN

CONC. PAD STAMP

BASE

9"

ABOVE.

N.T.S.

4" x 4" x 18"

LONG (MIN.) PRECAST POST

WITH 3" DIAMETER

BRONZE DISC SET IN

GROUT AS SHOWN

ANCHORS

ASPHALT SURFACE

24" x 24" x 6"

4
"

BV

WATER

L-20

16

STAMP AS REQ’D

TYPE OF VALVE

(SEE NOTE 1)

SIZE OF VALVE

SERVICE

OPEN

DIRECTION & NO.

AND COVER

OF TURNS TO

VALVE BOX

TYP. EACH VALVE BOX.

3" DIA. BRONZE DISC

ANCHORED IN CONC. PAD

THICK CONC. PAD

2"
MIN.

TOPS FLUSH WITH

FINISHED GRADE (TYP.)

2500 P.S.I.

CONCRETE MIN.

VALVE BOX

AND COVER

1.

NOTES:  

BRONZE IDENTIFICATION DISC SHALL BE REQUIRED FOR ALL VALVES.

VALVE BOX COLLAR

IMPROVED CONDITION

UNIMPROVED CONDITION

#4 BARS ALL

AROUND

WATER

6" MIN. (TYP.)

FROM

MAIN

#4 BAR

SLAB W/(4)

6" THICK CONC.

16" MAX.

12" MIN.

THE CITY

PLANS APPROVED BY

IN ACCORDANCE WITH

BACKFLOW PREVENTER

GATE VALVE

(2 REQUIRED)

UNION

o

(2 REQUIRED)

90  BEND

TO

SERVICE

FINAL GRADE

NIPPLE (TYP.)

THREADED

TEST COCK (TYP.)

GATE VALVE

 

 

 

 

REDUCED PRESSURE TYPE (RPZ)

NO GALVANIZED PIPE ALLOWED.3.

ALL PIPE LARGER THAN 2" SHALL BE FLANGED DUCTILE IRON PIPE.2.

80 PVC. NO GALVANIZED PIPE WILL BE APPROVED.

ALL PIPE AND FITTINGS 2" AND SMALLER SHALL BE THREADED SCHEDULE 1.

NOTES:

BACKFLOW PREVENTER DETAIL
N.T.S.

REQUIRED)

WINTER GARDEN (2 

BY THE CITY OF 

AND PLANS APPROVED 

STANDARD DRAWING 

ACCORDANCE WITH 

THRUST COLLAR IN 

ASSEMBLY.

2" BYPASS METER SHALL BE CONSTRUCTED ON MASTER METER 4.

SENSUS METER REQUIRED.3.

IRON PIPE.

ALL PIPE LARGER THAN 2 INCH SHALL BE FLANGED DUCTILE 2.

CONTRACTOR.

FITTINGS AND APPURTENANCES SHALL BE INSTALLED BY THE 

THE FIRE LINE MASTER METER TO BE INSTALLED. ALL WIRE, 

ASSEMBLY LENGTH AND HEIGHT ABOVE THE SLAB REQUIRED FOR 

THE CONTRACTOR SHALL CONTACT THE INSPECTOR FOR EXACT 1.

NOTES:

IN NO CASE IS METER TO BE INSTALLED IN SIDEWALK OR OTHER PAVED AREAS.7.

METER NIPPLE BEHIND SIDEWALK TO BE INSTALLED BY CONTRACTOR (H10094)6.

WATER MAIN.

LOCATING WIRE ON POLY PIPE SHALL BE TAPED EVERY 5 FT FROM METER BOX TO 5.

ANY GRADE ADJUSTMENT TO METER BOX IF REGRADING OCCURS.

BE RESPONSIBLE FOR SETTING METER BOX ASSEMBLY TO FINISH GRADE AND MAKING 

METER BOX ASSEMBLY. CITY SHALL FURNISH THE METER AND THE CONTRACTOR SHALL 

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTRUCTION TO AND INCLUDING THE 4.

SERVED.

TO GRADE IN THE UTILITY EASEMENT AT THE PROPERTY LINE(S) OF THE LOT(S) TO BE 

EACH SERVICE SHALL TERMINATE IN A METER BOX ASSEMBLY, WHICH SHALL BE PLACED 3.

NO SERVICE LINE SHALL TERMINATE UNDER A DRIVEWAY.2.

A FITTINGS SHALL BE BRASS WITH COMPRESSION/PACK JOINT CONNECTIONS.1.

NOTES:

SO AS NOT TO INTERFERE WITH VALVE OPERATION.

" 2
1

BOX AND BE CAPABLE OF EXTENDING ABOVE TOP OF BOX 

LOCATING ROD SHALL TERMINATE AT THE TOP OF EACH VALVE 2.

PIPE WITH DUCT TAPE, AT LEAST 5 TIMES PER JOINT.

CABLE LOCATOR AND SHALL BE ATTACHED TO THE TOP OF 

WIRE (10 GAUGE COPPER) CAPABLE OF DETECTION BY A 

PVC PIPE SHALL REQUIRE INSULATED METALLIC LOCATING 1.

NOTES:

SPECIFICATIONS.    

RIGHT-OF-WAY UTILIZATION REGULATIONS AND ROAD CONSTRUCTION 

RIGHT-OF-WAY SHALL COMPLY WITH REQUIREMENTS OF 

SURFACE RESTORATION WITHIN CITY OF WINTER GARDEN 

WITH ALL APPLICABLE REGULATIONS OF GOVERNING AGENCIES. 

FINAL RESTORATION IN IMPROVED AREAS SHALL BE IN COMPLIANCE 8.

MAIN CONSTRUCTION FOR SHEETING AND BRACING IN EXCAVATIONS.

OF STANDARDS AND SPECIFICATIONS FOR WASTEWATER AND WATER 

REFER TO SECTION 32.5 OF THE CITY OF WINTER GARDEN MANUAL 7.

DIRECTION OF THE FLOW.

ALL PIPE TO BE INSTALLED WITH BELL FACING UPSTREAM TO THE 6.

CONSTRUCTION.

WATER SHALL NOT BE PERMITTED IN THE TRENCH DURING 5.

FOR PIPE DIAMETER 24" LARGER.

(*): 15" MAX. FOR PIPE DIAMETER LESS THAN 24", AND 24" MAX. 4.

REQURED AS DIRECTED BY THE CITY OF WINTER GARDEN.

ACCORDANCE WITH TYPE A BEDDING AND TRENCHING MAY BE 

PIPE BEDDING UTILIZING SELECT COMMON FILL OR BEDDING ROCK IN 3.

MORE THAN 5% PASSING #200 SIEVE.

MAXIMUM DENSITY AS PER AASHTO T-180 AND CONTAINING NO 

TRENCH BACKFILL: COMMON FILL COMPACTED TO 98% OF THE 2.

MORE THAN 5% PASSING #200 SIEVE.

MAXIMUM DENSITY AS PER AASHTO T-180 AND CONTAINNING NO 

PIPE BEDDING: SELECT COMMON FILL COMPACTED TO 98% OF THE 1.

NOTES:
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SEE DETAIL

RESILIANT SEAT F-THxF.TH.

2" GATE VALVE

AIR RELEASE VALVE AND VAULT

N.T.S.

8
"

BEDDING ROCK

BE BRASS

A.R.V. SHALL

PIPE FOR

FITTINGS AND

2" NIPPLE

VALVE
2" AWWA GATE 

2" NIPPLE

5" WALLS (MIN.)

JOINT FILLER

PREMOLDED PLASTIC

4" MAX.

GRADE

FINISHED

CONCRETE FOOTING.

8" x 16" REINFORCED

6"

6"

CONCRETE VAULT

4’ x 4’ PRECAST

36" SQ.

17-1/4"

CAST IRON FRAME AND

COVER WITH ACCESS LID.

PER SPECIFICATION
SERVICE SADDLE

SEE NOTE 2

MAIN AS REQUIRED
CUT OUT FOR FORCE

GROUT

US FOUNDRY MODEL

#7665 OR EQUIVALENT

SUPPORT

AIR RELEASE VALVE

AIR RELEASE VALVE

VENT-O-MAT, RGX SERIES
OR A.R.I, AS SPECIFIED

POTABLE WATER SYSTEM

NOTES:

1.  THE MINIMUM DIMENSION FROM TOP OF PIPE TO FINISHED GRADE

SHALL BE 3.0 FEET.

2.  DOUBLE STRAP SADDLE AND WRAP WITH TWO LAYERS OF WIDE

PLASTIC OR POLY TAPE WITH STAINLESS STEEL STRAP.

3.  PIPE INSTALLATION SHALL BE SUCH THAT THE A.R.V. IS LOCATED

AT THE HIGHEST POINT IN THE RESPECTIVE SEGMENT.

4.  INTERIOR AND EXTERIOR CONCRETE SURFACES SHALL RECEIVE

PROTECTIVE COATING AS SPECIFIED FOR VALVE VAULTS.

5.  CAST IRON FRAME, COVER AND ACCESS LID SHALL BE INSTALLED

FLUSH WITH FINISHED GRADE.

6.  COVER SHALL READ "WINTER GARDEN UTILITIES DIVISION AND 

"POTABLE WATER".

7.  NO GALVANIZED PIPE/VALVES.

OFFSET TYPE

4’X4’ PRECAST

CONCRETE VAULT

AIR RELEASE VALVE ASSEMBLY

2" GATE 

FITTINGS AND

PIPE FOR

A.R.V. SHALL

BE BRASS

 BEDDING ROCK

2" NIPPLE

VALVE

PREMOLDED PLASTIC

JOINT FILLER

2" NIPPLE

4" MAX.

36" SQ.

8
"

17-1/4"

N.T.S.

AS SPECIFIED.

RECLAIMED WATER MAIN

8"X16" REINFORCED
CONCRETE FOOTING.

GROUT

2" UNION

WASTEWATER

FORCE MAIN

2" BRASS PIPE

2" NIPPLE

SADDLE

SERVICE

ACCESS LID.

GROUT

5" WALL (MIN.)

FINISHED GRADE

AND COVER WITH

CAST IRON FRAME

OPERATING NUT

2" PLUG VALVE W/

CAST IRON
VALVE BOX
TOP SECTION

EXISTING /

PROPOSED
PAVEMENT

U.S. FOUNDRY MODEL #7665

AIR RELEASE VALVE

VENT-O-MAT, RGX SERIES
OR A.R.I, AS SPECIFIED.

AIR RELEASE VALVE

SUPPORT

NOTES:

1.  THE MINIMUM DIMENSION FROM TOP OF PIPE TO FINISHED GRADE

SHALL BE 4.0 FEET.

2.  DOUBLE STRAP SADDLE AND WRAP WITH TWO LAYERS OF WIDE

PLASTIC OR POLY TAPE WITH STAINLESS STEEL STRAP.

3.  PIPE INSTALLATION SHALL BE SUCH THAT THE A.R.V. IS LOCATED

AT THE HIGHEST POINT IN THE RESPECTIVE SEGMENT.

4.  INTERIOR AND EXTERIOR CONCRETE SURFACES SHALL RECEIVE

PROTECTIVE COATING AS SPECIFIED FOR VALVE VAULTS.

5.  CAST IRON FRAME, COVER AND ACCESS LID SHALL BE INSTALLED

FLUSH WITH FINISHED GRADE.

6.  COVER SHALL READ "WINTER GARDEN UTILITIES DIVISION, "SEWER"

"RECLAIMED WATER OR POTABLE WATER".

7.  NO GALVANIZED PIPE/VALVES.

OR POTABLE WATER MAIN

N.T.S.

STANDARD BEDDING DETAIL

 

 

N.T.S.

BLOWOFF VALVE DETAIL

N.T.S.

MASTER METER ASSEMBLY

N.T.S.

FIRE HYDRANT ASSEMBLY DETAIL

N.T.S.

PVC PIPE LOCATING WIRE DETAIL

N.T.S.

POTABLE WATER SINGLE 

AND DOUBLE SERVICE DETAIL
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BOWYER

SINGLETON

8
"
 

T
O
 

9
"

N.T.S.

(FULL PORT)

CORP. STOP

1-1/2" MIN. DIA. (DOUBLE)

1" MIN. DIA. (SINGLE)

(ENDOT SDR-9 w/ U.V. PROTECTION) 

ENDOPURE BLUE SERVICE PIPE - ASTM D1248 

CURB

SADDLE

DOUBLE STRAP 

VARIES

UBRANCH

1" X 3/4" 

POLY. TUBING

COMPOUND WYE 

TUBING

3/4" POLY. 

TUBING

1" POLY. 

DIRECTION OF FLOW

METER W/ ARROW IN 

METER

(TYP.)

WIRE

LOCATING 

METALLIC 

WIRE

LOCATING 

METALLIC 

SECTION

SINGLE SERVICE/DOUBLE SERVICE (TOP VIEW)
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GRADE

FINISHED 

(SEE DETAIL)

VALVE BOX COLLAR

 

 

 

ROCK

6" BEDDING 

LOCATING WIRE

WATER MAIN

GATE VALVE

RESILIENT SEAT M.J. 

SEE NOTE 2

3/8" GROUNDING ROD

OPERATING NUT

AND SHALL BE CENTERED ON 

ROCK NOT ON VALVE OR PIPE 

BOX SHALL REST ON BEDDING 

IRON VALVE BOX

ADJUSTABLE CAST 

TO FINISHED GRADE

SET TOP OF VALVE BOX 

GROUND CLAMP

 

 

 

 

12" (TYP.)

4" (TYP.)

(SEE NOTE 3)

UNDISTURBED EARTH 

FINISHED GRADE
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NOTE 4

SEE 

PIPE O.D. **
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SIZE OF PIPE

VARIES W/ 

TRENCH WIDTH 

NOTE 8)

(3" MIN.) (SEE 

UNIMPROVED AREAS 

CROWN TRENCH IN 

FINISHED GRADE

TOP OF PIPE

ATTACHED TO 

LINE BELOW" 

"REUSE WATER 

WARNING TAPE M
A

X
.

1
"

WIRE

METALLIC LOCATING 

OR FORCE MAIN

PVC WATER MAIN 

1
"
 

M
A

X
.

 

 

 

 

WATER LINE BELOW"

WARNING TAPE "REUSE 

WIRE

LOCATING 

METALLIC 

GATE VALVE

RESILIENT SEAT M.J. 

 

 

 

 

CONTRACTOR

INSTALLED BY THE 

BACKFLOW PREVENTER 

RPZ CHECK VALVE 

(1’-0" MIN.)

12" SPOOL PIECE

(2 REQUIRED)

0.S & Y. VALVES 

FINISHED GRADE

(2 REQUIRED)

RESTRAINED JOINT 

TO SERVICE

BY THE CONTRACTOR

SUPPORT STANDS 

ADJUSTABLE PIPE 

M
IN
. 

1
2
"

(
T

Y
P
)
 

3
’ 

C
O

V
E

R

FROM MAIN

No. 6 x 6, W10 x W10

6" CONCRETE SLAB WITH 

AND CONCRETE SLAB

MATERIAL BETWEEN PIPE 

1/2" PREFORMED JOINT  

(18"x24" MIN.)

DOUBLE METER BOX 

BRASS NIPPLE 

 

 

 

2" 90° BEND

MAIN

IRON WATER 

JOINT DUCTILE 

RESTRAINED 

GATE VALVE

FINISHED GRADE

ROCK

6" BEDDING 

6
"

2"

BEND

2" 90° 

NO GALVANIZED PIPE.

THREADED (NPT) JOINTS.

SHALL BE BRASS WITH 

ALL 2" PIPE AND FITTINGS 

NOTE:

 

 

 

PIPE LOC. WIRE

2" PVC PIPE FOR ROUTING

2" CLEANOUT FERRULE, JOSAM

SERIES 58492 OR EQUIV.

9"

4
"

1
2
"

4"

2"

AS REQ’D.

12"

6
"

3 INCH DIA. BRONZE

DISC ANCHORED IN

CONC. PAD STAMP

BASE

9"

ABOVE.

N.T.S.

4" x 4" x 18"

LONG (MIN.) PRECAST POST

WITH 3" DIAMETER

BRONZE DISC SET IN

GROUT AS SHOWN

ANCHORS

ASPHALT SURFACE

24" x 24" x 6"

4
"

BV

WATER

L-20

16

STAMP AS REQ’D

TYPE OF VALVE

(SEE NOTE 1)

SIZE OF VALVE

SERVICE

OPEN

DIRECTION & NO.

AND COVER

OF TURNS TO

VALVE BOX

TYP. EACH VALVE BOX.

3" DIA. BRONZE DISC

ANCHORED IN CONC. PAD

THICK CONC. PAD

2"
MIN.

TOPS FLUSH WITH

FINISHED GRADE (TYP.)

2500 P.S.I.

CONCRETE MIN.

VALVE BOX

AND COVER

1.

NOTES:  

BRONZE IDENTIFICATION DISC SHALL BE REQUIRED FOR ALL VALVES.

VALVE BOX COLLAR

IMPROVED CONDITION

UNIMPROVED CONDITION

#4 BARS ALL

AROUND

WATER

OFFSET TYPE

4’X4’ PRECAST

CONCRETE VAULT

AIR RELEASE VALVE ASSEMBLY

2" GATE 

FITTINGS AND

PIPE FOR

A.R.V. SHALL

BE BRASS

 BEDDING ROCK

2" NIPPLE

VALVE

PREMOLDED PLASTIC

JOINT FILLER

2" NIPPLE

4" MAX.

36" SQ.

8
"

17-1/4"

N.T.S.

AS SPECIFIED.

RECLAIMED WATER MAIN

8"X16" REINFORCED
CONCRETE FOOTING.

GROUT

2" UNION

WASTEWATER

FORCE MAIN

2" BRASS PIPE

2" NIPPLE

SADDLE

SERVICE

ACCESS LID.

GROUT

5" WALL (MIN.)

FINISHED GRADE

AND COVER WITH

CAST IRON FRAME

OPERATING NUT

2" PLUG VALVE W/

CAST IRON
VALVE BOX
TOP SECTION

EXISTING /

PROPOSED
PAVEMENT

U.S. FOUNDRY MODEL #7665

MODIFIED WITHOUT WRITTEN APPROVAL FROM THE CITY ENGINEER OR UTILITY DIRECTOR.

OR SPECIFICATIONS ARE AS PROVIDED BY THE CITY AND HAVE NOT BEEN REVISED OR 

ACKNOWLEDGED THAT THEY ARE EFFECTIVE TO THE PROJECT AND THAT DETAILS, NOTES, 

UTILITY INFRASTRUCTURE. BY INCLUDING THE STANDARDS, THE DESIGN ENGINEER HAS 

STANDARDS OF THE CITY OF WINTER GARDEN FOR CONSTRUCTION OF PUBLIC WORKS AND 

THE DETAILS, NOTES AND SPECIFICATIONS SHOWN ON THIS SHEET REPRESENT THE NOTED 

WINTER GARDEN STANDARDS INCORPORATED WITH DESIGN ENGINEERS DOCUMENTS:

SIZE.

RECLAIMED WATER JUMPER SHALL BE SIZE ON 3.

FLANGED DUCTILE IRON PIPE.

ALL PIPE LARGER THAN 2 INCH SHALL BE 2.

GALVANIZED PIPE ALLOWED.

ALL PIPE AND FITTINGS 2" AND SMALLER SHALL BE THREADED SCHEDULE 80 PVC. NO 1.

NOTES:

RECLAIMED WATER

AIR RELEASE VALVE AND VAULT

N.T.S.

8
"

BEDDING ROCK

BE BRASS

A.R.V. SHALL

PIPE FOR

FITTINGS AND

2" NIPPLE

VALVE
2" AWWA GATE 

2" NIPPLE

5" WALLS (MIN.)

JOINT FILLER

PREMOLDED PLASTIC

4" MAX.

GRADE

FINISHED

CONCRETE FOOTING.

8" x 16" REINFORCED

6"

6"

CONCRETE VAULT

4’ x 4’ PRECAST

36" SQ.

17-1/4"

CAST IRON FRAME AND

COVER WITH ACCESS LID.

PER SPECIFICATION
SERVICE SADDLE

SEE NOTE 2

MAIN AS REQUIRED
CUT OUT FOR FORCE

GROUT

US FOUNDRY MODEL

#7665 OR EQUIVALENT

AIR RELEASE VALVE

VENT-O-MAT, RGX SERIES
OR A.R.I, AS SPECIFIED.

AIR RELEASE VALVE

SUPPORT

SUPPORT

AIR RELEASE VALVE

SPECIFICATIONS.

RIGHT-OF-WAY UTILIZATION REGULATIONS AND ROAD CONSTRUCTION 

RIGHT-OF-WAY SHALL COMLY WITH REQUIREMENTS OF 

SURFACE RESTORATION WITHIN CITY OF WINTER GARDEN 

WITH ALL APPLICABLE REGULATIONS OF GOVERNING AGENCIES. 

FINAL RESTORATION IN IMPROVED AREAS SHALL BE IN COMPLIANCE 8.

SHEETING AND BRACING IN EXCAVATIONS.

STANDARDS AND SPECIFICATIONS FOR UTILITIES CONSTRUCTION FOR 

REFER TO SECTION 32.5 OF THE WINTER GARDEN MANUAL OF 7.

DIRECTION OF THE FLOW.

ALL PIPE TO BE INSTALLED WITH BELL FACING UPSTREAM TO THE 6.

CONSTRUCTION.

WATER SHALL NOT BE PERMITTED IN THE TRENCH DURING 5.

FOR PIPE DIAMETER 24" AND LARGER.

(*): 15" MAX. FOR PIPE DIAMETER LESS THAN 24", AND 24" MAX. 4.

REQUIRED AS DIRECTED BY THE CITY OF WINTER GARDEN.

ACCORDANCE WITH TYPE A BEDDING AND TRENCHING MAY BE 

PIPE BEDDING UTILIZING SELECT COMMON FILL OR BEDDING ROCK IN 3.

MORE THAN 5% PASSING #200 SIEVE.

MAXIMUM DENSITY AS PER AASHTO T-180 AND CONTAINNING NO 

TRENCH BACKFILL: COMMON FILL COMPACTED TO 98% OF THE 2.

MORE THAN 5% PASSING #200 SIEVE.

MAXIMUM DENSITY AS PER AASHTO T-180 AND CONTAINNING NO 

PIPE BEDDING: SELECT COMMON FILL COMPACTED TO 98% OF THE 1.

NOTES:

NOTES:

1.  THE MINIMUM DIMENSION FROM TOP OF PIPE TO FINISHED GRADE

SHALL BE 4.0 FEET.

2.  DOUBLE STRAP SADDLE AND WRAP WITH TWO LAYERS OF WIDE

PLASTIC OR POLY TAPE WITH STAINLESS STEEL STRAP.

3.  PIPE INSTALLATION SHALL BE SUCH THAT THE A.R.V. IS LOCATED

AT THE HIGHEST POINT IN THE RESPECTIVE SEGMENT.

4.  INTERIOR AND EXTERIOR CONCRETE SURFACES SHALL RECEIVE

PROTECTIVE COATING AS SPECIFIED FOR VALVE VAULTS.

5.  CAST IRON FRAME, COVER AND ACCESS LID SHALL BE INSTALLED

FLUSH WITH FINISHED GRADE.

6.  COVER SHALL READ "WINTER GARDEN UTILITIES DIVISION, "SEWER"

"RECLAIMED WATER OR POTABLE WATER".

7.  NO GALVANIZED PIPE/VALVES.

AS NOT TO INTERFERE WITH VALVE OPERATION.

" SO 2
1

BOX AND BE CAPABLE OF EXTENDING ABOVE TOP BOX 

LOCATING ROD SHALL TERMINATE AT THE TOP OF EACH VALVE 2.

DUCT TAPE AT LEAST 5 TIMES PER JOINT.

LOCATOR AND SHALL BE ATTACHED TO THE TOP OF PIPE WITH 

(10 GAUGE COPPER) CAPABLE OF DETECTION BY A CABLE 

PVC PIPE SHALL REQUIRE INSULATED METALLIC LOCATING WIRE 1.

NOTES:

FINISHED GRADE.

EXTENDED TO COME UP TO 4 FOOT DEPTH BELOW 

THE ACTUATING NUT FOR DEEPER VALVES SHALL BE 2.

BOX INSTALLATION.

PVC EXTENSIONS SHALL NOT BE USED ON VALVE 1.

NOTES:

METER NIPPLE BEHIND SIDEWALK TO BE INSTALLED BY CONTRACTOR (H10094)6.

WATERMAIN.

LOCATING WIRE ON POLY PIPE SHALL BE TAPED EVERY 5 FEET FROM METER BOX TO 5.

GRADE AND MAKING ANY GRADE ADJUSTMENT TO METER BOX IF REGARDING OCCURS.

CONTRACTOR SHALL BE RESPONSIBLE FOR SETTING METER BOX ASSEMBLY TO FINISH 

THE METER BOX ASSEMBLY. THE CITY SHALL FURNISH THE METER AND THE 

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION TO AND INCLUDING 4.

TO BE SERVED.

PLACED TO GRADE IN THE RIGHT-OF-WAY AT THE PROPERTY LINE(S) OF THE LOT(S) 

EACH SERVICE SHALL TERMINATE IN A METER BOX ASSEMBLY, WHICH SHALL BE 3.

SHALL NOT BE LOCATED IN SIDEWALK OR PAVED AREAS.

NO SERVICE LINE SHALL TERMINATE UNDER A DRIVEWAY. METER OR METER BOX 2.

ALL FITTINGS SHALL BE BRAS WITH COMPRESSION/PACK JOINT CONNECTIONS.1.

NOTES:

SHALL BE 3" MINIMUM.

SIZE, TYPE, SERVICE, DIRECTION AND TURNS TO OPEN STAMPED ON DISC. DISC 

BRONZE IDENTIFICATION DISC SHALL BE REQUIRED FOR ALL VALVES. PROVIDE 1.

NOTES:

ACCESS

EQUIV. FOR LOC. WIRE 

SERIES 58492 OR 

FERRULE, JOSAM 

2 INCH CLEANOUT 
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F-THxF.TH

RESILIANT SEAT

2" GATE VALVE

AIR RELEASE VALVE

VENT-O-MAT, RGX SERIES
OR A.R.I, AS SPECIFIED

NOTES:

1.  THE MINIMUM DIMENSION FROM TOP OF PIPE TO FINISHED GRADE

SHALL BE 3.0 FEET.

2.  DOUBLE STRAP SADDLE AND WRAP WITH TWO LAYERS OF WIDE

PLASTIC OR POLY TAPE WITH STAINLESS STEEL STRAP.

3.  PIPE INSTALLATION SHALL BE SUCH THAT THE A.R.V. IS LOCATED

AT THE HIGHEST POINT IN THE RESPECTIVE SEGMENT.

4.  INTERIOR AND EXTERIOR CONCRETE SURFACES SHALL RECEIVE

PROTECTIVE COATING AS SPECIFIED FOR VALVE VAULTS.

5.  CAST IRON FRAME, COVER AND ACCESS LID SHALL BE INSTALLED

FLUSH WITH FINISHED GRADE.

6.  COVER SHALL READ "WINTER GARDEN UTILITIES DIVISION AND 

"RECLAIMED WATER".

7.  NO GALVANIZED PIPE/VALVES.

OR POTABLE WATER MAIN

N.T.S.

N.T.S.

N.T.S.

BLOWOFF VALVE DETAIL

GATE VALVE AND

VALVE BOX DETAIL

N.T.S.

N.T.S.

N.T.S.

STANDARD BEDDING DETAIL

PVC PIPE LOCATING WIRE DETAIL
RECLAIMED WATER JUMPER CONNECTION

RECLAIMED WATER SINGLE 

AND DOUBLE SERVICE DETAIL
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N.T.S.

(FULL PORT)

CORP. STOP

1-1/2" MIN. DIA. (DOUBLE)

1" MIN. DIA. (SINGLE)

(ENDOT SDR-9 w/ U.V. PROTECTION) 

ENDOPURE BLUE SERVICE PIPE - ASTM D1248 

CURB

SADDLE

DOUBLE STRAP 

VARIES

UBRANCH

1" X 3/4" 

POLY. TUBING

COMPOUND WYE 

TUBING

3/4" POLY. 

TUBING

1" POLY. 

DIRECTION OF FLOW

METER W/ ARROW IN 

METER

(TYP.)

WIRE

LOCATING 

METALLIC 

WIRE

LOCATING 

METALLIC 

SECTION

SINGLE SERVICE/DOUBLE SERVICE (TOP VIEW)

















THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 
 

From:  Don Cochran, Public Services 
 
Via:  City Manager Mike Bollhoefer 
 
Date:  May 31, 2012  Meeting Date: June 14, 2012 
 
Subject: Approve Bids for N. Dillard Street Improvements Phase II Project 
 
Issue: On May 21, 2012, bids were received for the N. Dillard Street 

Improvements Phase II Project, from Newell St. to Tilden St. The three (3) 
lowest bids are as follows: 

 
- T.D. Thomson Construction Co., Inc. $369,864.20 
- Allstate Paving, Inc. $432,925.00 
- Schuller Contractors, Inc. $473,693.00 

 
T.D. Thomson Construction was the lowest responsive bidder with a bid of 
$369,864.20. 

 
The Engineer’s letter recommending T.D. Thomson Construction for this 
project is attached. 

 
Recommended action: 
 

Approve bids and award the contract for the N. Dillard St. Improvements 
Phase II Project to T.D. Thomson Construction in the amount of 
$369,864.20, and include a 10% contingency, bringing the total approved 
amount for the project to $406,850.62. 

 
Attachments/References: 
 

- Bid tabulation form 
- Engineer’s recommendation 



 #0825-451 

 CITY  OF  WINTER  GARDEN 
 Engineering Department 
 300 West Plant Street - Winter Garden, Florida 34787-3011 

 (407) 656-4111 - FAX (407) 877-2363 

 

 

 M E M O R A N D U M 

 

TO:  CITY COMMISSION VIA MICHAEL BOLLHOEFER, CITY MANAGER 

FROM:  DON COCHRAN, ASSISTANT CITY MANAGER FOR PUBLIC SERVICES 

  NICOLLE VAN VALKENBURG, PE – ASSISTANT CITY ENGINEER 

  ARTHUR R. MILLER, III, PE, PLS – CITY ENGINEER 

DATE:  MAY 21, 2012 

SUBJECT: REVIEW OF BIDS – RECOMMENDATION OF AWARD 

  NORTH DILLARD STREET PHASE 2 PROJECT (NEWELL–TILDEN) - CITY PN 09-037 

 

As you know, the City received bids for this project today.  Bids were received from four (4) of the seven (7) 

contractors that had purchased bid packages and attended the mandatory pre-bid meeting.  Based on our 

recommendation, we are asking the Commission to award the bid at this time so construction can commence as soon 

as possible.  The tabulated bid amounts for the lowest three bids are summarized below: 

 

Company         Unit Price Base Bid 

 

Engineer’s Estimate                                      $406,500.00 

 

T.D. Thomson Construction Co., Inc.                                   $369,864.20 

 

Allstate Paving, Inc.                                      $432,925.00 

 

Schuller Contractors, Inc.                                 $473,693.00 

 

We feel that the bids were competitive, and were less than the budgeted amount and Engineer’s estimated cost for 

the project.  We have attached the bid tabulation for the three lowest bidders for your review.  After reviewing the 

proposal submitted by T.D. Thomson Construction Co., Inc., we have found all documentation to be in order (bid 

form signed, bid guarantee, etc.) and that their qualifications indicate that they can perform the project within the 

time frames specified.  

 

We also recommend that a contingency amount of 10% be approved in addition to the Contractor’s Unit Price bid. 

This will allow construction to continue without delays if Staff approves additional work within the contingency 

amount that exceeds the original scope.  This is a Unit Price contract.  Payment will be based on the actual quantity 

of materials installed according to the unit price bid. 

 

In summary, we recommend that the project be awarded to T.D. Thomson Construction Co., Inc., at a price not to 

exceed $406,850.62 (Base bid + 10% contingency), and ask the Commission's approval for the City to enter into a 

contract with them.  Execution of the contract will be contingent upon all requirements being met (i.e. insurance, 

bond, etc.). 

 

Please review this information and contact our office if you have any questions.  Thank you. 

 

 END OF MEMORANDUM 
 

Attachments (Bid Tabulations) File: W\ARM\WG157 



 ITEM 

NO.
ITEM

BID 

QUANT.
UNIT UNIT $ AMOUNT UNIT $ AMOUNT UNIT $ AMOUNT

1 MOBILIZATION 1 LS $26,600.00 $26,600.00 $35,000.00 $35,000.00 $30,000.00 $30,000.00

2 MAINTENANCE OF TRAFFIC 1 LS $8,000.00 $8,000.00 $40,000.00 $40,000.00 $6,000.00 $6,000.00

3
TEMP EROSION & SEDIMENT CONTROL 

(INCLUDING POLLUTION PREVENTION PLAN & 
1 LS $2,500.00 $2,500.00 $3,500.00 $3,500.00 $4,800.00 $4,800.00

4
TEMPORARY DEWATERING (INCLUDING FDEP

PERMIT)
1 LS $1,000.00 $1,000.00 $5,000.00 $5,000.00 $7,200.00 $7,200.00

5
REMOVE, SALVAGE AND TRANSPORT BRICKS TO 

CITY PUBLIC WORKS YARD & STACK
1,792 SY $10.00 $17,920.00 $2.00 $3,584.00 $13.00 $23,296.00

6
CLEARING & GRUBBING (INCLUDING ALL 

DEMOLITION AND PAVEMENT REMOVAL)
4,652 SY $8.00 $37,216.00 $5.00 $23,260.00 $1.00 $4,652.00

7 EXCAVATE/REMOVE/DISPOSE SOIL 750 CY $10.00 $7,500.00 $5.00 $3,750.00 $10.00 $7,500.00

8
SELECT IMPORT BACKFILL MATERIAL 

(INCLUDING 18" LAYER UNDER SUBBASE)
750 CY $8.00 $6,000.00 $15.00 $11,250.00 $16.00 $12,000.00

9 GRADING 4,652 SY $1.00 $4,652.00 $4.00 $18,608.00 $2.00 $9,304.00

10 6" COMPACTED SUBGRADE (UNDER SIDEWALKS) 410 SY $1.00 $410.00 $1.00 $410.00 $6.00 $2,460.00

11 10" BASE (SOIL CEMENT) 2,245 SY $18.00 $40,410.00 $20.00 $44,900.00 $21.00 $47,145.00

12 12" COMPACTED SUBGRADE 2,245 SY $1.00 $2,245.00 $1.00 $2,245.00 $4.00 $8,980.00

13 2" S-1 ASPHALTIC CONCRETE PAVEMENT 1,792 SY $11.85 $21,235.20 $15.00 $26,880.00 $15.00 $26,880.00

14 4" THICK CONCRETE SIDEWALK 410 SY $24.00 $9,840.00 $30.00 $12,300.00 $29.00 $11,890.00

15 6" THICK CONCRETE DRIVEWAY 314 SY $35.00 $10,990.00 $40.00 $12,560.00 $36.00 $11,304.00

16 CONCRETE STEPS 1 EA $300.00 $300.00 $500.00 $500.00 $600.00 $600.00

17 PAVEMENT MARKINGS & SIGNAGE 1 LS $1,500.00 $1,500.00 $3,000.00 $3,000.00 $2,400.00 $2,400.00

18 DROP CURB (MIAMI CURB) 203 LF $19.00 $3,857.00 $20.00 $4,060.00 $12.00 $2,436.00

19 FDOT TYPE 'F' CURB 1,155 LF $19.00 $21,945.00 $12.00 $13,860.00 $21.00 $24,255.00

20 SOD RESTORATION 1,538 SY $4.50 $6,921.00 $3.50 $5,383.00 $4.00 $6,152.00

SANITARY

21 DEMO EXISTING SANITARY SEWER MAIN 654 LF $4.00 $2,616.00 $10.00 $6,540.00 $12.00 $7,848.00

22 DEMO EXISTING SANITARY SEWER MANHOLE 2 EA $1,000.00 $2,000.00 $750.00 $1,500.00 $900.00 $1,800.00

23 8" PVC GRAVITY SANITARY (SDR 26) 684 LF $27.00 $18,468.00 $30.00 $20,520.00 $56.00 $38,304.00

24 6" PVC SERVICE LATERAL (SDR 26) 474 LF $15.00 $7,110.00 $30.00 $14,220.00 $33.00 $15,642.00

25 SANITARY MANHOLE (4' DIA.) 3 EA $2,900.00 $8,700.00 $3,000.00 $9,000.00 $1,840.00 $5,520.00

26 8" PVC CONNECT TO EXIST. VCP GRAVITY MAIN 2 EA $350.00 $700.00 $500.00 $1,000.00 $630.00 $1,260.00

WATER MAIN

27 DEMO EXISTING WATER MAIN (2") 588 LF $7.00 $4,116.00 $4.00 $2,352.00 $2.00 $1,176.00

28 DEMO EXISTING WATER MAIN (6") 655 LF $8.00 $5,240.00 $5.00 $3,275.00 $9.00 $5,895.00

29 DEMO EXISTING WATER MAIN (8") 89 LF $10.00 $890.00 $7.00 $623.00 $12.00 $1,068.00

30
8" PVC WATER MAIN (C-900, DR 18)

(INCLUDING ALL FITTINGS)
733 LF $35.00 $25,655.00 $30.00 $21,990.00 $48.00 $35,184.00

31 1" PVC WATER SERVICE 235 LF $10.00 $2,350.00 $20.00 $4,700.00 $19.00 $4,465.00

SCHULLER CONTRACTORS

BID TABULATION

CITY OF WINTER GARDEN

DILLARD STREET - PHASE 2 - MAY 21, 2012

T.D. THOMSON CONSTRUCTION ALLSTATE PAVING



32 8" GATE VALVE 7 EA $900.00 $6,300.00 $1,500.00 $10,500.00 $2,263.00 $15,841.00

33 FIRE HYDRANT ASSEMBLY 1 EA $2,800.00 $2,800.00 $3,500.00 $3,500.00 $7,440.00 $7,440.00

34 CONNECT TO EXIST. 8" WATER MAIN (WET TAP) 2 EA $2,800.00 $5,600.00 $2,600.00 $5,200.00 $4,035.00 $8,070.00

35 CONNECT TO EXIST. 6" WATER MAIN (WET TAP) 1 EA $2,800.00 $2,800.00 $2,500.00 $2,500.00 $3,390.00 $3,390.00

STORMWATER

36 DEMO EXISTING INLET 3 EA $1,500.00 $4,500.00 $450.00 $1,350.00 $600.00 $1,800.00

37 DEMO EXISTING MANHOLE 1 EA $1,500.00 $1,500.00 $450.00 $450.00 $600.00 $600.00

38 18" RCP 648 LF $27.00 $17,496.00 $50.00 $32,400.00 $66.00 $42,768.00

39 24" RCP 45 LF $42.00 $1,890.00 $45.00 $2,025.00 $95.00 $4,275.00

40 38" x 24" ERCP 29 LF $48.00 $1,392.00 $70.00 $2,030.00 $137.00 $3,973.00

41 FDOT TYPE '5' INLET W/ P BOTTOM 3 EA $3,500.00 $10,500.00 $3,500.00 $10,500.00 $3,800.00 $11,400.00

42
CONNECT TO EXISTING

STORM CONVEYANCE SYSTEM
3 EA $900.00 $2,700.00 $900.00 $2,700.00 $800.00 $2,400.00

43 STORM MANHOLE (6' DIA.) 1 EA $3,500.00 $3,500.00 $4,000.00 $4,000.00 $4,320.00 $4,320.00

Total $ $369,864.20 $432,925.00 $473,693.00



THE CITY OF WINTER GARDEN 
 

CITY COMMISSION AGENDA ITEM 
 
 
 

From:  Jay Conn, Parks and Recreation Director     
 
Via:  City Manager Mike Bollhoefer 
 
Date:  May 30, 2012    Meeting Date:  June 14, 2012   
 
Subject: Request to hold the Kids All-American 4th of July Bicycle Parade in 

downtown Winter Garden on July 4, 2012. 
 
Issue:  
 
The Winter Garden Masonic Lodge is again partnering with the Winter Garden Heritage 
Foundation to hold their Kids All-American 4th of July Bicycle Parade on July 4th, 2012 at 
10:00am.  The groups have requested permission to block Plant St. and hold the 
parade between Central and Woodland Streets in downtown Winter Garden. 
 
The Masonic Lodge begins the morning by holding a free pancake breakfast in the 
lodge for all to attend.  Families and children are then welcome to bring bicycles, 
scooters, wagons, or simply walk in the short parade to celebrate this national holiday.  
It is free for anyone to attend.  The event has been held for several years and has been 
free of any incidents to speak of. 
 
The event would necessitate the blocking of Plant St. from approximately 9:30 to 
10:30am.  The groups have obtained permission of the Historic Downtown Merchants 
Guild to hold the event as proposed.  
 
 
Recommended action:    
 
Move to approve the request to block Plant St. for the 4th of July Kids Parade on 
July 4th, 2012.  
 
 
 
 
 
Attachments/References: 
 
Event Application 
Route Map 
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Police  
Station 

Newell St. 

Smith St. 

Joiner St. 

Tremaine St. 

Downtown Winter Garden Corridor  

Plant St. 

W. Bay St. 

 

Police  
Station 

Post 
Office 

Henderson St. 

- Public Parking 

X 

X X 

X X 

X X 

X X 

X 

X 

X X 

X 

X X 

X 
X X 

4th of July Kids Parade 
• Sponsored by the Heritage Society/Masonic 

Lodge/Downtown Merchants Assoc. 
• On July 4th   
• Step off at 10am 
• Barricade streets beginning at 9:45am 
• Remove barricades immediately following end of 

parade (approximately 10:20am) 

Masonic Lodge 
Parade Start/End 
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From:  Jay Conn, Director, Parks and Recreation Department     
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 4, 2012    Meeting Date:  June 14, 2012  
 
Subject: Approval for blocking Plant St. to accommodate the 2013 Relay for Life.  
 
Issue:  
 
The local chapter of the American Cancer Society would like to again hold the Relay for 
Life event in downtown Winter Garden in 2013.  The event route is proposed to remain 
the same and utilize the block between Lakeview Ave, Tremain St., Highland Ave, and 
Plant St.  The event would begin at 6:00pm on April 26 and end at 12 noon on April 27. 
 
The event has been well received by the public in the two previous years that it has 
been held in downtown Winter Garden.  There have been a couple of noise complaints 
in prior years about late night sound amplification but the event organizers have agreed 
to monitor this very closely so as not to disturb nearby residents. 
 
The downtown merchants are happy that the event brings additional foot traffic to the 
downtown area.   
 
 
 
Recommended action:    
 
Move to approve the request to block streets to accommodate the 2013 Relay for 
Life on April 26 & 27, 2013 
 
 
 
 
 
 
 
Attachments/References: 
 
Event Application 
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From:  Jay Conn, Director, Parks and Recreation Department     
 
Via:  City Manager Mike Bollhoefer 
 
Date:  June 4, 2012    Meeting Date:  June 14, 2012    
 
Subject:   
 
Recommendation to approve blocking Plant St. to accommodate the West Orange High 
School Homecoming Parade on October 13, 2012. 
 
Issue:  
 
West Orange High School has again requested to hold their homecoming parade on 
Plant St. traveling between the city hall parking lot and the vacant lot at Dillard and Plant 
Street.  This year’s parade will take place at 10:00am on Saturday, Oct 13th, 2012.    
 
This will be the sixth consecutive year that the high school has brought their parade to 
the downtown Winter Garden area.  The parade is typically 20-30 minutes and should 
not pose any logistical problem with the farmers market taking place at the same time 
(the parade should actually bring an increase in visitors to the market). The Historic 
Downtown Winter Garden Merchants Guild has approved the event to happen on this 
date and time.  
 
 
Recommended action:    
 
Move to approve the request from West Orange High School to hold their 
homecoming parade on Plant St. on October 13, 2012. 
 
 
 
 
Attachments/References: 
 
Parade Application 
Parade Route Map 
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From:  City Clerk Golden 
 
Date:  June 1, 2012   Meeting Date: June 14, 2012 
 
Subject: Appointments to fill three seats scheduled to expire July 1, 2012 on 

the Code Enforcement/Nuisance Abatement Board 
 
Issue: The current members whose terms are scheduled to expire July 1, 

2012 include: 
Mr. Lomneck (last time eligible) 
Ms. Patterson (eligible for two more appointments)  
Mr. Skubas (last time eligible)  
Each has each expressed their desire to be reappointed.   
 
During the past year there have been two meetings; none of above 
members was absent. 

 
The following residents have submitted their interest form. I have 
indicated their updated responses for your consideration.   

 
Robert “Johnny” Clark Yes 

Stephen Farrier LM 5/24 
Neal Lippold Yes 
Paul Tinsley LM 5/24 

Jason Fleming LM 5/24 
Eric Rainville Yes 

Rocco Williams Yes 
          Note:  Interest was last verified in May 2012. 

 
Attachments:    Interest forms 
  
Reference: 
City Code Sec. 2-61. Created; composition; terms; removal; organization; officers; 
quorum; compensation. 
(a)   There is created a code enforcement board of the city, which shall consist of seven 
members appointed by the city commission. Members shall be residents of the city. 
(b)   The membership of the code enforcement board shall be made on the basis of 
experience or interest in the fields of zoning and building control in the sole discretion of 
the city commission and shall, whenever possible, include an architect, a businessman, 
an engineer, a general contractor, a subcontractor and a realtor. 
(c)   Appointment to the code enforcement board shall be for a term of three years. Any 
member may be appointed or reappointed by approval of the city commission. No 
member of the board shall serve (or, but for resignation would have served) for more 
than two consecutive three-year terms. A person who has been appointed to two 
consecutive three-year terms may be reappointed to any vacant seat, provided said 
candidate does not actually take office for at least a one year period after the end of that 
candidate's previous two terms. After January 1, 2010, terms of office shall commence 
and expire in the month of June, and appointments for new or expired terms shall be 
made at the first city commission meeting held in June. An appointment to fill a 
vacancy on the code enforcement board shall be effective until June of the last year of 
the remaining term of office and until a successor is appointed. For members on the 
board on January 1, 2010 in their second or later term, such members may be 
reappointed for one additional succeeding term regardless of the two-term limitation in 
this subsection. 
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